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Rules  and  Regulations 


ritle  7— AGRICULTURE 

Chapter  IX — ^Agricultural  Marketing 

Service  (Marketing  Agreements  and 

Orders),  Department  of  Agriculture 

[Navel  Orange  Reg.  203] 

part  914— navel  oranges 

grown  in  ARIZONA  AND  DES¬ 
IGNATED  PART  OF  CALIFORNIA 

Limitation'  of  Handling 

§  914.503  Navel  Orange  Regulation  203. 

(a)  Findings.  (1)  Pursuant  to  the 
marketing  agreement,  as  amended,  and 
Order  No.  14,  as  amended  (7  CFR  Part 
914),  regulating  the  handling  of  navel 
oranges  grown  in  Arizona  and  desig¬ 
nated  part  of  California,  effective  under 
the  applicable  provisions  of  the  Agricul¬ 
tural  Marketing  Agreement  Act  of  1937, 
as  amended  (7  U.S.C.  601-674) ,  and  upon 
the  basis  of  the  recommendations  and 
information  submitted  by  the  Navel 
Orange  Administrative  Committee, 
established  under  the  said  amended 
marketing  agreement  and  order,  and 
upon  other  available  information,  it  is 
hereby  found  that  the  limitation  of  han¬ 
dling  of  such  navel  oranges,  as  herein¬ 
after  provided,  will  tend  to  effectuate  the 
declared  policy  of  the  act  by  tending  to 
establish  and  maintain  such  orderly 
marketing  conditions  for  such  oranges 
as  will  provide,  in  the  interests  of  pro¬ 
ducers  and  consumers,  an  orderly  flow 
of  the  supply  thereof  to  market  through¬ 
out  the  normal  marketing  season  to 
avoid  unreasonable  fluctuations  in  sup¬ 
plies  and  prices,  and  is  not  for  the  pur¬ 
pose  of  maintaining  prices  to  farmers 
above  the  level  which  it  is  declared  to  be 
the  policy  of  Congress  to  establish  under 
the  act. 

(2)  It  is  hereby  further  found  that  it 
is  impracticable  and  contrary  to  the 
public  interest  to  give  preliminary  notice, 
engage  in  public  rule-making  procedure, 
and  postpone  the  effective  date  of  this 
section  imtil  30  days  after  publication 
hereof  in  the  Federal  Register  (5  U.S.C. 
1001-1011)  because  the  time  intervening 
between  the  date  when  information  upon 
which  this  section  is  based  became 
available  and  the  time  when  this  sec¬ 
tion  must  become  effective  in  order  to 
effectuate  the  declared  policy  of  the  act 
is  insufflcient,  and  a  reasonable  time  is 
permitted,  under  the  circumstances,  for 
preparation  for  such  effective  time;  and 
good  cause  exists  for  making  the  provi¬ 
sions  hereof  effective  as  hereinafter  set 
forth.  The  committee  held  an  open 
meeting  during  the  current  week,  after 
giving  due  notice  thereof,  to  consider 
supply  and  market  conditions  for  navel 
oranges  and  the  need  for  regulation; 
interested  persons  were  afforded  an  op¬ 
portunity  to  submit  information  and 
views  at  this  meeting,  the^  recommenda¬ 
tion  and  supporting  information  for 


regulation  during  the  period  specified 
herein  were  promptly  submitted  to  the 
Department  after  such  meeting  was  held; 
the  provisions  of  this  section,  includ¬ 
ing  its  effective  time,  are  identical  with 
the  aforesaid  recommendation  of  the 
committee,  and  information  concerning 
such  provisions  and  effective  time  has 
been  disseminated  among  handlers  of 
such  navel  oranges;  it  is  necessary,  in 
order  to  effectuate  the  declared  policy 
of  the  act,  to  make  this  section  effec¬ 
tive  during  the  period  herein  specified; 
and  compliance  with  this  section  will 
not  require  any  special  preparation  on 
the  part  of  persons  subject  hereto  which 
cannot  be  completed  oh  or  before  the 
effective  date  hereof.  Such  committee 
meeting  was  held  on  January  26, 1961. 

(b)  Order.  (1)  The  respective  quan¬ 
tities  of  navel  oranges  grown  in  Arizona 
and  designated  part  of  California  which 
may  be  handled  during  the  period  be¬ 
ginning  at  12:01  a.m.,  P.s.t.,  January  29, 
1961,  and  ending  at  12:01  a.m.,  P.s.t., 
February  5,  1961,  are  hereby  fixed  as 
follows: 

(1)  District  1:  425,000  cartons; 

(ii)  District  2:  400,000  cartons; 

(iii)  District  3 :  Unlimited  movement ; 

(iv)  District  4 :  Unlimited  movement. 

(2)  As  used  in  this  section,  “handled,” 
“District  1,”  “District  2,”  “District  3,” 
“District  4,”  and  “carton”  have  the  same 
meaning  as  when  used  in  said  amended 
marketing  agreement  and  order. 

(Secs.  1-19,  48  Stat.  31,  as  amended:  7  U.S.C. 
601-674) 

Dated:  January  27,  1961. 

Floyd  F.  Hedlund, 
Deputy  Director,  Fruit  and  Veg¬ 
etable  Division,  Agricultural 
Marketing  Service. 

[P.R.  Doc.  61-883;  Filed,  Jan.  27.  1961; 

10:43  a.m.] 


[Lemon  Reg.  883] 

PART  953— LEMONS  GROWN  IN 
CALIFORNIA  AND  ARIZONA 

Limitation  of  Handling 

§  953.990  Lemon  Regulation  883. 

(a)  Findings.  (1)  Pursuant  to  the 
marketing  agreement,  as  amended,  and 
Order  No.  53,  as  amended  (7  CFR  Part 
953;  23  F.R.  9053),  regulating  the  han¬ 
dling  of  lemons  grown  in  California  and 
Arizona,  effective  under  the  applicable 
provisions  of  the  Agricultural  Marketing 
Agreement  Act  of  1937,  as  amended  (7 
U.S.C.  601  et  seq.;  68  Stat.  906,  1047), 
and  upon  the  basis  of  the  recommenda¬ 
tion  and  information  submitted  by  the. 
Lemon  Administrative  Committee,  estab¬ 
lished  under  the  said  amended  marketing 
agreement  and  order,  and  upon  other 
available  information,  it  is  hereby  found 
that  the  limitation  of  handling  of  such 
lemons  as  hereinafter  provided  will  tend 


to  effectuate  the  declared  policy  of  the 
act. 

(2)  It  is  hereby  further  found  that  it 
is  impracticable  and  contrary  to  the 
public  interest  to  give  preliminary  notice, 
engage  in  public  rule-making  procedure, 
and  postpone  the  effective  date  of  this 
section  until  30  days  after  publication 
hereof  in  the  Federal  Register  (60  Stat. 
237 ;  5  U.S.C.  1001  et  seq.)  because  the 
time  intervening  between  the  date  when 
infoi-mation  upon  which  this,  section  is 
based  become  available  and  the  time 
when  this  section  must  become  effective 
in  order  to  effectuate  the  declared  policy 
of  the  act  is  insufficient,  and  a  reasonable 
time  is  permitted,  under  the  circum¬ 
stances,  for  preparation  for  such  ef¬ 
fective  time;  and  good  cause  exists  for 
making  the  provisions  hereof  effective  as 
hereinafter  set  forth.  The  committee 
held  an  open  meeting  during  the  current 
week,  after  giving  due  notice  thereof,  to 
consider  supply  and  market  conditions 
for  lemons  and  the  need  for  regulation; 
interested  persons  were  afforded  an  op¬ 
portunity  to  submit  information  and 
views  at  this  meeting;  the  recommenda¬ 
tion  and  supporting  information  for  reg¬ 
ulation  during  the  period  specified 
herein  were  promptly  submitted  to  the 
Department  after  such  meeting  was 
held;  the  provisions  of  this  section,  in¬ 
cluding  its  effective  time,  are  identical 
with  the  aforesaid  recommendation  of 
the  committee,  and  information  con¬ 
cerning  such  provisions  and  effective 
time  has  been  disseminated  among  han¬ 
dlers  of  such  lemons;  it  is  necessary,  in 
order  to  effectuate  the  declared  policy 
of  the  act,  to  make  this  section  effective 
during  the  period  herein  specified;  and 
compliance  with  this  section  will  not 
require  any  special  preparation  on  the 
part  of  persons  subject  hereto  which 
cannot  be  completed  on  or  before  the 
effective  date  hereof.  Such  qommittee 
meeting  was  held  on  January  24, 1961. 

(b)  Order.  (1)  The  respective  quan¬ 
tities  of  lemons  grown  in  California  and 
Arizona  which  may  be  handled  during 
the  period  beginning  at  12:01  a.m.,  P.s.t., 
January  29,  1961,  and  ending  at  12:01 
a.m.,  P.s.t.,  February  5,  1961,  are  hereby 
fixed  as  follows: 

(1)  District  1:  18,600  cartons; 

(ii)  District  2:  158,100  cartons; 

(iii)  District  3:  Unlimited  movement. 

(2)  As  used  in  this  section,  “handled,” 
“District  1,”  “District  2,”  “District  3,” 
and  “carton”  have  the  same  meaning 
as  when  used  in  the  said  amended  mar¬ 
keting  agreement  and  order. 

(Secs.  1-19,  48  Stat.  31,  as  amended;  7  U.S.C. 
601-674) 

Dated:  January  25,  1961. 

Floyd  F.  Hedlund, 
Deputy  Director,  Fruit  and  Veg¬ 
etable  Division,  Agricultural 
Marketing  Service. 

(P.R.  Doc.  61-863;  PUed,  Jan,  27,  1961; 

8:46  a.m.] 
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RULES  AND  REGULATIONS 


[Orapefnilt  Beg.  8,  Arndt.  1] 

PART  1031— ORANGES  AND  GRAPE¬ 
FRUIT  GROWN  IN  LOWER  RIO 

GRANDE  VALLEY  IN  TEXAS 

Miscellaneous  Amendments 

Findings.  (1)  Pursuant  to  the  Mar¬ 
keting  Agreement  No.  141  and  Order  No. 
131  (7  CPR  Part  1031;  25  F.R.  9093) 
regulating  the  handling  of  oranges  and 
grapefruit  grown  in  the  Lower  Rio 
Grande  Valley  in  Texas,  effective  under 
the  applicable  provisions  of  the  Agri¬ 
cultural  Marketing  Agreement  Act  of 
1937,  as  amended  (7  U.S.C.  601-674), 
and  upon  the  basis  of  the  recommenda¬ 
tions  of  ttie  Texas  Valley  Citrus  Com¬ 
mittee,  established  under  the  aforesaid 
marketing  agreement  and  order,  and 
upon  other  available  information,  it  is 
hereby  found  that  the  limitation  on  the 
handling  of  oranges  and  grapefruit,  as 
hereinafter  provided,  will  tend  to  ef¬ 
fectuate  the  declared  policy  of  the  act. 

-  (2)  It  is  hereby  further  found  that  it 
is  impracticable,  unnecessary,  and  con¬ 
trary  to  the  public  interest  to  give  pre¬ 
liminary  notice,  engage  in  public  rule- 
making  procedure,  and  postpone  the 
effective  date  of  this  amendment  until 
30  days  after  publication  thereof  in  the 
Federal  Register  (5  U.S.C.  1001-1611) 
in  that,  as  hereinafter  set  forth,  the  time 
Intervening  between  the  date  when  infor¬ 
mation  upon  which  this  amendment  is 
based  became  available  and  the  time 
when  this  amendment  must  become 
effective  in  order  to  effectuate  the  de¬ 
clared  policy  of  the  act  is  insufficient;  a 
reasonable  time  is  permitted,  under  the 
circumstances,  for  preparation  for  such 
effective  time;  and  good  cause  exists  for 
making  the  provisions  hereof  effective  as 
hereinafter  set  forth.  Shipments  of  all 
grapefruit,  grown  in  the  *  production 
area,  are  presently  subject  to  regulation 
by  grades,  sizes,  and  pack,  pursuant  to 
Grapefruit  Regulation  8  (§  1031.317;  26 
FJt.  582)  and  would  continue  to  be  so 
regulated,  unless  sooner  amended  or 
terminated,  imtil  February  6,  1961;  the 
recommendation  and  supporting  infor¬ 
mation  for  regulation  during  the  period 
specified  herein  were  promptly  submit¬ 
ted  to  the  Department  after  an  open 
meeting  of  the  Texas  Valley  Citrus  Com-f 
mittee  on  January  23,  1961,  such  meet¬ 
ing  was  held  to  consider  recommenda¬ 
tions  for  regulation,  after  giving  due 
notice  of  such  meeting,  and  interested 
persons  were  afforded  an  opportunity  to 
submit  their  views  at  this  meeting;  the 
provisions  of  this  amendment,  including 
the  effective  time  hereof,  are  identical 
with  the  aforesaid  recommendation  of 
the  committee,  and  information  con¬ 
cerning  such  provisions  and  effective 
time  has  been  disseminated  among  han¬ 
dlers  of  such  grapefruit;  it  is  necessary, 
in  order  to  effectuate  the  declared  policy 
of  the  act.  to  make  this  amendment 
effective  during  the  period  hereinafter 
set  forth,  and  compliance  with  this 


amendment  will  not  require  any  special 
preparation  on  the  part  of  the  persons 
subject  thereto  which  cannot  be  com¬ 
pleted  by  the  effective  time  hereof. 

It  is,  therefore,  ordered  that  para¬ 
graph  (b)  of  §  1031.317  Grapefruit  Regu¬ 
lation  8  (26  P.R.  582)  are  hereby  amended 
as  follows: 

1.  Subparagraph  (1)  of  paragraph  (b) 
is  revised  to  read  as  follows: 


(1)  Terms  used  in  the  marketing 
agreement  and  order  shall,  when  used 
herein,  have  the  same  meaning  as  is 
given  to  the  respective  term  in  said  mar¬ 
keting  agreement  and  order;  and  terms 
relating  to  grade,  diameter,  and  pack 
(including  standard  pack)  when  used 
herein,  shall  have  the  same  meaning  as 
is  given  to  the  respective  term  in  the 
United  States  Standards  for  Grapefruit 
(Texas  and  States  other  than  Florida, 
California,  and  Arizona)  (§§  51.620  to 
51.658  of  this  title) :  Provided.  That,  with 
respect  to  pack  size  46,  the  term  “fairly 
uniform  in  size”  shall  mean  that  not 
more  than  10  percent,  by  count,  of  the 
fruit  in  any  container  vary  more  than 
!%(?  inch  in  diameter. 


2.  Subdivision  (iv)  of  subparagraph 
(2)  of  paragraph  (b)  is  revised  to  read 
as  follows: 


(iv)  Any  grapefruit  of  any  variety, 
grown  as  aforesaid,  which  are  place 
packed  in  boxes  or  cartons  unless  such 
grapefruit  meet  the  requirements  of 
standard  pack  or.  if  not  so  packed,  such 
grapefruit  are  fairly  uniform  in  size  and 
the  containers  are  well  filled:  Provided, 
That,  with  respect  to  any  such  grape¬ 
fruit  that  are  packed  in  any  container 
with  inside  dimensions  of  19%  x  13  x 
13^2  inches,  19%  x  13  x  12  Vi  inches, 
19%  X  13%  X  13  Vi  inches,  or  19%  x  13  x 
1214  inches,  such  container  is  packed  in 
accordance  with  the  requirements  of 
standard  pack  with  one  of  the  following 
pack  sizes  and  contains  the  applicable 
number  of  grapefruit  specified  for  the 
pack  size:  Provided  further.  That  the 
provisions  of  this  subdivision  (iv)  shall 
not  apply  to  the  grapefruit  in  any  gift 
package  of  fruit: 

Number  of 

Pack  size:  grapefruit 


46. 

54. 

64. 

70. 

80. 

96. 


48 

56 

64 

72 

80 

96 


The  provisions  of  this  amendment 
shall  become  effective  at  12:01  am.,  c.s.t., 
January  30,  1961. 

(Secs.  1-19,  48  Stat.  31.  as  amended;  7  U.S.C. 
601-674) 

Dated:  January  25, 1961. 

Floyd  F.  Hedlund, 
Deputy  Director,  Fruit  and  Veg¬ 
etable  Division,  Agricultural 
Marketing  Service. 

[F.R.  Doc.  61-862;  Filed,  Jan.  27.  1961; 
8:45  a.m.] 


Title  12— BANKS  AND  BANKIHI! 

CHAPTER  II— FEDERAL  RESERVE 
SYSTEM 

SUBCHAPTER  A— BOARD  OF  GOVERNORS  ot 
THE  FEDERAL  RESERVE  SYSTEM 

[Reg.  R] 

PART  218 — RELATIONS  WITH  DEAL 
ERS  IN  SECURITIES  UNDER  SECTION 
32,  BANKING  ACT  OF  1933 

Service  of  Real  Estate  Investment 
Company 

§  218.104  Service  of  member  bank  and 
real  estate  Investment  company. 

(a)  The  Board  recently  considered 
two  inquiries  regarding  the  question 
whether  proposed  real  estate  investment 
companies  would  be  subject  to  the  provi¬ 
sions  of  sections  20  and  32  of  the  Bank¬ 
ing  Act  of  1933  (12  U.S.C.  sec.  377  and 
sec.  78) .  These  sections  relate  to  aflllia- 
tions  between  member  banks  and  com¬ 
panies  engaged  principally  in  the  issue, 
fiotation,  underwriting,  public  sale  or 
distribution  of  stocks,  bonds,  or  simtiftr 
securities,  and  interlocking  directorates 
between  member  banks  and  companies 
primarily  so  engaged.  In  both  instances 
the  companies,  after  their  organization, 
would  engage  only  in  the  business  of 
financing  real  estate  development  or  in¬ 
vesting  in  real  estate  interests,  and  not 
in  the  type  of  business  described  in  the 
statute.  However,  each  of  the  compa¬ 
nies,  in  the  process  of  its  organization, 
would  issue  its  own  stock.  In  one  in¬ 
stance,  it  appeared  that  the  stock  would 
be  issued  over  a  period  of  from  30  to  60 
days;  in  the  other  instance  it  was  stated 
that  the  stock  would  be  sold  by  a  firm 
of  underwriters  and  that  distribution 
was  expected  to  be  completed  in  not 
more  than  a  few  days. 

(b)  On  the  basis  of  the  facts  stated, 
the  Board  concluded  that  the  companies 
involved  would  not  be  subject  to  sections 
20  and  32  of  the  Banking  Act  of  1933, 
since  they  would  not  be  principally  ot 
primarily  engaged  in  the  business  of 
issuing  or  distributing  securities  but 
would  only  be  issuing  their  own  stock 
for  a  period  ordinarily  required  for  cor¬ 
porate  organization.  The  Board  stated, 
however,  that  if  either  of  the  companies 
should  subsequently  issue  additicmal 
shares  frequently  and  in  substantial 
amoimts  relative  to  the  size  of  the  com¬ 
pany’s  capital  structure,  it  would  be  nec¬ 
essary  for  the  Board  to  reconsider  the 
matter. 

(c)  Apart  from  the  legal  question,  the 
Board  noted  that  an  arrangement  of  the 
kind  proposed  could  involve  some  dan¬ 
gers  to  an  affiliated  bank  because  the 
relationship  might  tend  to  impair  the 
independent  judgment  that  should  be 
exercised  by  the  bank  in  appraising  Its 
credits  and  might  cause  the  company  to 
be  so  identified  in  the  minds  of  the  public 
with  the  bank  that  any  financial  reverses 
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--red  by  the  company  might  affect 
confidence  of  the  public  in  the  bank, 
(d)  Because  of  the  foregoing  conclu- 
don  that  the  companies  would  not  be 
-.hiect  to  sections  20  and  32,  it  seems 
Ssable  to  clarify  §  218.102,  in  which 
^  Board  took  the  position  that  a 
S^-end  investment  company  which 
was  In  process  of  organization  and  was 
actively  engaged  in  issuing  and  selling 
its  shares  was  subject  to  section  32  as 
long  as  this  activity  continued.  That 
interpretation  should  be  regarded  as  ap- 
oiicable  only  where  the  circumstances 
such  as  to  indicate  that  the  issuance 
of  the  company’s  stock  is  a  primary  or 
principal  activity  of  the  company.  For 
example,  such  circumstances  might  exist 
where  the  initial  stock  of  a  company  is 
actively  issued  over  a  period  of  time 
longer  than  that  ordinarily  required  for 
corporate  organization,  or  where,  sub¬ 
sequent  to  organization,  the  company 
issues  its  own  stock  frequently  and  in 
substantial  amounts  relative  to  the  total 
amount  of  shares  outstanding. 

(Sec.  11(1).  38  Stat.  262;  12  U.S.C.  248(1). 
Interpret  or  apply  sec.  32,  48  Stat.  194,  as 
amended;  12  U.S.C.  78) 

Dated  at  Washington,  D.C.,  this  19th 
day  of  January  1961. 

Board  of  Governors  of  the 
Federal  Reserve  System, 
[seal]  Merritt  Sherman, 

Secretary. 

(PB.  Doc.  61-834;  Piled,  Jan.  27,  1961; 

8:49  a.m.] 


Title  14— AERONAUTICS  AND 
SPACE 

Chapter  III — Federal  Aviation  Agency 

SUBCHAPTER  E — AIR  NAVIGATION 
REGULATIONS 

[Airspace  Docket  No.  60-FW-85] 

PART  600— DESIGNATION  OF 
FEDERAL  AIRWAYS 

PART  601— DESIGNATION  OF  THE 
CONTINENTAL  CONTROL  AREA, 
CONTROL  AREAS,  CONTROL 
ZONES,  REPORTING  POINTS,  POSI¬ 
TIVE  CONTROL  ROUTE  SEGMENTS, 
AND  POSITIVE  CONTROL  AREAS 

Revocation  of  Federal  Airway,  Asso¬ 
ciated  Control  Areas  and  Reporting 
Points  and  Modification  of  Control 
Area  Extension 

On  November  5,  1960,  a  notice  of  pro¬ 
posed  rule  making  was  published  in  the 
Federal  Register  (25  F.R.  10602)  stating 
that  the  Federal  Aviation  Agency  pro¬ 
posed  to  revoke  Red  Federal  airway  No. 
30  in  its  entirety,  its  associated  control 
areas  and  reporting  points,  and  modify 
the  Jacksonville,  Ra.,  control  area 
extension. 

No  adverse  comments  were  received 
regarding  the  proposed  amendments. 

Interested  persons  have  been  afforded 
an  opportunity  to  participate  in  the 
making  of  the  rules  herein  adopted,  and 


due  consideration  has  been  given  to  all 
relevant  matter  presented. 

The  substance  of  the  proposed  amend¬ 
ments  having  been  published,  therefore, 
pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (25  FJR.  12582) 
and  for  the  reasons  stated  in  the  notice, 
the  following  actions  are  taken: 

1.  In  Parts  600  and  601  (14  CFR  Parts 
600,  601)  the  following  sections  are 
revoked: 

§  600.230  Red  Federal  airway  No.  30 
(Alexandria,  La.,  to  Jacksonville, 
Fla.). 

§  601.230  Red  Federal  airway  No.  30 
control  areas  (Alexandria,  La.,  to 
Jacksonville,  Fla.). 

§  601.4230  Red  Federal  airway  No.  30 
(Alexandria,  La.,  to  Jacksonville, 
Fla.). 

2.  Section  601.1005  (14  CFR  601.1005, 
25  F.R.  1988)  is  amended  to  read: 

§  601.1005  Control  area  extension 
(Jacksonville,  Fla.). 

The  area  NE  of  Jacksonville  within  5 
miles  either  side  of  the  064®  True  radial 
of  the  Jacksonville  VOR  extending  from 
the  VOR  to  20  miles  NE;  and  the  area  W 
of  Jacksonville  bounded  on  the  E  by  VOR 
Federal  airway  No.  267,  on  the  S  by  the 
Jacksonville  Restricted  Area  (R-161A), 
on  the  W  by  longitude  82 ®20'00"  W.,  and 
on  the  N  by  VOR  Federal  airway  No.  22. 

These  amendments  shall  become  ef¬ 
fective  0001  e.s.t.,  April  6,  1961. 
(Sec.^307(a),  72  Stat.  749;  49  U.S.C.  1348) 

Issued  in  Washington,  D.C.,  on  Janu¬ 
ary  24,1961. 

D.  D.  Thomas, 
Director,  Bureau  of 
Air  Traffic  Management. 

[F.R.  Doc.  61-809;  Piled,  Jan.  27,  1961; 
8:46  a.m.] 


[Airspace  Docket  No.  60-KC-61] 

PART  600— DESIGNATION  OF 
FEDERAL  AIRWAYS 

PART  601— DESIGNATION  OF  THE 
CONTINENTAL  CONTROL  AREA, 
CONTROL  AREAS,  CONTROL 
ZONES,  REPORTING  POINTS,  POSI¬ 
TIVE  CONTROL  ROUTE  SEGMENTS, 
AND  POSITIVE  CONTROL  AREAS 

Revocation  of  Segment  of  Federal 
Airway,  Associated  Control  Areas 
and  Modification  of  Control  Area 
Extension 

On  September  14,  1960,  a  notice  of 
proposed  rule  making  was  published  in 
the  Federal  Register  (25  F.R.  8827) 
stating  that  the  Federal  Aviation  Agency 
(FAA)  was  considering  amendments  to 
§§  600.608,  601.608,  601.1097,  and  601.4608 
of  the  regulations  of  the  Administrator. 

As  stated  in  the  notice,  these  actions 
would  result  in  the  revocation  of  the 
segment  of  Blue  Federal  airway  No.  8 
and  its  associated  control  areas  between 
Fargo,  N.  Dak.,  and  Grand  Porks,  N. 
Dak.,  and  redescribing  the  Grand  Porks 
control  area  extension  by  deleting  all 
reference  to  Blue  8  in  the  description  and 


substituting  VOR  Federal  airway  No.  481 
therein.  In  addition,  the  caption  to 
§  601.4608  relating  to  designated  report¬ 
ing  points  associated  with  Blue  8  would 
be  changed  to  conform  to  the  modified 
airway. 

The  Department  of  the  Air  Force  and 
the  Air  Transport  Association  of  Amer¬ 
ica  offered  no  objections  to  the  proposal. 
However,  the  Director  of  the  North 
Dakota  Aeronautics  Commission  objected 
to  the  revocation  of  this  segment  of  Blue 
8  and  supported  his  objection  with  com¬ 
ments  which  are  outlined  as  follows: 

1.  Blue  8  is  an  international  airway 
to  Canada  and  a  question  remains  as  to 
what  will  happen  to  the  continuity  of 
Blue  8  since  it  continues  northward  from 
Grand  Forks  to  Winnipeg,  Canada,  via 
Pembina,  N.  Dak. 

2.  The  elimination  of  this  segment  of 
Blue  8  will  not  eliminate  any  control 
area  as  alleged  in  the  Proposal  since 
VOR  Federal  airway  No.  481  and  481 
east  alternate  overlap  Blue  8  in  its 
entirety. 

3.  This  action  will  eliminate  a  backup 
airway  between  Fargo  and  Grand  Forks 
when  the  VOR  airway  is  unusable  be¬ 
cause  of  the  temporary  failure  of  the 
VORs  at  Grand  Forks  and  Fargo. 

4.  The  VOR  and  radio  range  station 
instrument  approach  minimums  for  the 
Grand  Forks  Airport  are  presently  500 
feet  above  the  airport.  The  elimination 
of  Blue  8  may 'raise  the  radio  range  pro¬ 
cedure  to  600  feet  and  the  VOR  approach 
to  600  feet  because  the  radio  range  is  a 
part  of  the  VOR  approach  procedure. 

5.  Instrument  traffic  into  Fargo  ter¬ 
minal  area  would  be  delayed  because  no 
published  transition  instrument  ap¬ 
proach  procedure  is  published  from  Vic¬ 
tor  airways  at  Fargo  to  the  radio-  range 
instrument  procedure  at  Hector  Airport, 
Fargo.  Therefore,  aircraft  arriving 
from  the  north  would  be  required  to  pro¬ 
ceed  to  the  Fargo  VOR  then  return  to 
the  Fargo  radio  range  which  is  a  total 
distance  of  30  miles. 

6.  In  summation,  the  Director  recom¬ 
mended  that  Blue  8  be  retained  until  a 
Victor  airway  is  established  from  Fargo 
to  Winnipeg  and  that  a  VOR  be  installed 
at  Pembina. 

With  regard  to  the  first  point,  the  FAA 
is  of  the  opinion  that  the  transition  from 
the  Victor  airway  system  to  the  low  fre¬ 
quency  airway  system  between  Grand 
Forks  and  Pembina  presents  no  imdue 
hardship  since  a  transition  at  some  point 
would  be  required  for  north-south  traf¬ 
fic  proceeding  south  beyond  Fargo.  It 
should  be  noted  that  Grand  Forks  is  a 
customs  station  and  traffic  is  terminated, 
.  at  least  temporarily,  at  Grand  Forks. 
This  in  itself  will  permit  an  easy  transi¬ 
tion  between  these  airway  systems. 

As  to  the  second  point,  the  proposal 
did  not  state  that  any  specified  amount 
of  controlled  airspace  would  be  elimi¬ 
nated.  Rather,  an  allocation  of  airspace 
based  on  low  frequency  navigation  aids 
would  be  eliminated. 

As  to  the  third  point,  it  was  not  in¬ 
tended  that  the  low  frequency  airways 
system  serve  as  a  backup  to  the  VOR 
airway  structure.  In  fact,  the  VOR  air¬ 
ways  system  is  based  on  navigation  aids 
with  dual  transmitters  and  standby 
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power  so  that  a  backup  system  is  not 
required. 

Insofar  as  the  instrument  approach 
procedure  at  Grand  Porks  is  concerned, 
the  revocation  of  Blue  8  will  not  affect 
the  VOR  and  radio  range  instrument 
approach  procedures  since  the  radio 
range  station  will  remain  as  long  as  Blue 
8  exists  between  Grand  Forks  and 
Pembina. 

With  regard  to  the  fifth  point  con¬ 
cerning  approach  procedures  to  Fargo, 
aircraft  arriving  from  the  north,  whose 
destination  may  be  Hector  Airport, 
would  not  be  required  to  continue  past 
the  airport  to  the  VOR  then  reverse 
course  and  return  to  the  radio  range. 
This  procedure  is  unnecessary,  because 
it  will  be  more  practical  to  establish 
transitional  routes  from  Victor  481  or  481 
east  via  the  intersection  of  an  ADF  bear¬ 
ing  from  the  Fargo  low  frequency  range. 

The  FAA  agrees  that  a  Victor  airway 
is  desirable  between  Grand  Forks  and 
Winnipeg,  Future  planning  includes 
the  installation  of  a  VORTAC  near  Pem¬ 
bina  and  the  establishment  of  a  VOR 
airway  between  these  two  points  via 
Pembina.  During  the  interim,  in  view 
of  the  light  trafllc  activity  in  the  area. 
Blue  8  between  Grand  Forks  and  Winni-  • 
peg  and  Victor  481  and  481  east  are  con¬ 
sidered  sufficient  to  meet  the  traffic 
requirement. 

In  view  of  the  above,  action  is  taken 
herein  to  adopt  the  notice  as  proposed. 
Interested  persons  have  been  afforded 
an  opportunity  to  participate  in  the 
making  of  the  rules  herein  adopted,  and 
due  consideration  has  been  given  to  all 
relevant  matter  presented. 

The  substance  of  the  proposed  amend¬ 
ments  having  been  published,  therefore, 
pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (25  FJi.  12582) 
and  for  the  reasons  stated  herein  and  in 
the  notice,  the  following  actions  are 
^Rk0ii  * 

1.  Section  600.608  (14  CFR  600.608) 
is  amended  to  read: 

§  600.608  Blue  Federal  airway  No.  8 
(Grand  Forks,  N.  Dak.,  to  Winnipei;, 
Chitario,  Canada). 

That  airspace  over  United  States  terri¬ 
tory  from  the  Grand  Forks,  N.  Dak.,  RR 
via  the  Pembina,  N.  Dak.,  RR  to  the 
Winnipeg,  Ont.,  Canada,  RR. 

2.  SecUon  601.608  (14  CFR  601.608)  is 
amended  to  read: 

§  601.608  Blue  Federal  airway  No.  8 
control  areas  (Grand  Forks,  N.  Dak., 
to  Winnipeg,  Ontario,  Canada). 

All  of  Blue  Federal  airway  No.  8  over 
United  States  territory. 

3.  Section  601.1097  (14  CFR  601.1097) 
is  amended  to  read : 

§  601.1097  Control  area  extension 
(Grand  Forks,  N.  Dak.). 

The  airspace  within  a  30-mile  radius 
of  Grand  Forks  AFB  (latitude  47“57'35" 
N.,  longitude  97“24'10"  W.)  excluding 
the  area  E  of  the  Grand  Forks  VOR  355® 
True  radial  and  VOR  Federal  airway  No. 
481. 

§  601.4608  [Amended] 

4.  In  the  caption  of  §  601.4608  (14 
CFR  601.4608)  "(Farfiro,  N.  Dak.,  to 


United  States-Canadian  Border) ."  is  de¬ 
leted  and  "(Grand  Forks,  N.  Dak.,  to 
Winnipeg,  Ontario,  Canada) is  substi¬ 
tuted  therefor. 

These  amendments  shall  become  effec¬ 
tive  0001  e.s.t.,  April  6,  1901. 

(Sec.  307(a),  72  Stat.  749;  49  U.S.C.  1348) 

Issued  in  Washington,  D.C.,  on  Jan¬ 
uary  24,  1961. 

D.  D.  Thomas, 
Director,  Bureau  of 
Air  Traffic  Management. 

|F.R.  I^c.  61-810;  Filed,  Jan.  27,  1961; 
8:46  ajn.J 

[Airspace  Docket  No.  60-FW-94] 

PART  600— DESIGNATION  OF 
FEDERAL  AIRWAYS 

PART  601— DESIGNATION  OF  THE 
CONTINENTAL  CONTROL  AREA, 
CONTROL  AREAS,  CONTROL 
ZONES,  REPORTING  POINTS,  POSI¬ 
TIVE  CONTROL  ROUTE  SEGMENTS, 
AND  POSITIVE  CONTROL  AREAS 

Revocation  of  Segment  of  Federal 
Airway,  Associated  Control  Areas 
and  Reporting  Points,  and  Modi¬ 
fication  of  Control  Area  Extension 

On  November  18, 1960,  a  notice  of  pro¬ 
posed  rule  making  was  published  in  the 
Federal  Register  (25  F.R.  11009)  stating 
that  the  Federal  Aviation  Agency  pro¬ 
posed  to  r.evoke  the  segment  of  Blue  Fed¬ 
eral  airway  No.  19,  its  associated  control 
areas  and  reporting  points  between  Per- 
rine,  Fla.,  and  Melbourne,  Fla.,  and  mod¬ 
ify  the  Orlando,  Fla.,  control  area 
extension. 

No  adverse  comments  were  received 
regarding  the  proposed  amendments. 

Interested  persons  have  been  afforded 
an  opportunity  to  participate  in  the  mak¬ 
ing  of  the  rules  herein  adopted,  and  due 
consideration  has  been  given  to  all  rele¬ 
vant  matter  presented. 

The  substance  of  the  proposed  amend¬ 
ments  having  been  published,  therefore, 
pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (25  F.R.  12582) 
and  for  the  reasons  stated  in  the  notice, 
the  following  actions  are  taken: 

1.  Section  600.619  (14  CFR  600.619, 
25  F.R.  10424)  is  amended  to  read: 

§  600,619  Blue  Federal  airway  No.  19 
(Key  West,  Fla.,  to  Perrine,  Fla.). 

Fi’om  the  Key  West,  Fla.,  RR  to  the 
Perrine,  Fla.,  RBN. 

§  601.619  [Amendment] 

2.  In  the  caption  of  §  601.619  (14  CFR 
601.619)  "Melbourne,  Fla."  is  deleted 
and  "Perrine,  Fla.”  is  substituted 
therefor. 

§  601.4619  [Amendment] 

3.  In  the  caption  of  §  601.4619  (25  F.R. 
10424)  "Melbourne,  Fla."  is  deleted  and 
"Perrine,  Fla.”  is  substitute  therefor. 

§601.1138  [Amendment] 

4.  In  the  text  of  §  601.1138  (14  CFR 
601.1138)  “on  the  east  by  Blue  Federal 
airway  No.  19  and  on  the  northeast  by 
VOR  Federal  airway  No.  159-E  to  the 


Orlando  VOR”  is  deleted  and  “on  ths  f 
and  NE  by  VOR  Federal  airway  No 
159-E  alternate  to  the  Orlando  VOR”  l 
substituted  therefor. 

These  amendments  shall  become 
tive  0001  e.s.t,  April  6,  1961. 

(Sec.  307(a),  72  Stat.  749;  49  U.S.C.  1348) 

Issued  in  Washington,  D.C.,  on  Jami 
ary  24,  1961. 

D.  D.  Thomas, 
Director,  Bureau  of 
Air  Traffic  Management. 

[F.R.  Doc.  61-811;  Piled,  Jan.  27  igai. 

8:46  a.m.]  ’  * 


[Airspace  Docket  No.  60-WA-194] 

PART  608— SPECIAL  USE  AIRSPACE 

On  October  4,  1960,  a  notice  of  pro- 
posed  rule  making  was  published  in  the 
Federal  Register  (25  F.R.  9474)  stating 
that  the  Federal  Aviation  Agency  (Paa) 
was  considering  revising  Part  608  of  the 
regulations  of  the  Administrator. 

Comments  were  submitted  by  the  Na¬ 
tional  Business  Aircraft  Associafion 
(NBAA),  Air  Line  Pilots  Association 
(ALBA),  Air  Transport  Association  of 
America  (ATA),  Department  of  the  Air 
Force,  National  Aviation  Trades  As^ia- 
tion  (NATA),  Department  of  the  Navy, 
Department  of  the  Army,  Department  of 
Defense  and  the  Air  Force  Aeronautical 
Chart  and  Information  Center  (ACffC). 
Careful  consideration  has  been  given  to 
all  comments  and  recommendations  sub¬ 
mitted  and,  where  found  appropriate, 
they  have  been  incorporated  in  this  re¬ 
vision.  However,  in  a  document  of  this 
nature,  it  is  not  feasible  to  list,  in  detail, 
all  comments  and  recommendations  that 
were  received.  No  objections,  as  such, 
were  received  regarding  the  basic  ac¬ 
tions  proposed. 

Comments  were  received  recommend¬ 
ing:  Immediate  expansion  of  this  Part 
to  include  such  areas  as  warning,  cau¬ 
tion,  prohibited,  flight  test,  and  others 
that  may  be  considered  as  special  use 
areas;  further  steps  be  taken  to  segregate 
joint  use  restricted  areas;  clarification 
of  individual  authorization  to  transit 
a  restricted  area  as  against  joint  use 
of  a  restricted  area;  all  Restricted  Area/ 
Military  Climb  Corridors  be  assigned  a 
controlling  agency;  this  Part  include 
provisions  for  consultation  with  all  air¬ 
space  users  in  cases  where  conflicts  of 
interests  occur  and  require  “review  of 
any  military  airspace  privilege  on  the  ap¬ 
plication  of  any  other  airspace  user”;  a 
world-wide  standard  identification  code 
for  airspace  reservations;  changes  to  cer¬ 
tain  portions  of  the  Utilization  Report; 
and  changes  to  §  608.3  Explanation  of 
terms,  §  608.13  Using  Agency,  §  608.14 
Controlling  Agency,  and  §  608.12  Re¬ 
striction. 

The  expansion  of  Part  608  to  include 
such  areas  as  caution,  warning,  and 
flight  test.  Oil  Burner  routes,  maneuver 
areas  and  others  that  may  be  considered 
special  use  areas  was  not  intended  at 
this  time.  However,  a  study  is  being 
conducted  to  determine  the  feasibility  of 
designating  these  types  of  areas  in  this 
part  of  the  regulations  of  the  Adminis¬ 
trator.  The  possible  expansion  of  this 
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rt  as  mentioned  in  the  notice,  wiU  be 
KS’in  abeyance  pending  the  results  of 
SnTfitudy.  The  PAA  does  not  consider 
?ftesliabie  to  delay  the  publication  of 

“^gvision  awaiting  the  above  results. 

Additional  identification  of  joint  use 
^-jcted  areas  is  not  considered  neces- 
since  the  designation  of  a  con- 
Sing  agency  discloses  its  joint  use 
The  application  of  joint  use  will 
a  restricted  area  for  air  traffic 
ISS  purposes  when  it  is  determined 
to  be  feasible  and  desirable.  The  term 
•^oint  use”,  as  used  in  this  part,  should 
not  be  misconstrued  as  replacing  or 
eliminating  the  authority  of  the  using 
agency  or  the  controlling  agency  to  clear 
authorize  individual  transit  of  re¬ 
stricted  areas  as  stated  in  §§  608.13  and 
608  14  and  the  responsibility  to  do  so 
its  special  use  will  permit.  A  re¬ 
quest  for  transit  of  a  restricted  area  shall 
be  granted  whenever  conditions  within 
the  restricted  area  permit  such  transit. 
As  stated  in  §  608.12,  no  person  shall  op¬ 
erate  an  aircraft  within  a  restricted  area 
unless  iMlor  permission  has  been  issued 
by  the  appropriate  authority.  Appro¬ 
priate  authority  is  defined  in  §  608.3  as 
either  the  using  agency  or  the  controlling 
agency. 

Wiffi  respect  to  those  Restricted  Area/ 
Military  Climb  Corridors  for  which  no 
rontn)0<ng  agency  has  been  designated, 
it  should  be  noted  that  the  using  agency 
designated  in  this  part  is  the  air  traffic 
control  facility,  operated  by  the  Air 
Rjrce,  which  was  formerly  designated 
the  controlling  agency.  The  using 
agency  associated  with  these  climb  cor¬ 
ridors  will  continue  to  meet  the  require¬ 
ment  of  maintaining  appropriate  civil 
communication  capabilities  in  order  that 
requests  for  transit  of  a  climb  corridor 
may  be  made  directly  to  appropriate 
authority.  As  stated  above,  in  lieu  of 
a  designated  controlling  agency,  the 
using  agency  will,  when  feasible,  au¬ 
thorize  transit  of  climb  corridors  for 
non-participating  air  traffic.  Therefore, 
an  climb  corridors  will  maintain  an 
availability  status  equal  to  that  previ¬ 
ously  maintained.  Again,  this  should 
not  be  confused  with  joint  use  of  a  re¬ 
stricted  area  which  provides  for  the  re¬ 
lease  of  the  area  by  the  using  agency  to 
the  controlling  agency  for  air  traffic  con¬ 
trol  purposes.  Joint  use  of  those  corri¬ 
dors  has  been  effected  where  a  require¬ 
ment  exists  through  a  letter  of  joint  use 
procedures  between  the  controlling 
agency  and  the  using  agency.  The  term 
“joint  use”  as  previously  used  in  con¬ 
junction  with  climb  corridors  was  a 
loosely  applied  term  covering  the  com¬ 
munications  requirements  and  availabil¬ 
ity  of  climb  corridors  for  the  transit  of 
non-participating  air  traffic. 

On  the  procedural  aspects,  the  alloca- 
ti(Hi  of  airspace  is  processed  in  accord¬ 
ance  with  procedures  set  forth  in  Part 
409  of  the  regulations  of  the  Adminis¬ 
trator  and  the  Administrative  Procedure 
Act.  These  procedures  provide  opportu¬ 
nity  for  all  interested  persons  to  present 
their  views  and  comments  on  all  matters 
pertaining  to  airspace  allocation.  Addi¬ 
tionally,  §  409.18(a)  of  the  regulations  of 
ffie  Administrator  provides  for  any  in¬ 
terested  person  to  petition  for  the  revo¬ 


cation  or  modification  of  existing  rules, 
regulations  or  orders  relating  to  airspace 
assignments.  (Consequently,  no  require¬ 
ment  exists  to  include  these  procediires 
in  this  part.  Further,  the  PAA  is  con¬ 
ducting  a  continuing  review  of  all  des¬ 
ignated  airspace  in  order  to  provide  for 
more  efficient  utilization  which  will 
benefit  all  airspace  users. 

In  reviewing  the  recommendations  for 
a  world-wide  standard  code  of  identi¬ 
fying  airspace  reservations,  there  is  no 
indication  that  the  standard  code,  as 
formulated  by  the  Aeronautical  Stand¬ 
ards  Coordinating  Committee,  will  be 
accepted  on  an  international  basis. 
Therefore,  the  FAA  does  not  consider 
it  appropriate  to  adopt  this  method  of 
identification  of  special  use  airspace  at 
this  time. 

The  limitation  on  operations  in  re¬ 
stricted  areas  is  imposed  in  §  60.13  of 
the  (Civil  Air  Regulations.  It  is  reiter¬ 
ated  here  for  ease  of  reference.  It  is 
not  the  intention  of  the  FAA  to  delete 
this  section  from  the  Civil  Air  Regula¬ 
tions.  Further,  the  recommendation  to 
reword  this  section  so  as  to  define  ap¬ 
propriate  authority  is  not  considered 
necessary  since  appropriate  authority  is 
adequately  defined  in  §  608.3. 

The  contention  that  the  terms — using 
agency  and  controlling  agency — and  the 
definitions  thereof  are  now  outmoded  is 
not  shared  by  the  FAA  and  they  are 
being  retained.  However,  the  definition 
of  using  agency  stated  in  the  Notice  is 
expanded  herein  to  describe  the  function 
of  using  agencies  of  military  climb  cor¬ 
ridors  for  which  controlling  agencies 
have  not  been  designated. 

In  comments  pertaining  to  §  608.13 
Using  Agency,  concern  was  expressed  on 
the  responsibility  of  the  using  agency 
to  execute  upon  request  of  the  Federal 
Aviation  Agency,  an  agreement  e.stab- 
lishing  joint  use  of  a  particular  Re¬ 
stricted  Area.  The  Administrator  is 
charged  with  the  responsibility  of  formu¬ 
lating  policy  with  respect  to  the  use  of 
navigable  airspace  (section  307(a)  of  the 
Federal  Aviation  Act  of  1958).  In  this 
respect,  the  Administrator  is  of  the 
opinion  that  establishing  joint  use  of 
restricted  areas,  where  deemed  feasible 
and  desirable  by  the  FAA,  is  necessary 
in  order  to  insure  efficient  utilization  of 
these  areas.  In  recognition  of  the  com¬ 
ments  on  this  point,  the  required  letter 
is  referred  to  herein  as  a  letter  of  Joint 
use  procedures# 

Numerous  recommendations  for 
changes  in  the  Utilization  Report  were 
submitted.  As  stated  above,  it  is  im¬ 
practical  to  list  each  of  these  comments 
or  to  detail  the  consideration  given  to 
each.  However,  upon  review  of  these 
comments,  it  is  appropriate  to  note  the 
following: 

1.  Identification  of  the  type  of  radar 
and  its  utilization  would  serve  no  pur¬ 
pose  at  this  time  since  the  use  of  radar 
is  not  a  prerequisite  for  the  designation 
of  special  use  airspace.  If  it  should 
become  apparent  through  this  report 
that  radar  is  available  to  an  extent  to 
warrant  a  study  of  its  use,  additional 
information  may  be  solicited. 

2.  Listing  available  communications 
capabilities  is  unnecessary  since  this  in¬ 


formation  is  available  through  other 
sources. 

3.  The  Utilization  Report  shall  be  sub¬ 
mitted  in  duplicate  as  indi<»ted  in  the 
first  paragraph  of  §  608.15. 

4.  Reports  containing  classified  infor¬ 
mation  should  be  submitted  in  accord¬ 
ance  with  security  regulations  and  will 
be  given  appropriate  handling  by  this 
Agency. 

5.  The  initial  report,  for  the  period  Oc¬ 
tober  1, 1959,  to  September  30, 1960,  shall 
be  submitted  so  as  to  reach  the  Director, 
Bureau  of  Air  Traffic  Management,  not 
later  than  April  30,  1961.  This  report 
shall  contain  all  information  required  by 
§  608.15  that  is  available.  The  FAA  rec¬ 
ognizes  that  the  initial  report  may  be 
incomplete,  in  some  instances,  and  this 
factor  will  be  considered  in  the  analysis 
of  the  report. 

6.  It  is  not  the  intent  of  the  FAA  to 
regard  the  Utilization  Report  as  the  sole 
determinant  for  the  retention  or  estab¬ 
lishment  of  restricted  areas.  It  will 
serve  as  a  guide  in  the  continuing  re¬ 
view  of  these  areas. 

Although  the  notice  stated  that,  in 
order  to  provide  a  ready  reference  to  a 
specific  restricted  area  pending  revision 
of  aeronautical  charts,  the  existing  re¬ 
stricted  area  numbers  would  be  included 
in  Subpart  B  following  the  newly  desig¬ 
nated  numbers,  the  FAA  Is  of  the  opinion 
that  this  information  will  be  niore  read¬ 
ily  available  to  the  public  if  published 
in  the  Airman’s  Guide.  Therefore,  a 
list  of  the  previously  designated  numbers, 
together  with  the  newly  designated  num¬ 
bers,  will  be  published  in  the  Airman’s 
Guide  prior  to  the  effective  date  of  this 
action.  Moreover,  this  action  will  be 
concurrent  with  a  new  issue  of  radio 
facility  charts  published  by  both  the 
Coast  and  Geodetic  Survey  and  the 
ACIC.  Consequently,  the  previously 
designated  numbers  will  not  appear  in 
this  revision. 

Although  the  notice  contained  a  com¬ 
plete  listing  of  restricted  areas  which 
were  current  at  that  time,  several  of 
these  areas  have  been  modified  or  re¬ 
voked  by  individual  airspace  .  actions 
since  the  publication  of  the  notice.  The 
actions  taken  herein  will  refiect  these 
changes. 

Interested  persons  have  been  afforded 
an  opportunity  to  participate  in  the 
making  of  the  rule  herein  adopted,  and 
due  consideration  has  been  given  to  all 
relevant  matter  presented. 

In  consideration  of  the  foregoing. 
Part  608  of  the  regulations  of  the  Ad¬ 
ministrator  is  amended  to  read: 
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in  accoraance  wnn  a  lei/ier  oi  jouii.  use  usuig  ABciwy  means  mat  agghcv 
procedures.  organization,  or  military  command  dJ. 

“Designated  Altitudes”  means  those  ignated  in  this  subpart  whose  acti^ 
altitudes  designated  as  the  floor  (s)  and  within  the  restricted  area  necessitate 
ceiling (s)  of  a  special  use  area.  Alti-  the  area  being  so  designated;  exc^ 
tudes  will  be  expressed  in  terms  of  flight  that,  in  the  case  of  those  Rwtricte 
levels  or  as  feet  above  mean  sea  level.  Area/Military  Climb  Corridors  which^ 

“E”  means  east.  not  have  a  designated  controlling  agency 

“Federal  Airway”  means  a  portion  of  the  using  agency  is  a  military  air  tral& 
the  navigable  airspace  of  the  United  control  facility  which  may  be  contacted 
States  designated  by  the  Administrator  for  transit  through  the  climb  corridor 
as  a  Federal  airway.  “VHP”  means  very  high  frequency. 

“Flight  Level”  means  a  level  of  con-  “VOR”  means  very  high  frequ^ 
stant  atmospheric  pressure  related  to  a  omnirange  station.  ' 

reference  datum  of  29.92  inches  of  mer-  “VORTAC”  means  collocated  VOR  and 

cury  expressed  in  three  digits  represent-  TACAN. 
ing  himdreds  of  feet.  For  example,  “W”  means  west, 
flight  level  250  is  equivalent  to  an  altim¬ 
eter  indication  of  25,000  feet  and  flight 
level  265  to  26,500  feet. 

“FM”  means  fan  marker. 

“HiS”  means  instrument  landing 
system. 

“INT”  means  intersection. 

“Joint  Use”  means  use  of  a  restricted 
area  by  Uie  using  agency  and  by  the 
controlling  agency  as  set  forth  in  a  let¬ 
ter  of  joint  use  procedures  which  out¬ 
lines  terms  and  procedures  to  be  fol¬ 
lowed  by  the  usirig  agency  and  by  the 
controlling  agency. 

“Lat.”  means  latitude. 

“Long.”  means  longitude. 

“Mile"  means  statute  mile  unless 
otherwise  specified. 

“MM”  means  instrument  landing  sys¬ 
tem  middle  marker. 

“MSL”  means  “mean  sea  level”. 

“N”  means  north. 

“NE”  means  northeast. 

“NW”  means  northwest. 

“CM”  means  instnunent  landing  sys¬ 
tem  outer  marker. 

“RBN”  means  radio  beacon. 

“Restricted  Area”  means  that  special 
use  airspace  designated  in  Subpart  B  of 
this  part  wherein  the  flight  of  aircraft  is 
limited  in  accordance  with  §  608.12  of 
this  part. 

“RR”  means  low  or  medium  frequency 
radio  range  station. 

“S”  means  south. 

“SE”  means  southeast. 

“Special  Use  Airspace”  means  that 
airspace  of  defined  dimensions  identified 
by  an  area  on  the  surface  of  the  earth 


Subpart  B — Restricted  Areas 
§  608.11  Purpose. 

The  purpose  of  this  subpart  is  to  de^ 
ignate  restricted  areas.  All  activitiei 
conducted  in  a  restricted  area  in  accord¬ 
ance  with  the  purpose  for  which  it  wai 
designated  must  be  contained  therein. 
In  addition,  limitations  are  imposed 
upon  the  operation  of  aircraft  within 
designated  restricted  areas  in  accord¬ 
ance  with  §  608.12. 

§  608.12  Restriction. 

No  person  shall  operate  an  aircraft 
within  any  area  named  and  described  In 
this  subpart,  between  the  designated 
altitudes,  dming  the  time  of  designa¬ 
tion,  unless  prior  permission  for  such 
operation  has  been  issued  by  the  aroro- 
priate  authority. 

§  608.13  Using  Agency. 

The  using  agency  shall  sulxnlt  an 
annual  Utilization  Report  as  prescribed 
in  §  608.15  on  each  restricted  area  for 
which  it  has  been  designated  “Us^ 
Agency”  provided,  however,  that  annual 
Utilization  Reports  need  not  be  sulunit- 
ted  on  restricted  areas  established  ta 
climb  corridors;  shall  execute  upon  I^ 
quest  of  the  Federal  Aviation  Agency  i 
letter  establishing  procedures  forJ(^ 
use  of  the  restricted  area  wherein  the 
using  agency  would  notify  the  contrd- 
ling  agency  whenever  permission  maybe 
granted  by  the  controlling  agency  for 
transit  of  or  flight  within  the  restricted 
area  in  accordance  with  the  terms  of 
such  a  letter;  schedule  activities  in  the 
restricted  area;  and  shall  auth(^ 
transit  of  or  flight  within  the  restricted 
area  as  feasible. 

§  608.14  Controlling  Agency. 

The  controlling  agency,  where  feariWe, 
may  clear  and  authorize  air  traffic  fn 
transit  of  or  flight  within  a  restricted 
area  as  set  forth  in  a  letter  of  joint  use 
procedures  between  the  using  agency 
and  the  controlling  agency. 

§  608.15  Utilization  report. 

The  following  data  are  to  be  sub¬ 
mitted  annually  for  the  12-month  period 
riod  or  periods  of  time  during  which  the  October  1  through  September  30  inch- 
special  use  area  is  in  effect.  sive.  Such  data  will  be  forwarded  in  du- 

“United  States”  means  ttie  several  plicate  by  the  Using  Agency  each  year  so 
States,  the  District  of  Columbia,  and  the  as  to  reach  the  Director,  Bureau  of  Air 
several  Territories  and  possessions  of  the  Traffic  Management,  Federal  Aviatico 
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(a)  Designated  name  and  number  of 
the  area  as  published  in  Regulations  of 
the  Administrator.  Part  608— Special  Use 
Airspace. 

(b)  Period  covered  by  the  report. 

fc)  A  detailed  list  of  the  activities 
carried  on  in  the  re;stricted  area  by  all 
^anizations  utilizing  the  area  for  the 
restricted  area  purposes. 

(d)  Time  daily  operations  normally 
are  scheduled  to  begin  and  end. 

(e)  Average  number  of  hours  the  area 
is  actually  used  per  day.  In  the  case  of 
rtstricted  areas  utilized  for  aircraft 
(^)erations,  the  total  aircraft  hours  of 
actual  use. 

(f)  Number  days  per  week,  weeks  per 
month,  months  per  year  (as  appropri¬ 
ate)  the  area  is  used  for  actual 
operations. 

(g)  A  statement  (aflarmative  or  nega¬ 
tive)  as  to  whether  radar  is  utilized  dur¬ 
ing  operations. 

(h)  Number  and  type  of  aircraft,  if 
any,  normally  involved  in  performing  ac¬ 
tivities  for  which  the  restricted  area  is 
d^gnated. 

(1)  Altitudes  used  in  daily  operations 
of  aircraft.  Include  for  each  activity, 
the  altitudes  utilized  and  the  number  of 
hours  at  each  such  altitude. 

(j)  A  chart  of  the  restricted  area  (of 
optional  scale  and  design)  depicting  the 
following  applicable  items: 

(1)  Approximate  location  (and/or 
representative  pattern)  of  firing  and/or 
bombing  runs,  if  any,  showing,  if  ap¬ 
propriate,  where  run  begins,  where  fir¬ 
ing,  if  any,  commences  and  ends,  and 
release  point  and  pull  up. 

(2)  Location  of  impact  areas,  if  any. 

(k)  Maximum  ordinate  of  surface  fir¬ 
ing  (expressed  in  feet,  mean  sea  level 
altitude)  used  to  execute  required  opera-p 
tions. 

(l)  Number  of  hours  and/or  minutes 
(daily)  maximum  ordinate  altitudes  are 
normally  utilized  in  surface  to  surface 
firing  operations. 

(m)  Altitudes  normally  used  for  daily 
surface  to  surface  firing  operations. 

(n)  A  chart  of  the  restricted  area 
(of  optional  scale  and  design)  depicting 
the  following: 

(1)  Location  of  firing  points  and  im¬ 
pact  areas,  if  any. 

(2)  Perimeter  of  the  firing  fan  for 
each  weapon  utilized,  if  any. 

(0)  A  brief  resume  outlining  any  other 
pertinent  facts  concerning  the  present 
use  of  the  restricted  area  and  require¬ 
ment  for  continued  use  of  the  area  or 
any  part  of  it. 

States  and  Possessions 

§  608.21  Alabama. 

R-2101  Fort  McClellan,  Ala. 

Boundaries.  Beginning  at  latitude 
33*46'00”  N.,  longitude  86'’46'50''  W.;  east  to 
longitude  85‘’43'30"  W.;  south  to  latitude 
33*39'00"  N.;  west  to  longitude  85®49'00'' 
W.;  northwest  to  latitude  33°40'30''  N.,  longi¬ 
tude  85®49'30"  W.;  north  to  latitude 

33®41'16"  N.;  east  to  longitude  85°47'16" 
W.;  northeast  to  latitude  33°45'00"  N.,  longi¬ 
tude  85°40'5O''  W.:  point  of  beginning. 

Desighated  altitudes.  Surface  to  6,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  Fort 
McClellan,  Ala. 
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R-2102  Port  McClellan,  Ala. 

Boundaries.  Beginning  at  latitude 
33°46'32'',  longitude  86*01'12";  east  to  lati¬ 
tude  33°46'40",  longitude  86'64'00";  south¬ 
east  to  latitude  33°41'55",  longitude 
85®62'46";  southwest  to  latitude  33*40'16", 
longitude  85“54'00";  northwest  to  latitude 
33*41'00",  longitude  86®56'46";  west  to  lati¬ 
tude  33“41'00",  longitude  85'57'18":  north 
to  latitude  33“41'18",  longitude  85®67'18"; 
west  to  latitude  33°41'18'',  longitude 
.86°01'12'';  north  to  point  of  beginning  and 
beginning  at  latitude  33®41'20",  longitude 
85"59'00'';  south  to  latitude  33®40'40'', 
longitude  85“69'00";  west  to  latitude 
33®40'40",  longitude  86*00'00'';  north  to  lati¬ 
tude  33"41'20'',  longitude  86°00'00'';  east  to 
point  of  beginning. 

Designated  altitudes.  Surface  to  24,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  Fort 
McClellan,  Ala. 

R-2103  Port  Rucker,  Ala. 

Boundaries.  Circular  Area,  4  statute 
miles  in  radius  centered  on  a  point  at  geo¬ 
graphical  coordinates:  latitude  31®26'65", 
longitude  85“47'46''. 

Designated  altitudes.  Surface  to  24,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  U.S. 
Army  Aviation  Center,  Port  Rucker,  Ala. 

R-2104  Huntsville,  Ala. 

Boundaries.  Beginning  at  latitude 
34“39'21''  N.,  longitude  86“35'30"  W.;  south 
to  latitude  34°35'11"  N.,  longitude 

86°35'51''  W.;  west  to  latitude  34®36'26"  N„ 
longitude  86*42'01''  W.;  north-northwest  to 
latitude  34®42'00"  N.,  longitude  86°44'30" 
W.;  due  east  to  longitude  86  *41 '30"  W.; 
south  to  latitude  34*39'36"  N.,  longitude 
86®41'40"  W.;  east  to  latitude  34®39'21"  N., 
longitude  86°36'30"  W.,  point  of  beginning. 
Designated  altitudes.  Surface  to  unlimited. 
Time  of  designation.  Continuous. 
•Controlling  agency.  Federal  Aviation 
Agency.  Memphis  ARTC  Center. 

Using  agency.  Commanding  General, 
United  States  Army  Ordnance  Missile  Com¬ 
mand,  Huntsville,  Ala. 

§  608.22  Alaska. 

R-2201  Anchorage,  Alaska  (Elmendorf 
APB),  Restricted  Area/Military  Climb 
Corridor. 

Boundaries.  That  area  centered  on  the 
296®  True  radial  of  the  Elmendorf  Air  Force 
Base  TACAN,  extending  from  3  statute  miles 
from  the  west  end  of  Elmendorf  AFB  runway 
23  to  26  statute  miles  from  the  west  end  of 
rimway  23,  and  having  a  width  of  2.145 
statute  miles  at  the  beginning  and  expanding 
uniformly  to  a  width  of  4.3  statute  miles  at 
the  outer  extremity. 

Designated  altitudes. 

3,000'  MSL  to  27,000'  MSL  from  3  statute 
miles  west  of  the  west  end  of  runway  23  to  5 
statute  miles  west  of  the  west  end  <rf  runway 
23. 

5,000'  MSL  to  27,000'  MSL  from  5  to  7 
statute  miles  west  of  the  west  end  of  runway 
23. 

7,000'  MSL  to  27,000'  MSL  from  7  to  12 
statute  miles  west  of  the  west  end  of  runway 
23. 

10,000'  MSL  to  27,000'  MSL  from  12  to  17 
statute  miles  west  of  the  west  end  of  runway 
23. 

13,000'  MSL  to  27,000'  MSL  from  17  to  22 
statute  miles  west  of  the  west  end  of  runway 
23. 

16,000'  MSL  to  27,000'  MSL  from  22  to  25 
statute  miles  west  of  the  west  end  of  runway 
23. 

Time  of  designation.  Continuous. 


Controlling  agency.  Federal  Aviation 
Agency.  Anchorage  Approach  Control. 

Usirig  agency.  Commander,  Elmendorf 
AFB,  Alaska. 

R-2202  Big  Delta.  Aaska. 

Boundaries.  Beginning  at  latitude  63*- 
58'00"  N.,  longitude  146®66'00"  W.;  south  to 
latitude  63*41'00"  N.,  longitude  140*O1'OO" 
W.;  west-northwest  to  latitude  63®47'00"  N., 
longitude  147*04'00"  W.;  north-northeast  to 
latitude  64®16'00"  N.,  longitude  146*44'00" 
W.;  east-southeast  to  latitude  63®50'()0"  N., 
longitude  145°55'00"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  60,000 
feet. 

Time  of  designation.  Hours  of  daylight,  7 
days  a  week. 

Using  agency.  President.  UJ3.  Army  Arctic 
Test  Board,  IV>rt  Greely,  Aaska. 

R-2203  Eagle  River,  Alaska. 

Boundaries.  Beginning  at  latitude  61®- 
27'16",  longitude  149*44'00";  thence  to  lati¬ 
tude  61®16'48".  longitude  149"43'30";  thence 
to  laUtude  61*17'36".  longitude  140®85'36"; 
thence  to  latitude  61*21'10",  longitude  149*- 
33'48";  thence  to  latitude  61*24'40",  longi¬ 
tude  149®38'48";  thence  to  latitude  61*- 
26'24",  longitude  149*30'00";  thence  to 
latitude  61®29'30",  longitude  149®30'00"; 
thence  to  point  of  beginning. 

Designated  altitudes.  Surface  to  50,000 
feet. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  U.S. 
Army  Aaska,  Fort  Richardson,  Aaska. 

R-2204  Shemya,  Alaska. 

Boundaries.  Northeast  Corner:  latitude 
52®46'18".  longitude  174*09'16";  Southeast 
Comer:  latitude  52*43'42",  longitude 

174®08'42";  Southwest  Comer:  latitude 
52®44'14",  longitude  174*02'04";  Northwest 
Corner:  latitude  52*46'50",  longitude 

174®02'41". 

Designated  altitudes.  Surface  to  3,000  feet 
MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  5040th  Air 
Base  Squadron,  Shemya  AFB,  Alaska. 

R-2205  Yukon,  Alaska. 

Bounddries.  Beginning  at  latitude  64®- 
45'30"  N.,  longitude  146*47'20"  W.,  thence 
around  the  arc  of  a,  circle  of  twenty-five 
statute  miles  radius  from  the  center  of  Ladd 
AFB  (latitude  64*60'13"  N..  longitude  147*- 
36'46"  W.)  to  the  south  boundary  of  the 
Chena  extension  to  the  Fairbanks  control 
area  at  latitude  64*46'12"  N.,  longitude  146*- 
46'40"  W..  thence  along  the  south  boundary 
of  the  Chena  extension  of  the  Fairbanks  con¬ 
trol  area  to  latitude  64*46'10"  N.,  longitude 
146*11'16"  W.,  thence  to  latitude  64*36'13" 
N.,  longitude  146*11'16"  W.,  thence  to  lati¬ 
tude  64*33'24"  N.,  longitude  146*18'30"  W.. 
thence  to  the  east  boimdary  of  Amber  Fed¬ 
eral  airway  No.  2  at  latitude  64*33'25"  N., 
longitude  146*25'00"  W.,  thence  along  the 
east  boundary  of  Amber  2  to  the  point  of 
begiiining. 

Designated  altitudes.  Svuface  to  80,000 
feet  MSL. 

Time  of  designation.  Continuovis. 

Using  agency.  Commanding  General,  U.S. 
Army  Aaska,  Fort  Richardson,  Alaska. 

R-2206  Clear.  Alaska. 

Boundaries.  The  airspace  within  a  radius 
of  30,000  feet  of  64*17'16"  N.,  149®10'68"  W.. 
extending  clockwise  from  a  True  azimuth  of 
235*  to  a  True  azimuth  of  005*  and  within  a 
radius  of  500  feet,  extending  clockwise  from 
a  'True  azimuth  of  006*  to  a  True  azimuth 
of  235®. 

Designated  altitudes.  Surface  to  6,000 
feet  MSL. 

Time  of  designation.  Continuous,  January 
1.  1961,  to  December  31,  1961. 
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Using  agency.  Commander,  Alaskan  Air 
Command.  Elmendorf  ATO,  Alaska. 

§  608.23  Arizona. 

R-2301  AJo,  Arlz. 

Boundaries.  Beginning  at  latitude  Sg^SO'- 
26"  N.,  kmgitude  112*49'00"  W.;  south- 
southwest  to  latitude  32*11'30"  N.,  longitude 
112“66'46"  W.;  due  west  to  longitude  113*- 
05'30"  W.;  due  south  to  the  U.S.-Mezlcan 
bwder  at  latitude  Sl*68'00"  N.;  west-north¬ 
west  along  UB.-Mezican  border  to  latitude 
32'’23'46"  N.,  longitude  114*28'30"  W.;  due 
north  to  latitude  S2*30'00"  N.;  due  west  to 
longitude  114*31'00"  W.;  due  north  to  lati¬ 
tude  32*35'00"  N.;  due  east  to  longitude 
114*28'80"  W.;  due  north  to  latitude  32*- 
39'40"  N.;  easterly  to  latitude  32*40'45"  N., 
longitude  114*18'29"  W.;  easterly  along  the 
Southern  Pacific  Railroad  and  n.S.  Highway 
No.  80  to  latitude  32*46'30"  N.,  longitude 
113‘87'80"  W.;  easterly  to  latitude  32®60'25" 
N..  longitude  112*49'00"  W.,  point  of 

beginning. 

Designated  altitudes.  Surface  to  40,000 
feet  liSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Luke  AFB, 
Arlz. 

B-2302  Flagstaff,  Arlz. 

Boundaries.  Beginning  at  latitude  35”  12'- 
00",  longitude  lll’’48'00";  thence  to  latitude 
OS'IO'OO",  longitude  111*46'00";  thence  to 
latitude  35*10'00",  longitude  111”48'00"; 
thence  to  latitude  35”09'00",  longitude  111°- 
48'00";  thence  to  latitude  35°09'00",  longi¬ 
tude  111°65'00";  thence  to  latitude  36*15'- 
00",  longitude  111°66'00";  thence  south¬ 
easterly  along  the  Santa  Fe  Railroad  to  point 
of  beginning. 

Designated  altitudes.  Surface  to  11,000 
feetMSL. 

Time  of  designation.  0800  to  2400  Monday 
through  Saturday. 

Using  agency.  Conmiandlng  Officer,  Nav¬ 
ajo  Ordnance  Depot,  Flagstaff,  Arlz. 

R-2303  Fort  Huachuca,  Arlz. 

Boundaries.  Beginning  at  latitude  31°34'- 
40",  longitude  110°00'00";  thence  to  latitude 
31*29'00",  longitude  110°00'00";  thence  to 
latitude  31®29'00",  longitude  110*18'00"; 
thence  to  latitude  31*23'46",  longitude  110°- 
18'00";  thence  to  latitude  31°23'45",  longi¬ 
tude  110*39'00";  thence  to  latitude  31*38'- 
80",  longitude  110*46'10";  thence  to  latitude 
31*88'30",  longitude  110*39'30";  thence  to 
latitude  81*41'00",  longitude  110°33'80"; 
thence  to  latitude  31*41'00",  longitude  110*- 
16'80";  thence  to  latitude  81°41'40",  longi¬ 
tude  110*15'00";  thence  to  latitude  31*41'- 
40",  longitude  110*13'30";  thence  to  point  of 
beginning. 

Designated  altitudes.  Sxirface  to  35,000 
feet  MSL. 

Time  of  designation.  Unlimited. 

Using  agency.  Commanding  General,  U.S. 
Army  Electronic  Proving  Ground,  Port  Hua¬ 
chuca,  Arlz. 

R-2304  Gila  Bend,  Arlz. 

Boundaries.  Beginning  at  latitude 
33*38'30"  N.,  longitude  112*18'00"  W.;  due 
south  to  latitude  82*26'40"  N.;  due  west  to 
longitude  112*43'30"  W.;  northerly  to  lati¬ 
tude  32*49'00"  N.,  longitude  112*89'00"  W.; 
southeast  to  latitude  32  *38 '30"  N.,  longitude 
112*18"00"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  40,000 
feet  MSL. 

Time  of  designation.  Sunrise  to  sunset, 
VFR,  Mondajrs  through  Fridays. 

Using  agency.  Commander,  Luke  AFB, 
Arlz. 

R-2305  GUa  Bend,  Arlz. 

Boundaries.  Beginning  at  latitude 
32*50'25",  longitude  113*49'00":  thence  to 
latitude  82*50'58".  longitude  112*42'58"; 


thence  to  latitude  32*49'00",  longitude 
112*39'00";  thence  to  latitude  32*29'00", 
longitude  112*43'00";  thence  to  latitude 
32*29'00",  longitude  112*53'30";  thence  to 
point  of  beginning. 

Designated  altitudes.  40,000  feet  MSL. 

Time  of  designation.  Sunrise  to  sunset. 

Using  agency.  Commander,  Luke  AFB, 
Arlz. 

R-2306  Sahuarlta,  Arlz. 

Boundaries.  North  boundary:  latitude 
32*02'00"  N.;  east  boundary:  longitude 
110*51'00"  W.;  south  boundary:  latitude 
31°54'00"  N.;  west  boundary:  longitude 
110°57'00"  W. 

Designated  altitudes.  Surface  to 
unlimited. 

Time  of  designation.  Days  only. 

Using  agency.  Commander,  Davls-Mon- 
than  AFB.  Arlz. 

R-2307  Yuma,  Arlz. 

Boundaries.  Beginning  at  latitude 
32°52'00",  longitude  114°00'00";  thence  to 
latitude  32*52'60",  longitude  113*60'10"; 
thence  to  latitude  32°68'00",  longitude 
113°37'20";  thence  to  latitude  33*02'00", 
longitude  113°37'20";  thence  to  latitude 
33  *02 '00",  longitude  113  *66 '30";  thence  to 
latitude  33°00'00",  longitude  114*11"00”; 
thence  to  latitude  33°00'00",  longitude 
114°31'00";  thence  to  latitude  32*61'16", 
longitude  114*31'00";  thence  to  latitude 
32*62'30",  longitude  114°21'00";  thence  to 
latitude  32°51'15",  longitude  114°21'00";  to 
point  of  beginning. 

Designated  altitude.  Surface  to 

unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  Yuma 
Test  Station,  Yuma,  Ariz. 

§  608.24  Arkansas. 

R-2401  Fort  Chaffee,  Ark. 

Boundaries  Beginning  at  latitude  35*17'- 
30"  N.,  longitude  94*12'17"  W.;  thence  S  to 
latitude  35*14'30"  N.,  longitude  94*12'15" 
W.;  thence  SW  to  latitude  35*14'00"  N.,  longi¬ 
tude  94*13'00"  W.;  thence  W  to  latitude 
35»14'00"  N.,  longitude  94*16'00"  W.;  thence 
NW  to  latitude  35*14'45"  N.,  longitude  94*- 
16'30"  W.;  thence  N  to  latitude  35*18'16"  N., 
longitude  94*17'00"  W.;  thence  E  to  the  point 
of  beginning. 

Designated  altitudes.  Surface  to  6,000  feet, 
MSL. 

Time  of  designation.  Prom  0500  to  2200 
local  time,  Monday  through  Saturday,  July 
1  through  August  31.  From  0600  to  1800  local 
time,  Saturday  and  Sunday,  September  1 
through  Jime  30. 

Controlling  agency.  Federal  Aviation 
Agency,  St.  Louis  ARTC  Center. 

Using  agency.  Commanding  General,  Fort 
Sill,  Okla. 

R-2402  Port  Chaffee,  Ark. 

Boundaries.  Beginning  at  latitude  35*17'- 
30"  n:,  longitude  94*12'17"  W.;  thence  E  to 
latitude  35*16'00"  N.,  longitude  94*  01 '30" 
W.;  thence  S  to  latitude  35  *11 '30"  N.,  longi¬ 
tude  94*01'30"  W.;  thence  W  to  latitude  35*- 
11'30"  N.,  longitude  94*10'00"  W.;  thence 
N  to  latitude  36*14'00"  N.,  longitude  94*- 
lO'OO"  W.;  thence  W  to  latitude  36*14'00" 
N.,  longitude  94*18'00"  W.;  thence  NE  to 
latitude  35*14'30"  N.,  longitude  94*12'15" 
W.;  thence  N  to  a  point  of  beginning. 

Designated  altitudes.  Surface  to  26,000 
feet,  MSL. 

Time  of  designation.  From  0500  to  2200 
local  time,  Monday  ■  through  Saturday,  July 
1  through  August  31.  From  0500  to  1800 
local  time,  Saturday  and  Sunday,  September 
1  through  June  30. 

Controlling  agency.  Federal  Aviation 
Agency,  St.  Louis  ARTC  Center. 

Using  agency.  Commanding  General,  Fort 
Sill,  Okla. 


R-2403  Little  Rock,  Ark. 

Boundaries.  North  botmdary,  latitude  34* 
67'00"  N.;  east  boundary,  longitude  92*15'' 
00"  W.;  south  boundary,  latitude  34*62'oo'' 
N.;  west  boundary,  longitude  92*19'30"  w 
Designated  altitude.  Surface  to  6  000 
MSL.  ” 

Time  of  designation.  From  0700  hours  Sat. 
urday  to  1700  hours  Sunday,  local  standard 
time,  September  1  through  May  31  annually 
from  0600  to  2400  hours  daily,  local  standaM 
time,  June  1  through  August  31,  annually 
Using  agency.  Adjutant  General,  State  of 
Arkansas,  Little  Rock,  Ark. 

§  608.25  California. 

R-2501  Bullion  Mountains,  Calif. 

Boundaries.  Beginning  at  latitude  34*41' 
00",  longitude  116*03'00";  thence  to  latitude 
34*35'30".  longitude  116*58'00";  thence  to 
latitude  34'33'00",  longitude  116*47'oo"- 
thence  to  latitude  34*25'00",  longitude  115* 
47'00";  thence  to  latitude  34*25'00",  longi¬ 
tude  115*44'00";  thence  to  latitude ’34*14'. 
00",  longitude  115*44'00";  thence  to  latitude 
34*14'00",  longitude  116*17'00";  thence  to 
latitude  34°30'00"  N.,  longitude  116*2e’80" 
W.;  thence  to  latitude  34*40'30"  N.,  longitude 
116*29'40"  W.;  thence  to  latitude  34*43'00" 
N.,  longitude  116*26'20"  W.;  thence  to  lati¬ 
tude  34*43'00",  longitude  116*17'00";  thence 
to  point  of  beginning. 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

Time  of  designation.  Continuous. 
Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency.  Commanding  General,  Ma¬ 
rine  Corps  Base,  Twentynlne  Palms,  Calif. 

R-2502  Camp  Irwin,  Calif. 

Boundaries.  Beginning  at  latitude  35*37'- 
45",  longitude  116*29'40";  thence  to  latitude 
35*34'30",  longitude  116*29'40";  thence  to 
latitude  35*34'30",  longitude  116*28'30"; 
thence  to  latitude  35*28'35",  longitude  IH* 
18'45"  thence  to  latitude  35*18'46",  longi¬ 
tude  116*18'45";  thence  southwest  along  the 
boundary  of  Amber  Civil  Airway  No.  2; 
thence  to  latitude  36*07'00",  longitude  116* 
34'00";  thence  to  latitude  35*07'00",  longl- 
tude  116*47'45";  thence  to  latitude  35*10' 
00",  longitude  116*49'00";  thence  to  latitude 
36*19'00",  longitude  116*49'00";  thence  to 
latitude  35*19'00",  longitude  116*66'20": 
thence  to  latitude  35*37'45",  longitude  116* 
55'20";  thence  to  point  of  beginning. 
Designated  altitudes.  Unlimited. 

Time  of  designation.  Unlimited. 
Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency.  Commanding  General, 
Camp  Irwin,  Calif. 

R-2503  Camp  Pendleton,  Calif. 

Boundaries.  Beginning  at  latitude  33*- 
24'23",  longitude  117*15'16";  thence  to  lati¬ 
tude  33*18'00",  longitude  117°16'08";  thence 
to  latitude  33*17'30",  longitude  117*16'40"; 
thence  to  latitude  33°18'20",  longitude  117*- 
21'48";  thence  to  latitude  33*27'48",  longi¬ 
tude  117*33'15";  thence  to  latitude  33*- 
30'13",  longitude  117*29'13";  thence  to 
point  of  beginning. 

Designated  altitudes.  Surface  to  16,000 
feet  MSL. 

Time  of  designation.  Continuous. 
Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency  Commanding  General,  Camp 
Pendleton,  Calif. 

R-2504  Camp  Roberts,  Calif. 

Boundaries.  Beginning  at  latitude  35*- 
49'46"  N.,  longitude  120*49'00"  W.;  south¬ 
east  to  latitude  35*43'46"  N.,  longitude  120*- 
45'30"  W.;  due  west  to  longitude  120®48'46” 
-  W.;  northwest  to  latitude  35*46'30"  N.,  longi¬ 
tude  120*62'00"  W.;  northeast  to  latitude 
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established  restricted  areas,  wherein  the  des¬ 
ignated  altitude  will  be  from  the  surface  to 
unlimited. 

Time  of  designation.  Unlimited. 
Controlling  ageruyy.  Federal  Aviation 
Agency.  Los  Angeles  ARTC  Center. 

Using  agency.  Commander,  Naval  Ord¬ 
nance  Test  Center,  China  Lake.  Calif. 

R-2509  Cuddeback  Dry  Lake,  Calif. 

Boundaries.  North  bo\mdary:  latitude 
35*25'00"  N.;  south  boundary:  latitude  35°- 
16'66''  N.;  east  boundary:  longitude  117*16'- 
62";  west  botmdary:  longitude  117°26'00"  W. 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

Time  of  designation.  Continuous  VPR. 
Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency.  Commander,  George  AFB, 
Calif. 

Rr-2510  El  Centro,  Calif. 

Boundaries.  Beginning  at  latitude  32  °- 
59'35",  longitude  115°43'30",  thence  to  lati¬ 
tude  32°62'40",  longitude  116°43'30";  thence 
southwesterly  around  the  perimeter  of  NAAS 
El  Centro  Control  Zone  to  latitude  32°50'05", 
longitude  116°44'30";  thence  to  latitude  32*- 
60'06",  longitude  116*66'00";  thence  to  lati¬ 
tude  32*55'50",  longitude  116*65'00";  thence 
to  latitude  33*01'20",  longitude  116*02'16"; 
thence  to  latitude  33*06'36",  longitude  116*- 
66'60";  thence  to  latitude  33*06'36",  longi¬ 
tude  116*61'12";  thence  to  point  of  begin¬ 
ning. 

Designated  altitudes.  Surface  to  40,000 
Ord-  -  feet. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  Ma¬ 
rine  Corps  Auxiliary  Air  Station,  Yuma, 
Arlz. 
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j6.49'46"  N.,  longitude  120*49'00"  W.,  point 
altitudes.  Surface  to  5,000  feet 

of  designation.  Continuous. 

Vsing  agency.  Commanding  Officer,  Camp 
Roberts,  Calif. 

B_2605  China  Lake,  Calif. 

Boundaries.  Beginning  at  latitude  36  °- 
ii-no"  N ,  longitude  117*63'00"  W.;  due  east 
ta  longitude  117°25'00"  W.;  due  south  to 
1  titude  35*40'30"  N.;  west  southwest  to 
SStude  86*37'30"  N..  longitude  117*36'30" 
J.  due  west  to  longitude  117*47'30"  W.; 
no^  northwest  to  latitude  35°64'00"  N., 
innflltude  117*63'00"  W.;  due  north  to  latl- 
^36*14'00"  N.,  longitude  117*63'00"  W., 
ooint  of  beginning. 

'^Description  by  geographical  coordinates. 

Time  of  designation.  Unlimited. 

Vsing  agency.  Commander,  Naval  Ord¬ 
nance  Ttest  Center,  China  Lake,  Calif. 

B-3606  China  Lake  South,  Calif. 

Boundaries.  Beginning  at  latitude  35  °- 
M'SO"  N.,  longitude  117  *41 '30"  W.,  thence 
tototltude  35*24'00"  N.,  longitude  117°40'30" 
W,  thence  to  latitude  35*24'00"  N.,  longi¬ 
tude  117*46'30"  W.,  thence  to  latitude 
86*87'80"  N.,  longitude  117*47'30"  W.,  thence 
to  point  of  beginning. 

Designated  altitudes.  Surface  to  6,000  feet 
MSL. 

Time  of  designation.  Sunrise  to  sunset, 
Monday  through  Friday. 

Using  agency-  Commander,  Naval 
Test  Center.  China  Lake,  Calif. 

B-2507  Chocolate  Mountains,  Calif. 

Boundaries.  Beginning  at  latitude  83° - 
82'40"  N.,  longitude  115*33'60"  W.;  south¬ 
east  along  a  road  at  latitude  33*25'50"  N., 
longitude  116°14'30"  W.;  southwest  to  lati¬ 
tude  3S*24'16"  N.,  longitude  116°17'00"  W.; 
southeast  and  northeast  along  a  road  to  lati¬ 
tude  83°22'60"  N.,  longitude  116*09'58"  W.; 
southeast  to  latitude  33*08'45"  N..  longitude 
114*66'40"  W.;  southwest  to  latitude 

88*01 '00"  N.,  longitude  116°06'00"  W.;  north¬ 
west  to  latitude  33*28.'30"  N.,  longitude 
116*42' 10"  W.;  northeast  to  latitude  33*- 
82'40"  N.,  longitude  116*33'50"  W.,  point 
of  beginning.  Except  for  that  portion  which 
Is  In  conffict  with  Victor  civil  airway  117. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL. 

Time  of  designation.  24  hours  dally. 

Using  agency.  Commanding  Officer,  Ma¬ 
rine  Corps  Auxiliary  Air  Station,  Yuma,  Arlz. 

R-2608  Complex,  Calif. 

Boundaries.  Beginning  at  latitude  37*12'- 
00",  longitude  117*20'00";  thence  to  latitude 
86*M'00",  longitude  116°23'00";  thence  to 
latitude  86*28'36",  longitude  116*18'45"; 
thence  to  latitude  35*18'46",  longitude  116*- 
18'45";  thence  southwest  along  the  boundary 
of  Amber  Civil  Airway  No.  2,  thence  to  lati¬ 
tude  36*07'00".  longitude  116*34'00";  thence 
to  latitude  36*07'00",  longitude  116*47'45"; 
thence  to  latitude  35*08'60",  longitude  116°- 
48'40";  thence  to  latitude  35*06'30",  longi¬ 
tude  116*68'40";  thence  to  latitude  34*63'- 
30",  longitude  117*11'60";  thence  to  latitude 
34°60'20",  longitude  117*32'00":  thence  to 
latitude  34*48'30",  longitude  117*32'00"; 
thence  along  the  boundary  of  Green  Civil  Air¬ 
way  No.  4  to  latitude  34*48'00".  longitude 
117*35'00":  thence  to  latitude  34°48'00", 
longitude  H8*01'00";  thence  to  latitude  34°- 
49'40",  longitude  118*06'45";  thence  to  lati¬ 
tude  34*61'30",  longitude  118*05'45":  thence 
to  latitude  34*56'00"  N.,  longitude  118*21'00" 
W.;  thence  to  latitude  35*15'00"  N.,  longitude 
118*85'00"  W.;  thence  to  latitude  37*12'00", 
longitude  118*36'00";  thence  to  point  of  be¬ 
ginning. 

Designated  altitudes.  20,000  feet  MSL  to 
unlimited,  except  within  the  boundaries  of 


R^2511  Fort  Ord,  Calif. 

Boundaries.  Beginning  at  latitude  36*41'- 
16",  longitude  121*47'40";  thence  to  lati¬ 
tude  36*39'40",  longitude  121*43'20";  thence 
to  latitude  36*37'35",  longitude  121*41'17"; 
thence  to  latitude  36*34'54",  longitude  121*- 
43'01";  thence  to  latitude  36*34'30",  longi¬ 
tude  121*47'40";  thence  along  the  arc  of  a 
circle  of  3  miles  radius  centered  at  latitude 
36*35'30",  longitude  121*50'30";  to  latitude 
36*38'00",  longitude  121*60'20";  thence  to 
latitude  36*38'15",  longitude  121*61'45"; 
thence  to  latitude  36*42'00",  longitude  121*- 
49'46";  thence  to  latitude  36*40'69",  longi¬ 
tude  121*48'49":  thence  to  point  of  begin¬ 
ning. 

Designated  altitudes.  Surface  to  3,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Fort 
Ord,  Calif. 

R-2512  Holtvllle.  Calif. 

Boundaries.  Beginning  at  latitude  33*05'- 
00"  N.,  longitude  116*17'30"  W.;  southeast 
to  latitude  33*00'00"  N.,  longitude  116*13'- 
30"  W.;  southeast  to  latitude  32*61'00"  N., 
longitude  115*05'30"  W.;  due  west  to  longi¬ 
tude  116®17'00"  W.;  north  to  latitude  32*- 
68'00"  N.,  longitude  116°17'30"  W.;  north- 
northwest  to  latitude  33 *05 '00"  N.,  longitude 
115*20'00"  W.;  due  east  to  latitude  33*- 
05'00"  N..  longitude  115*17'30"  W.,  point  of 
beglimlng. 

Designated  altitudes.  Surface  to  40,000 
feet. 

Time  of  destination.  Continuous. 

Using  agency.  Commanding  Officer,  Ma¬ 
rine  Corps  Auxiliary  Air  Station,  Yuma,  Arlz. 

R-2513  Hunter -Liggett,  Calif. 

Boundaries.  Beginning  at  latitude  36*- 
03'30"  N„  longitude  121*16'30"  W.;  southeast 
to  latitude  35*54'45"  N.,  longitude  121*- 
05'00"  W.;  southwest  to  latitude  35*51'46" 
N.,  longitude  121*07'45"  W.;  west-southwest 
to  latitude  35*49'45"  N.,  longitude  121*- 
21'00"  W.;  northwest  to  latitude  35*63'00" 
N.,  longitude  121*24'46"  W.;.due  north  to 
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latitude  36*01'00"  N.;  east-northeast  to  lati¬ 
tude  36*03'30"  N.,  longitude  121*16'30"  W., 
point  of  beginning. 

Designated  altitudes.  Surface  to  40,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  Hun- 
ter-Llggett  Military  Reservation,  Calif. 

R-2514  Merced.  Calif.  (Castle  AFB).  Re¬ 
stricted  Area/Mllltary  Climb  Corridor. 
Boundaries.  That  area  centered  on  the 
NW  course  of  the  Castle  AFB  ILS  localizer, 
beginning  5  statute  miles  NW  of  the  airbase 
extending  to  32  statute  miles  NW  of  the  air¬ 
base  with  a  width  of  2  statute  miles  at  the 
beginning  and  4.6  statute  miles  at  the  outer 
extremity. 

Designated  altitudes. 

2,200  feet  MSL  to  15,200  feet  MSL  from  5 
statute  miles  NW  of  the  airbase  to  6  statute 
miles  NW  of  the  airbase. 

2,200  feet  MSL  to  24,200  feet  MSL  from  6 
to  7  statute  miles  NW  of  the  airbase. 

2.200  feet  MSL  to  27.000  feet  MSL  from  7 
to  10  statute  miles  NW  of  the  airbase. 

64200  feet  MSL  to  27,000  feet  MSL  from  10 
to  15  statute  miles  NW  of  the  airbase. 

10.200  feet  MSL  to  27,000  feet  MSL  from  16 
to  20  statute  miles  NW  of  the  airbase. 

15.200  feet  MSL  to  27,000  feet  MSL  from  20 
to  25  statute  miles  NW  of  the  airbase. 

19.200  feet  MSL  to  27,000  feet  MSL  from  25 
to  32  statute  miles  NW  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  Castle  AFB  Approach 
Control. 

R-2516  Muroc  Lake,  Calif. 

Boundaries.  Beginning  at  latitude  35*- 
19'00".  longitude  116*49'00";  thence  to  lati¬ 
tude  86°10'00",  longitude  116*49'00";  thence 
to  latitude  35°08'60",  longitude  116°48'40"; 
thence  to  latitude  35*06'30",  longitude  116*- 
58'40";  thence  to  latitude  34*63'80",  longi¬ 
tude  117*11'60":  thence  to  latitude 
34*60'20",  longitude  117*32'00";  thence  to 
latitude  34*48'30",  longitude  117*32'00"; 
thence  along  the  texmdary  of  Green  Civil 
Airway  No.  4;  thence  to  latitude  34*48'00", 
longitude  117*36'00";  thence  to  34°48'00", 
longitude  118°01'00";  thence  to  latitude 
34*49'40",  longitude  118*05'45";  thence  to 
latitude  35*01'00",  longitude  118°06'46"; 
thence  to  latitude  35*27'40",  longitude  117*- 
26'00";  thence  to  latitude  35°15'66",  longi¬ 
tude  116*65'20";  thence  to  latitude  36°19'- 
00",  longitude  116*55'20";  thence  to  point 
of  beginning. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 
Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency.  Commander,  Edwards  AFB, 
Calif. 

R-2516  Naval  Missile  Facility,  Point  Ar- 
guello,  Calif. 

Boundaries.  Beginning  at  latitude  34*56'- 
30".  longitude  120*43*30";  thence  to  latitude 
34*55*40",  longitude  120*39'40";  thence  to 
latitude  34*49'00",  longitude  120*27*16"; 
thence  to  latitude  34*46*15",  longitude 
120*26*40";  thence  to  latitude  34°39'60", 
longitude  120”31'16";  thence  to  latitude 
34*35*00",  longitude  120*31*40";  thence  to 
latitude  34*34*62",  longitude  120*42*37"; 
thence  northward  three  nautical  miles  off¬ 
shore  to  latitude  34*56*30",  longitude  120*- 
43*30". 

Designated  altitudes.  Surface  to  un¬ 
limited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Pacific  Missile 
Range,  Point  Mugu,  Calif. 

R'-2517  Naval  Missile  Facility,  Point  Argu- 
ello,  Calif. 

Boundaries.  Beginning  at  latitude  84*- 
34*52"  N.,  longitude  120*42*67"  W.,  thence  to 
latitude  34*36*00"  N.,  longitude  120*80*00" 
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W.,  thence  to  latitude  34°24'00"  N.,  longi¬ 
tude  120®30'00"  W.,  thence  northwest  along 
a  line  three  nautical  miles  offshore  to  point 
of  beginning.  ' 

Designated  altitude.  Surface  to  unlimited. 

Time  of  designation.  Ck)ntlnuous. 

Using  agency.  Commander,  Pacific  Missile' 
Range,  Point  Mugu,  Calif. 

R-2518  Offshore  of  California 

Boundaries.  A  circular  area  with  a  300 
yard  radius  centered  at  latitude  33®02'04''  N., 
longitude  118*36'47"  W. 

Designated  altitudes.  Surface  to  2,000 
feet  MSL. 

rime  of  designation.  Days. 

Using  agency.  Commander,  11th  Naval 
District,  San  Diego,  Calif. 

R-2519  Point  Mugu,  Calif. 

Boundaries.  Beginning  at  latitude  34°07'- 
00”  N.,  longitude  119*07'00”  W.;  southeast 
to  latitude  34®04'15”  N.,  longitude  119*03'- 
40”  W.;  south-southwest  to  latitude  34*02'- 
15”  N.,  longitude  119*04’20”  W.;  northwest¬ 
erly  paralleling  the  shoreline  at  a  distance  of 
3  nautical  miles  to  latitude  34*05'30”  N., 
longitude  119*13'00”  W.;  east-northeast  to 
latitude  34*06'55”  N.,  longitude  119*11'15” 
W.;  northeast  to  latitude  34*07'08”  N.,  longi¬ 
tude  119*09'32”  W.;  easterly  to  latitude  34*- 
07'00”  N.,  longitude  119*07'00”  W.,  point  of 
beginning. 

Designated  altitudes.  Unlimited. 

Time  of  dasignation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency.  Commander,  Pacific  Missile 
Range,  Point  Mugu,  Calif. 

R-2520  Point  Mugu,  Calif. 

Boundaries.  Beginning  at  latitude  34*- 
08'30”,  longitude  119*06'10”;  thence  to  lat¬ 
itude  34*07'00”,  longitude  119*05'00”;  thence 
to  latitude  34*06'15”,  longitude  119"05'25"; 
thence  northwesterly  along  the  present 
northeastern  and  northern  boimdarles  of 
Rr-100  to  latitude  34*07'15”,  longitude  119*- 
09'00”;  thence  to  latitude  34*08'30”,  longi¬ 
tude  119*07'40”;  thence  along  the  southern 
boundary  of  OXNARD  AFB  Control  Zone  to 
the  point  of  beginning. 

Designated  altitudes.  Surface  to  3,000  feet 
MSL. 

Tirrie  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency.  Commander,  Pacific  Mis¬ 
sile  Range,  Point  Mugu,  Calif. 

R-2521  Salton  Sea,  Calif. 

Boundaries.  Beginning  at  latitude  33°- 
18'00”,  longitude  116*44'00”;  thence  to  lat¬ 
itude  33*10'40”,  longitude  115*44'00”; 
thence  to  latitude  33*10'40”,  longitude  115*- 
49'60”;  thence  to  latitude  33*23'15”,  longi¬ 
tude  115*68'40”;  thence  to  latitude  33**- 
26'15”,  longitude  115"64'00”;  thence  to  point 
of  beginning. 

Designated  altitudes.  Surface  to  unlimited. 

Time  of  designation.  Contlnuoiis. 

Using  agency.  Manager,  Atomic  Energy 
Commission,  Sandia  Area  Office,  Albuquer¬ 
que,  N.  Mex. 

R-2522  San  Rafael.  Calif.  (Hamilton  AFB) . 

Restricted  Area/Military  Climb  Corridor. 

Boundaries.  That  area  centered  on  the 
325*  True  radial  of  the  Hamilton  TVOR  ex¬ 
tending  from  7  statute  miles  NW  of  the  air¬ 
base  to  34  statute  miles  NW  of  the  airbase 
having  a  width  of  2  statute  miles  at  the  be¬ 
ginning  and  a  width  of  4.6  statute  miles  at 
the  outer  extremity. 

Designated  altitudes. 

2,000'  MSL  to  15,000'  MSL  from  7  statute 
miles  NW  of  the  airbase  to  8  statute  miles 
NW  of  the  airbase. 

2,000'  MSL  to  24,000'  MSL  from  8  to  9  stat¬ 
ute  miles  NW  of  the  airbase. 

2,000'  MSL  to  27,000'  MSL  from  9  to  12 
statute  miles  NW  of  the  airbase. 


6,000'  MSL  to  27,000'  MSL  from  12  to  17 
statute  miles  NW  of  the  airbase. 

10,000'  MSL  to  27,000'  MSL  from  17  to  22 
statute  miles  NW  of  the  airbase. 

15,000'  MSL  to  27,000'  MSL  from  22  to  27 
statute  miles  NW  of  the  airbase. 

19,000'  MSL  to  27,000'  MSL  from  27  to  34 
statute  miles  NW  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  Hamilton  AFB  Approach 
Control. 

R-2523  Tomales  Point,  Calif. 

Boundaries.  Beginning  at  latitude  38*- 
13'36”,  longitude  122*59'51'';  thence  to  lati¬ 
tude  38®13'09'',  longitude  123*01'07”;  thence 
to  latitude  38*12'00”,  longitude  123°01'07''; 
thence  to  latitude  38*10'22'',  longitude  123*- 
00'52”;  thence  to  latitude  38*08'50'',  longi¬ 
tude  122"59'11'';  thence  to  latitude  38°- 
OQ’ll”,  longitude  122"58'07'';  thence  to  lati¬ 
tude  38*  10'31”,  longitude  122*58'16”;  thence 
to  point  of  beginning. 

Designated  altitudes.  Surface  to  2,000  feet 
MSL. 

Time  of  designation.  0800  to  1600,  local 
standard  time,  Monday  through  Friday,  Sep¬ 
tember  15  through  July  1  annually. 

Using  agency.  Commander,  Naval  Air 
Bases,  12th  Naval  District,  Alameda,  Calif. 

R-2524  Trona,  Calif. 

Boundaries.  Beginning  at  latitude  35*- 
47'46”  N.,  longitude  116*55*20”  W.;  due  south 
to  latitude  35*15'56'';  due  west  to  longi¬ 
tude  117*16'52”  W.;  due  north  to  latitude 
35*25'00”  N.;  due  west  to  longitude  117*- 
26'00''  W.;  due  north  to  latitude  35*36'00'' 
N.;  due  east  to  longitude  117*16'52''  W.;  due 
north  to  latitude  35*47'46''  N.;  due  east  to 
latitude  35*47'46''  N.,  longitude  116*55'20'' 
W.,  point  of  beginning. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Los  Angeles  ARTC  Center. 

Using  agency.  Commander,  Naval  Ord- 
nahce  Test  Center,  China  Lake,  Calif. 

R-2525  Vernalis,  Calif. 

Boundaries.  Beginning  at  latitude  37*- 
37'00''  N.,  longitude  121*11'10''  W.;  south- 
southeast  to  latitude  37*27'00”  N.,  longitude 
121*07'45”  W.;  counterclockwise  along  the 
arc  of  a  circle  with  a  radliis  of  3  miles  cen¬ 
tered  at  latitude  37“24'30''  N.,  longitude 
121*06'30''  W.;  to  latitude  37*22'00”  N., 
longitude  121*06’00”  W.;  south-southeast  to 
latitude  37*10'45''  N.,  longitude  121*01'50” 
W.;  west-northwest  to  latitude  37®18'56”  N., 
longitude  121*27'30”  W.;  north-northwest  to 
latitude  37*37'00''  N.,  longitude  121*32'40'' 
W.;  due  east  to  latitude  37*37'00''  N.,  longi¬ 
tude  121*11'10''  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

Time  of  designation.  1300-0800Z  Monday 
through  Friday. 

Using  agency.  Commander,  12th  Naval  Dis¬ 
trict,  San  Francisco,  Calif. 

R-2526  Victorville,  Calif.  (George  AFB), 
Restricted  Area/Mllltary  Climb  Corridor. 

Boundaries.  That  area  centered  on  the 
242*  True  radial  of  the  George  Air  Force  Base 
terminal  VOR  extending  from  5  statute  miles 
west  of  the  airbase  to  30  statute  miles  west 
of  the  airbase  having  a  width  of  2  statute 
miles  at  the  beginning  and  a  width  of  4.6 
statute  miles  at  the  outer  extremity. 

Designated  altitudes. 

4,900  feet  MSL  to  17,900  feet  MSL  from  5 
statute  miles  W  of  the  airbase  to  6  statute 
miles  W  of  the  airbase. 

4.900  feet  MSL  to  26,900  feet  MSL  from  6  to 

7  statute  miles  W  of  the  airbase. 

5.900  feet  MSL  to  27,000  feet  MSL  from  7  to 

8  statute  miles  W  of  the  airbase. 

6.900  feet  MSL  to  27,000  feet  MSL  from  8 
to  9  statute  miles  W  of  the  airbase. 

7.900  feet  MSL  to  27,000  feet  MSL  from  9 
to  10  statute  miles  W  of  the  airbase. 


8.900  feet  MSL  to  27,000  feet  MSL  from  i* 
to  11  statute  miles  W  of  the  airbase.  " 

9.900  feet  MSL  to  27,000  feet  MSL  from 
to  12  statute  miles  W  of  the  airbase. 

10.900  feet  MSL  to  27,000  feet  MSL  from  » 
to  13  statute  miles  W  of  the  airbase. 

11.900  feet  MSL  to  27,000  feet  MRL  from  is 
to  15  statute  miles  W  of  the  airbase.  * 

12.900  feet  MSL  to  27,000  feet  MSL  from  is 
to  20  statute  miles  W  of  the  alrbEuse. 

17.900  feet  MSL  to  27,000  feet  M.qjj  from  20 
to  25  statute  miles  W  of  the  airbase. 

21.900  feet  MSL  to  27,000  feet  MSL  from  25 
to  30  statute  miles  W  of  the  airbase. 

Time  of  designation.  Contlnuoxis. 

Controlling  agency.  Federal  Aviation 
Agency,  Palmdale  Approach  Control. 

Using  agency.  Commander,  George  APB 
Calif. 

§  608.26  Colorado. 

R-2601  Fort  Carson,  Colo. 

Boundaries.  Beginning  at  latitude  88'. 
32'06”  N.,  longitude  104*49'18”  W.;  due  east 
to  longitude  104®45'00”  W.;  north  to  latitude 
38*45'00''  N.,  longitude  104*45'80'' 

northwest  to  latitude  38*46'05''  N.,  longi! 
tude  104*46'50''  W.;  due  west  to  longitude 
104*48'48”  W.;  southwesterly  along  State 
Highway  No.  115  to  latitude  38*39'00"  N., 
longitude  104*51'40''  W.;  due  south  to  latl'^ 
tude  38*36'20''  N.;  southeast  to  latitude  88*. 
32'06''  N.,  longitude  104*49'18''  W.,  point  of 
beginning. 

Designated  altitudes.  Surface  to  40,000 
feet  MSL. 

Time  of  designation.  Continuous.  ^ 

Using  agency.  Commanding  General.  Port 
Carson,  Colo. 

§  608.27  Connecticut. 

§  608.28  Delaware. 

R-2801  Bethany  Beach,  Del. 

Boundaries.  Beginning  at  latitude  38°36'. 
50”  N.,  longitude  74®59'50''  W.;  soutberlj 
paralleling  the  shoreline  at  a  distance  of  8 
nautical  miles  to  latitude  38*20'45''  N.,  longi. 
tude  75*00'20”  W.;  west  to  latitude  38®2r00" 
N.,  longitude  75*05'00''  W.;  due  north  to 
latitude  38 *31 '00”  N.;  northeast  to  latitude 
38*36'50''  N.,  longitude  74*59'50''  W.  point 
of  beginning. 

Designated  altitudes.  Surface  to  75,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  NAS, 
Patuxent  River,  Md. 

R-2802  Milford,  Del. 

Boundaries.  A  circular  area  with  a  three* 
mile  radius,  centered  at  latitude  38*58'12"  N, 
longjtude  75*17'30''  W. 

Designated  altitudes.  Surface  to  3,000 
feet  MSL. 

Time  of  designation.  From  0800  to  2200 
local  time  April  15  through  October  31.  Prom 
0800  to  2200  local  time,  Saturday  and  Sunday 
only,  November  1  through  April  14. 

Controlling  agency.  Federal  Aviation 
Agency,  New  York  ARTC  Center. 

Using  agency.  Commanding  Officer,  NAS, 
Lakehurst,  N.J. 

R-2803  Dover,  Del.,  Restricted  Area/MiUtarj 
Climb  Corridor. 

Boundaries.  That  area  based  on  the  184* 
True  radlals  of  the  Dover  AFB  TVOR  (lati* 
tude  39*07'40''  N.,  longitude  75*27'38''  W.) 
and  Dover  AFB  TACAN  (latitude  39*07'58" 
N.,  longitude  75*28'04''  W.)  beginning  5  stat¬ 
ute  miles  south  of  the  airbase  and  extending 
32  statute  miles  south  of  the  airbase,  having 
a  width  at  the  beginning  from  1  statute  mil* 
west  of  the  TACAN  184*  True  radial  to  22 
statute  miles  east  of  the  TVOR  184®  Trus 
radial  and  expanding  uniformly  to  a  width 
at  the  outer  extremity  from  2.3  statute  mil* 
west  of  the  TACAN  184®  True  radial  to  22 
statute  miles  east  of  the  TVOR  184*  Trw 
radial. 
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Saturday, 


altitudes. 

liSL  to  16,000'  MSL  from  5  statute 
ii^'^uth  of  the  airbase  to  6  statute  miles 
of  the  airbase. 

MO'  MSL  to  24.000'  MSL  from  6  to  7 
miles  south  of  the  airbase. 

to  27.000'  MSL  from  7  to  10 
miles  south  of  the  airbase. 

MSL  to  27.000'  MSL  from  10  to  15 
rfiute  miles  south  of  the  airbase. 

tnm'  MSL  to  27,000'  MSL  from  15  to  20 
.wtute  miles  south  of  the  airbase. 

15  000'  MST.  to  27,000'  MSL  from  20  to  25 
. ‘tiite  mUes  south  of  the  airbase. 

19000'  MST.  to  27,000'  MSL  from  25  to  32 
sutute  miles  south  of  the  airbase. 

Tine  of  designation.  Continuous. 

Vsing  agency.  Dover  AFB  Approach 
Control. 


§  608.29  Florida. 

11-2901  Avon  Park,  Fla. 

Boundaries.  Beginning  at  latitude  27 ‘'44'- 
27"  N.,  longitude  81‘’15^19"  W.;  southeast  to 
latitude  27'’40'50"  N.,  longitude  81“11'12" 
W  due  south  to  latitude  27‘’40'15"  N.;  due 
east  to  longitude  81*10'13"  W.;  due  south 
to  latitude  27‘’38'28"  N.;  due  east  to  longi¬ 
tude  8r08'22"  W.;  southerly  along  the  Kis- 
glmmee  River  to  latitude  27'’32'29"  N.,  longi¬ 
tude  sril'BO"  W.;  due  west  to  longitude 
gl«20'60"  W.;  northerly  along  Arbuckle  Creek 
to  Arbuckle  and  along  the  east  and 
north  shore  of  Lake  Arbuckle  to  latitude  27“- 
42'21"  N.,  longitude  81“25'20"  W.;  northwest 
to  latitude  27“42'36"  N..  longitude  81“26'09" 
W.;  due  north  to  latitude  27“42'59"  N.;  due 
west  to  longitude  81“26'24"  W.;  due  north  to 
latitude  27“43'12".  N.;  due  west  to  longitude 
81“26'39"  W.;  due  north  to  latitude  27“44'27" 
N.;  due  east  to  latitude  27“44'27"  N.,  longi¬ 
tude  8ri5'19”  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL. 

Time  of  designation.  Daylight  hours  only. 

Using  agency.  Commander,  MacDill  AFB, 


Pla. 


B-2902  Banana  River,  Fla. 

Boundaries.  Beginning  at  latitude  28°50'- 
OO",  longitude  80*50'00";  due  east  to  a  point 
3  nautical  miles  from  the  shoreline  at  longi¬ 
tude  80*41'35";  southerly  paralleling  the 
shoreline  at  a  distance  of  3  nautical  miles 
to  latitude  28“22'00",  longitude  80“33'00"; 
due  west  to  latitude  28“22'00",  longitude 
80'38'00":  north-northwest  to  latitude  28*- 
50'00",  longitude  80“  50 '00",  the  point  of 
beginning. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal '  Aviation 
Agency,  Miami  ARTC  Center. 

Using  agency.  Commander,  Air  Force  Mls- 
lUe  Test  Center,  Patrick  APB.  Fla. 

Sr-2903  Jacksonville,  Fla. 

Boundaries.,  Beginning  at  latitude  30“- 
2r20",  longitude  81  "55 '45";  thence  to  lati¬ 
tude  30*16'45",  longitude  81*50'25";  thence 
to  latitude  30*16'45",  longitude  81“40'00": 
thence  clockwise  along  an  arc  of  a  circle  of 
8  mile  radius  centered  at  latitude  30“14'00", 
longitude  81*40'00":  to  latitude  30"14'00", 
longitude  81“37'00";  thence  to  latitude  30"- 
U'OO",  longitude  81“36'00";  thence  to  lati¬ 
tude  30"10'45",  longitude  81"35'00";  thence 
to  latitude  29*44'30",  longitude  81"35'00": 
thence  to  latitude  29"44'30",  longitude  81*- 
42'00";  thence  to  latitude  29*60'00".  longi¬ 
tude  8r57'00";  thence  clockwise  along  the 
arc  of  a  circle  5  miles  in  radius  centered  at 
latitude  29*63'20",  longitude  82"00'25";  to 
latitude  29*57'30",  longitude  82"02'00";  but 
excluding  that  area  one  mile  on  either  side 
of  a  220*  True  bearing  from,  and  more  than 
two  miles  from  latitude  29*53'20",  longitude 
W"00'25";  thence  to  latitude  30“00'00". 
longitude  82*02'00";  thence  to  latitude 
M‘00'00",  longitude  82*19'30";  thence  to 
latitude  30"03'00",  longitude  82“20'00"; 


thence  to  latitude  30*22'00",  longitude  82*- 
20'00";  thence  to  point  of  be^nning  latitude 
30“21'20",  longitude  81*65'45". 

Designated  altitudes.  Smlace  to  un¬ 
limited. 

Time  of  designation.  Continuous. 

Using  agency.  Conunander,  Fleet  Air,  NAS, 
Jacksonville,  Fla. 

R-2904  Jacksonville,  Fla. 

Boundaries.  Beginning  at  latitude  30*- 
OO'OO",  longitude  82“02'00";  thence  to  lati¬ 
tude  29“57'30",  longitude  82*02'00";  thence 
to  counterclockwise  along  the  arc  of  a  circle 
5  miles  in  radius  centered  at  latitude  29  °- 
53'20",  longitude  82“00'25";  to  latitude 
29“53'30",  longitude  82*05'30";  thence  to 
latitude  29*53'30"  longitude  82*18'00"; 
thence  to  latitude  30*00'00",  longitude  82“- 
19'30";  thence  to  point  of  beginning  lati¬ 
tude  30“00'00",  longitude  82“02'00". 

Designated  altitudes.  From  5,000  feet  to 
unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air, 
NAS,  Jacksonville,  Pla. 

R-2905  Jacksonville,  Fla. 

Boundaries.  Beginning  at  latitude  29“44'- 
30',  longitude  81*42'00";  thence  to  latitude 
29“44'30",  longitude  82*00'00";  thence  to 
latitude  29“49'00",  longitude  82*00'00"; 
thence  counterclockwise  along  the  arc  of 
a  circle  5  miles  in  radius  centered  at  lati- 
’  tude  29“53'20",  longitude  82“00'25";  to  lati¬ 
tude  29“50'00",  longitude  81“67'00";  thence 
to  point  of  beginning  latitude  29*44'30", 
longitude  81“42'00". 

Designated  altitudes.  8,000  feet  to  un¬ 
limited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air, 
NAS,  Jacksonville,  Pla. 

R-2906  Jacksonville,  Fla. 

Boundaries.  Beginning  at  latitude  29*44'- 
30",  longitude  81“35'00";  thence  to  latitude 
29“23'00",  longitude  81*35'00";  thence  to 
latitude  29"23'00",  longitude  81“40'00"; 
thence  to  latitude  29*21'30",  longitude  81*- 
40'00":  thence  to  latitude  29*21'30",  longi¬ 
tude  82“01'30";  thence  to  latitude  29“33'00", 
longitude  82“13'00";  thence  to  latitude  29“- 
42'00",  longitude  82*14'00";  thence  to  lati¬ 
tude  29“53'30",  longitude  82*18'00";  thence 
to  latitude  29“53'30",  longitude  82“05'30"; 
thence  counterclockwise  along  the  arc  of  a 
circle  5  miles  in  radius  centered  at  latitude 
29*53'20",  longitude  82“00'25";  to  latitude 
29*50'35",  longitude  82*04'30";  thence  to 
latitude  29“49'35",  longitude  82“03'00": 
thence  counterclockwise  eilong  the  arc  of  a 
circle  2  miles  in  radius  centered  at  latitude 
29*53'20",  longitude  82“00'25";  to  latitude 
29*51'35",  longitude  82*01'15";  thence  to 
latitude  29*49'35",  longitude  82*03'00"; 
thence  counterclockwise  along  the  arc  of  a 
circle  5  miles  in  radius  centered  at  latitude 
29*53'20",  longitude  82*00'25";  to  latitude 
29*49'00",  longitude  82*00'00";  thence  to 
latitude  29*44'30",  longitude  82*00'00"; 
thence  to  point  of  beginning  latitude  29*- 
44'30",  longitude  81*35'00".  » 

Designated  altitudes.  15,000  feet  to  un¬ 
limited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air, 
NAS,  Jacksonville,  Fla. 

R-2907  Lake  George,  Fla. 

Boundaries.  North  boundary:  latitude 
29“23'00"  N.;  east  boundary:  longitude  81“- 
30'00";  south  boundary:  latitude  29“12'30"; 
west  boundary:  longitude  81“40'00".  Ex¬ 
cluding  that  portion  which  is  within  5  miles 
of  the  centerline  of  VOR  civil  airway  267. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air,  NAS, 
Jacksonville,  Fla. 


R-2908  Pensacola,  Fla. 

Boundaries.  Bounded  on  the  north  by  the 
Alabama/Florida  coastline;  bounded  on  the 
south  by  a  line  3  nautical  miles  from  and 
parallel  to  the  Alabama/Florida  coastline; 
boimded  on  the  east  by  the  Pensacola  (Sau- 
fley)  Control  Area  601.1219;  bounded  on  the 
west  by  longitude  88*01'30". 

Designated  altitudes.  Siulace  to  12,000 
feet  MSL. 

Time  of  designation.  Daylight  hours. 

Using  agency.  Chief,  Naval  Air  Basic 
Training,  Pensacola,  Pla. 

R-2909  Pensacola,  Pla. 

Boundaries.  Bounded  on  the  north  by  the 
Florida  coastline;  bounded  on  the  south  by 
a  line  3  nautical  miles  from  and  parallel  to 
the  Florida  coastline;  boimded  on  the  east  by 
longitude  86*48'00";  boimded  on  the  west  by 
the  Pensacola  Control  Area. 

Designated  altitudes.  Surface  to  12,000 
feet  MSL. 

Time  of  designation.  Daylight  hours. 

Using  agency.  Chief.  Naval  Air  Basic 
Training,  Pensacola,  Pla. 

R-2910  Pinecastle,  Fla. 

Boundaries.  Within  a  6  mile  radius  of 
latitude  29“06'52",  longitude  81*.42'65". 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air,  NAS, 
Jacksonville,  Fla. 

R-2911  Port  St.  Joe,  Pla. 

Boundaries.  Beginning  at  latitude  29*- 
52'24"  N.,  longitude  86’23'24"  W.;  south- 
southeast  to  latitude  29*50'30"  N.,  longitude 
85“23'12"  W.;  due  east  to  longitude  85*- 
22'30"  W.;  south-southeast  to  latitude  29“- 
42'00"  N.,  longitude  85“20'30"  W.;  west- 
southwest  to  latitude  29 “41 '48"  N.,  longitude 
85“21'48"  W.;  south-southeast  to  latitude 
29“40'00"  N.,  longitude  85“21'36"  W.;  west- 
southwest  to  point  3  nautical  miles  from  the 
shoreline  at  latitude  29“39'30"  N..  longitude 
85“25'25"  W.;  northerly  paralleling  the 

shoreline  at  a  distance  of  3  nautical  miles  to 
latitude  29*50'10"  N.,  longitude  85“28'40" 
W.;  east-northeast  to  latitude  29°62'24"  N., 
longitude  85“23'24"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

Time  of  designation.  0630  to  1700,  Mon¬ 
days  through  Saturdays. 

Using  agency.  Commander,  Tyndall  AFB, 
Fla. 

R-2912  Panama  City,  Pla. 

Boundaries.  Beginning  at  latitude  30*- 
43'00"  N.,  longitude  85*14'00"  W.;  southeast 
to  latitude  29*55'00"  N.,  longitude  84*32'00" 
W.;  southwest  to  the  west  end  of  Dog  Island 
at  latitude  29*47'00"  N..  longitude  84*40'00" 
W.;  south-southeast  to  a  point  3  nautical 
miles  from  the  shoreline  at  latitude  29*- 
43'45"  N.,  longitude  84*39"00"  W.;  westerly 
paralleling  the  shoreline  at  a  distance  of  3 
nautical  miles  to  latitude  29*39'30"  N., 
longitude  85*25'25"  W.;  east-northeast  to 
latitude  29*40'00"  N.,  longitude  85*21'36" 
W.;  north -northwest  to  latitude  29*41'48" 
N.,  longitude  85*21'48"  W.;  east-northeast 
to  latitude  29*42'00"  N.,  longitude  85*20'30" 
W.;  north-northwest  to  latitude  29*50'30" 
N.,  longitude  85*22'30"  W.;  due  west  to 
longitude  85*23'12"  W.;  north-nOTthwest  to 
latitude  29*62'24"  N.,  longitude  85*23'24" 
W.;  west-southwest  to  a  point  3  nautical 
miles  from  the  shoreline  at  latitude  29*- 
50' 10"  N.,  85*28'40"  W.;  northwesterly  par¬ 
alleling  the  shoreline  at  a  distance  of  3  nau¬ 
tical  miles  to  latitude  30*04'20"  N.,  longi¬ 
tude  85“45'45"  W.;  northwest  to  latitude  30*- 
42'00"  N.,  longitude  86*06'00"  W.;  easterly 
to  latitude  30*43'00"  N.,  longitude  86*14'00" 
W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  40,000 
feet  MSL. 
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Time  of  designation.  Continuous,  sunset 
to  sunrise.  Only  during  Instriunent  Flight 
Rule  conditions  from  sunrise  to  sunset. 

Using  agency.  Commander,  Tyndall  AFB, 
Fla. 

R-2913  Panama  City,  Fla. 

Boundaries.  Beginning  at  latitude  31  °- 
10'20''  N.,  longitude  86®18'00''  W.;  clockwise 
along,  the  arc  of  a  circle  with  a  radius  of  90 
miles,  centered  at  the  Tyndall  AFB  radio 
range  station  at  latitude  30'’02'30"  N.,  longi¬ 
tude  85°32'15"  W.  to  a  point  3  nautical  miles 
from  the  shoreline  at  latitude  30*03'00"  N., 
longitude  84*02'00"  W.;  westerly  paralleling 
the  shoreline  at  a  distance  of  3  nautical 
miles  to  latitude  29*36'30"  N.,  longitude  85”- 
lO'OO"  W.;  northwest  to  the  Tyndall  AFB 
radio  range  station  at  latitude  30”02'30"  N., 
longitude  85”32'15''  W.;  northwest  to  lati¬ 
tude  31”10'20''  N.,  longitude  86”18'00''  W., 
point  of  beginning,  excluding  the  overlapped 
portions  of  the  Tyndall  AFB  Restricted  Area 
183  and  the  Fort  Rucker,  Alabama  Restricted 
Area. 

Designated  altitudes.  35,000  feet  MSL  to 
unlimited. 

Time  of  designation.  Sunset  to  sunrise. 

Using  agency.  Commander,  Tyndall  AFB, 
Fla. 

R-2914  Valparaiso,  Fla. 

Boundaries.  Bounded  on  the  northeast  by 
a  straight  line  between  latitude  30°43'45", 
longitude  86”10'30",  and  latitude  30”41'00", 
longitude  86”05'30";  bounded  on  the  east  by 
Restricted  Area  R-183;  bounded  on  the  south 
by  Warning  Area  W-161;  bo\inded  on  the 
west  by  the  ESglin  AFB  Control  Area;  bounded 
on  the  north  by  Civil  airway  Red  No.  30. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Air  Proving 
Ground,  Eglln  AFB,  Fla. 

R-2915  Valparaiso,  Fla. 

Boundaries.  Beginning  at  latitude  30*- 
33'40",  longitude  86“55'00";  thence  north 
to  latitude  30”38'45",  longitude  86”55'00''; 
thence  northeasterly  along  the.  L  &  N  Rail¬ 
road  to  latitude  30*42'45",  longitude  86”- 
45'45'';  thence  east  to  latitude  30”42'50'', 
longitude  86  ”38 '02";  thence  south  to  latitude 
30”29'01",  longitude  86”38'02";  thence  west 
to  latitude  30”29'01",  longitude  86”42'55"; 
thence  southwest  to  latitude  30”26'40", 
longitude  86”46'38'";  thence  south  to  lati¬ 
tude  30”20'30"i  longitude  86”45'38";  thence 
westerly  and  three  nautical  miles  from  the 
shoreline  to  latitude  30”20'15",  longitude 
86”48'00";  thence  north  to  latitude  30”- 
26'00",  longitude  86”48'00";  thence  westerly 
along  U.S.  Highway  98  to  latitude  30”24'16", 
longitude  86”52'00";  thence  along  the  Na- 
varre-Milton  Highway  to  latitude  30”33'40", 
longitude  86”56'00",  the  point  of  beginning. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Air  Proving 
Groxind,  Eglln  AFB,  Fla. 

§  608.30  Georgia. 

R-3001  Dawsonvllle,  Ga. 

Boundaries.  A  circle  of  2.5  mile  radius  of 
a  point  at  latitude  34”22'00",  longitude 
84”10'00". 

Designated  altitudes.  Svirface  to  5,000  feet 
MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Air  Research 
and  Development  Command,  Andrews  AFB, 
Md.  . 

R-3002  Fort  Benning,  Ga. 

Boundaries.  Beginning  at  latitude  32° - 
32'15"  N.,  longitude  84”37'30”  W.;  due  south 
to  latitude  32°  18'00"  N.;  northwesterly  along 
the  railroad  to  latitude  32°20'45"  N.,  longi¬ 
tude  84”47'00"  W.;  southerly  along  the  road 
to  latitude  32”18'00"  N.,  longitude  84”46'30" 
W.;  south  along  the  highway  to  latitude  32”- 
15'30"  N.,  longitude  84”47'30"  W.;  due  west 


longitude  84”53'30"  W.;  southwest  along  the 
river  to  latitude  32”14'45"  N.,  longitude  84°- 
55'00"  W.;  due  west  to  longitude  84”57'30" 
W.;  northerly  to  latitude  32”18'30"  N.;  longi¬ 
tude  84”57'45"  W.;  northwest  along  the 
north  bank  of  the  river  to  latitude  32”18'45" 
N.,  longitude  84”58'30"  W.;  due  north  to 
latitude  32”20'16"  N.;  northeast  to  latitude 
32”21'10"  N.,  longitude  84°56'45"  W.;  due 
north  to  latitude  32”22'30"  N.;  northeast 
along  the  creek  to  latitude  32 ”24' 14"  N., 
longitude  84”53'21"  W.;  north-northeast  to 
latitude  32”28'10"  N.,  longitude  84”62'20" 
W.;  due  north  to  latitude  32”50'50"  N.;  east¬ 
erly  along  the  railroad  to  latitude  32°32'15" 
N„  longitude  84”37'30"  W.,  point  of  begin¬ 
ning. 

Designated  altitudes.  Surface  to  32,000 
feet  MSL. 

rime  of  designation.  Continuous! 

Using  agency.  Commanding  General,  Fort 
Benning,  Ga. 

R-3003  Fort  Gordon,  Ga. 

Boundaries.  Begliming  at  latitude  33”- 
23'35"  N.,  longitude  82”08'30"  W.;  south  to 
latitude  33”22'15"  N.,  longitude  82”08'18" 
W.;  southwest  to  latitude  33°21'35"  N.,  longi¬ 
tude  82”09'10"  W.;  west  to  latitude  33°22'15" 
N.,  longitude  82”17'00"  W,;  northeast  to  lati¬ 
tude  33”25'00'?  N.,  longitude  82°12'00"  W.; 
east-southeast  to  latitude  33”23'35"  N., 
longitude  82”08'30"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  5,500  feet 
MSL. 

rime  of  designation.  0700  to  1900  Monday 
through  Saturday. 

Using  agency.  Commanding  Officer,  Fort 
Gordon,  Ga. 

R-3004  Fort  Gordon,  Ga. 

Boundaries.  Beginning  at  latitude  33 ”21'- 
35"  N.,  longitude  82”09'10"  W.;  southwest  to 
latitude  83”16'20"  N.,  longitude  82”18'00" 
W.;  west-northwest  to  latitude  33”17'29"  N., 
longitude  82”23'00"  W.;  northeast  to  latitude 
33”21'15"  N.,  longitude  82”18'47"  W.;  north¬ 
east  to  latitude  33”22'15"  N.,  longitude  82”- 
17'00"  W.;  east  to  latitude  33”21'35"  N., 
longitude  82 ”09' 10"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  24,000 
feet  MSL. 

rime  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  Fort 
Gordon,  Ga. 

R-3005  Fort  Stewart,  Ga. 

Boundaries.  Beginning  at  the  Ogeechee 
River  at  latitude  32”04'15"  N.,  longitude  81”- 
22 '30"  W.;  southeasterly  along  the  Ogeechee 
River  to  latitude  32”00'30"  N.,  longitude  81”- 
19'30"  W.;  south-southwest  to  latitude  31”- 
58'45"  N„  longitude  81”19'45"  W.,  southwest 
to  latitude  31”56'15"  N.,  longitude  81”23'00" 
W.;  southwest  to  latitude  31”61'20"  N.,  longi¬ 
tude  81”36'00"  W.;  west-northwest  to  lati¬ 
tude  31”55'30"  N.,  longitude  81”53'00"  W.; 
northerly  to  latitude  31”57'00"  N.,  longitude 
81”53'15"  W.;  northeast  to  latitude  31  ”59'45" 
N.,  longitude  81”51'06"  W.;  north-northeast 
to  latitude  32”04'40"  N.,  longitude  81”50'00" 
W.;  east-northeast  to  latitude  32”07'00"  N., 
longitude  81  ”43 '30"  W.;  easterly  to  latitude 
32”06'15"  N.,  longitude  81”81'30"  W.;  due 
south  to  latitude  32”05'30"  N.,  east-south¬ 
east  to  latitude  32”04'15"  N.,  longitude  81”- 
22'30"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  40,000 
feet  MSL. 

Time  of  designation.  Contlnuovis. 

Using  agency.  Commanding  General,  Fort 
Stewart,  Ga. 

§  608.31  Hawaii. 

R-3101  Bonham,  Hawaii. 

Boundaries.  Beginning  at  latitude  22”  12'- 
45"  N.,  longitude  159”43'00"  W.;  thence  to 
latitude  22”09'20"  N.,  longitude  159”48'00" 
W.;  thence  counterclockwise  along  the  shore¬ 
line  of  the  Island  of  Kauai,  TJI.,  to  latitude 
21”58'00"  N.,  longitude  159”43'00"  W.; 


thence  to  latitude  21”55'00"  N.  ioii»it,„,. 
159”43'00"  W,;  thence  clockwise  | 

3  nautical  miles  from  the  shoreline* 

Island  of  Kauai,  T.H.,  to  latitude  22*12’^  1 
N.,  longitude  159”43'00"  W,;  the  point  n# 
beginning.  *  * 

Designated  altitudes.  Svirface  to  6,ooo 
MSL. 

rime  of  designation.  Continuous. 

Using  agency.  Commander,  pieet  kw 
Hawaii,  NAS,  Barber’s  Point,  Hawaii.  ** 

R-3102  Dillingham,  Hawaii. 

Boundaries.  Beginning  at  latitude  Qras' 
45"  N.,  longitude  158”17'20"  W.;  thenoe  J 
latitude  21”35'20"  N.,  longitude  168*19'40" 
W.;  thence  north  and  east  along  a  line  * 
statute  miles  from  the  shoreline  of  Oi^u  to 
latitude  21”37'50"  N.,  longitude  168*08'60" 
W.;  thence  to  latitude  21”35'30"  N.,  lonsi. 
tude  158”11'30"  W.;  thence  to  latitude!^! 
35'15"  N„  longitude  158”14'30"  W.;  thence  to 
point  of  beginning. 

Designated  altitudes.  40,000  feet  mrt, 
Time  of  designation.  As  published  in 
NOT  AMS  (Firing  Notices) .  During  the  hoim 
0700-1700. 

Using  agency.  Commanding  General,  03 
Army  Hawaii,  Schofield  Barracks,  Hawaii. 

R-3103  Humuula,  Hawaii. 

Boundaries.  Beginning  at  latitude  19*48'. 
45",  longitude  156”38'00";  thence  to  latitude 
19”45'15",  longitude  155”32'00";  thence  to 
latitude  19”39'00",  longitude  165”26'80": 
thence  to  latitude  19”32'00",  longitude  156*i 
42'00";  thence  to  latitude  19”38'00",  longl. 
tude  155°45'10";  thence  to  latitude  19*41'. 
00",  longitude  165”44'00";  thence  to  lafitufc 
19”47'00",  longitude  155”38'00";  thence  to 
point  of  beginning. 

Designated  altitudes.  36,000  feet  MSL.  : 
Time  of  designation.  As  published  is  I 
Notices  to  Airmen  (Firing  Notices)  houn  d 
daylight  and  darkness. 

Using  agency.  Commanding  General,  U3. 
Army  Hawaii,  Schofield  Barracks,  Hawaii. 

R-3104  Island  of  Kahoolawe,  Hawaii. 

Boundaries.  The  airspace  over  the  Mmmi 
of  Kahoolawe  and  the  surroimdlng  water 
area  within  one  nautical  mile  of  the  island 
and  excluding  that  portion  overlapped  li; 
Red  civil  airway  No.  87. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air, 
Hawaii  NAS,  Barber’s  Point,  Hawaii. 

R-3105  Kahiiku,  Oahu,  Hawaii. 

Boundaries.  Beginning  at  latitude  21 'ti'- 
05",  longitude  158”01'00";  thence  to  lati¬ 
tude  21”41'05",  longitude  157”58'65";  thence 
to  latitude  21”40'40",  longitude  167”68'83": 
thence  to  latitude  21”40'22",  longitude  167’. 
57'39";  thence  to  latitude  21”37'35",  l<»gl- 
tude  157”55'33";  thence  to  latitude  21*97- 
00",  longitude  157”56'05";  thence  to  latitude 
21”40'40",  longitude  158”01'00";  thence  to 
point  of  beginning. 

Designated  altitudes.  16,000  feet  MSL. 
Time  of  designation.  As  published  in 
NOTAMS  (F’lrlng  Notices)  hours  of  daylight 
and  darkness. 

Using  agency.  Commanding  General,  U3. 
Army  Hawaii,  Schofield  Barracks,  Hawtdi. 

R-3106  Kahuku  Point,  Oahu,  Hawaii. 

Boundaries.  Area  within  a  radius  of  U 
nautical  miles  centered  at  latitude  21*43'- 
00"  N.,  and  longitude  167”56'30"  W. 
Designated  altitudes.  8,000  feet  MSL. 
Time  of  designation.  As  published  to 
Notices  to  Airmen,  bouts  of  daylight  and 
darkness. 

Using  agency.  Commander,  Fleet.  Air, 
Hawaii,  NAS,  Barber’s  Point,  Hawaii. 

R-3107  Kaula  Rock,  Hawaii. 

Boundaries.  A  circular  area  with  8  nauti¬ 
cal  miles  centered  at  latitude  21”89'80"  IL 
longitude  160°82'30"  W. 


3 

1( 


I 


t 


f( 

C 

B 

0 

1( 


Saturday, 


January  28,  1961 


Surface  to  50,000 
Sunrise  to  sunset, 


Air, 


Desiffnated  altitudes.  Surface  to  30,000 

designation.  Continuous. 
agency.  Commander,  Fleet  Air,  Ha- 
Ji  NAS,  Barber’s  Point,  Hawaii. 

0^108  Kauna  Point,  Hawaii. 
tiMndaries.  The  area  bounded  by  a  line 
latitude  19*16'00"  N.,  longitude  156»- 
«.  to  latitude  18»58'43"  N..  longl- 
155.47-30' '  W.;  to  latitude  18'’56'22"  N., 
n^tude  156“47'30"  W.;  thence  northwest 
1^  a  line  at  a  distance  of  3  nautical  miles 
Jinm  the  shoreline  of  the  Island  of  Hawaii, 
rStltude  I9*14'35"  N.,  longitude  155»57'- 
W.;  and  thence  directly  to  the  point  of 
bednning. 

j)^$iywited  altitudes. 

Time  of  designation. 
llonday  through  Friday. 

Using  agency.  Commander,  Fleet 
ga^,  NAS,  Barber’s  Point,  Hawaii, 

1^3109  Makua,  Oahu,  Hawaii. 

Boundaries.  Beginning  at  latitude  21*- 
85'80"  N.,  longitude  158®11'30"  W.;  south- 
Mutheast  to  latitude  21  "31 '00"  N.,  longitude 
158*10'00"  W.;  west-southwest  to  latitude 
21*30'30"  N.,  longitude  158*12'30"  W.;  west- 
northwest  to  latitude  21°31'00"  N.,  longitude 
158*14'00"  W.;  north-northwest  to  latitude 
jl'83'30"  N.,  longitude  158*14'30"  W.;  north- 
list  to  latitude  21*33'30"  N.,  longitude  158*- 
15'80"  W.;  northwest  to  latitude  21®34'45" 
N.,  longitude  168*17'20"  W.;  east-northeast 
to  latitude  21*35'16"  N.,  longitude  158*14'- 
80"  W.;  easterly  to  latitude  21“35'30"  N., 
laigltude  168*  11 '30"  W.,  point  of  beginning, 
excluding  those  portions  overlapping  the 
Nbkulela  Restricted  Area  and  the  Kaena 
Point  Caution  Area. 

Designated  altitudes.  Surface  to-  29,000 
feet  HSL. 

Time  of  designation.  Daylight  and  dark¬ 
ness  as  indicated  In  Notices  to  Airmen. 

Using  agency.  Commanding  General,  U.S. 
Army  Hawaii,  Schofield  Barracks.  Hawaii. 

B-3110  Schofield,  Oahu,  Hawaii. 

Boundaries.  Beginning  at  latitude  21*31'- 
06",  longitude  158°04'45";  thence  to  latitude 
2l’31'40",  longitude  158®05'30";  thence  to 
latitude  21*35'30",  longitude  158*11'30"; 
thence  to  latitude  21*31'00",  longitude  158*- 
lO'OO":  thence  to  latitude  21*30'30",  longi¬ 
tude  158*12'30";  thence  to  latitude 
Jl*29'll",  longitude  158*07'33";  thence  to 
latitude  21*30'00",  longitude  158*04'33";  to 
point  of  beginning. 

Designated  altitudes.  29,000  feet  MSL. 
rime  of  designation.  As  described  In 
NOTAMS. 

Using  agency.  Commanding  General,  U.S. 
Army  Hawaii,  Schofield  Barracks,  Hawaii, 

§608.32  Idaho. 

S-3201  Arco,  Idaho. 

Boundaries.  Beginning  at  latitude  43*- 
59'30",  longitude  112*43'50";  thence  to  lati¬ 
tude  43*60'20",  longitude  112*30'00";  thence 
to  latitude  43*32'00",  longitude  112*35'00"; 
thence  to  latitude  43*27'00",  longitude  113*- 
OS'OO";  thence  to  latitude  43*34'30",  longi¬ 
tude  113*11'60";  thence  to  latitude  43*48'- 
40",  longitude  112*49'40":  thence  to  point 
of  beginning. 

Designated  altitudes.  Surface  to  20,000 
fset  ICSL. 

Time  of  designation.  Continuous. 

Dsitm  agency.  Manager,  Atomic  Energy 
Ctommisslon,  Idaho  Falls,  Idaho. 

R-3202  Sailor  Creek,  Idaho. 

Boundaries.  Beglimlng  at  latitude  42*51'- 
w  N.,  longitude  116*40'00"  W.;  east  to 
lo^tude  116*36'00"  W,;  south  to  latitude 
«45'00"  N,;  east  to  longitude  115*10'00" 
w.;  south  to  latitude  42*33'00"  N.;  west  to 
longitude  116*40'00"  W.;  north  to  latitude 
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42*51'00"  N„  longitude  115*40'00"  W.,  point 
of  beginning. 

Designated  altitudes.  Surface  to  '46,000 
feet  MSL. 

Time  of  designation.  Simrlse  to  sunset, 
Monday  through  Friday. 

Controlling  agency.  Federal  Aviation 
Agency,  Seattle  AR’TC  Center. 

Using  agency.  Commander,  Mountain 
Home  AFB,  Idaho. 

§  608.33  Illinois. 

R-3301  Havana,  Ill. 

Boundaries.  Two  miles  radius  of  latitude 
40*13'18",  longitude  90"01'23". 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

Time  of  designation.  Continuovis. 

Using  agency.  Director,  Central  Radio 
Propagation  Laboratory,  National  Bureau  of 
Standards,  Boulder,  Colo. 

R-3302  Savanna,  Ill, 

Boundaries.  All  that  area  within  a  circle 
whose  radius  Is  1,500  feet  and  whose  center 
is  located  at  latitude  42*13'16",  and  longi¬ 
tude  90*21'24". 

Designated  altitudes.  Surface  to  1,900  feet 
MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  Sa¬ 
vanna  Ordnance  Depot,  Savanna,  HI. 

§  608.34  Indiana. 

R-3401  Camp  Atterbury,  Ind. 

Boundaries.  North  boimdary:  latitude 
39 *21 '30"  N.;  east  boundary:  longitude  85*- 
59'30"  W.;  south  boimdary:  latitude  39*- 
13'00"  N.;  west  boundary:  86*06'00"  W. 

Designated  altitudes.  Surface  to  30,000 
feet  MSL. 

Time  of  designation.  Sunrise  to  sunset. 

Using  agency.  Conunandlng  Officer,  Camp 
Atterbury,  Ind. 

R-3402  Bimker  Hill  AFB,  Ind.,  Restricted 
Area /Military  Climb  Corridor. 

Boundaries.  That  area  based  on  the  256* 
True  radial  of  the  Bunker  Hill  Air  Force  Base, 
Ind.,  TACAN  beginning  5  statute  rnlles  west 
of  the  TACAN  and  extending  32  statute  miles 
west  of  the  TACAN,  having  a  width  at  the 
point  of  beginning  of  one  statute  mile  north 
and  3  statute  miles  south  of  the  256*  'True 
radial  and  a  width  of  2.3  statute  miles  either 
side  of  the  256*  True  radial  at  the  outer 
extremity. 

Designated  altitudes. 

2,800'  to  15,800'  MSL  from  5  statute  miles 
west  of  the  TACAN  to  6  statute  miles  west 
of  tlf  TACAN. 

2,860'  to  24,800'  MSL  from  6  to  7  statute 
miles  west  of  the  TACAN. 

2,800'  to  27,000'  MSL  from  7  to  10  statute 
miles  west  of  the  TACAN. 

6,800'  to  27,000'  MSL  from  10  to  16  statute 
miles  west  of  the  TACAN. 

10,800'  to  27,000'  MSL  from  15  to  20  statute 
miles  west  of  the  TACAN, 

15,800'  to  27,000'  MSL  from  20  to  25  statute 
miles  west  of  the  TACAN. 

19,800'  to  27,000'  MSL  from  25  to  32  statute 
miles  west  of  the  TACAN. 

Time  of  use.  Continuous. 

Using  agency.  Bunker  Hill  AFB  Approach 
Control. 

§  608.33  Iowa. 

§  608.36  Kansas. 

R-3601  Brookvllle,  Kans. 

Boundaries.  Beginning  at  latitude  38*- 
45'20"  N.,  longitude  97*43'55"  W.;  due  south 
to  latitude  38*43'00"  N.;  southwest  along 
railroad  to  latitude  38*38'20"  N.,  longitude 
97*47'30"  W,;  due  west  to  longitude  97*- 
63'22"  W.;  due  north  to  latitude  38*45'20" 
N.;  due  east  to  latitude  38*45'20"  N.,  longi¬ 
tude  97*43'65".  W.,  point  of  beginning. 
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Designated  altitudes.  Surface  to  45,000 
feet  MSL. 

Time  of  designation.  Days,  continuous. 

Using  agency.  Commander,  802d  Air  Divi¬ 
sion,  Schilling  AFB,  Kans. 

R-3602  Manhattan,  Kans. 

Boundaries.  Beginning  at  latitude  39*- 
13'00",  longitude  96*49'42";  thence  to  lati¬ 
tude  39*13'00",  longitude  96*42'35";  thence 
to  latitude  39*12'17",  longitude  96*40'55": 
thence  to  latitude  39*10'43",  longitude  96*- 
40'55'':  thence  to  latitude  39*09'23",  longi¬ 
tude  96*43'00";  thence  to  latitude  39*06'20", 
longitude  96*43'00"  thence  to  latitude  39*- 
04'24",  longitude  96*47'30";  thence  to  lati¬ 
tude  39*04'24",  longitude  96*52'22";  thence 
to  latitude  39*07'64",  longitude  96*49'42": 
thence  to  latitude  39*13'00",  longitude  96*- 
49'42",  point  of  beginning. 

Designated  altitudes.  Surface  to  29,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Fort 
Riley,  Kans. 

§  608.37  Kentucky. 

R-3701  Camp  Breckinridge,  Ky. 

Boundaries.  From  latitude  37®39'20"  N., 
longitude  87*52'20"  W.,  northeast  to  latitude 
37*40'20"  N.,  longitude  87*51'10"  W.,  east  to 
latitude  37*40'20"  N.,  longitude  87*49'40" 
W.,  north  to  latitude  37*42'20"  N.,  longitude 
87*49'40"  W.,  northeast  to  latitude  37®42'45" 
N.,  longitude  87*47'30"  W.,  southeast  to 
latitude  37*38'36"  N.,  longitude  87*42'00" 
W.,  south  to  latitude  37*36'40"  N.,  longitude 
87*42'00"  W.,  northwest  to  latitude  37*37'30" 
•  N.,  longitude  87*45'00"  W.,  northwest  to 
point  of  beginning. 

Designated  altitudes.  Surface  to  20,000 
feet  MSL. 

Time  of  designation.  June  1  through  Au¬ 
gust  31  annually. 

Using  agency.  Conimanding  General.  U.S. 
Army  Armor  Center,  Fort  Knox,  Ky. 

R-3702  Fort  Campbell,  Ky. 

Boundaries.  Beginning  at  latitude 
36*44'00",  longitude  87*40'00";  to  latitude 

36*39'17",  longitude  87*40'00";  to  latitude 

36*39'17",  longitude  87*30'14";  to  latitude 

36*36'36",  longitude  87*25'22";  to  latitude 

36*32'00",  longitude  87*60'00";  to  latitude 

36*44'00",  longitude  87*40'00";  point  of 
beginning. 

Designated  altitudes.  Surface  to  40,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Fort 
Campbell,  Ky. 

R-3703  Fort  Campbell,  Ky. 

Boundaries.  Beginning  at  latitude  36*- 
39'17",  longitude  87*30'14";  thence  to  lati¬ 
tude  36*39'17",  longitude  87*29'38";  thence 
to  latitude  36*41'00",  longitude  87“27'30"; 
thence  to  latitude  36*36'36",  longitude  87*- 
25'22". 

Designated  altitudes.  Surface  to  18,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Commanding  Gen¬ 
eral,  Fort  Campbell,  Ky. 

Using  agency.  Commanding  General,  Fort 
Campbell,  Ky. 

R-3704  Fort  Knox,  Ky. 

Boundaries.  From  the  southwestern  cor¬ 
ner  of  R-64  northerly  along  present  boundary 
to  a  point  latitude  37*65'17"  N.,  then  due 
west  to  a  point  latitude  37*66'17"  N.,  longi¬ 
tude  85*57'16"  W.,  then  north-northwest  to 
a  point  latitude  37*66'04"  N.,  longitude  85t- 
67'33"  W.,  then  northeast  along  road  to  ind¬ 
ent  boundary,  then  following  present  bound¬ 
ary  to  Its  north  limit. 

Designated  altitudes.  Surface  to  20,000 
feet  MSL. 

Time  of  designation.  Continuous. 
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Controlling  agency.  Federal  Aviation 
Agency,  Standiford  Control  Tower,  Louisville, 
Ky. 

Using  agency.  Commanding  General,  U.S. 
Army  Armor  Center,  Port  Knox,  Ky. 

§  608.38  Louisiana. 

B-3801  Camp  Claiborne,  La. 

.Boundaries.  Southeast  corner:  latitude 
3l»05'10''  N.,  longitude  92‘’30'40"  W.;  south¬ 
west  corner:  latitude  Sl'Ol'SS"  N.,  longitude 
92'’34'17"  W.;  northwest  corner:  latitude 
31‘-07'30''  N.,  longitude  92‘’40'45"  W.;  north¬ 
east  comer:  latitude  31®11'07"  N.,  longitude 
92®36'36"  W. 

Designated  altitudes.  Surface  to  30,000 
feet  MSL. 

Time  of  designation.  0800-1800  local  time 
only  during  VFR  weather  conditions. 

Controlling  agency.  Federal  Aviation 
Agency,  New  Orleans  ARTC  Center. 

Using  agency.  Commander,  England  AFB, 
La. 

R-3803  Ftort  Polk,  La. 

Boundaries.  North  boundary:  latitude 
31“24'00"  N.;  east  boundary:  longitude  93®- 
lO'OO"  W.;  south  boundary:  latitude  81®19'- 
30"  N.;  west  boundary:  longitude  93®20'30" 
W. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Port 
Hood,  Tex, 

R-3804  Port  Polk,  La. 

Boundaries.  North  boundary:  latitude 
31®10'00"  N.;  east  boundary:  longitude  92®- 
61'30"  W.;  south  boundary:  latitude  31®01'- 
00"  N.;  west  boimdary:  longitude  93®12'30" 
W. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL. 

Time  of  designation..  Continuous. 

Using  agency.  Commanding  General,  Fort 
Hood,  Tex. 

§  608.39  Maine. 

R-3901  De  Blois,  Maine. 

Boundaries.  North  boundary:  latitude 
44®60'00"  N.;  south  boundary:  latitude  44®- 
40'00"  N.;  east  boundary:  longitude  67®42'- 
00"  W.;  west  boundary:  longitude  67®56'00" 
W. 

Designated  altitudes.  Surface  to  39,000 
feet  MSL. 

Time  of  designation.  1000  hours  to  2400 
hoTirs  local  standard  time,  Monday  through 
Friday. 

Using  agency.  Commander,  Dow  APB, 
Maine. 

R-3902  Limestone,  Maine  (Lorlng  AFB), 
Restricted  Area/Military  Climb  Corridor. 

Boundaries.  That  area  centered  on  the 
353®  True  radial  of  the  Loring  AFB  TACAN 
extending  from  5  statute  miles  N  of  the  air- 
'  base  to  32  statute  miles  N  of  the  airbase 
having  a  width  of  2  statute  miles  at  the  be¬ 
ginning  and  a  width  of  4.6  statute  miles  at 
the  outer  extremity,  excluding  that  portion 
which  lies  outside  of  the  United  States. 

Designated  altitudes. 

2,750'  MSL  to  16,750'  MSL  from  5  statute 
miles  N  of  the  airbase  to  6  statute  miles  N 
of  the  airbase. 

2,750'  MSL  to  24,750'  MSL  from  6  to  7 
statute  miles  N  of  the  airbase. 

2,750'  MSL  to  27,000'  MSL  from  7  to  10 
statute  miles  N  of  the  airbase. 

6,750'  14BL  to  27,000'  MSL  from  10  to  15 
statute  miles  N  of  the  airbase,  except  that 
portion  outside  the  United  States. 

10,750'  MSL  to  27,000'  MSL  from  15  statute 
miles  N  of  the  airbase  northward  to  the 
United  States/Canadian  Border. 

Time  of  designation.  Continuous. 

Using  agency.  Loring  APB  Approach 
Control. 


R-3903  Bangor,  Maine  (Dow  AFB),  Re¬ 
stricted  Area/Military  Climb  Corridor. 

Boundaries.  That  area  centered  on  the 
312®  True  radial  of  the  Dow  AFB  TACAN  be¬ 
ginning  8.2  statute  miles  northwest  of  the 
TACAN  and  extending  35.2  statute  miles 
northwest  of  the  TACAN,  having  a  width  of 
2  statute  miles  at  the  beginning  and  5  stat¬ 
ute  miles  at  the  outer  extremity. 

Designated  altitudes. 

2,200'  MSL  to  15,200'  MSL  from  8.2  statute 
miles  northwest  of  the  TACAN  to  9.2  statute 
miles  northwest  of  the  TACAN. 

2,200'  MSL  to  24,000'  MSL  from  9.2  to  10.2 
statute  miles  northwest  of  the  TACAN. 

2,200'  MSL  to  27,000'  MSL  from  10.2  to  13.2 
statute  miles  northwest  of  the  TACAN. 

6,200'  MSL  to  27,000'  MSL  from  13.2  to  18.2 
statute  miles  northwest  of  the  TACAN. 

10,200'  MSL  to  27,000'  MSL  from  18.2  to  23.2 
statute  miles  northwest  of  the  TACAN. 

15,200'  MSL  to  27,000'  MSL  from  23.2  to  28.2 
statute  miles  northwest  of  the  TACAN. 

19,200'  MSL  to  27,000'  MSL  from  28.2  to  35.2 
statute  miles  northwest  of  the  TACAN. 

Time  of  designation.  Continuous. 

Using  agency.  Dow  AFB  Approach  Control. 

§  608.40  Maryland. 

R-4001  Aberdeen,  Md. 

Boundaries.  Prom  a  point  near  Aberdeen, 
Md.,  at  latitude  39®30'30"  N.,  longitude  76®- 
lO'OO"  W.;  SE  to  latitude  39°29'00"  N.,  longi¬ 
tude  76®08'00"  W.;  ENE  to  latitude  39®29'80" 
N.,  longitude  76®05'00"  W.;  SE  to  latitude 
39®27'00"  N.,  longitude  76®00'30"  W.;  SW  to 
latitude  39®19'47"  N„  longitude  76®11'34"  W.; 
SSW  to  latitude  39®12'10"  N.,  longitude  76“- 
16'30"  W.;  W  to  latitude  39®12'45"  N.,  longi¬ 
tude  76®22'30"  W.;  NNE  to  latitude  39®17'30" 
N.,  longitude  76®19'45"  W.;  NW  to  latitude 
39®18'30"  N.,  longitude  76®22'00"  W.;  N  to 
latitude  39®22'00"  N.,  longitude  76®22'00" 
W.;  NE  to  latitude  39*23*28"  N.,  longitude 
76*20*40"  W.;  NE  to  latitude  39*26*10"  N., 
longitude  76*14*50"  W.;  NE  to  latitude  39*- 
27*00"  N„  longitude  76*12*30"  W.;  NE  to 
point  of  beginning. 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Washington  ARTC  Center. 

Using  agency.  Commanding  General, 
Aberdeen  Proving  Ground,  Md. 

R-4002  Bloodsworth  Island,  Md. 

Boundaries.  Beginning  at  latitude  38*- 
13*00"  N.,  longitude  76*00*00"  W.;  due  south 
to  latitude  38*08*00"  N.;  due  west  to  longi¬ 
tude  76®08'50"  W.;  north-northwest  to  lati¬ 
tude  38*13*00"  N.,  longitude  76*11*20"  W.; 
due  east  to  latitude  38*13*00"  N.,  longitude 
76*00*00"  W.,  point  of  beginning.^ 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

•  Using  agency.  Commander,  Amphibious 
Training  Forces  Atlantic,  U.S.  Naval  Am¬ 
phibious  Base,  Little  Creek,  Va. 

R-4003  Camp  Springs,  Md.  (Andrews  APB) , 
Restricted  Area/Military  Climb  Corridor. 

Boundaries.  That  area  based  on  the  053* 
True  radial  of  the  Andrews  AFB  TVOR,  be¬ 
ginning  5  statute  miles  NE  of  the  airbase  and 
extending  32  statute  miles  NE  of  the  airbase, 
having  a  width  of  1  statute  mile  SE  and  2.3 
statute  miles  NW  of  the  053*  True  radial  at 
the  beginning  and  a  width  of  2.3.  statute 
miles  on  each  side  of  the  053*  True  radial  at 
the  outer  extremity. 

Designated  altitudes. 

2,280'  MSL  to  15,280'  MSL  from  5  statute 
miles  NE  of  the  airbase  to  6  statute  miles  NE 
of  the  airbase. 

2,280'  MSL  to  24,280'  MSL  from  6  to  7 
statute  miles  NE  of  the  airbase. 

2,280'  MSL  to  27,000'  MSL  from  7  to  10 
statute  miles  NE  of  the  airbase. 

6,280'  MSL  to  27,000'  MSL  from  10  to  15 
statute  miles  NE  of  the  airbase. 


10,280'  MSL  to  27,000'  MSL  from  i* 
statute  miles  NE  of  the  airbase.  ^  * 

15,280'  MSL  to  27,000'  MSL  from  m 
statute  miles  NE  of  the  airbase.  ^  ^ 

19,280'  MSL  to  27,000'  MSL  from  28 
statute  miles  NE  of  the  airbase.  ^  ^ 

Time  of  designation.  Continuous 
Controlling  agency.  Federal  AvUa^. 
Agency,  Andrews  Approach  Oontiol.  ^ 
Using  agency.  Commander,  Andm*.  la., 
Md.  ”  "8. 

R-4004  Chesapeake  Bay,  Md. 

Boundaries.  Sector  oC  a  circle  with  Wite 
yard  radius  centered  at  latitude  88*8B'£! 
N.,  longitude  76*34*30"  W.,  between  81*  ^ 
and  122*  true,  excluding  that  pwttonwl^ 
the  coniines  of  Federal  airways.  ^ 

Designated  altitudes.  Surface  to  maa. 
feet  MSL. 

Time  of  designation.  Daylight  hours  onh 
Using  agency.  Commander,  US. 
Research  Laboratory,  Chesapeake  Bay  Aniu. 
Md. 

R-4005  Patuxent,  Md. 

Boundaries.  Beginning  at  latitude  M* 
18'26"  N.,  longitude  76*14*30"  W.;  southeJ 
to  latitude  38*13*00"  N.,  longitude  78*U'2o- 
W.;  due  east  to  longitude  76®00'00"  W4  du 
south  to  latitude  38®08'00"  N.;  due  w^io 
longitude  76*08"00"  W.;  south-southesit  to 
latitude  37  *55' 15"  N.,  longitude  76*08’|D" 
W.;  west-southwest  to  latitude  37*62'48»  x 
longitude  76*11*03"  W.;  northwest  to  Itti' 
tude  38*02*20"  N.,  longitude  76*17'24"  W 
due  north  to  latitude  38*07*41"  N.;  nodJi^ 
west  to  latitude  38*15*00"  N.,  longitude  TJ*. 
20’50"  W.;  northeast  to  latitude  88*18']0'' 
N.,  longitude  76°17'05"  W.;  east  to  latitaie 
38*18*26"  N.,  longitude  76°14'80"  W,  pom 
of  beginning. 

Designated  altitudes.  Surface  to  imitn. 
Ited. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding_Offlcer,  NAS, 
Patuxent  River,  Md. 

R-4006  Patuxent  Md. 

Boundaries.  Beginning  at  the  town  d 
Federalsburg,  Md.;  latitude  38*41*15",  loogt. 
tude  76°46'00";  thence  southerly  to  Stunp- 
town,  Maryland,  latitude  38*32'30",  Icagi- 
tude  75*43*45";  thence  southeast  to  FWt 
land,  Maryland,  latitude  38*19*00",  longltoli 
75*37*00";  thence  southerly  along  tbe  nil- 
road  to  Princess  Anne,  Maryland,  latttak 
38®12'30",  longitude  75*41*30";  thence  south¬ 
westerly  to  latitude '38®  02 '30",  longitude  15'- 
52*30";  thence  south  to  the  west  boundx; 
of  Victor  1  at  latitude  37*55*00",  longltafe 
75*52'30";  thence  southwesterly  to  latltale 
37*46'39",  longitude  75*57*43";  (which li« 
the  eastern  boundary  of  R-88  and  which  b 
the  point  of  beginning  of  the  Chesapob 
Bay,  Virginia  Controlled  Firing  Area);  theue 
following  the  circumference  of  Rr-88  (5  bm- 
tical  mile  radius)  to  latitude  37*45'00'', 
longitude  76*08*51"  (which  point  is  locshi 
on  the  southern  circumference  of  R-88  ud 
on  the  northern  boundary  of  R-388) ;  thenee 
due  west  to  latitude  37*45*00",  longitufe 
76*23*30";  thence  northwesterly  to  latlto* 
37*50*30",  longitude  76*32*00";  thaw 
northerly  to  latitude  38*05*10",  longltodi 
76*34*15":  thence  northeasterly  to  latlto* 
38°11'10",  longitude  76*24*10";  thaw 
northeasterly  to  latitude  38*30*00"  Iwi**' 
tude  76*04*00";  thence  northeasterly  to  Hei 
Market,  Maryland,  latitude  38*36*00*',  loii|l- 
tude  75*55*30";  thence  northeasterly  atai( 
the  railroad  to  Federalsburg,  Maryland,  Isfr 
tude  38°41'15",  longitude  76*46*00";  th 
point  of  beginning. 

Note:  From  3,500  feet  to  an  unlimited  si* 
titude  excluding  R-39,'  R-418,  B-88,  Hr41 
and  excluding  R-71,  below  5,000  feet. 

Designated  altitudes.  From  3,500  feetMS 
to  unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  NA& 
Patuxent  River,  Md. 
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!?!rtith^*t‘to’latltude  38'05'10"  N..  longl- 
76*34'06"  W.;  north-northwest  to  latl- 
*”2!  m'16'00''  N..  longitude  76*36'35''  W.; 
Sjit  to  latitude  38‘17'25"  N.,  longitude 
W.;  northeast  to  latitude  38*26'40" 
«  tanzltude  76’23'36''  W.;  southeast  to  latl- 
N..  longitude  76*14'00"  W.; 

^D^nated  altitudes.  Surface  to  5,000  feet 

^me  of  designation.  Continuous. 

Pliny  agency.  Commanding  Officer,  NAS, 
pgtuxent  River.  Md. 

§  608.41  Massachusetts. 
g^lOl  Camp  Edwards,  Mass. 

Boundaries.  That  area  within  a  3  mile 
ndius  of  a  point  at  latitude  41*43'30'',  longi¬ 
tude  70*32'30"  excluding  that  portion  south- 
gut  of  a  line  between  points  at  latitude 
41*40'64",  longitude  70*32'62",  and  latitude 
41*44'17",  longitude  70°29'11". 

Designated  altitudes.  Stirface  to  12,000 
teetUSI<- 

Time  of  designation.  Continuous. 
Controlling  agency.  Federal  Aviation 
Agency,  OUs  Approach  Control,  Mass. 

Using  agency.  Commanding  Officer,  Camp 
Idwards.’Mass. 


g4103  Falmouth,  Mass.  (Otis  AFB),  Re¬ 
stricted  Area/MUltary  Climb  Corridor. 

Boundaries.  That  area  centered  on  the  39* 
Itue  (064  M)  radial  of  the  Otis  AFB  TVOR 
at  a  point  5  miles  northeast  of  the 
airport  and  extending  to  a  point  32  miles 
northeast  thereof  and  having  a  width  of  2 
miw  at  a  point  5  miles  northeast  of  the  air¬ 
port  and  expanding  to  a  width  of  4.6  miles 
at  a  point '82  miles  northeast  of  the  airport. 

Designated  altitudes.  The  area  described 
above  shall  include  the  airspace  between  the 
following  altitudes  only:  2,130  feet  MSL  to 
16,130  feet  MSL  from  an  arc  5  miles  northeast 
of  the  airport  to  an  arc  6  miles  northeast  of 
the  airport.  2,130  feet  MSL  to  24,130  feet 
HSL  from  an  arc  6  miles  to  an  arc  7  miles 
northeast  of  the  airport.  2,130  feet  MSL  to 
27,000  feet  MSL  from  an  arc  7  miles  to  an  arc 
miles  northeast  of  the  airport.  6,130  feet  • 
HSL  to  27,000  feet  MSL  from  an  arc  10  miles 
to  an  arc  15  miles  northeast  of  the  airport. 
10430  feet  MSL  to  27,000  feet  MSL  from  an 
arc  16  miles  to  an  arc  20  miles  northeast  of 
the  airport.  15,130  feet  MSL  to  27,000  feet 
liSL  from  an  arc  20  miles  to  an  arc  25  miles 
northeast  of  the  airport.  19,130  feet  MSL  to 
27,000  feet  MSL  from  an  arc  25  miles  to  an 
arc  32  miles  northeast  of  the  airport. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Otis  Approach  Control. 

Using  agency.  Commander,  Otis  AFB, 
Haas. 

8^104  Nashawena,  Mass. 

Boundaries.  Target  No.  1 :  A  circular  area 
having  a  radius  of  one  and  one-half  nautical 
mUes  centered  at  latitude  41'’27'06''  N., 
longitude  70“54'10"  W. 

Designated  altitudes.  Surface  to  12,000 
feetlCSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Quonset  Approach  Control,  R.I. 

Using  agency.  Commander,  Fleet  Air, 
Quonset  Point,  R.I. 

8-4106  No  Man’s  Land  Island,  Mass. 

Boundaries.  A  circular  area  having  a 
raffius  of  3  miles  centered  at  latitude  41*15'- 
w  N.,  longitude  70*48'40"  W. 

Designated  altitudes.  Surface  to  24,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Quonset  Approach  Control,  R  J. 
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Using  agency.  Commander,  Fleet  Air, 
Quonset  Point,  R.I. 

R-4106  North  Eastham,  Mass. 

Boundaries.  A  circ\ilar  area  having  a  radi¬ 
us  of  2  miles  centered  at  latitude  41*51'00" 
N.,  longitude  70*03'00"  W. 

Designated  altitudes.  Surface  to  3,000  feet 
MSL. 

Time  of  designation.  Continuous. 
Controlling  agency.  Federal  Aviation 
Agency,  Otis  Approach  Control,  Mass. 

Using  agency.  Conunander,  Fleet  Air, 
Quonset  Point,  R.I. 

R-4107  South  Wellfleet,  Mass. 

Boundaries.  Beginning  at  latitude  42*05'- 
55"  N.,  longitude  70*02' 10"  W.;  southerly 
paralleling  the  shoreline  at  a  distance  of  3 
nautical  miles  to  latitude  41*48'30"  N., 
longitude  69*51'50"  W.;  northwest  to  the 
town  of  North  Eastham,  Mass.;  northerly 
along  the  railroad  to  the  town  of  South  Well- 
fleet,  Mass.;  northerly  to  latitude  42*05'55" 
N.,  longitude  70*02'10"  W.,  point  of  begin¬ 
ning. 

Designated  altitudes  and  time  of  designa- 
tion.  Surface  to  42,000  feet  MSL,  May  1  to 
September  30,  0730-1800  hours  local  stand¬ 
ard  time;  and  surface  to  25,000  feet  MSL 
October  1  to  April  30,  0800-2000  hovirs  local 
standard  time,  annually. 

Controlling  agency.  Federal  Aviation 
Agency,  Otis  Approach  Control,  Mass. 

Using  agency.  Commanding  General,  First 
United  States  Army,  Governor’s  Island,  New 
York,  N.Y. 

§  608.42  Michigan. 

R-4201  Camp  Grayling,  Mich. 

Boundaries.  North  boundary:  latitude 
44*54'00''  N.;  south  boundary:  latitude  44*- 
41'00"  N.;  east  boundary:  longitude  84*31'- 
00"  W.;  west  boundary:  longitude  84*40'00" 
W. 

Designated  altitudes.  Surface  to  20,000 
feet  MSL. 

Time  of  designation.  April  1  through  Oc¬ 
tober  30  annually. 

Using  agency.  Adjutant  General,  State  of 
Michigan,  Lansing,  Mich. 

R-4202  Lake  Margrethe,  Mich. 

Boundaries.  North  boundary:  latitude 
44*41'00"  N.;  south  boundary:  latitude  44*- 
36'00"  N.;  east  boundary:  longitude  84*46'- 
00"  W.;  west  boundary:  longitude  84*63'00" 
W. 

Designated  altitudes.  Surface  to  2,000  feet 
MSL. 

Time  of  designation.  April  1  through  Oc¬ 
tober  30  annually. 

Using  agency.  Adjutant  General,  State  of 
Michigan,  Lansing,  Mich. 

R-4203  Mount  Clemens,  Mich.  (Selfridge 
AFB),  Restricted  Area/Military  Climb 
Corridor. 

Boundaries.  That  area  based  on  the  336* 
True  radial  of  the  Selfridge  AFB  TVOR  be¬ 
ginning  5  statute  miles  NW  of  the  airbase 
and  extending  32  statute  miles  NW  of  the 
airbase,  having  a  width  of  1  statute  mile 
W  and  3  statute  miles  E  of  the  336*  True 
radial  at  the  beginning  and  a  width  6f  2.3 
statute  miles  on  each  side  of  the  336*  True 
radial  at  the  outer  extremity. 

Designated  altitudes: 

2,600'  MSL  to  15,600'  MSL  from  5  statute 
miles  NW  of  the  airbase  to  6  statute  miles 
NW  of  the  airbase. 

2,600'  MSL  to  24,600'  MSL  from  6  to  7  stat¬ 
ute  miles  NW  of  the  airbase. 

2,600'  MSL  to*  27,000'  MSL  from  7  to  10 
miles  NW  of  the  airbase. 

6,600'  MSL  to  27,000'  MSL  from  10  to  IS 
statute  miles  NW  of  the  airbase. 

10,600'  MSL  to  27,000'  MSL  from  16  to  20 
statute  miles  NW  of  the  airbase. 

15,600'  MSL  to  27,000'  MSL  from  20  to  26 
statute  miles  NW  of  the  airbase. 

19,600'  MSL  to  27,000'  MSL  from  25  to  32 
statute  miles  NW  of  the  airbase. 


Time  of  designation.  Continuous. 

Using  agency.  Selfrldge  AFB  Approach 
Control. 

R-4204  Oscoda,  Mich.  (Wiuismlth  AFB), 
Restricted  Area/Mllltary  Climb  Corridor. 
Boundaries.  ’That  area  based  on  the  266* 
True  radial  of  the  Wimtsmith  TVOR,  begin¬ 
ning  5  statute  miles  W  of  the  airbase  and  ex¬ 
tending  32  statute  miles  W  of  the  airbase, 
having  a  width  of  1  statute  mile  N  and  22 
statute  miles  S'of  the  266*  True  radial  at  the 
beginning,  expanding  to  a  width  of  2  A  stat¬ 
ute  miles  on  the  N  side  and  remaining  2  A 
statute  miles  wide  on  the  S  side  of  the  266* 
'True  radial  at  the  outer  extremity. 

Designated  altitudes. 

2,600'  to  15,600'  MSL  from  5  statute  miles 
W  of  the  airbase  to  6  statute  miles  W  of  the 
airbase. 

2,600'  to  24,600'  MSL  from  6  to  7  statute 
miles  W  of  the  airbase. 

2,600'  to  27,000'  MSL  from  7  to  10  statute 
miles  W  of  the  airbase. 

6,600'  to  27,000'  MSL  from  10  to  16  statute 
miles  W  of  the  airbase. 

10,600'  to  27,000'  MSL  from  16  to  20  statute 
miles  W  of  the  airbase. 

15,600'  to  27,000'  MSL  from  20  to  25  statute 
miles  W  of  the  airbase. 

19,600'  to  27,000'  MSL  from  25  to  32  statute 
miles  W  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  Wurtsmlth  APB  Approach 
Control. 

R-4205  Sault  Ste.  Marie,  Mich,  (Klncheloe 
AFB),  Restricted  Area/Military  Climb 
Corridor. 

Boundaries.  ’The  airspace  centered  on  the 
149*  True  radial  of  the  Einchdoe  TVOR 
(latitude  46*14'48"  N.,  longltpde  84*28'10" 
W.)  extending  from  a  point  seven  statute 
miles  southeast  of  the  TVOR  to  a  point  34 
statute  miles  southeast  oS  the  TVOR  having 
a  width  of  two  statute  miles  at  a  point  seven 
statute  miles  from  the  TVOR  and  expanding 
to  a  width  of  4.6  statute  miles  at  a  point  34 
statute  miles  from  the  TVOR. 

Designated  altitudes. 

2,800'  to  15A00'  MSL  from  a  point  7  statute 
miles  southeast  of  the  ’TVOR  to  a  point  8 
statute  miles  southeast  of  the  TVOR. 

2,800'  to  24,800'  MSL  from  a  point  8  stat¬ 
ute  miles  to  a  point  9  statute  miles  from 
the  TVOR.  . 

2,800'  to  27,000'  MSL  from  a  point  9  stat¬ 
ute  miles  to  a  point  12  statute  miles  from  the 
TVOR. 

6,800'  to  27,000'  MSL  from  a  point  12  stat¬ 
ute  miles  to  a  point  17  statute  miles  from 
the  ’TVOR. 

10,800'  to  27,000'  MSL  from  a  point  17 
statute  miles  to  a  point  22  statute  miles  from 
the  ’TVOR. 

15,800'  to  27,000'  MSL  from  a  point  22 
statute  miles  to  a  point  27  statute  miles  from 
the  TVOR. 

19,800'  to  27,000'  MSL  from  a  point  27 
statute  miles  to  a  point  34  statute  miles 
from  the  TVOR. 

Time  of  destination.  Continuom. 

Using  agency.  Klncheloe  AFB  Control 
Tower. 

Rr-4207  Upper  Lake  Huron,  Mich. 

Boundaries.  From  latitude  45®17'00"  N., 
longitude  83*10'00''  W.,  east  to  latitude  45*- 
17'00"  N.,  longitude  82*30'30"  W.,  south  to 
latitude  44*07'00"  N.,  longitude  82*14'45" 
W.,  west  to  latitude  44*07'00"  N.,  longitude 
83*01'00"  W.,  north-northeast  to  latitude 
44*30'00"  N.,  longitude  82*61'00"  W.,  north 
to  latitude  44*46'00"  N.,  longitude  82*50'00" 
W.,  northwest  to  latitude  44*55'00"  N.,  longi¬ 
tude  83®10'00"  W.,  north  to  point  of  begin¬ 
ning. 

Designated  altitudes.  Siirface  to  60,000 
feet  MSL. 

Time  of  designation.  Sunrise  to  s\inset. 
Using  agency.  Commander,  Wurtsmlth 
AFB,  Mich. 
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§  608.43  Minnesota. 

R-4301  Camp  Ripley.  Minn. 

Boundaries.  Beginning  at  latitude  46°  17'- 
00"  N.,  longitude  94*20'00"  W.;  due  south  to 
latitude  46*05'00"  N.;  due  west  to  longitude 
94*27'00"  W.;  due  north  to  latitude  46'’08'- 
00"  N.;  due  west  to  longitude  94*30'00"  W.; 
due  north  to  latitude  46*17'00"  N.;  due  east 
to  latitude  46°17'00"  N.,  longitude  94*20'00" 
W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  27,000 
feet  MSL. 

Time  of  designation.  May  1  through  No¬ 
vember  1  annually. 

Using  agency.  Adjutant  General,  State  of 
Minnesota,  Minneapolis,  Minn. 

R-4302  Duluth  Municipal  Airport,  Minn., 
Restricted  Area /Military  Climb  Corridor. 

Boundaries.  The  airspace  based  on  the 
004*  True  radial  of  the  Duluth  TACAN,  ex¬ 
tending  from  a  point  5  statute  miles  north 
of  the  airport  to  a  point  32  statute  miles 
north  of  the  airport,  having  a  width  of  2.5 
statute  miles  east  and  1.5  statute  miles  west 
of  the  004*  True  radial  at  the  beginning  and 
a  width  of  2.3  statute  miles  on  each  side  of 
the  004*  True  radial  at  the  outer  extremity. 

Designated  altitudes. 

3,400  feet  MSL  to  16,400  feet  MSL  from  5 
statute  miles  north  of  the  airport  to  6  statute 
miles  north  of  the  airport. 

3,400  feet  MSL  to  25,400  feet  MSL  from  6 
to  7  statute  miles  north  of  the  airport. 

3.400  feet  MSL  to  27,000  feet  MSL  from  7 
ta  10  statute  miles  ncwth  of  the  airport. 

7.400  feet  MSL  to  27,000  feet  MSL  from  10 
to  15  statute  miles  north  of  the  airport. 

11.400  feet  MSL  to  27,000  feet  MSL  from 
15  to  20  statute  miles  north  of  the  airport. 

16.400  feet  MSL  to  27,000  feet  M^  from 
20  to  25  statute  miles  north  of  the  airport. 

20.400  feet  MSL  to  27,000  feet  MSL  from 
25  to  82  statute  miles  north  of  the  airport. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Duluth  Control  Tower. 

Using  agency.  Commander.  11th  Fighter 
Interceptor  Squadron,  Duluth,  Minn. 

R-4303  Grand  Marais,  Minn. 

Boundaries.  From  latitude  47®04'00", 
longitude  90*35'00";  to  latitude  47*28'00", 
longitude  89°30'00";  to'  latitude  47"50'00", 
longitude  89*46'00";  to  latitu<J,p  47*37'00", 
longitude  90°24'00";  to  latitude  47°22'00"; 
longitude  90*50'00". 

Designated  altitudes.  Surface  to  45,000 
feet  MSL. 

Time  of  designation.  Day  and  night. 

•  Using  agency.  Commander,  343d  Fighter 
Group.  Duluth,  Minn. 

R-4304  Upper  Red  Lake,  Minn. 

Boundaries.  North  boundary,  latitude 
48*23'00"  N.;  east  boundary,  longtude  94*40'- 
00"  W.;  south  boundary,  latitude  48*18'00" 
N.;  west  boundary,  longitude  95®00'00"  W. 

Designated  altitudes.  Surface  to  10,000 
feet  MSL. 

Time  of  designation.  Sunrise  to  sunset. 
May  16  through  October  14,  and  sunrise  Sat- 
xirday  to  sunset  Simday,  October  15  through 
May  15,  annually. 

Using  agency.  Commanding  Officer,  NAS, 
Minneapolis.  Minn. 

§  608.44  Mississippi. 

R-4401  Camp  Shelby,  Miss. 

Boundaries.  Northwest  corner:  latitude 
31*12'54"  N..  longitude  89H'03"  W.;  North¬ 
east  comer:  latitude  81*11'48"  N.,  longitude 
89*00'00"  W.;  Southeast  comer:  latitude 
81*04'36"  N.,  longitude  89*00'00"  W.;  south¬ 
west  comer:  latitude  81*04'36"  N.,  longitude 
89*11'03"  W. 

Designated  altitudes.  Surface  to  13,000 
feet  MSL. 


Time  of  designation.  0700  to  2300  local 
standard  time,  Monday  through  Friday,  June 
through  August,  annually. 

Using  agency.  Adjutant  General,  State  of 
Mississippi,  Jackson,  Miss. 

R-4402  Gulfport,  Miss. 

Boundaries.  Starting  at  a  point  at  lati¬ 
tude  30*13'30",  longitude  88*01'30";  thence 
south  to  latitude  29°36'10",  longitude  88*- 
01'30";  thence  northwest  to  latitude  29*43'- 
30",  longitude  88"54'00";  thence  north  to 
latitude  30*05'30".  longtude  88“54'00"; 
thence  to  point  of  beginning,  excluding  that 
portion  more  than  3  nautical  miles  from  the 
Mississippi  shore. 

Designated  altitudes.  50,000  feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Air  National 
Guard  Training  Site.  Gulfport  Municipal 
Airport,  Gulfport,  Miss. 

R-4403  Pearl  River,  Miss. 

Boundaries.  Circular  area  with  a  5  mile 
radius  centered  at  latitude  30°23'00"  N., 
longitude  89“34'00"  W. 

Designated  altitudes.  Surface  to  20,000 
feet. 

Time  of  designation.  0800  to  1800. 

Using  agency.  Commanding  Officer,  NAS, 
New  Orleans,  La. 

§  608.45  Missouri. 

R-4501  Fort  Leonard  Wood,  Mo. 

Boundaries.  Beginning  at  latitude  37*48'- 
15"  N.,  longitude  92*02'00"  W.;  due  south  to 
latitude  37*43'00"  N.;  west-southwest  to  lati¬ 
tude  37*42'00"  N..  longitude  92*06'00"  W.; 
due  south  to  latitude  37*38'30"  N.;  west-^ 
southwest  to  latitude  37*36'30"  N.,  longitude 
92*11'00"  W.;  westerly  to  laUtude  37*36'15" 
N.,  longitude  92*15'30"  W.;  due  north  to 
latitude  37*40'30"  N.,  north-northeast  to 
latitude  37*42'00"  N.,  longitude  92*14'30" 
W.;  northeast  to  latitude  47 *48' 15"  N.,  longi¬ 
tude  92*04'00"  W.;  due  east  to  latitude 
37*48'15"  N.,  longitude  92"02'00"  W.,  point 
cA.  beginning. 

Designated  altitudes.  Svuface  to  6,000  feet 
MSL. 

Time  of  designation.  Unlimited. 

Using  agency.  Commanding  General,  Fort 
Leonard  Wood,  Mo. 

R-4502  Grandview,  Mo.  (Richards-Gebaur 
AFB),  Restricted  Area/Military  Climb 
Corridor. 

Boundaries.  'That  area  centered  on  the 
Richards-Gebaur  AFB  ILS  localizer  south 
course,  with  a  width  of  2  statute  miles  be¬ 
ginning  at  a  point  5  statute  miles  south  of 
the  airbase  and  extending  to  a  width  of  4.6 
statute  miles  at  32  statute  miles  south  of 
the  airbase. 

Designated  altitudes.  That  area  described 
above  shall  Include  the  airspace  between  the 
following  altitudes  only: 

3,100  feet  MSL  to  16,100  feet  MSL  from  a 
p>oint  5  statute  miles  south  of  the  airbase 
to  a  point  6  statute  miles  south  of  the 
airbase. 

3,100  feet  MSL  to  25,100  feet  MSL  from  a 
point  6  statute  miles  south  of  the  airbase  to 
a  point  7  statute  miles  south  of  the  airbase. 

3.100  feet  MSL  to  27,000  feet  MSL  from  a 
point  7  statute  miles  south  of  the  airbase  to 
a  ix)int  10  statute  miles  south  of  the  airbase. 

7.100  feet  MSL  to  27,000  feet  MSL  from  a 
point  10  statute  miles  south  of  the  airbase 
to  a  point  15  statute  miles  south  of  the  air¬ 
base. 

11.100  feet  MSL  to  27,000  feet  MSL  from  a 
point  15  statute  miles  souUi  of  the  airbase 
to  a  point  20  statute  miles  south  of  the 
airbase. 

16.100  feet  MSL  to  27,000  feet  MSL  from 
a  point  20  statute  miles  south  of  the  air¬ 
base  to  a  point  25  statute  miles  south  of  the 
airbase. 


20,100  feet  MSL  to  27,000  feet  MSL  fron, 
point  25  statute  miles  south  of  the  aliW 
to  a  point  32  statute  miles  south 
airbase.  ’** 

Time  of  designation.  Continuoios 
Controlling  agency.  Federal  Aviation 
Agency,  Olathe  Approach  Control.  Olath!r 
Kans.  “*'■ 


Using  agency. 
Gebaur  AFB,  Mo. 


Commander,  RlchartU- 


§  608.46  Montana. 

R-4601  Glasgow,  Mont.  (Glasgow  APBi  r*. 
strlcted  Area/Military  Climb  Oormt^ 
Boundaries.  That  area  centered  on  tbm 
299*  'True  radial  of  the  Glasgow  TACAN  m 
tending  from  5  statute  miles  NW  of  the  airi 
base  to  30  statute  miles  NW  of  the  airbase 
having  a  width  of  2  statute  miles  at  the  be 
ginning  and  a  width  of  4.6  statute  mllea  at 
the  outer  extremity. 

Designated  altitudes. 

4,800'  MSL  to  17,800'  MSL  from  5  statute 
miles  NW  of  the  airbase  to  6  statute  win.. 
NW  of  the  airbase. 

4,800'  MSL  to  26,800'  MSL  from  6  to  7  stat¬ 
ute  miles  NW  of  the  airbase. 

4,800'  MSL  to  27,000'  MSL  from  7  to  10 
statute  miles  NW  of  the  airbase. 

8,800'  MSL  to  27,000'  MSL  from  10  to  18 
statute  miles  NW  of  the  airbase. 

12,800'  MSL  to  27,000'  M[SL  from  15  to  20 
statute  miles  NW  of  the  airbase. 

17,800'  MSL  to  27,000'  MSL  from  2o  to  25 
statute  miles  NW  of  the  airbase. 

21,800'  MSL  to  27,000'  MSL  from  25  to  30 
statute  miles  NW  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  Glasgow  APB  Approadi 
Control. 

§  608.47  Nebraska. 

§  608.48  Nevada. 

R-4801  Black  Rock  Desert,  Nev. 

Boundaries.  Beginning  at  latitude  41*25'- 
00",  longitude  118*40'00",  thence  8  to  lati¬ 
tude  41*22'30",  thence  E  to  longitude  118*- 
39'30",  thence  S  to  latitude  41*12'00",  thence 
W  to  longitude  118*42'30",  thence  8  to 
latitude  40*57'30",  longitude  118*48'00", 
thence  W  to  longitude  118*47'00",  thence  8 
to  latitude  40*55'00",  thence  WSW  to  lati¬ 
tude  40*54'00",  longitude  118*55'00",  thence 
SW  to  latitude  40*47'00",  longitude  119*11'- 
30",  thence  N  to  latitude  40*57'30",  thence E 
to  longitude  119*04'00",  thence  NE  to  lati¬ 
tude  41*25'00",  longitude  118*45'30",  thence 
E  to  latitude  41*25'00",  longitude  118*40'00", 
point  of  beginning. 

Designated  altitudes.  Surface  to  un¬ 
limited. 

Time  of  designation.  60,000  feet— 1  hour 
prior  to  svinrlse  to  1  hour  after  simeet  daily 
except  Sunday.  15,000  feet — 1  homr  after 
sunset  to  0100  dally  except  Sunday. 

Using  agency.  Commander,  Naval  Air 

Bases,  12th  Naval  District.  Alameda,  Calif. 

R-4802  Lone  Rock,  Nev. 

Boundaries.  A  circular  area  within  a  8- 
mile  radius  of  latitude  39  *52 '36"  N.,  longi¬ 
tude  118*20'47"  W. 

Designated  altitudes.  Sirnface  to  8,000  feet 
Time  of  designation.  Continuous,  except 
Sunday. 

Using  agency.  Commander,  Naval  Air 

Bases,  12th  Naval  District,  Alameda,  Calif. 

R-4803  PaUon,  Nev. 

Boundaries.  Beginning  at  latitude  39*24'- 
00",  longitude  119*00'00";  thence  to  latitude 
39*24'00",  longitude  118*55'30";  thence  to 
latitude  39*16'30",  longitude  118*37'00": 
thence  to  latitude  39*11'30",  longitude 
118*32'00";  thence  to  latitude  39*02'00", 
longitude  118*32'00";  thence  to  latitude 
39*02'00",  longitude  118*61'20";  thence  to 
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q9»10'30''.  longitude  119“06'00’'; 
-  tfl  latitude  39’15'00''.  longitude  119°- 
thence  to  point  of  beginning. 
’^l^nated  altitudes.  Surface  to  30,000 

of  designation.^  Continuous  except 

agency.  Commander.  Naval  Air 
12th  Naval  District,  Alameda,  Calif. 

W804  Fallon,  Nev. 

oMndaries.  Beginning  at  latitude  39°09’- 
®  toiuritude  118°13'45'';  thence  to  latl- 
jl«onfl'00".  longitude  118°24'30";  thence 
M  uUtude  39°19'00".  longitude  118°07'00": 
Srnce  to  latitude  39°09'00".  longitude  118°- 
thence  to  point  of  beginning. 
^^'anated  altitudes.  30.000  feet. 

5^  of  designation.  Continuous  except 

agency.  Commander.  Naval  Air 
12th  Naval  District,  Alameda.  Calif. 


j^5  Sahwave  Mountains,  Nev. 

Boundaries.  Beginning  at  latitude  40  °- 
lO'OO"  N  longitude  118°49'00'  W.;  due  south 
to  latitude  40°04'00"  N.;  west-southwest  to 
latitude  40°00'00"  N.,  longitude  118°57'00" 
•  due  west  to  longitude  119°13'00'  W.;  due 
to  latitude  40°40'00''  N.;  due  east  to 
latitude  40°40'00'  N.,  longitude  118°49'00" 
W  point  of  beginning. 

Btsignated  altitudes.  Surface  to  unllm- 

of  designation.  Continuous. 

Using  agency.  Commander,  Naval  Air 
Bases,  12th  Naval  District,  Alameda,  Calif. 


114806  Tonopah,  Nev. 

Boundaries.  Beginning  at  latitude  37  °- 
53'00".  longitude  116°11'00'';  thence  to  lati¬ 
tude  37*42'00'',  longitude  116°11'00'';  thence 
to  latitude  37°42'00",  longitude  115°53'00''; 
thence  to  latitude  37°33'00",  longitude  115°- 
53'00":  thence  to  latitude  37°33'00’',  longi¬ 
tude  115°48'00'';  thence  to  latitude  37°- 
17'00",  longitude  115°48'00'';  thence  to  lati¬ 
tude  37°17'00'',  longitude  115°18'00'';  thence 
to  latitude  36°26'00",  longitude  115°18'00''; 
thence  to  latitude  36°26'00",  longitude  115°- 
18’00";  thence  to  latitude  36°26'00",  longi¬ 
tude  116°23'00'';  thence  to  latitude  36°- 
JS'OO",  longitude  115°37'00'';  thence  to  lati¬ 
tude  36°36'00",  longitude  115°42'00'';  thence 
to  latitude  36°41'00",  longitude  115°42'00''; 
thence  to  latitude  36°41'00'',  longitude  116°- 
26'30'';  thence  to  latitude  36°51'00'',  longi¬ 
tude  116°26'30'';  thence  to  latitude  36°- 
srOO",  longitude  116°34'00";  thence  to  lati¬ 
tude  37°26'30",  longitude  117°04'30'';  thence 
to  latitude  37°53'00",  longitude  117°01'00": 
thence  to  latitude  37°53'00",  longitude  116°- 
ll'OO";  the  point  of  beginning,  excluding 
the  Las  Vegas  Airspace  Reservation  (Pro¬ 
hibited  Area  P-275) . 

Designated  altitudes.  Surface  to  unlim¬ 
ited. 

rime  of  designation.  Continuous. 

Using  agency.  Commander,  Nellis  AFB, 
Nev. 


§  608.49  New  Hampshire. 

R-4901  Isle  of  Shoals,  N.H. 

Boundaries.  Straight  lines  connecting  the 
following;  latitude  42°59'54"  N..  longitude 
70'38'21"  W.;  latitude  43°02'21"  N.,  longi¬ 
tude  70°37'14''  W.;  latitude  43°01'30''  N.. 
longitude  70°33'49''  W.;  latitude  42°59'03'' 
N.,  longitude  70°35'00"  W. 

Designated  altitudes.  Surface  to  3,000  feet 
MSL. 

Time  of  designation.  Daylight  hours  only. 
Using  agency.  Commander,  Fleet  Air  De¬ 
tachment,  NAS,  Brunswick,  Maine. 

§  608.50  New  Jersey. 

*1-5001  Port  Dlx,  N.J. 

Boundaries.  Beginning  at  latitude  40*- 
.02’45"  N.,  longitude  74°27'00"  W.;  south- 
mtheast  to  latitude  39°58'45"  N..  longitude 
74°26'40''  W.;  west  to  latitude  39°58'45"  N., 


longitude  74*33'30"  W.;  north  to  latitude 
40°02'45''  N.,  longitude  74°33'30"  W.;  east 
to  point  of  beginning. 

Designated  altitude.  Stirface  to  8,000  feet 
MSL,  for  a  period  of  1  year,  February  9,  1961 
to  February  8,  1962;  as  of  February  9,  1962, 
surface  to  4,000  feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  First 
United  States  Army,  Governor’s  Island,  New 
York,  N.Y. 

R-5002  Warren  Grove,  N.J. 

Boundaries.  Beginning  at  latitude  39  °- 
46'10''  N.,  longitude  74°20'14''  W.;  to  lati¬ 
tude  39°43'25''  N.,  longitude  74°17'37"  W.; 
to  latitude  39°38'36''  N.,  longitude  74°- 
23'27''  W.;  to  latitude  39°39'60"  N.,  longi¬ 
tude  74°25'52''  W.;  to  latitude  39®43'68"  N., 
longitude  74°24'13"  W.;  to  point  of 

beginning. 

Designated  altitudes.  Surface  to  4,000  feet 
MSL. 

Time  of  designation.  From  0700  to  1700 
e.s.t.,  dally,  June  1  through  August  31,  Prom 
0800  to  1800  e.s.t.,  Fridays,  Satiirdays,  and 
Sundays,  September  1  through  May  31. 

Controllng  agency.  Federal  Aviation 
Agency,  New  York  ARTC  Center. 

Using  agency.  Commander,  108th  Tactical 
Fighter  Wing,  New  Jersey  Air  National 
Guard,  McGuire  APB,  N.J. 

R-5003  Wrightstown,  N.J.  (McGuire  APB) , 
Restricted  Area/Military  Climb  Corridor. 
Boundaries.  That  area  centered  on  the 
226*  True  radial  of  the  McGuire  TVOR  ex¬ 
tending  from  5  statute  miles  SW  of  the  air¬ 
base  to  32  statute  miles  SW  of  the  airbase 
having  a  width  of  2  statute  miles  at  the  be¬ 
ginning  and  a  width  of  4.6  statute  miles  at 
the  outer  extremity. 

Designated  altitudes. 

2,100'  MSL  to  15,000'  MSL  from  5  statute 
miles  SW  of  the  airbase  to  6  statute  miles  SW 
of  the  airbase. 

2,100'  MSL  to  24,100'  MSL  from  6  to  7 
statute  miles  SW  of  the  airbase. 

2,100'  MSL  to  27,000'  MSL  from  7  to  10 
statute  miles  SW  of  the  airbase. 

6,100'  MSL  to  27,000'  MSL  from  10  to  15 
statute  miles  SW  of  the  airbase. 

10,100'  MSL  to  27,000'  MSL  from  15  to  20 
statute  miles  SW  of  the  airbase. 

15,100'  MSL  to  27,000'  MSL  from  20  to  25 
statute  miles  SW  of  the  airbase. 

19,100'  MSL  to  27,000'  MSL  from  25  to  32 
statute  miles  SW  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  McGuire  AFB  Approach 
Control. 

§608.51  New  Mexico. 

R-5101  Los  Alamos,  N.  Mex. 

Boundaries.  Beginning  at  latitude  35  °- 
45'15"  N.,  longitude  106®15'12"  W.;  thence  to 
latitude  35*50'03"  N.,  longitude  106*21'36" 
W.;  thence  to  latitude  35°52'22"  N.,  longi¬ 
tude  106*20'42"  W.;  thence  to  latitude  35®- 
52'52"  N.,  longitude  106*16'48"  W.;  thence 
to  latitude  35®52'30"  N,,  longitude  106®14'48" 
W.;  thence  to  latitude  35®48'35"  N.,  longi¬ 
tude  106®14'48"  W.;  thence  to  latitude  35°- 
47'05"  N.,  longitude  106°12'06"  W.;  thence 
to  the  point  of  beginning. 

Designated  altitudes.  Surface  to  12,000 
feet  MSL. 

Tilne  of  designation.  Continuous. 

Using  agency.  Manager,  Atomic  Energy 
Commission,  Los  Alamos,  N.  Mex. 

R-5102  Los  Alamos,  N.  Mex. 

Boundaries.  Beginning  at  latitude  35*- 
52'53"  N.,  longitude  106°14'06"  W.;  thence 
to  latitude  35*53'03"  N.,  longitude  106®- 
16'09”  W.;  thence  to  latitude  35®54'45"  N., 
longitude  106®16'09"  W.;  thence  on  the  arc 
of  a  circle  with  a  radius  of  10,000  feet,  cen¬ 
tered  at  latitude  35°53'03"  N.,  longitude 
106*16'09"  W.,  to  the  point  of  beginning. 

Designated  altitudes.  Surface  to  12,000 
feet  MSL. 


Time  of  designation.  Continuous. 

Using  agency.  Manager,  Atomic  Energy 
Commission,  Los  Alamos,  N.  Mex. 

R-5103  McGregor,  N.  Mex. 

Boundaries.  Beginning  at  latitude  32®- 
27'40"  N.,  longitude  106°00'00"  W.;  due 
north  paralleling  the  eastern  boundary  of 
restricted  area  (R-210)  to  latitude  32°36'00" 

N.,  longitude  106°00'00"  W.;  northeasterly  to 
latitude  32°46'00"  N.,  longitude  106°69'00" 
W.;  due  east  to  latitude  32®46'00"  N., 
longitude  106®30'00"  W.;  due  south  to 
latitude  32®26'20",  longitude  106°30'00"  W.; 
southwesterly  parallel  to  Red  71  airway  to 
latitude  32°00'00"  N.;  longitude  106®57'00'.' 
W.;  due  west  to  latitude  32°00'00"  N.,  longi¬ 
tude  106°10'30"  W.;  northerly  to  latitude 
32®05'20"  N.,  longitude  106°09'20"  W.;  west¬ 
erly  to  the  Southern  Pacific  Railroad  at  lati¬ 
tude  3a°06'00"  N.,  longitude  106°16'30"  W.; 
northeast  following  the  railroad  to  latitude 
32®28'00"  N.,  longitude  106°02'00"  W.;  east- 
southeast  to  latitude  32°27'40"  N.,  longitude 
106°00'00"  W.;  point  of  beginning. 

Designated  altitudes.  Smlace  to  un¬ 
limited. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Port 
Bliss,  Tex. 

R-5104  Melrose,  N.  Mex. 

Boundaries.  Beginning  at  latitude  34° - 
28'00".  longitude  103°43'15";  thence  to  lati¬ 
tude  34°25'26",  longitude  103*40'00";  thence 
to  latitude  34°10'00",  longitude  103°40'00"; 
thence  to  latitude  34° lO'OO",. longitude  103*- 
55'00";  thence  to  latitude  34*28'00",  longi¬ 
tude  103”55'00";  thence  to  point  of  begin¬ 
ning. 

Designated  altitudes.  '^50,000  feet  MSL. 
Time  of  designation.  Sunrise  to  sunset. 
Using  agency.  Commander,  Cannon  APB, 
N.  Mex. 

R-5105  Melrose,  N.  Mex. 

Boundaries.  That  airspace  bounded  on 
the  north  by  latitude  34°39'00",  on  the  east 
by  longitude  103*40'00",  on  the  south  by 
Melrose  restricted  area  R-185,  and  on  the 
west  by  longitude  103*55'00". 

Note:  The  area  will  be  used  only  when 
the  ceiling  is  more  than  3,000  feet  and  visi¬ 
bility  greater  than  5  miles. 

Designated  altitudes.  Surface  to  15,000 
feet  MSL. 

Time  of  designation.  Sunrise  to  sunset 
dally. 

Using  agency.  Commander,  Cannon  APB, 
N.  Mex. 

R-5106  Oro  Grande,  N.  Mex. 

Boundaries.  Begiiming  at  latitude  32*36'- 
00"  N.,  longitude  106*00'00"  W.;  due  south 
to  latitude  32*27'40"  N.;  west  to  latitude 
32*28'00"  N.,  longitude  106°02'00"  W.;  south¬ 
westerly  along  the  Southern  Pacific  Railroad 
to  the  town  of  Oro  Grande. at  latitude  32*- 
22'00"  N.,  longitude  106*05'00"  W.;  south¬ 
west  along  Southern  Pacific  Railroad  to 
latitude  32®06'15"  N.,  longitude  106°15'15" 
W.;  2  miles  westerly  to  latitude  32®06'30"  N., 
longitude  106®17'15"  W.;  northeasterly  on 
a  line  2  miles  west  of  and  parallel  to  the 
Southern  Pacific  Railroad  to  latitude  32*23'- 
00"  N.,  longitude  106*07'00"  W.;  north- 
northeast  to  latitude  32°25'00"  N.,  longitude 
106®06'00"  W.;  due  north  to  latitude  32*36'- 
00"  N.;  due  east  to  latitude  32°36'00"  N., 
longitude  106®00'00"  W.,  point  of  beginning. 

Designated  altitudes.  From  4,000  feet 
above  ground  to  unlimited. 

.  Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Fort 
Bliss,  Tex. 

R-5107  White  Sands  Proving  Grounds, 
N.  Mex. 

Boundaries.  Beginning  at  latitude  34*- 
15'45",  longitude  106®40'30";  thence  to  lati¬ 
tude  34*17'00",  longitude  106*12'00";  thence 
to  latitude  34*17'00",  longitude  106*04'00"; 


RULES  AND  REGULATIONS 


59'42''  W.;  to  a  distance  of  approxim 
0.35  mile  on  a  bearing  of  270“  true^ 
tude  41*23'08''  N.,  longitude  74“00'00" 
which  point  is  on  the  east  edge  of  New  ^ 
State  Highway  No.  293,  thence  in  a  ga 
westerly  direction  along  the  east  side  of 
York  State  Highway  No.  293  to  latltud* 
20'40"  N.,  longitude  74“03'33"  W.;  to . 
tance  of  approximately  1,17  miles  ’on  a  1 
ing  of  180*  true  to  the  point  of  beginnln 

Designated  altitudes.  Surface  to  7  om 
MSL. 

Time  of  designation.  0600  to  1600 
Monday  through  Saturday.  May  i  tin 
August  31,  annually. 

Controlling  agency.  Federal  A?l 
Agency,  New  York  ARTC  Center. 

Using  agency.  Superintendent,  TJJB, 
tary  Academy,  West  Point,  N.Y. 

§  608.53  North  Carolina. 


Time  of  designation.  Sunrise  to  sunset, 
March  30  to  November  30,  annually. 

Using  agency.  Commander,  Air  National 
Guard,  Permanent  Training  Site.  Hancock 
Field,  Syracuse,  N.Y. 

H-5204  Rome,  N.Y.  (Grlflass  APB) ,  Re¬ 
stricted  Area/Military  Climb  Corridor. 
Boundaries.  That  area  based  on  the  138“ 
and  the  318°  True  radials  of  the  Grifflss  VOR 
and  the  318°  True  radial  of  the  Grifflss 
TACAN,  extending  from  5  statute  miles 
northwest  of  the  airbase  to  32  statute  miles 
northwest  of  the  airbase,  having  a  width 
from  1  statute  mile  southwest  of  the  138° 
True  radial  of  the  VOR  to  1  statute  mile 
northeast  of  the  318*  True  radial  of  the 
TACAN  at  the  point  of  beginning,  expanding 
uniformly  to  a  width  of  2.3  statute  miles 
southwest  of  the  318°  True  radial  of  the 
VOR  to  2.3  statute  miles  northeast  of  the 
318°  True  radial  of  the  TACAN  at  the  outer 
extremity. 

Designated  altitudes. 

2,500'  MSL  to  15,500'  MSL  from  5  statute 
miles  NW  of  the  airbase  to  6  statute  miles 
NW  of  the  airbase. 

2,500'  MSL  to  24,500'  MSL  from  6  to  7 
statute  miles  NW  of  the  airbase. 

2,500'  MSL  to  27,000'  MSL  from  7  to  10 
statute  miles  NW  of  the  airbase. 

6,500'  MSL  to  27,000'  MSL  from  10  to  15 
statute  miles  NW  of  the  airbase. 

10,500'  MSL  to  27,000'  MSL  from  15  to  20 
statute  miles  NW  of  the  airbase. 

16,500'  MSL  to  27,000'  MSL  from  20  to  25 
statute  miles  NW  of  the  airbase. 

19,500'  MSL  to  27,000'  MSL  from  25  to  32 
statute  miles  NW  of  the  airbase. 

Time  of  designation.  Continuous. 
Controlling  agency.  Federal  Aviation 
Agency,  Grifflss  Approax;h  Control. 

Using  agency.  Commander,  Grifflss  AFB, 
N.Y. 

R-5205  Westhampton  Beach,  N.Y.  (Suffolk 
AFB),  Restricted  Area/Military  Climb 
Corridor. 

Boundaries.  That  area  centered  on  the 
039°  True  radial  of  the  Suffolk  IVOR  extend¬ 
ing  from  5  statute  miles  NE  of  the  airbase  to 
32  statute  miles  NE  of  the  airbase  having  a 
width  of  2  statute  miles  at  the  beginning  and 
4.6  statute  miles  at  the  outer  extremity. 
Designated  altitudes. 

2,100'  MSL  to  15,000'  MSL  from  6  statute 
miles  NE  of  the  airbase  to  6  statute  miles  NE 
of  the  airbase. 

2,100'  MSL  to  24,100'  MSL  from  6  to  7 
statute  miles  NE  of  the  airbase. 

2,100'  MSL  to  27,000'  MSL  from  7  to  10 
statute  miles  NE  of  the  airbase. 

6,100'  MSL  to  27.000'  MSL  from  10  to  16 
statute  miles  NE  of  the  airbase. 

10,100'  MSL  to  27,000'  MSL  from  16  to  20 
statute  miles  NE  of  the  airbase. 

15,100'  MSL  to  27,000'  MSL  from  20  to  25 
statute  miles  NE  of  the  airbase. 

19,100'  MSL  to  27,000'  MSL  from  26  to  32 
statute  miles  NE  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  Suffolk  AFB  Approach  Con¬ 
trol. 

R-5206  West  Point,  N.Y. 

Boundaries.  Beginning  at  latitude  41“19'- 
40"  N.,  longitude  74°03'33"  W.;  to  a  distance 
of  approximately  2.84  miles  on  a  bearing  of 
90“  true  to  latitude  41°19'40"  N.,  longitude 
74°00'26"  W.;  to  a  distance  of  approximately 
1.12  miles  on  a  bearing  of  0°  true  to  latitude 
41°20'40"  N.,  longitude  74“00'26"  W.;  to  a 
distance  of  approximately  1.12  miles  on  a 
bearing  of  90“  true  to  latitude  41°20'40"  N., 
longitude  73*68'58"  W.;  to  a  distance  of  ap¬ 
proximately  2.3  miles  on  a  bearing  0°  true  to 
latitude  41°22'40"  N.,  longitude  73“68'58" 
W.,  which  point  is  on  the  west  edge  of  UB. 
Highway  No.  9W;  in  a  northwesterly  direc- 
Surface  to  32,000  tlon  along  the  west  side  of  U.S.  Highway  No. 

9W,  to  latitude  41°23'08"  N.,  longitude  73“- 


thence  to  latitude  32“50'00",  longitude 
106*04'00";  thence  to  latitude  82“36'00", 
longitude  106*06'00";  thence  to  latitude  32°- 
25'00",  longitude  106°06'00";  thence  to  lati¬ 
tude  32“00'00",  longitude  106“21'00";  thence 
to  latitude  32*00'00",  longitude  106“34'00"; 
thepce  to  latitude  32°18'00",  longitude  106°- 
34'00";  thence  to  latitude  32°18'00",  longi¬ 
tude  106“39'00";  thence  to  latitude  33°- 
13'00",  longitude  106“62'00";  thence  to  point 
of  beginning. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Holloman 
AFB.  N.  Mex. 

R-5108  White  Sands,  N.  Mex. 

Boundaries.  That  airspace  west  of  White 
Sands  Restricted  Area  No.  1  (R-209),  de¬ 
scribed  above,  which  is  bovmded  by  an  arc 
of  33^  statute  miles  radius  centered  at  north 
latitude  33°46'46",  west  longitude  106°- 
46'00". 

Designated  altitudes.  From  20,000  feet 
MSL  to  imlimlted. 

Time  of  designation.  Unlimited,  except  at 
such  time  as  released  to  ARTC  Center  by 
controlling  agency. 

Using  agency.  Commander,  Holloman 
AFB,  N.  Mex. 

R-5109  White  Sands,  N.  Mex. 

Boundaries.  Begiiming  at  latitude  34*- 
17'00",  longitude  106*04'00";  thence  to  lati¬ 
tude  84*17'00",  longitude  105*51'00";  thence 
to  latitude  33*67'00",  longitude  105°27'00"; 
thence  to  latitude  32*45'00",  longitude  105°- 
27'00";  thence  to  latitude  32“45'00", 
longitude  105*59'00";  thence  to  latitude  32°- 
86'00",  longitude  106*00'00";  thence  to  lati¬ 
tude  82°36'00",  longitude  106*06'00";  thence 
to  latitude  32*50'00",  longitude  106“04'00"; 
thence  to  point  of  beginning. 

Designated  altitudes.  From  16,000  feet 
mean  sea  level  to  unlimited. 

Time  of  designation.  Unlimited,  except 
at  such  time  as  released  to  Albuquerque 
ARTC  Center  by  controlling  agency. 

Using  agency.  Commander,  Holloman 
AFB,  N.  Mex. 

§  608.52  New  York. 

R-6201  Camp  Drum,  N.Y. 

Boundaries.  Beginning  at  latitude  44  °- 
16'00"  N.,  longitude  76*31'30"  W.;  South¬ 
west  to  latitude  44°11'15"  N.,  longitude 
76*26'00"  W.;  Southwest  to  latitude  44°03'- 
00"  N.,  longitude  75°33'30"  W.;  West  to  lati¬ 
tude  44*03'15"  N.,  longitude  75°37'39"  W.; 
Northwest  to  latitude  44°06'44"  N.,  longitude 
76  *43 '64"  W.;  Thence  northeast  to  the  point 
of  beginning. 

Designated  altitudes.  Surface  to  23,000 
feet  MSL,  May  1  through  October  31  aimu- 
ally;  Svirface  to  20,000  feet  MSL,  November 
1  through  April  30  annually. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General, 
First  United  States  Army,  Governor’s 
Island,  New  York,  N.Y. 

R-5202  Gardiner’s  Island,  N.Y. 

Boundaries.  A  circular  area  with  a  radius 
of  3  nautical  miles  centered  at  latitude 
41*08'30"  N.,  longitude  72“08'50"  W. 

Designated  altitudes.  Surface  to  6,000 
feet  MSL. 

Time  of  designation.  Days. 

Controlling  agency.  Federal  Aviation 
Agency,  New  YcMrk  ARTC  Center. 

Using  agency.  Commanding  Offlcer,  NAS, 
New  York,  N.Y. 

R^5203  Oswego,  N.Y. 

Boundaries.  North  boimdary,  latitude 
43°37'00"  N.;  east  boimdary,  longitude 
76°46'00"  W.;  south  boundary,  latitude 
43°24'00"  N.;  west  boundary,  longitude 
78°00'00"  W. 

Designated  altitudes. 
feet  MSL. 


Using  agency. 

Norfolk,  Va. 

R-5302  Albemarle  Sound,  N.C. 

Boundaries.  Circle  with  3  mile  r»di® 
centered  at  latitude  85°68'44"  N.,  longitati 
76“21'34"  W. 

Designated  altitudes.  Surface  to  20M 
feet  MSL. 

Time  of  designation.  Daylight  houn  onij, 


Commander,  Fleet  Air, 


Using  agency. 

Norfolk,  Va. 

R-5303  Albemarle  Sound,  N.C. 

Boundaries.  Circle  with  3  mile  radia 
centered  at  latitude  35*59'16"  N.,  longltoii 
76°16'58"  W. 

Designated  altitudes.  Surface  to  lOM 
feet  MSL. 

Time  of  designation.  Daylight  houn  (olj. 
Using  agency.  Commander,  Fleet  Air,  NAS, 
Norfolk,  Va. 

R-5304  Albemarle  Soimd,  N.C. 

Boundaries.  Circle  with  3  mile  radta 
centered  at  latitude  86*00'06"  N.,  longltat 
76°10'54"  W. 

Designated  altitudes.  Surface  to  aom 
feet  MSL. 

Time  of  designation.  Daylight  houn  onlj. 
Using  agency.  Commander,  P7eet  Air,  M 
Norfolk,  Va. 

R-5305  Albemarle  Soimd,  N.O. 

Boundaries.  Circle  with  3  mile  radlui » 
tered  at  latitude  36*00"33"  N.,  longlti* 
76°05'58"  W. 

Designated  altitudes.  S\irface  to  30iM 
feet  MSL. 

Time  of  designation.  Daylight  houn  only. 
Using  agency.  Commander,  Fleet  Air,  NiS, 
Norfolk,  Va. 

R-5306  Cherry  Point,  N.C. 

Boundaries.  Beginning  at  a  point  at  kfr 
tude  36°46'30",  longitude  76°47'00";  then# 


Commander,  Fleet  Alr,NA8, 


tude  34“64'30",  longitude  76°63'00"  to » 
point  3  nautical  miles  southeast  of  the  Nflttt 
Carolina  shore;  thence  southwest  and  wat- 
ward  3  nautical  miles  from  and  paralW* 
the  North  Carolina  shore  to  the  arc  d » 
circle  with  a  radius  of  60  statute  milei » 
tered  at  latitude  34*64'30",  longitude  V- 
53'00”  thence  clockwise  along  this  am* 
latitude  34°21'40",  longitude  T7*41V: 


January  28,  1961 


FEDERAL  REGISTER 


885 


nnericv.  CJommandlng  Officer,  Ma- 
®*5^^j^^Statloii,  Cherry  Point,  N.C. 

Cherry  Point,  N.C. 

^Zfuiaries.  Beginning  at  a  point  at  latl- 
longitude  76®47'00";  thence 
'*‘Lltade  36*03'00",  longitude  76*67'00''; 
®i^Wde  34*21'40'',  longitude  77'‘41'30''; 

clockwise  along  the  arc  of  a  circle 
^ «  radius  of  60  statute  miles  centered  at 
I^de  34’64’30",  longitude  76*53'00"  to 
r^lgtem  boundary  of  Victor  Airway  No. 
fS-nce  north  northeastward  along  the  east- 
^  toundary  of  V-1  Airway  to  Its  intersec- 
S,  of  the  arc  of  a  circle  with  a  radius  of 
irtstute  miles  centered  at  latitude  34°- 
u-SO"  longitude  76°53'00''  thence  eastward 
JL.  this  arc  to  the  point  of  belgnnlng. 
**^aignated  altitudes.  6,000  feet  MSL  to 

55^  feet.  .  „  .  X 

riflK  0/  designation.  Sunset  to  sunrise 

agency.  Commanding  Officer,  Ma- 
Corps  Air  Station,  Cherry  Point,  N.C. 

ggaoff  Currituck  Sound,  N.C. 

Boundaries.  Circle  with  3  nautical  mile 
ndlus  centered  at  latitude  36°12'15''  N., 
longitude  76°45'57''  W. 

BedgiMted  altitudes.  Surface  to  10,000 
leet  USL. 

rime#/  designation.  Unlimited. 

Vting  agency.  Commander,  Fleet  Air, 
HAS,  Norfolk,  Va. 

C\irrltuck  Sound,  N.C. 

Boundaries.  Circle  with  3  mile  radius  cen- 
tg«d at  l&tltude  36°25'24"  N..  longitude  75”- 
i0'09"  W. 

Baignated  altitudes.  Surface  to  10,000 
teetUSL. 

rime  of  designation.  Daylight  hours  only. 
Using  agency.  Commander,  Fleet  Air, 
NAS,  Norfolk,  Va. 

B.6S10  Currituck  Sound,  N.C. 

Boundaries.  Circle  with  3  mile  radius  cen¬ 
tered  at  latitude  36*10'28"  N.,  longitude 
75'46'04''  W. 

Designated  altitudes.  Surface  to  10,000 
feet  USL. 

Time  of  designation.  Unlimited. 

Uefnjr  agency.  Commander,  Fleet  Air, 

'  NAS,  Norfolk,  Va. 

R^ll  Port  Bragg,  N.C. 

Boundaries.  Beginning  at  latitude  35  °- 
10'46"  N.,  longitude  79°01'56''  W.;  southerly 
to  latitude  35°08'47''  N.,  longitude  79”02'00'' 
Hi  southerly  to  latitude  35°07'00"  N.,  longi¬ 
tude  79*02'30''  W.;  due  south  to  latitude 
H’OS'OO"  N.;  due  west  to  longitude  79° - 
1J’06"  W.;  northwest  to  latitude  35°06'49.5'' 
H,  longitude  79°24'00''  W.;  north-northeast 
to  latitude  35°09'00"  N.,  longitude  79°- 
JS'10.5''  W.;  easterly  along  Little  River  to 
latitude  35°10'46''  N.,  longitude  79°01'56'' 
W,  point  of  beginning. 

Designated  altitudes.  Surface  to  35,000 
feet  MSL. 

rime  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Fort 
Bragg,  N.C, 

B-6812  Goldsboro,  N.C.  (Seymour- Johnson 
APB),  Restricted  Area/Mllltary  Climb 
k  Corridor.  ' 

Boundaries.  That  area  based  on  the  230° 
H  radial  of  Seymour-Johnson  TVOR  extend¬ 
ing  from  edge  of  existing  Control  Zone  to  a 
point  27  statute  miles  southwest  thereof  and 
jATlng  a  width  of  1  statute -mile  south  and 
W  statute  miles  north  of  the  230°  radial 
at  the  Control  Zone  and  extending  to  a 
total  width  of  4.6  statute  miles  at  a  point 
«  atatute  miles  from  the  Control  Zone  (2.3 
*~tute  miles  on  either  side  of  the  230° 
™«al  at  the  southern  end  of  the  corridor). 

Daignated  altitudes.  That  area  described 
aiw  shall  include  the  airspace  between  the 
following  altitudes  only: 


2,100  to  15,000  feet  MSL  from  the  Control 
Zone  to  a  point  1  statute  mile  southwest  of 
the  control  zone. 

2,100  to  24,000  feet  MSL  from  a  point  1 
statute  mile  to  a  point  2  statute  miles  south¬ 
west  of  the  control  zone. 

2.100  to  27,000  feet  MSL  from  a  point  2 
statute  miles  to  a  point  6  statute  miles 
southwest  of  the  control  zone. 

6,100'  to  27,000  feet  MSL  from  a  point  5 
statute  miles  to  a  point  10  statute  miles 
southwest  of  the  control  zone. 

10.100  to  27,000  feet  MSL  from  a  point  10 
statute  miles  to  a  point  15  statute  miles 
southwest  of  the  control  zone. 

15.100  to  27,000  feet  MSL  from  a  point  15 
statute  miles  to  a  point  20  statute  miles 
southwest  of  the  control  zone. 

19.100  to  27,000  feet  MSL  from  a  point  .20 
statute  miles  to  a  point  27  statute  miles 
southwest  of  the  control  zone. 

rime  of  designation.  Continuous. 

Using  agency.  Seymour-Johnson  AFB 
Control  Tower, 

R-5313  Long  Shoal  Point,  N.C. 

Boundaries.  A  circular  area  having  a 
radius  of  3  miles  centered  at  latitude  35  °- 
32'48"  N.,  longitude  75°41'26"  W. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air, 
NAS,  Norfolk,  Va. 


§  608.54  North  Dakota. 

R-5401  Devils  Lake,  N,  Dak. 

Boundaries.  Beginning  at  latitude  48°03'- 
45",  north  boundary:  latitude  48°00'00" 
south  boundary:  longitude  98°52'30"  east 
boundary:  longitude  99°00'00"  west  boun¬ 
dary. 

Designated  altitudes.  Surface  to  20,000 
feet  MSL. 

Time  of  designation.  Continuous  during 
the  month  of  June  annually. 

Using  agency.  Adjutant  General.  State  of 
North  Dakota,  Bismarck,  N.  Dak. 

R-5402  Grand  Forks,  N.  Dak.  (Grand  Forks 

AFB) ,  Restricted  Area/Mllltary  Climb  Cor¬ 
ridor. 

Boundaries.  That  area  centered,  on  the 
001°  True  radial  of  the  Grand  Forks  AFB 
TACAN,  beginning  5  statute  miles  N  of  the 
airbase  and  extending  to  32  statute  miles  N 
of  the  airbase,  having  a  width  of  2  statute 
miles  at  the  beginning  and  a  width  of  4.6 
statute  miles  at  the  outer  extremity. 

Designated  altitudes. 

2,900  feet  MSL  to  15,900  feet  MSL  from  5 
statute  miles  N  of  the  airbase  to  6  statute 
miles  N  of  the  airbase. 

2,900  feet  MSL  to  24,900  feet  MSL  from  6 
to  7  statute  miles  N  of  the  airbase. 

2.900  feet  MSL  to  27,000  feet  MSL  from  7 
to  10  statute  miles  N  of  the  airbase. 

6.900  feet  MSL  to  27,000  feet  MSL  from  10 
to  15  statute  miles  N  of  the  airbase. 

10.900  feet  MSL  to  27,000  feet  MSL  from  15 
to  20  statute  miles  N  of  the  airbase. 

15.900  feet  MSL  to  27,000  feet  MSL  from  20 
to  25  statute  miles  N  of  the  airbase. 

19.900  feet  MSL  to  27,000  feet  MSL  from  25 
to  32  statute  miles  N  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  Grand  Forks  AFB  Approach 
Control. 

R-5403  Minot,* N.  Dak.  (Minot  AFB).  Re¬ 
stricted  Area/Mllltary  Climb  Corridor. 

Boundaries.  That  area  centered  on  the 
308°  True  radial  of  the  Minot  AFB  TACAN 
extending  from  5  statute  miles  NW  of  the 
airbase  to  32  statute  miles  NW  of  the  airbase 
having  a  width  of  2  statute  miles  at  the 
beginning  and  4.6  statute  miles  at  the  other 
extremity. 

3.650  feet  MSL  to  16,650  feet  MSL  from  5 
statute  mllee  NW  of  the  airbase  to  6  sffiitute 
miles  NW  of  the  alrbasp. 


3,650  feet  MSL  to  25,650  feet  MSL  from  6 
to  7  statute  miles  NW  of  the  airbase. 

3.650  feet  BCSL  to  27,000  feet  MSL  from  7 
to  10  statute  miles  NW  of  the  airbase. 

7.650  feet  MSL  to  27,000  feet  MSL  from  10 
to  15  statute  miles  NW  of  the  airbase. 

11.650  feet  MSL  to  27,000  feet  MSL  from  15 
to  20  statute  miles  NW  of  the  airbase. 

16.650  feet  MSL  to  27,000  feet  MSL  from  20 
to  25  statute  miles  NW  of  the  airbase. 

20.650  feet  MSL  to  27,000  feet  MSL  from  25 
to  32  statute  miles  NW  of  the  airbase. 

Time  of  designation.  Continuous. 

Using  agency.  Minot  APB  Approach 
Control. 

§  608.55  Ohio. 

R-5501  Columbus,  Ohio  (Lockbovirne  AFB) , 
Restricted 'Area/Mllltary  Climb  Corridor. 

Boundaries.  That  area  based  on  the  218° 
True  radial  of  the  Appleton,  Ohio,  VORTAC, 
extending  from  5  statute  miles  SW  of  Lock- 
bourne  AFB  to  32  statute  miles  SW  of  the 
airbase,  having  a  width  of  2.55  statute  miles 
either  side  of  the  218*  True  radial  at  the 
beginning  and  a  width  of  4.3  statute  miles 
either  side  of  the  218°  True  radial  at  the 
outer  extremity. 

Designated  altitudes. 

2,750  feet  MSL  to  15,750  feet  MSL  from  6 
statute  miles  SW  of  the  airbase  to  6  statute 
miles  SW  of  the  airbase. 

2,750  feet  MSL  to  24,750  feet  MSL  from  6 
to  7  statute  miles  SW  of  the  airbase. 

2.750  feet  MSL  to  27,000  feet  MSL  from  7 
to  10  statute  miles  SW  of  the  alrbcuse. 

6.750  feet  MSL  to  27,000  feet  MSL  from  10 
to  15  statute  miles  SW  of  the  airbase. 

10.750  feet  MSL  to  27,000  feet  MSL  from 
15  to  20  statute  miles  SW  of  the  airbase. 

15.750  feet  MSL  to  27.000  feet  MSI,  from 
20  to  25  statute  miles  SW  of  the  airbase. 

19.750  feet  MSL  to  27,000  feet  MSL  from 
25  to  32  statute  miles  SW  of  the  airbase. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Columbus  Approach  Control. 

Using  agency.  Commander,  Lockbourne 
AFB,  Ohio. 


R-5502  Lacarne,  Ohio. 

Boundaries.  Beginning  at  latitude  41°50'- 
39"  N.,  longitude  83°08'47"  W.:  southeast  to 
latitude  41°35'41"  N..  longitude  82°54'24" 
W.:  southwest  to  latitude  41°31'39"N.,  longi¬ 
tude  83°01'30"  W.,  west  to  latitude  41°S1'40" 
N.,  longitude  83°03'00"  W.:  northwest  to 
latitude  41°37'38"  N.,  longitude  83°11'12" 
W.:  west-northwest  to  latitude  41°39'30"  N., 
longitude  83°15'15"  W.:  ncsiJi-northweet  to 
latitude  41°45'30"  N..  longitude  8S'°18'45" 
W.:  northeast  to  latitude  41°50'39"  N.,  longi¬ 
tude  83°08'47"  W.,  point  of  beginning. 

Designated  altitudes'  Surface  to  un¬ 
limited. 

Time  of  designation.  Continuovis. 

Using  agency.  Commanding  Officer,  Erie 
Ordnance  Depot,  Lacarne,  Ohio. 

R-5503  Wilmington,  Ohio. 

Boundaries. 

Beginning  at  latitude  39°08'30"  N.,  longi¬ 
tude  83°02'00"  W., 

Thence  to  latitude  38°48'30"  N..  longitude 
83°02'00"  W., 

Thence  to  latitude  38°58'30"  N.,  longitude 
84°05W'  W., 

Thence  to  latitude  39*13'30"  N.,  longitude 
84°06'00"  W., 

Thence  to  the  point  of  beginning. 

Designated  altitudes.  Surface  to  Flight 
Level  600. 

Time  of  designation.  0600  to  2200  SST. 
Monday  through  Satiirday. 

Controlling  agency.  Federal  Aviation 
Agency,  Indianapolis  ABTC  Center. 

Using  agency.  Commander,  Wright  Air 
Development  Center,  Wright-Patterson  ABB, 
Ohio. 
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R-6703  Portland,  Oreg.  (Portland  Interna¬ 
tional  Airport) ,  Restricted  Area/Military 
Climb  Corridor. 

Boundaries.  The  area  centered  on  the 
back  course  of  the  ILS  localizer  119*  True, 
extending  from  the  airport  5-mlle  control 
zone  boundary  to  a  point.  27  miles  southeast 
thereof  and  having  a  width  of  2  miles  at  the 
control  zone  and  expanding  to  a  width  of 
4.6  miles  at  the  southeast  boundary  as  fur¬ 
ther  Identified  by  the  following  explanatory 
chart. 

Designated  altitudes. 

Lower  level:  Beginning  at  the  edge  of  the 
control  zone  to  a  point  6  miles  from  the  edge, 
at  a  level  of  2,000  feet  MSL;  thence  to  a  point 
10  miles  from  said  edge  at  a  level  of  6,000  feet 
MSL;  thence  to  a  point  15  miles  from  said 
edge  at  a  level  of  10,000  feet  MSL;  thence  to 
a  point  20  miles  from  said  edge  at  a  level  of 
.15,000  feet  MSL;  thence  to  a  point  27  miles 
from  said  edge  at  a  level  of  19,000  feet  MSL, 
as  further  Identified  by  the  following  explan¬ 
atory  chart. 

Upper  level:  Beginning  at  the  edge  of  the 
control  zone  to  a  point  1  mile  from  said  edge, 
at  a  level  of  15,000  feet  MSL;  thence  to  a  point 
2  miles  from  said  edge,  at  a  level  of  24,000  feet 
MSL;  thence  to  a  point  27  miles  from  said 
edge  at  a  level  of  27,000  feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Portland  Control  Tower. 

Using  agency.  Commander,  406th  Fighter 
Interceptor  Squadron,  Portland,  Oreg. 

§  608.58  Pennsylvania. 

R-5801  Chambersburg,  Pa. 

Boundaries.  North  boundary,  latitude 
40"01'00";  East  boundary,  longitude 
00";  South  boundary,  latitude  39*59'30"; 
West  boundary,  longitude  77®49'00". 

Designated  altitudes.  4,000  feet  MSL. 

Time  of  designation.  8:00  a.m.  to  4:00  p.m., 
local  time,  Monday  through  Friday. 

Using  agency.  Commanding  OflBcer,  Letter- 
kenny  Ordnance  Depot,  Chambersburg,  Pa. 

R-5802  Indiantown  Gap,  Pa. 

Boundaries.  Beginning  at  latitude  40°28'- 
45"  N.,  longitude  76*35'30"  W,,  thence  to 
latitude  40“24'55"  N.,  longitude  76"36'55" 
W.,  thence  to  latitude  40*23'45"  N.,  longitude 
76“43'11"  W.,  thence  to  latitude  40“24'20"  N., 
longitude  76*44'40"  W.,  thence  to  latitude 
40*28'45"  N.,  longitude  76*37'40"  W.,  thence 
to  the  point  of  beginning. 

Designated  altitudes.  Surface  to  18,000  feet 
MSL. 

Time  of  designation.  March  1  through 
May  31,  and  September  1  through  November 
30,  on  Saturdays  and  Simdays  only  from  0800 
to  1800  local  standard  time,  annually;  and 
from  June  1  through  August  31,  annually,  on 
a  continuous  basis. 

Controlling  agency.  Federal  Aviation 
Agency,  New  York  ARTC  Center. 

Using  agency.  Commanding  General,  Sec¬ 
ond  United  States  Army,  Fort  Meade,  Md. 

§  608.59  Rhode  Island. 

§  608.60  South  Carolina. 

R-6001  Fort  Jackson,  S.C. 

Boundaries.  Beginning  at  latitude  34*03'- 
51"  N.,  longitude  80’®42'12"  W.;  southerly  to 
latitude  34®01'40"  N.,  longitude  80*42'16" 
W.;  west  to  latitude  34®01'50"  N.,  longitude 
80®55'15"  W.;  northwest  to  latitude  34®02'- 
21"  N.,  longitude  80®56'02"  W,;  northeast  to 
latitude  34®04'45"  N.,  longitude  80®53'02" 
W.;  east-northeast  to  latitude  34®06'19"  N., 
longitude  80®48'47"  W.;  east-southeast  to 
latitude  34®05'58"  N.,  longitude  80®46'05" 
W.;  southeast  to  latitude  34®03'51"  N.,  longi¬ 
tude  80"42'12"  W„  point  of  beginning. 

Designated  altitudes.  Surface  to  24,000 
feet  MSL. 

Time  of  designation.  Continuous. 


Using  agency.  Commanding  Qener.i  »... 
Jackson,  S.C.  Fort  ' 

R-6002  Polnsett-Sumter,  S.C. 

Boundaries.  Beginning  at  latitude  a,. 
52'30"  N..  longitude  80®26'00"  W  * 
to  latitude  33®45'50"  N..  longitude 
W.;  west-southwest  to  latitude  38®44'il?. 
longitude  80®33'15"  W.;  north-northwLv 
latitude  33®48'00"  N..  longitude 
W.;  northeast  to  latitude  33®52'30"  K  w 
tude  80®30'00"  W.;  due  east  to  latitude^' 
52'30"  N.,  longitude  80®26'00"  W 
beginning.  ’ 

Designated  altitudes.  Surface  to 
feet  MSL. 

Time  of  designation.  Daylight  hour*  t 
days  a  week  (when  ceilings  of  at  least  8  onn 
feet  and  visibility  of  at  least  3  miles  prev^ 

Using  agency.  Commander,  Shaw 
S.O.  ' 

R-6003  Charleston,  S.C.,  Restricted  Ar^, 
Military  Climb  Corridor. 

Boundaries.  That  area  centered  on  th* 
147®  True  radial  of  the  Charleston,  8  c  V(» 
extending  from  a  point  10  statute ’nX 
south-southeast  of  the  VOR  to  35  statute 
miles  south-southeast  of  the  VOR  having 
width  of  2.5  statute  miles  at  the 
and  5.5  statute  miles  at  the  outer  extorntr 
excluding  that  portion  which  lies  outside  d 
the  continental  United  States.  • 

Designated  altitudes. 

2,000  feet  MSL  to  15,000  feet  MSL  from  lo 
to  11  statute  miles  south-southeast  of  th* 
VOR. 

2,000  feet  MSL  to  24,000  feet  mst,  from  li 
to  12  statute  miles  south-southeast  of  the 
VOR. 

2,000  feet  MSL  to  27,000  feet  MSL  from  12 
to  15  statute  miles  south-southeast  of  the 
VOR. 

6,000  feet  MSL  to  27,000  feet  MSL  from  1{ 
to  20  statute  miles  south-southeast  (tf  the 
VOR. 

10,000  feet  MSL  to  27,000  feet  MSL  frcxn  20 
statute  miles  south-southeast  of  the  VOR  to 
the  continental  limits  of  the  United  Stata. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Avlatlos 
Agency,  Charleston  Approach  Control. 

Using  agency.  *  Commander,  Charlestea 
AFB,  S.C. 

§  608.61  South  Dakota. 

R-6101  Igloo,  S.  Dak. 

Boundaries.  Beglnnng  at  latitude  43'< 
12'57",  longitude  103*68'00";  thence  east  to 
latitude  43®12'67".  longitude  103®62'45''; 
south  to  latitude  43®09'11",  longitude  108‘- 
52'45";  west  to  latitude  43®09'11",  longitude 
103®53'10";  south  to  latitude  43*06'(18", 
longitude  103®53'10";  west  to  latitude  43'- 
08'08",  longitude  103®58'00";  north  to  lati¬ 
tude  43®12'57",  longitude  103®68'00". 

Designated  altitudes.  6,000  feet  MSL. 

Time  of  designation.  0700  to  1900  dally, 
except  Satiudays  and  Sundayrs. 

Using  agency.  Commanding  OfQcer,  Black 
Hills  Ordnance  Depot,  Igloo,  S.  Dak. 

R-6102  Scenic,  S.  Dak. 

Boundaries.  North  boundary:  latitude 
43®41'00"  N„  east  boundary:  longitude  102‘- 
01  *00",  south  boundary:  latitude  43*80'00" 
N.,  west  boundary:  longitude  102®50'00"  W. 

Designated  altitudes.  Stirface  to  60,0(10 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Rapid  City 
AFB,  S.  Dak.  , 

§  608.62  Tennessee. 

§  608.63  Texas. 

R-6301  Corpus  Christl,  Tex. 

Boundaries.  Beginning  at  latitude  il'’ 
49'20"  N.,  longitude  97®00'00"  W.;  soutl^ 
ly  3  nautical  miles  from  and  parellel  to  the 


R-5504  Wilmington,  Ohio. 

Boundaries. 

Beginning  at  latitude  39®30'(X)"  N.,  longi¬ 
tude  83*02'00"  W., 

Thence  to  latitude  39®08'20"  N.,  longitude 
83®02'00"  W., 

Thence  to  latitude  39®  12 '30"  N.,  longitude 
84®06'00"  W., 

Thence  to  latitude  39*16'45"  N.,  longitude 
84®05'00"  W., 

Thence  to  latitude  39®30'00"  N.,  longitude 
83®47'00"  W., 

Thence  to  the  point  of  beginning,  exclud¬ 
ing  the  portion  that  coincides  with  Restricted 
Area  (Rr-543). 

Designated  altitudes.  3,000  feet  MSL  to 
Flight  Level  600. 

Time  of  designation.  0800  to  2200  EST, 
Monday  through  Saturday. 

Controlling  agency.  Federal  Aviation 
Agency,  Indianapolis  ARTC  Center. 

Using  agency.  Commander,  Wright  Air  De¬ 
velopment  Center,  Wrlght-Patterson  AFB, 
Ohio. 

§  608.56  Oklahoma. 

R-5601  Fort  Sill,  Okla. 

Boundaries.  Beginning  at  latitude  34®47'- 
00",  longitude  98®17'00";  south  to  latitude 
34®88'00";  west  to  longitude  98®46'00"; 
north  to  latitude  34°47'00";  east  to  longitude 
98®38'00";  south  to  latitude  34®44'00";  east 
to  longitude  98®36'00";  south  to  latitude 
34®43'00";  east  to  longitude  98®22'00"; 
northeast  to  latitude  34®44'00",  longitude 
98®21'00";  north  to  latitude  34®47'00";  east 
to  latitude  34®47'00",  longitude  98®17'00", 
point  of  beginning. 

Designated  altitudes.  Svirface  to  65,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Fort 
Sill,  Okla. 

§  608.57  Oregon. 

R-5701  Boardman,  Oreg. 

Boundaries.  Beginning  at  latitude  45°50'- 
08"  N,,  longitude  119®37'26"  W.;  due  south 
to  latitude  45®30'15"  N.;  west-southwest  to 
latitude  45®37'45"  N.,  longitude  119®46'00" 
W.;  west  to  latitude  •45°37'58"  N.,  longitude 
119®52'32"  W.;  due  north  to  latitude  45®50'- 
06"  N.;  due  east  to  latitude  45®50'08"  N., 
longitude  119®37'26"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL. 

Time  of  designation.  Contlnuo\is. 

Using  agency.  Commander,  92nd  Bom¬ 
bardment  Wing,  Fairchild  AFB,  Wash. 

R-5702  Klamath  Falls,  Oreg.  (Kingsley 

*  Field),  Restricted  Area/Mllltary  Climb 
Corridor, 

Boundaries.  'That  area  centered  on  the 
325*  True  radial  of  the  Klamath  Falls 
VORTAC  extending  from  10  statute  miles  NW 
of  the  alriK>rt  to  32.5  statute  miles  NW  of  the 
airport,  having  a  width  of  2.5  statute  miles  at 
the  beginning  and  a  width  of  4.5  statute 
miles  at  the  outer  extremity. 

Designated  altitudes. 

6,100  feet  MSL  to  19,100  feet  MSL  from 
10  statute  miles  NW  of  the  airport  to  11  stat¬ 
ute  miles  NW  of  the  airport. 

6.100  feet  MSL  to  27,000  feet  MSL  from  11 
to  15  statute  miles  NW  of  the  airport. 

10.100  feet  MSL  to  27,000  feet  MSL  from  15 
to  20  statute  miles  NW  of  the  airport. 

14.100  feet  MSL  to  27,000  feet  MSL  from  20 
to  25  statute  miles  NW  of  the  airport. 

19.100  feet  MSL  to  27,000  feet  MSL  from  25 
to  30  statute  miles  NW  of  the  airport. 

23.100  feet  MSL  to  27,000  feet  MSL  from  30 
to  32.5  statute  miles  NW  of  the  airport. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Klamath  Falls  Approach  Control. 

Using  agency.  Commander,  322nd  Fighter 
Interceptor  Squadron,  Kingsley  Field,  Oreg. 
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to  latitude  26’16'00"  N.,  longitude 
W.;  due  west  to  longitude  97*- 
w  north-norwest  to  latitude  26*- 
h”  longitude  97*31'30"  W.;  east- 
*!iheaBt  to  latitude  26*31'30"  N..  longitude 
W.;  counterclockwise  along  the  arc 
3  miles  in  radius,  centered  at  Port 
Airport  (latitude  26"33'36"  N.. 

W.)  to  latitude  26-- 
SSIIn  longitude  97"28'30''  W.;  west- 
Sndiwest’to  latitude  26*33'00"  N..  longitude 
iSiM'ao"  W’  north-northwest  to  latitude 
N..  longitude  97*48'30"  W.;  west- 
iLithwest  to  latitude  27‘16'30''  N.,  longitude 
Si?'  W.;  northerly  to  latitude  27*29'00" 
-  lonritude  97'’55'15"  W.;  east-northeast 
ttlatltode  27*30'00"  N.,  longitude  97‘62'00" 
«.  counterclockwise  along  the  arc  of  a  clr- 
miles  in  radius,  centered  at  latitude  27’- 
Irso"  N.,  longitude  97'’62'45"  W.,  to  latitude 
«*82'40"  N.,  longitude  97'’51'00"  W.;  north- 
J^west  to  latitude  27*33'12"  N.,  longitude 
^51'40"  W.;  northeast  to  latitude  27“- 
S'18"  Nw  longitude  97“33'30"  W.;  counter- 
along  the  arc  of  a  circle  3  miles 
J^us,  centered  at  Cuddihy  Field  (latitude 
17*48'16"  N.,  longitude  97“30'30"  W.)  to 
Udtude  27“40'30"  N.,  longitude  97”29'40" 
f  northeast  to  latitude  27“47'00"  N.,  longi- 
t»de  97*20'00"  W.;  east-northeast  to  lati¬ 
tude  a7’49'80"  N.,  longitude  97“07'30" 
counterclockwise  along  the  arc  of  a  circle  3 
miiea  in  radius,  centered  at  Port  Aransas 
ilroort  (latitude  27“49'46"  N.,  longitude 
97*04'80"  W.)  to  a  latitude  27*49'30"  N., 
toigltude  97“01'30"  W.;  easterly  to  latitude 
27*49'20"  N.,  longitude  97*00'00"  W.,  point 
(d  beginning. 

Dugnated  altitudes.  To  46,000  feet. 

rime  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  NAS, 
Corpus  Christl,  Tex. 


B-d302  Port  Hood,  Tex. 

Boundaries.  Beginning  at  latitude  31°06'- 
07"  N.,  longitude  97"32'45"  W.;  thence 
northwest  to  latitude  31°09'00"  N.,  longitude 
87*41'16"  W.;  north  to  latitude  31"09'46" 
K,  longitude  97“41'16"  W.;  west  to  latitude 
8r09'46"  N.,  longitude  97“43'16"  W.,  south- 
uuthwest  to  latitude  31*08'45"  N.,  longitude 
W'tt'SO"  W.,  west  to  latitude  31“08'46"  N., 
longitude  97“47'16"  W.;  northwest  to  lati¬ 
tude  31“16'00"  N.,  longitude  97"60'45"  W.; 
north  to  latitude  31'19'15"  N..  longitude 
97*60'46"  W.;  northeast  to  latitude  31  “23'- 
J5"  N.,  longitude  97“47'40"  W.;  east-south¬ 
east  to  latitude  31“22'30"  N.,  longitude  97°- 
4J'46"  W.;  southeast  to  latitude  31“12'46" 
N.,  longitude  97*30'45"  W.;  southwest  to 
point  of  beginning. 

Designated  altitudes.  Surface  to  33,000 
feetlfSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Port 
Hood,  Tex. 


Rr^03  Matagorda  Island,  Tex. 

Boundaries.  Beginning  at  latitude  28“  15'- 
20",  longitude  96“26'60";  latitude  28“18'56", 
longitude  96“27'46";  latitude  28“20'56", 
longitude  96“29'16";  latitude  28“12'00", 
longitude  96“46'00";  latitude  28“07'00", 
longitude  96“42'00";  thence  parallel  to  and 
3  nautical  miles  from  the  shoreline  to  the 
point  of  beginning. 

Designated  altitudes.  Surface  to  60,000 
leet  MSL. 

rime  of  designation.  Sunrise  to  sunset. 

Using  agency.  Commander,  Second  Air 
rorce,  Barksdale  APB,  La. 


R-6304  Reese  APB,  Tex. 

Boundaries.  Beginning  at  latitude  33“49'- 
50",  longitude  102“26'15";  to  latitude  33“- 
waS",  longitude  103“02'46";  to  latitude 
« 0ri6",  longitude  103“02'46";  thence 
counterclockwise  via  an  arc  the  radi\is  of 
which  is  30  miles  from  Cannon  APH,  to  lati¬ 
tude  84“28'20".  longitude  102“47'46";  to 
»Utude  84“00'46",  longitude  102“04'60"; 


thence  counterclockwise  via  an  arc  the  radius 
of  which  is  26  miles  from  the  Lubbock,  Texas, 
L/MF  radio  range  to  point  of  beginning. 

Designated  altitudes.  12,000  feet  MSL—' 
26,000  feet  MSL. 

Time  of  designation. .  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  El  Paso  ARTC  Center. 

Using  agency.  Commander,  Reese  APB, 
Tex. 

R--6305  Reese  APB,  Tex. 

Boundaries.  Beginning  at  latitude  33 “38'- 
60",  longitude  102“00'46";  to  latitude  83“- 
Ol'OO",  longitude  102“06'60";  to  latitude 
32“66'36",  longitude  102“34'00";  to  latitude 
32“67'00",  longitude  102“50'00";  to  latitude 
33“00'00",  longitude  103“34'30";  to  latitude 
33“05'30",  longitude  103“48'00";  to  latitude 
33“23'00",  longitude  103“48'00";  to  latitude 
33“24'10",  longitude  103“41'30";  to  latitude 
33“46'30",  longitude  103“22'00";  to  point  of 
beginning. 

Designated  altitudes.  12,000  feet  MSL- 
26,000  feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  El  Paso  ARTC  Center. 

Using  agency.  Commander,  Reese  APB, 
Tex. 

R-6306  Webb  APB,  Tex. 

Boundaries.  Beginning  at  latitude  31  “30'- 
00",  longitude  101“00'00";  to  latitude  31“- 
09'30",  longitude  101“00'00";  to  latitude 
30“62'80",  longitude  101“30'00";  to  latitude 
31“01'26",  longitude  102“64'30";  to  latitude 
31“24'00",  longitude  103“01'00";  to  latitude 
31“34'16",  longitude  102“39'00";  to  latitude 
31“31'30",  longitude  102“11'46";  to  latitude 
31“46'20",  longitude  101“44'46";  to  point  of 
begiiming. 

Designated  altitudes.  10,000  feet-26,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  pa  Paso  ARTC  Center. 

Using  agency.  Commander,  Webb  APB, 
Tex. 

R-6307  Webb  APB,  Tex. 

Boundaries.  Beginning  at  latitude  32“  16'- 
10",  longitude  102°24'30";  to  latitude  32“20'- 
25",  longitude  102“13'30";  to  latitude  32*- 
61'60",  longitude  102“08'16":  to  latitude 
32“44'45",  longitude  102“46'16";  to  latitude 
32“36'16",  longitude  102’46'16";  to  point  of 
beginning. 

Designated  altitudes.  12,000  feet  MSL- 
26,000  feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
^ency,  El  Paso  ARTC  Center. 

Using  agency.  Commander,  Webb  APB, 
Tex. 

R-6308  Webb  APB,  Tex. 

Boundaries.  Beginning  at  latitude  32“ - 
31'16",  longitude  100“28'00";  to  latitude 
32“28'40",  longitude  101“12'40";  thence 
counterclockwise  via  an  arc  the  radlxis  of 
which  is  15  nautical  miles  from  the  Big 
Spring,  Texas  VOR;  to  latitude  32“31'30", 
longitude  101“43'46";  to  latitude  32“37'40", 
longitude  102“00'30";  to  latitude  33“27'00", 
longitude  101“62'16";  to  latitude  33“26'30", 
longitude"  101  “39'00";  to  latitude  33“32'40", 
longitude  101“21'30";  to  latitude  33“26'00", 
longitude  100“42'10";  to  latitude  33“08'00", 
longitude  100“28'00";  to  point  of  beginning. 

Designated  altitudes.  12,000  feet  MSL- 
26,000  feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  El  Paso  ARTC  Center. 

Using  agency.  Commander,  Webb  ,  APB, 
Tex, 

R-6309  Big  Spring,  Tex.  (Webb  AFB),  Re¬ 
stricted  Area/Military  Climb  Corridor. 

Boundaries.  That  area  centered  on  the 
161“  True  radial  of  the  Webb  APB  TACAN, 


beginning  14.5  statute  miles  southeast  of 
the  TACAN  and  extending  to  41.5  statute 
miles  southeast  of  the  TACAN,  having  a 
width  of  3  statute  miles  at  the  beginning 
and  expending  unifCHmly  to  a  width  of  6 
statute  miles  at  the  outer  extremity. 
Designated  altitudes. 

4,600'  MSL  to  15,600'  MSL  from  14.5  to 

15.6  statute  miles  southeast  of  the  Webb 
APB  TACAN. 

4,600'  MSL  to  24,600'  MSL  from  15.6  to 

16.6  statute  miles  southeast  of  the  TACAN. 
4,600'  MSL  to  27,000'  MSL  from  16.6  to 

19.5  statute  miles  southeast  of  the  TACAN. 
8,600'  MSL  to  27,000'  MSL  from  19.5  to 

24.5  statute  miles  southeast  of  the  TACAN. 
12,600'  MSL  to  27,000'  MSL  from  24.6  to 

29.5  statute  nalles  southeast  of  the  TACAN. 
17,600'  MSL  to  27,000'  MSL  from  29.5  to 

34.5  statute  miles  southeast  of  the  TACAN. 
21,600'  MSL  to  27,000'  MSL  fr<»n  34.6  to 

41.5  statute  miles  southeast  of  the  TACAN. 
Time  of  use.  Continuous. 

Using  agency.  Webb  APB  Approach 
Control. 

§  608.64  Utah. 

R-6401  Deseret,  Utah. 

Boundaries.  North  boundary:  latitude 
40“16'27";  east  boundary:  longitude  112“- 
18'43";  south  boundary:  latitude  40“15'42"; 
west  boundary:  longitude  112“21'01". 

Designated  altitudes.  Surface  to  10,000 
feet  MSL. 

Time  of  designation.  Unlimited. 

Using  agency.  Commanding  Officer, 
Tooele  Ordnance  Depot,  Tooele,  Utah. 

R-6402  Dugway  Proving  Ground,  Tooele, 
Utah, 

Boundaries.  Dugway  Proving  Ground 
area:  Beginning  at  latitude  40“26'00"  N., 
longitude  112“53'00"  W.;  south  to  latitude 
40“15'00"  N.;  east  to  longitude  112“46'20" 
W.;  south  to  latitude  40“08'00"  N.;  east  to 
longfitude  112*43'00"  W.;  south  to  latitude 
40“03'00"  N.;  west  to  longitude  112“46'20" 
W.;  south  to  latitude  40“01'00"  N.;  west  to 
longitude  112°46'30"  W.;  north  to  latitude 
40“02'00"  N.;  west  to  longitude  113“14'00" 
W.;  north  to  latitude  40“04'16"  N.;  west  to 
longitude  113“20'30"  W.;  north  to  latitude 
40“15'00"  N.;  east  to  longitude  113“14'00" 
W.;  north  to  latitude  40“20'20"  N.;  east  to 
longitude  113“07'00"  W.;  north  to  latitude 
40“26'00"  N.;  east  to  latitude  40°25'00"  N., 
longitude  112“53'00"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  40,000 
feet. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General, 
Dugway  Proving  Ground,  Tooele,  Utah. 

R-6403  Tooele,  Utah. 

Boundaries.  North  boimdary:  latitude 
40“32.'00"  N.;  east  boundary:  longitude 
112“27'00";  south  boundary:  latitude  40“- 
30'00"  N.;  west  boimdary:  longitude 

112“29'00"  W. 

Designated  altitudes.  Surface  to  9,000 
feet  MSL. 

rime  of  designation.  Daylight  hours  only. 
Using  agency.  Commanding  Office, 
Tooele  Ordnance  Depot,  Tooele,  Utah. 

R-6404  Wendover,  Utah. 

Boundaries.  Beginning  at  latitude  41  “- 
10'40",  longitude  112°45'00";  thence  to  lati¬ 
tude  41“00'00",  longitude  112“45'00";  thence 
to  latitude  41“00'00",  longitude  112“66'30"; 
thence  to  latitude  40“51'30",  longitude  112*- 
56'80";  thence  to  latitude  40“48'30",  longi¬ 
tude  113“40'00";  thence  to  latitude  41“- 
15'00",  longitude  113“43'50";  thence  to 
point  of  beginning. 

Designated  altitudes.  Surface  to  60,000 
feet. 

Time  of  designation.  Sunrise  to  sunset. 
Using  agency.  Commander,  Ogden  Air  Ma¬ 
teriel  Area,  Ogden,  Utah. 
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R-6406  Wendover,  Utah. 

Boundaries.  Beginning  at  latitude  39”- 
66'00"  N.,  longitude  112”40'00"  W.;  thence 
to  latitude  89®46'00"  N.,  longitude  112*- 
40'00"  W.;  thence  west  to  latitude  S9*45'00'' 
N.,  longitude  112®48'00"  W.;  thence  south 
to  latitude  39*19'00''  N.,  longitude  112“- 
48'00"  W.;  thence  west  to  latitude  39“18'20" 
N.,  longitude  113  *01 '30"  W.;  thence  west  to 
latitude  39“14'30"  N.,  longitude  113*22'30" 
W.;  thence  NW  to  latitude  39*20'40"  N., 
longitude  113“37'30"  W.;  thence  SW  to  lati¬ 
tude  39*17'00"  N.,  longitude  113“48'00"  W.; 
thence  north  to  latitude  39*55'00"  N.,  longi¬ 
tude  113“48'00"  W.;  thence  east  to  the  point 
of  beginning. 

Designated  altitude.  Surface  to  60,000 
feet. 

Time  of  designation.  Sunrise  to  sunset. 

Using  agency.  Commander,  Hill  AFB, 
Utah. 

R-6406  Wendover,  Utah. 

Boundaries.  Beginning  at  latitude  40°40'- 
80"  N.,  longitude  113*00'00"  W.;  thence  south 
to  latitude  40*25'00"  N.,  longitude  113"00'00" 
W.;  thence  east  to  latitude  40*25'00"  N., 
longitude  112“53'00"  W.;  thence  south  to 
latitude  40“20'00"  N.,  longitude  112*53'00" 
W.;  thence  east  to  latitude  40“20'00"  N., 
longitude  112“40'00"  W.;  thence  south  to 
latitude  39“55'00'*  N..  longitude  112*40'00" 
W.;  thence  west  to  latitude  89“65'00"  N., 
longitude  113*48'00"  W.;  thence  north  to 
latitude  40“00'00"  N.,  longitude  113“48'00" 
W.;  thence  west  to  latitude  40“00'00"  N., 
longitude  114*00'00"  W.;  thence  north  to 
latitude  40*20'00"  N.,  longitude  114*00'00" 
W.;  thence  west  to  latitude  40“20'00"  N., 
longitude  114*08'00"  W.;  thence  north  to 
latitude  40“26'00"  N.,  longitude  114*08'00" 
W.;  thence  east  to  latitude  40“26'00"  N., 
longitude  114”00'00"  W.;  thence  north  to 
latitude  40*38'30"  N..  longitude  114*00'00" 
W.;  thence  east  to  the  point  of  begiiming. 

Designated  altitude.  Surface  to  60,000 
feet  MSL. 

Time  of  designation.  Unlimited. 

Using  agency.  Commander,  Hill  AFB, 
Utah. 

R-6407  Wendover.  Utah. 

Boundaries.  Beginning  at  latitude  40“ - 
86'30",  longitude  114“14'00";  thence  to  lati¬ 
tude  40“38'00",  longitude  114*07'40";  thence 
to  latitude  40“38'00",  longitude  114“00'00"; 
thence  to  latitude  40*26'00",  longitude  114“- 
OO'OO";  thence  to  latitude  40“26'00",  longi¬ 
tude  114“08'00";  thence  to  latitude  40“- 
20'00",  longitude  114“08'00";  thence  to  lati¬ 
tude  40“20'00",  longitude  114“18'00";  thence 
to  point  of  beginning. 

Designated  altitudes.  15,000  to  35,000 
feet  MSL. 

Time  of  designation.  Sunrise  to  sunset 
Monday  through  Saturday. 

Using  agency.  Commander,  Ogden  Air  Ma¬ 
teriel  Area,  Ogden.  Utah. 

§  608.65  Vermont. 

R-6501  Underhill,  Vt. 

Boundaries.  Beginning  at  latitude  44*- 
30'15"  N.,  longitude  72“51'30"  W.;  to  lati¬ 
tude  44*27'00"  N.,  longitude  72“50'00"  W.; 
to  latitude  44“27'30"  N.,  longitude  72“53'16" 
W.;  to  latitude  44“28'30"  N.,  longitude  72“- 
56'50"  W.;  to  latitude  44*30'00"  N.,  longitude 
72“56'80"  W.;  to  latitude  44“30'16"  N., 
longitude  72*61'30"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  5,000  feet 
MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Adjutant  General,  State  of 
Vermont.  Montpelier,  Vt. 

§  608.66  Virginia. 

R-6601  Camp  A.  P.  Hill,  Va. 

Boundaries.  Beginning  at  latitude  38*- 
07'30"  N.,  longitude  77“07'00"  W.;  south- 


southwest  to  latitude  38“02'50"  N.,  longi¬ 
tude  77“08'00"  W.;  westerly  following 

the  county  road  to  latitude  88“00'25"  N., 
longitude  77“16'30"  W.;  north-northwest  to 
latitude  38“01'30"  N.,  longitude  77*16'50" 
W.;  north  to  latitude  38“08'40"  N., , longi¬ 
tude  77*17'25"  W.;  north-northeast  to  lati¬ 
tude  38“10'40"  N.,  longitude  77“16'20"  W.; 
southeasterly  along  UB.  Highway  No.  17  to 
latitude  38*07'30"  N.,  longitude  77“07'00" 
W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  22,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency,  Washington  ARTC  Center. 

Using  agency.  Commanding  General,  Sec¬ 
ond  United  States  Army,  Fort  Meade,  Md. 

R-6602  Camp  Pickett,  Va. 

Boundaries.  Beginning  at  latitude  37  “- 
04'30"  N.,  longitude  77“54'00"  W.;  along 
Highway  No.  40  to  latitude  37*03'30"  N.. 
longitude  77“50'00"  W.;  due  south  to  lati¬ 
tude  37“01'00"  N.,  longitude  77"50'00"  W.; 
along  Amber  civil  airway  No.  7  to  latitude 
36“59'30"  N..  longitude  77*51'30"  W.;  west 
along  a  creek  to  latitude  36“59'00"  N.,  longi¬ 
tude  77“55'30"  W.;  due  north  to  latitude  37*- 
02'15"  N.,  longitude  77“55'30"  W.;  thence 
counterclockwise  around  Blackstone  Control 
Zone  to  point  of  beginning. 

Designated  altitudes.  Surface  to  22,000 
feet  MSL. 

Time  of  designation.  Contlnuovis. 

Using  agency.  Commanding  General,  Sec¬ 
ond  United  States  Army,  Fort  Meade,  Md. 

R-6603  Chesapeake  Bay,  Va. 

Boundaries.  Beginning  at  latitude  37“43'- 
33",  longitude  76“00'45";  thence  southerly  to 
latitude  37“33'00",  longitude  76*03'55"; 
thence  northwesterly  to  latitude  37‘33'00", 
longitude  76*08'34";  thence  northerly  to 
latitude  37®45'00",  longitude  76*O0'48"; 
thence  due  east  to  latitude  37*45'00",  lon¬ 
gitude  76“08'51";  thence  along  the  circum¬ 
ference  of  the  Tangier  Island  Restricted  Area 
R-88,  5  nautical  mile  radius  to  the  point  of 
beginning  at  latitude  37  “43 '33",  longitude 
76“00'45". 

Designated  altitudes.  Surface  to  30,000 
feet. 

Time  of  designation.  Daylight  and  dark¬ 
ness,  7  days  a  week. 

Using  agency.  Coordinator,  Virginia  Capes 
Operating  Area,  Norfolk,  Va. 

Rr-6604  Chincoteague  Inlet,  Va. 

Boundaries.  Beginning  at  latitude  37°56'- 
45"  N.,  longitude  75“27'3P"  W.;  thence  south¬ 
east  to  latitude  37*51'30"  N.,  longitude  75“- 
17'16"  W.;  thence  southerly  three  nautical 
miles  from  the  shoreline  to  latitude  37“38'- 
45"  N.,  longitude  75“31'20"  W.;  thence  north 
to  latitude  37“60'24"  N..  longitude  75*31'20" 
W.;  thence  northeast  to  point  of  beginning. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Continuous. 

Using  agency.  Chief,  Wallops  Station,  Na¬ 
tional  Aeronautics  and  Space  Administra¬ 
tion.  Wallops  Island,  Va. 

R-6606  Pendleton,  Va. 

Boundaries.  Beginning  at  latitude  36“50'- 
41"  N.,  longitude  75*54'40"  W.;  southerly 
paralleling  the  shoreline  at  a  distance  of  3 
nautical  miles  to  latitude  36*34'83"  N.,  lon¬ 
gitude  75“48'40"  W.;  northwest  to  latitude 
36*45'03"  N.,  longitude  75“56'12"  W.;  west- 
southwest  to  latitude  36*44'45"  N.,  longitude 
75“57'05"  W.;  westerly  to  latitude  36“44'39" 
N.,  longitude  75“58'00"  W.;  north-northwest 
to  latitude  36*47'00"  N.,  longitude  75“58'46" 
W.;  east-northeast  to  latitude  86“47'18"  N., 
longitude  75*56'54"  W.;  northeast  to  lati¬ 
tude  36“50'41"  N..  longitude  75*54'40"  W., 
point  of  beginning. 

Designated  altitudes.  Unlimited. 

Time  of  designation.  Prcnn  0800  to  1700 
e.a.t.,  Mondays  through  Fridays. 


Using  agency.  Commanding  Officer  ttb 
Fleet  Air  Defense  Training  Center,  Dam  j 

R-6607  Potomac  River,  Va. 

Boundaries.  East  area:  Beginning  n  u*, 
tude  38“07'00"  N.,  longitude  76*^30'.  » 
southeast  to  latitude  37  *53 '10"  N.  ion»iJi‘' 
76*14'00"  W.;  along  the  south  shore  S 
Potomac  River  to  latitude  87*50'ao"  » 
longitude  76*26'30"  W.;  northwest  to 
tude  38*05'40"  N..  longitude  76*33'32*.^‘ 
northeast  to  latitude  38“07'25"  N.,  lonaitM'’ 
76“30'45"  W.;  east-southeast  to  latlt^^ 
07'00"  N..  longitude  76*28'30"  W.;  due  ^ 
to  latitude  38°07'00"  N.,  longitude  76*24^ 
W.,  poidt  of  beginning.  ** 

Designated  altitudes.  Unlimited. 

■  Time  of  designation.  Continuous. 

Using  agency.  Commander,  Naval  Air  Te«t 
Center,  Patuxent  River,  Md.  * 

R-6608  Quantico,  Va. 

Boundaries.  Beginning  at  latitude  SS-sa- 
00"  N.,  longitude  77“20'00"  W.;  west-south' 
west  to  latitude  38“29'00"  N.,  longitude  Tp! 
28’45"  W.;  west-northwest  to  latitude  8**' 
31'20"  N.,  longitude  77“34'07"  W.;  due  north 
to  latitude  38*37'00"  N..  east-northeast  to 
latitude  38*38'47"  N.,  longitude  77*80'00'' 
W.;  east-southeast  to  latitude  38*38*00"  N 
longitude  77“26'15"  W.;  south-southeast  to 
latitude  38*34'00"  N.,  longitude  77*2I’00" 
W.;  east-southeast  to  latitude  88“38'00"  R 
longitude  77"20'00"  W.,  point  of  beglnnW 
Designated  altitudes.  Surface  to  KoS 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Marine  Com 
Air  Station,  Quantico,  Va. 

R-6609  Tangier  Island,  Va. 

Boundaries.  A  circle  with  a  radius  of  5 
nautical  miles  centered  at  latitude  37*47'64'' 
N.,  longitude  76“03'48"  W.,  excluding  any 
portion  which  overlaps  Amber  civil  alnm 
No.  9.  ’ 

Designated  altitudes.  Surface  to  tm- 
limited. 

Time  of  designation.  Continuous. 

Using  agency.  Commander,  Fleet  Air  De- 
tachment,  NAS,  Oceana,  Va. 

R-6610  Hampton  Roads,  Va.  (Langley  APB), 
Restricted  Area  /Military  Climb  CX>rridGr. 
Boundaries.  That  area  based  on  the  Oil* 
True  radial  of  the  Langley  AFB  TVOB,  begin¬ 
ning  5  statute  miles  north  of  the  air  iMse  and 
extending  32  statute  miles  north  of  the  sir 
base  having  a  width  at  the  point  of  beginning 
of  1  statute  mile  to  the  west  and  2  statute 
miles  to  the  east  of  the  011“  True  radial.  The 
western  boundary  expands  uniformly  to  i 
width  of  2.3  statute  miles  west  of  the  Oil* 
True  radial  at  the  outer  extremity.  The  east¬ 
ern  boimdary  decreases  to  a  width  of  li 
statute  miles  10  statute  miles  from  the  point 
of  beginning  of  the  climb  corridor,  then  ex¬ 
pands  to  a  width  of  2.3  statute  miles  east  of 
the  Oil*  True  radial  at  the  outer  extremity. 
Designated  altitudes. 

2,000'  MSL  to  15,000'  MSL  from  5  statute 
miles  north  of  the  air  base  to  6  statute  mika 
north  of  the  air  base. 

2,000'  MSL  to  24,000'  MSL  from  6  to  7 
statute  miles  north  of  the  air  base. 

2,000'  MSL  to  27,000'  MSL  from  7  to  tt 
statute  miles  north  of  the  air  base. 

6,000'  MSL  to  27,000'  MSL  from  10  to  II 
statute  miles  north  of  the  air  base. 

10,000'  MSL  to  27,000'  MSL  from  15  to  JO 
statute  miles  north  of  the  air  base. 

15,000'  Mfg.  to  27,000'  MSL  from  20  to  81 
statute  miles  north  of  the  air  base. 

19,000'  MSL  to  27,000'  MSL  frmn  20  to  U 
statute  miles  north  of  the  air  base. 

Time  of  use.  Contlnuoiu. 

Using  agency.  Langley  AFB  Appioid 
Ckmtrol. 
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^11  Dahlgren  Complex,  Va. 

^^ndaries.  Prom  latitude  38*21'30"  N., 

*^ide  77*01'15''  W.;  southeast  to  latitude 
N..  longitude  76*66'00"  W.;  south- 
latitude  38"16'45"  N.,  longitude  78*- 
w;  southwest  to  latitude  88*13'00" 

?  inndtude  76*54'35"  W.;  northwest  to 
88*1®'!®''  N.,  longitude  77*02'00'' 
^northeast  to  point  of  beginning. 

^gfjignated  altitude.  Surface  to  40,000  feet 

of  designation.  0800  to  1700  local 
time,  Monday  through  Friday. 
^^trolling  agency.  Federal  Aviation 
Washington  ARTC  Center. 

nAtff  aaency.  Commander,  Naval  Proving 

Dahlgren  Complex,  Va. 

Boundaries.  Two  overlapping  circular 
with  7,000  foot  radii  centered  at  lati- 
^88*17'59"  N.,  longitude  77*02'15"  W„ 
^  latitude  38'18'23"  N.,  longitude  77"02'- 
n'*  W 

j)esignated  altitudes.  Surface  to  7,000  feet 
USL. 

fine  of  designation.  0800  to  1700  local 
jtuidard  time,  Monday  through  Friday. 

controlling  agency.  Federal  Aviation 
jjuicy,  Washington  ARTC  Center. 

pjinj  agency.  Commander,  Naval  Proving 
Onjuuds,  Dahlgren,  Va. 

8^18  Dahlgren  Complex,  Va. 

Boundaries.  Beginning  at  latitude  38 ”16'- 
41"  N.,  longitude  76”62'00"  W.;  southeast  to 
latitude  88*13'30"  N.,  longitude  78*46'36" 
V.;  southwest  to  latitude  38”10'00"  N.,  longi¬ 
tude  76*60'00"  W.;  northwest  to  latitude 
|8*18'00"  N.,  longitude  76*54'35"  W.,  north- 
ait  to  point  of  beginning. 

Stagnated  altitudes.  Surface  to  40,000 
leetliSL. 

Time  of  designation.  0800  to  1700  local 
ataodard  time,  Monday  through  Friday. 

Controlling  agency.  Federal  Aviation 
kfgocj,  Washington  ARTC  Center. 

Vslng  agency.  Commander,  Naval  Proving 
Qrounds,  Dahlgren,  Va. 

S  608.67  Washington. 

S-87D1  Admiralty  Inlet,  Wash. 

Boundaries.  Circular  area  with  a  radius 
of  8  miles  centered  at  latitude  48”06'43"  N., 
kngitude  122*35'49"  W. 

Dedgnated  altitudes.  Surface  to  10,000 
f«et 

rime  of  designation.  Continuous. 

gUng  agency.  Commanding  OfQcer,  NAS, 
Wlddhey  Island,  Wash. 

R-8703  Fort  Lewis,  Wash. 

Boundaries.  Prom  a  point  on  the  Northern 
Pidflc  Railroad  at  latitude  47®03'10",  longi¬ 
tude  122*31'25";  southerly  along  railroad  to 
letttude  47*02'30",  longitude  122‘’31'40"; 
tbence  E  to  latitude  47  ”02 '30",  longitude 
122*81'00";  jthence  southerly  to  latitude  47*- 
00'80",  longitude  122'’31'25";  thence  W  to 
theNcarthern  Pacific  Railroad  at  latitude  47®- 
00'60",  longitude  122*32'10";  thence  south¬ 
erly  along  the  railroad  to  latitude  46®64'30", 
l<mgltude  122°39'30";  thence  north-easterly 
•long  the  W  edge  of  Victor  airway  No.  28  to 
leUtude  47®04'25",  longitude  122®35'16", 
thence  southeasterly  to  point  of  beginning. 

Designated  .altitudes.  Surface  to  5,000  feet 
USL 

rine  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Port 
1*^,  Wash, 

Br8704  Fort  Lewis,  Wash. 

Boundaries.  Prom  a  point  along  Highway 
TO  M  at  latitude  47®06'25",  longitude  122*- 
88'10",  thence  southeasterly  to  the  western 
of  Victor  airway  No.  23  at  latitude 
«*04'26",  longitude  122®35'15";  thence 
w^westerly  along  the  western  edge  of 
Victor  airway  No.  23  to  latitude  46®64'30", 
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longitude  122*39'20":  thence  southwesterly 
along  the  Northern  Pacific  Railroad  to  town 
of  Ranler,  Washington  at  latitude  46°53'12", 
longitude  122®41'16";  thence  northwesterly 
along  road  to  road  Jiinction  at  latitude  46*- 
57'12",  longitude  122®46'47";  thence  due  N 
to  Northern  Pacific  Railroad  at  latitude  46*- 
59'52",  longitude  122*46'47";  thence  north¬ 
westerly  along  railroad  to  Highway  US  99 
at  latitude  47*05'00",  longitude  122®40'04"; 
thence  northeasterly  along  Highway  US  99 
to  point  of  beginning  at  latitude  47“05'25", 
longitude  122  *38' 10". 

Designated  altitudes.  Surface  to  14,000 
feet  MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  General,  Port 
Lewis,  Wash. 

R-6706  Juan  De  Puca,  Wash. 

Boundaries.  North  boundtuy:  United 
States-Canadian  border;  east  boundary: 
longitude  123*42'00";  south  boimds^y:  one- 
half  mile  north  of  and  parallel  to  the  north 
coast  of  Washington:  west  botmdary:  longi¬ 
tude  124*25'00"  W. 

Designated  altitudes.  Surface  to  1,000  feet 
MSL. 

Time  of  designation.  Continuous. 

Using  agency.  Commanding  Officer,  NAS, 
Whldbey  Island,  Wash. 

R-6707  Queets,  Wash. 

Boundaries.  Beginning  at  latitude  47*29'- 
25"  N.,  longitude  124®25'00"  W.;  clockwise 
along  the  arc  of  a  circle  with  a  radius  of  3 
miles  centered  at  latitxide  47®27'00"  N.,  lon¬ 
gitude  124*24'15"  W.;  to  latitude  47®24'25" 
N„  longitude  124*24'30"  W.;  north  paralleling 
the  shoreline  at  a  distance  of  3  nautfcal  miles 
to  latitude  47*29'26"  N.,  longitude  124*25'00" 
W.,  point  of  begiiming. 

Designated  altitudes.  Surface  to  12,000 
feet  MSL. 

Time  of  designation.  Sunrise  to  sunset. 
Using  agency.  Commanding  Officer,  NAS, 
Whldbey  Island,  Wash. 

Br-6708  Rosario  Strait,  Wash. 

Boundaries.  A  circular  area  within  a  ra¬ 
dius  of  one  (1)  nautical  mile  centered  on 
latitude  48*29'00"  N„  longitude  122*46'00" 
W. 

Designated  altitudes.  Surface  to  1,000 
feet  MSL. 

Time  of  designation.  Continuous. 
Controlling  agency.  Pedertd  Aviation 
Agency,  Seattle  ARTC  Center. 

Using  agency.  Commanding  Officer,  NAS, 
Whldbey  Island,  Wash. 

Rr-6710  Spokane,  Wash.  (Geiger  Field) ,  Re¬ 
stricted  Area/NDlitary  Climb  Corridor. 
Boundaries.  The  area  centered  on  the 
351°  True  radial  of  the  Spokane,  Washington, 
Omnirange  from  the  northern  edge  of  the 
Spokane  Control  Zone  to  a  point  25  statute 
miles  north  thereof  and  being  2J&  miles  wide 
at  the  Control  Zone  and  expanding  to  a  width 
of  5.8  miles. 

Designated  altitudes.  The  area  shall  in¬ 
clude  the  airspace  between  the  following 
altitudes  only: 

4,500  feet  MSL  to  17,500  feet  MSL  from 
Spokane  Control  Zone  to  a  point  1  mile 
north  thereof. 

4,500  feet  MSL  to  26,600  feet  MSL  from  a 
point  1  mile  to  a  point  2  miles  from  the 
control  zone. 

4.500  feet  MSL  to  27,000  feet  MSL  from  a 
point  2  miles  to  a  point  5  miles  from  the 
control  zone. 

8.500  feet  MSL  to  27,000  feet  MSL  from  a 
point  5  miles  to  a  point  10  miles  from  the 
control  zone. 

12.500  feet  MSL  to  27,000  feet  MSL  from  a 
point  10  miles  to  a  point  15  miles  from  the 
control  zone. 

17.500  feet  MSL  to  27,000  feet  MSL  from  a 
point  15  miles  to  a  point  20  miles  frmu  the 
control  zone. 


21,500  feet  MSL  to  27,000  feet  MSL  from  a 
point  20  miles  to  a  point  25  miles  from  the 
control  zone. 

Time  of  designation.  Continxious. 
Controlling  agency.  Federal  Aviation 
Agency,  Spokane  Approach  Control. 

Using  agency.  Commander,  116th  Fighter 
Interceptor  Squadron,  Spokane,  Wash. 

R-6711  Tacoma,  Wash.  (McChord  AFB) ,  Re¬ 
stricted  Area/Milita]7  Climb  Corridor. 
Boundaries.  The  area  centered  on  the  316® 
'True  radial  of  the  McChord  AFB  Terminal 
Omnirange  extending  from  the  airport  con¬ 
trol  zone  to  a  point  27  statute  miles  north¬ 
west  thereof  and  having  a  width  of  2  miles 
at  the  airport  control  zone  and  exi>anding  to 
a  width  of  4.6  miles  at  a  point  27  miles  north¬ 
west  of  the  control  zone. 

Designated  altitudes.  The  area  described 
above  shall  include  the  airspace  between  the 
following  altitudes  only: 

2,300  feet  MSL  to  15,300  feet  MSL  from  the 
control  zone  to  a  point  1  mile  northwest 
thereof. 

2.300  feet  MSL  to  24300  feet  MSL  from  a 
point  1  mile  to  a  point  2  miles  from  the  con¬ 
trol  zone. 

2300  feet  MSL  to  27,000  feet  MSL  from  a 
point  2  miles  to  a  point  5  ifilles  from  the  con¬ 
trol  zone. 

6.300  feet  MSL  to  27,000  feet  mat,  from  a  ‘ 
point  5  miles  to  a  point  10  miles  from  the  con¬ 
trol  zone. 

10.300  feet  MSL  to  27,000  feet  MSL  from  a 
point  10  milM  to  a  point  15  miles  from  the 
control  zone.. 

15300  feet  MSL  to  27,000  feet  MSL  from  a 
point  15  miles  to  a  point  20  miles  from  the 
control  zone. 

19.300  feet  MSL  to  27,000  feet  MSL  from  a 
point  20  miles  to  a  point  27  miles  from  the 
control  zone. 

Time  of  designation.  Continuous. 
Controlling  agency.  Federal  Aviation 
Agency,  McChord  Approach  Control. 

Using  agency.  Commander,  McChord  AFB, 
Wash. 

R-6713'  Whldbey  Island,  Wash. 

Boundaries.  Beginning  at  latitude  48®25'- 
00"  N.,  longitude  123*05'00"  W.;  to  latitude 
48°23'00"  N.,-  longitude  123*06'00"  W.;  to 
latitude  48®16'30"  N.,  longitude  123®03'00" 
W.;  to  latitude  48®16'30"  N.,  longitude  122*- 
55'30"  W.;  to  latitude  48®19'45"  N.,  loi^- 
tude  122®46'80"  W.;  to  latitude  48*26'00"  N., 
longitude  122*53'30"  W.;  thence  to  point  of 
beginning. 

Designated  altitudes.  Sxirface  to  10,000 
feet  MSL. 

Time  of  designation.  From  0700  to  2400 
local  standard  time. 

Controlling  agency.  Federal  Aviation 
Agency,  Seattle  ARTC  Center. 

Using  agency.  Commanding  Officer,  NAS, 
Whldbey  Island,  Wash. 

R-6714  Yakima,  Wash. 

Boundaries.  Beginning  at  latitude  46®- 
51'00"  N.,  longitude  119®58'00"  W.;  south¬ 
erly  following  the  west  shore  of  the  Coliun- 
bla  River  to  latitude  46°  39 '00"  N.,  longitude 
119°55'30"  W.;  due  south  to. latitude  46*- 
33'00"  N.;  due  west  to  longitude  120®13'45" 
W.;  northwest  to  latitude  48®39'00"  N., 
loxigitude  120®26'38"  W.;  due  north  to 
latitude  46®43'00"  N.;  north-northeast  to 
latitude  46*61'00"  N.,  longitude*  120*21 '30" 
W.;  due  east  to  lon^tude  120®16'30"  W.; 
north-northeast  to  latitude  46®54'30"  N., 
longitude  120*1S'00"  W.;  clockwise  along  the 
arc  of  a  circle  with  a  radius  of  12  miles 
centered  at  latitude  46®44'45"  N.,  longitude 
120®20'00"  W.,  to  latitude  46®51'00"  N., 
longitude  120* 08 '30"  W.;  east  to  latitude 
46*51'00"  N.,  longitude  118®58'00"  W.,  point 
of  beginning. 

Designated  altitudes.  Sxirface  to  65,0(X) 
feet  MSL. 
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RULES  AND  REGULATIONS 


Time  of  designation.  Ck>ntinuo\is. 

Using  agency.  Commanding  OlBcer, 
Yakima  Firing  Cent^.  Wash. 

§  608.68  West  Virginia. 

§  608.69  Wisconsin. 

R-6901  Camp  McCoy.  Wls. 

Boundaries.  Beginning  at  latitude  44° - 
lO'OO"  N.,  longitude  90°46'00''  W.;  east  to 
longitude  90°35'00"  W.;  south  to  latitude 
43*64'00"  N.;  west  to  longitude  90°46'00" 
W.;  north  to  latitude  44°10'00"  N.,  longitude 
90°46'00"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  25.000 
feet. 

rime  of  designation.  May  23  through 
Septemb^  5  annually. 

Using  agency.  Commanding  Officer, 
Camp  McCoy,  Sparta,  Wls. 

R-6002  Sheboygan,  Wls. 

Boundaries.  Beginning  at  latitude  43  °- 
46'00",  longitude  68*10'00'';  thence  to  lati¬ 
tude  43°20'00",  longitude  86*30'00";  to 
latitude  43°16'00'',  longitude  86°30'00";  to 
latitude  43°16'15",  longitude  87°09'00''; 
thence  to  point  of  banning. 

Designated  altitudes.  Surface  to  65,000 
feet  MSL. 

Time  of  designation.  Dally  0730  to  1700. 

Using  agency.  Commanding  Officer,  NAS, 
Glenview,  HI. 

R-6903  Sheboygan,  Wls. 

Boundaries.  Beginning  at  latitude  43  °- 
45'00",  longitude  87*10'00";  thence  to  lati¬ 
tude  43*15'15",  longitude  87°09'00'';  to  lati¬ 
tude  43*14'20",  longitude  87°44'30";  to 
latitude  43°45'00",  longitude  87°39'20"; 
thence  to  point  of  beginning. 

Designated  altitudes.  Surface  to  45,000 
feet  MSL. 

Time  of  designation.  Daily  0730  to  1700. 

Using  agency.  Commander.  128th  Fighter 
Group,  Wisconsin  Air  National  Guard,  Mil¬ 
waukee,  Wls. 

B-6904  Volk  Field,  Wls. 

Boundaries.  East  boundary:  Longitude 
89*59'00"  W.;  west  boundary:  Longitude  90°- 
07'00"  W.;  north  boundary:  Latitude  44° - 
16'00"  N.;  south  bovmdary:  Latitude 

44°12'00''  N. 

Designated  altitudes.  Surface  to  12,000 
feet  MSL. 

Time  of  designation.  Simrlse  to  sunset, 
June  1  to  Augpist  31.  annually,  and  on  Friday. 
Saturday,  and  Sunday.  September  1.  through 
May  31,  annually,  excepting  January  and 
February. 

Using  agency.  Adjutant  General,  State  of 
Wisconsin,  Madison,  Wls. 

R-6905  Madison,  Wls.  (Truax  Field),  Re¬ 
stricted  Area/MUltary  Climb  Corridor. 

Boundaries.  That  area  centered  on  the 
003°  True  radial  of  the  TTuax  Field  TVOR 
beginning  5  statute  miles  N  of  the  airbase 
and  extending  32  statute  miles  N  of  the  air¬ 
base,  having  a  width  of  2  statute  miles  at  the 
beginning,  and  a  width  of  4.6  statute  miles 
at  the  outer  extremity. 

Designated  altitudes. 

2,900'  MSL  to  15,900'  MSL  from  5  statute 
miles  N  at  the  airbase  to  6  statute  nilles  N 
of  the  airbase. 

2,900'  MSL  to  24,900'  MSL  from  6  to  7 
statute  miles  N  of  the  airbase. 

2,900'  MSL  to  27,000'  MSL  from  7  to  10 
statute  miles  N  of  the  airbase. 

6,900'  MSL  to  27,000'  MSL  from  10  to  15 
statute  miles  N  of  the  airbase. 

10,900'  MSL  to  27,000'  MSL  from  IS  to  20 
statute  miles  N  of  the  airbase. 

15,900'  MSL  to  27,000'  MSL  from  20  to  25 
statute  miles  N  of  the  airbase. 

19,900'  MSL  to  27,000'  MSL  from  25  to  32 
statute  miles  N  of  the  airbase. 

Time  of  designation.  Continuous. 

Controlling  agency.  Federal  Aviation 
Agency.  Truax  Centred  Tower. 


Using  agency.  Commander,  325th  Fighter 
Interceptor  Squadron,  Truax  Field,  Madison, 
Wls. 

§  608.70  Wyoming. 

§  608.71  Puerto  Rico. 

Rr-7101  Culebra  Island,  PJt. 

Boundaries.  Airspace  over  Culebra  Island 
and  the  surrounding  waters  extending  to  the 
3  nautical  mile  limit  from  the  shoreland. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL.  ' 

rime  of  designation.  During  VFR  weather 
conditions,  and  only  after  Issuance  of 
NOTAMS  by  the  Commandant,  10th  Naval 
District  at  least  48  hours  prior  to  firing. 
NOTAMS  also  to  be  Issued  upon  cessation 
of  firing. 

Using  agency.  Commander,  Caribbean  Sea 
Frontier,  San  Juan,  PH. 

R-7102  Punta  Figuras,  PH. 

Boundaries.  Beginning  at  latitude  17°58'- 
22"  N.,  longitude  65*58'50"  W.,  southeast  to 
latitude  17°55'35"  N.,  longitude  65*57'10" 
W.;  westerly  paralleling  the  shoreline  at  a 
distance  of  3  nautical  miles  to  latitude  17*- 
51'55"  N.,  longitude  66*14'10"  W.;  clockwise 
along  the  arc  of  a  circle  with  25,000  yards 
radius,  centered  at  latitude  17*57'48"  N., 
longitude  66°02'54"  W.,  to  latitude  17*53'05" 
N.,  longitude  66*14'50"  W.;  east-northeast  to 
latitude  17*57'23"  N.,  longitude  66*05'06" 
W.;  east-northeast  to  latitude  17*58'22"  N., 
longitude  65*58'50"  W..  point  of  beginning. 

Designated  altitudes.  Surface  to  30,000 
feet  MSL. 

Time  of  designation.  Daylight  horns  dur¬ 
ing  periods  of  unrestricted  visibility  and 
only  after  Issuance  of  NOTAMS  by  the  Com¬ 
mandant,  10th  Naval  District  at  least  48 
hours  prior  to  filing.  NOTAMS  also  to  be 
Issued  upon  cessation  of  firing. 

Using  agency.  Commanding  General,  I7.S. 
Army  Caribbean,  San  Juan.  P.R. 

Rr-7103  Salinas.  P.R. 

Boundaries.  Beginning  at  latitude  18*03'- 
08"  N.,  longitude  66®14'26"  W.;  south-south¬ 
west  to  latitude  18*00'12"  N.,  longitude  66*- 
15'10"  W.;  southwest  to  latitude  17*69'07" 
N.,  longitude  66*17'32"  W.;  west-northwest 
to  latitude  18*01'40"  N.,  longitude  66*20'15" 
W.;  northeast  to  latitude  18*04'22"  N.,  longi¬ 
tude  66*17'05"  W.;  east-southeast  to  latitude 
18*03'55"  N.,  longitude  66*16'25"  W.;  south¬ 
east  to  laUtude  18*03'03"  N.,  longitude  66*- 
14'26"  W.,  point  of  beginning. 

Designated  altitudes.  Surface  to  5,000  feet 
MSL. 

Time  of  designation.  Sunrise  to  Sunset, 
June  15  through  August  15.  and  Simrlse  to 
Sunset,  Saturday  and  Sunday,  August  16 
through  June  14. 

Using  agency.  Cemunanding  General,  U.S. 
Army  Caribbean,  San  Juan,  P.R. 

R-7104  Vieques  Island,  PH. 

Boundaries.  Airspace  over  Vieques  Island 
and  the  surrounding  waters  extending  to  the 
3  nautical  mile  limit  from  the  shoreline. 

Designated  altitudes.  Surface  to  50,000 
feet  MSL. 

rime  of  designation.  Unlimited,  but  only 
after  Issuance  of  NOTAMS  by  the  Comman¬ 
dant,  10th  Naval  District,  at  least  48  hours 
prior  to  firing.  NOTAMS  to  contain  informa¬ 
tion  concemUig  time  of  cessation  of  firing. 

Using  agency.  Commander,  Caribbean  Sea 
Frontier,  San  Juan,  P.R. 

§  608.72  Guam. 

R-7201  Nafatan  Rock,  Guam. 

Boundaries.  Within  a  radius  of  5  nautical 
miles  of  latitude  14*50'00"  N.,  longitude 
145*32'00"  E.,  excluding  the  portion  beyond 
3  nautical  miles  from  the  shoreline. 

Designated  altitudes.  Surface  to  60,000 
feet. 

Time  of  designation.  Continuous. 


Using  agency.  Commander,  NAS  Air. 
Guam.  ’ 

This  amendment  shall  become 
0001  March  9, 1961. 

Issued  in  Washington,  D.C.,  on  Jan,, 
ary  23,  1961. 

James  T.  Pyu 

Acting  Administrator. 

[P.R.  Doc.  61—740;  Filed,  Jan.  27  iq«, 
8:45  a.m.]  ' 


Title  39— POSTAL  SERVICE 

Chapter  I— Post  Office  Department 
PART  12— ENVELOPES 
PART  21— FIRST  CLASS 
PART  24— THIRD  CLASS 

PART  27— FEDERAL  GOVERNMENT 
MAIL  AND  FREE  MAIL 

Domestic  Letter  Mail;  Minimum  Sizi 
Limit  for  Certain  Classes 

A  notice  of  proposed  rule  making  was 
published  in  the  Federal  Registik  od 
May  4,  1960,  at  pages  3855  and  3856, 
which  gave  notice  of  the  proposal  by  the 
Post  Office  Department  to  amend  the 
regulations  in  Parts  12,  21,  24  and  27  of 
title  39,  Code  of  Federal  Regulations. 

This  amendment  proposed  to  establish 
(1)  a  minimum  size  requirffinent  d 
3  X  4^  inches;  (2)  a  rectangular  shape 
requirement;  (3)  a  full  sealing  requin- 
ment  and  (4)  a  recommended  width  to 
length  ratio  of  1  to  1.414  or  greater  fa 
all  first  and  third-class  mailing  en¬ 
velopes,  cards  and  self-mailers. 

Most  careful  consideration  has  been 
given  to  the  comments  received  with  re¬ 
spect  to  the  proposed  regulations,  and 
the  Department  has  reached  the  con¬ 
clusion  that  the  regulations  should  be 
adopted,  effective  January  1,  1963,  sub¬ 
ject  to  the  following  changes: 

Paragraph  I.  The  postponement  of  the 
effective  date  to  January  1,  1963,  is  fa 
the  purpose  of  granting  mail  users  and 
manufacturers  ample  time  to  cranpb 
with  the  new  regulations. 

Par.  n.  The  Department  has  adopted 
the  proposal  for  all  first-  and  third-das 
mailing  envelopes,  cards  and  self-mailen 
to  have  a  minimum  size  requirement  d 
3x4^  inches  and  a  rectangular  shape. 
However,  after  evaluating  the  comments 
with  regards  to  the  proposal  for  full 
sealing  of  such  mailings,  the  Departmoit 
has  decided  to  incorporate  the  “full  seal¬ 
ing  proposal”  into  the  regulations  as  s 
recommendation,  along  with  the  reewn- 
mended  proposal  of  “a  maximum  width 
to  length  ratio  of  1  to  1.414”, 

Par.  HI.  The  citations  of  authoritj 
which  immediately  follow  the  amending 
Parts  were  amended  to  read  as  set  forth 
below. 

Par.  IV.  In  addition  to  the  above- 
mentioned  substantive  changes,  editoriil 
amendments  were  made  to  the  proposed 
regulations  for  the  purpose  of  clarifica¬ 
tion. 

As  so  amended  the  regulations  are 
hereby  adopted,  effective  January  l. 
1963,  to  read  as  follows: 
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Saturday,  January  28,  1961 

I  Amend  §  12.3  Size  to  read  as  fol¬ 
lows: 

§12.3  Size. 

envelopes  of  standard  size  are  more 
Sv  and  quickly  handled.  Envelopes 
S^than  2%  by  4  inches,  or  larger  than 
iby  12  inches,  are  not  recommended. 

NOT*:  Effective  January  1,  1963,  this  sec- 
tion  will  read: 

§  12.3  Size,  shape,  and  ratio. 

Envelopes  of  standard  sizes  and  shapes 
are  essential  to  the  economical  handling 
S^mail,  both  by  machine  and  manual 
^thods.  The  following  standards  ap- 
niy  to  envelopes: 

•  (a)  Envelopes  less  than  3  inches  in 

width  (height)  or  4»/4  inches  in  length 
are  nonmailable. 

(b)  Envelopes  more  than  9  inches  in 

width  (height)  or  12  inches  in  length 
are  not  recommended.  / 

(c)  Envelopes  having  shapes  other 
than  rectangular  are  nonmailable. 

(d)  Envelopes  having  a  ratio  of  width 
(hei^t)  to  length  of  less  than  1  to  1.414 
(1  to  the  square  root  of  2)  are  not 
recommended. 

Hon:  The  corresponding  Postal  Manual 
MCtlon  Is  122.3. 

(BJB.  161,  ae  amended,  secs.  601, 2503, 2510,  74 
Stst.  680, 606, 607  (Pub.  Law  86-682) ;  6  U.S.C. 
22^01, 2503, 2610) 

n.  In  Part  21 — ^Pirst  Class — make  the 
Mowing  changes: 

A.  In  §  21.2  Classification,  amend 
siMvision  (i)  of  paragraph  (a)  (7)  to 
read  as  follows: 

§  21.2  Qassificatioh. 

(a)  Description.  •  •  * 

(7)  •  •  • 

(i)  Size.  Not  larger  than  3%6  by 
5%«  inches,  nor  smaller  than  2%  by  4 
Inches. 

Non:  Effective  January  1,  1963,  this  sub¬ 
division  will  read: 

(i)  Size,  shape,  and  ratio.  Not  larger 
Qian  3%e  by  5%6  inches,  nor  smaller 
than  3  by  4^  inches.  Must  be  rectangu¬ 
lar  in  shape.  A  ratio  of  width  (height) 
to  length  of  less  than  1  to  1.414  (1  to  the 
square  root  of  2)  is  not  recommended. 
(See  5  21.3(b)  and  5  24.3(b)  of  this 
chapter.) 

Eon:  The  corresponding  Postal  Manual 
section  Is  131.217a. 

B.  In  §  21.3  Weight  and  size  limits 
amend  paragraph  (b)  to  read  as  follows: 

§  21.3  Weight  and  size  limits. 

*  *  ♦  ♦  ♦ 

(b)  Size.  No  limit. 

Notk:  Effective  January  1,  1963,  this  para- 
paph  will  read: 

(b)  Size,  shape,  ratio,  and  sealing. 
There  is  no  maximum  limit  of  size.  The 
following  standards  apply  to  self-mailers 
having  postage  paid  thereon  at  the  first- 
class  postage  rate: 

(1)  Pieces  less  than  3  inches  in  width 
(height)  or  4*4  inches  in  length  are 
nonmailable. 

(2)  Pieces  having  shapes  other  than 
>*ctangular  are  nonmailable. 


(3)  Pieces  having  a  ratio  of  width 
(height)  to  length  of  less  than  1  to  1.414 
(1  to  the  square  root  of  2)  are  not 
recommended. 

(4)  Pieces  which  are  not  sealed  or  se¬ 
cured  on  all  four  edges  so  that  they  may 
be  handled  by  machines  are  not  recom¬ 
mended. 

Note:  The  corresponding  Postal  Manual 
section  Is  131.32. 

(RJS.  161,  as  amended,  secs.  501,  2502,  2503, 
2610,  4261,  74  Stat.  680,  606,  607,  663  (Pub. 
Law  86-682) ;  5  n.S.C.  22,  39  n.S.C.  501,  2502, 
2503,2510, 4251) 

in.  In  Part  24 — ^Third  Class — make 
the  following  changes: 

A.  In  §  24.2  Classification,  amend  sub- 
paragraph  (3)  of  paragraph  (b)  to  read 
as  follows: 

§  24.2  Classification. 

♦  .  «  *  *  ♦ 

(b)  Application  of  rates.  *  *  * 

(3)  The  minimum  charge  for  pieces 
of  odd  size  or  form  applies  to  articles 
mailed  singly  or  in  bulk  when: 

(i)  The  address  side  exceeds  9  inches 
in  width  or  12  inches  in  length. 

(fi)  The  address  side  is  less  than  2% 
inches  in  width  or  4  inches  in  length. 

(iii)  They  .are  not  rectangular. 

Civ)  Their ’contents  prevent  stacking 
or  tying  in  packages. 

(v)  They  are  enclosed  in  bags. 

(vi)  They  are  addressed  by  means  of 
tags. 

Note:  Effective  January  1,  1963,  this  sub- 
paragraph  will  read: 

(3)  The  minimum  charge  for  pieces 
of  odd  size  or  form  applies  to  articles 
mailed  singly  or  in  bulk  when: 

(i)  The  address  side  exceeds  9  inches 
in  width  or  12  inches  in  length. 

(ii)  The  address  side  of  articles  other 
than  envelopes,  cards,  and  self-mailers 
is  less  than  3  inches  in  width  (height) 
or  4Vi  inches  in  length.  (See  §  24.3  of 
this  section.) 

(iii)  Their  contents  prevent  stacking 
or  tying  in  packages. 

(iv)  They  are  enclosed  in  bags. 

(V)  They  are  addressed  by  means  of 
tags. 

Note:  The  corresponding  Postal  Manual 
section  Is  134.22c. 

B.  In  §  24.3  Weight  and  size  limita- 
tiom„  amend  paragraph  (b)  to  read  as 
follows: 

§  24.3  Weight  and  size  limitations.  * 

*  *  *  *  i, 

(b)  Size.  No  limit. 

Note:  Effective  January  1,  1963,  this  para¬ 
graph  will  read: 

(b)  Size,  shape  and  ratio.  There  is 
no  maximum  limit  of  size.  The  following 
standards  apply  to  envelopes,  cards,  and 
self-mailers  having  postage  paid  thereon 
at  the  third-class  rates: 

(1)  Pieces  less  than  3  inches  in  width 
(height)  or  4*4  inches  in  length  are 
nonmailable. 

(2)  Pieces  having  shapes  other  than 
rectangular  are  nonmailable. 

(3)  Pieces  having  a  ratio  of  width 
(height)  to  length  of  less  than  1  to  1.414 


(1  to  the  square  root  of  2)  are  not 
recommended. 

Note:  The  corresponding  Postal  Manual 
section  is  134.32. 

C.  Amend  §  24.8  Sealing  by  adding  the 
following  immediately  after  paragraph 

(c)  therein: 

Note:  Effective  January  1,  1963,  this  sec¬ 
tion  will  read : 

§  24.8  Sealing. 

(a)  Examination.  Third-class  mail 
must  be  prepared  by  the  mailer  so  that 
it  can  be  easily  examined.  Third-class 
mail  which  is  not  sealed  or  secured  so 
that  it  may  be  handled  by  machines  is 
not  recommended.  Mailing  of  sealed  ar¬ 
ticles  at  the  third-class  rates  of  postage 
is  deemed  to  be  with  the  consent  of  the 
mailer  to  postal  inspection  of  the  con¬ 
tents. 

(b)  Marking.  All  sealed  pieces  mailed 
at  the  thinmslass  postage  rates  must  be 
marked  “Third  Class.“  .  ' 

Note:  The  corresponding  Postal  Manual 
section  Is  134.8. 

(R.S.  181,  as  amended,  secs.  501,  2503,  2510, 
4451,  4452,  as  amended  by  74  Stat.  89  (Pub. 
Law  86-58) ,  4453,  74  Stat.  580,  806,  607,  674, 
675  (Pub.  Law  86-682) ;  5  n.S.C.  22,  39  U.S.C. 
501,  2503,  2510,  4451-4453) 

IV.,  In  Part  27 — ^Federal  Government 
Mail  and  Free  Mail — ^make  the  following 
changes: 

A.  In  §  27.1  Members  of  Congress, 
amend  subparagraph  (2)  of  paragraph 

(e)  to  read  as  follows: 

§  27.1  Members  of  Congress. 

***** 

(e)  Weight  and  size  limits.  *  *  * 

(2)  Size.  No  limit. 

Note:  Effective  January  1,  1963,  this  sub- 
paragraph  will  read: 

(2)  Size,  shape,  ratio,  and  sealing. 
The  provisions  of  §§12.3,  21.2(a)(7), 
21.3(b)  and  24.3(b)  of  this  chapter  apply. 

Note:  The  corresponding  Postal  Manual 
section  Is  137.152. 

B.  In  §  27.2  Executive  and  judicial  offi¬ 
cers,  amend  subparagraph  (2)  of  para¬ 
graph  (e)  to  read  as  follows: 

§  27.2  Executive  and  judicial  officers. 

***** 

(e)  Weight  and  size  limits.  *  *  * 

•  (2)  Size.  There  is  no  size  limit  pre¬ 
scribed  for  pemdty  mail.  Other  matter 
is  subject  to  the  size  limits  prescribed 
in  §  25.3(b)  of  this  Chapter. 

Note:  Effective  January  1,  1963,  this  sub- 
paragraph  will  read: 

(3)  Size,  shape,  ratio,  and  sealing. 
The  provisions  of  §§12.3,  21.1(a)(7), 
21.3(b),  24.2(b).  24.3(b),  24.8,  and  25.3 
(b)  of  this  chapter  apply. 

Note:  The  corresponding  Postal  Manual 
section  Is  137.252. 

(R.S.  161,  as  amended,  secs.  501,  2503,  2510, 
4154-4156,  4158-4160,  74  Stat.  680,  606,  607, 
661,  662  (Pub.  Law  86-682) ;  5  U.S.C.  22,  39 
U.S.C.  501,  2503,  2510,  4154-4166,  4158-4160) 

[SEAL]  Leo  Q.  Knoll, 

Acting  General  Counsel. 

[PR.  Doc.  61-871:  Piled,  Jan.  26,  1961; 
12:58  pjn.] 
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RULES  AND  REGULATIONS 


PART  13— ADDRESSES 

part  18— postal  delivery  zone 

SYSTEM 

PART  22— SECOND  CLASS 
PART  24— THIRD  CLASS 

.  Miscellaneous  Amendments 

The  regulations  of  the  Post  Office  are 
amended  as  follows: 

I.  In  §  13.6  Delivery  zone  numbers 
make  the  following  changes: 

A.  Amend  paragraph  (d)  by  inserting 
“Phoenix,  Ariz.”  in  the  proper  alphabeti¬ 
cal  list  of  states  with  zone  cities. 

B.  In  paragraph  (e)  amend  the  sample 
column  of  Information  shown  in  the  zone 
directory  entitled  “Alphabetical  List  of 
City  Streets  and  Numbers”  to  read  “Al¬ 
phabetical  List  of  Named  Streets”. 

Note:  The  corresponding  Postal  Manual 
sections  are  123.64  and  123.65.  * 

(RJ9.  161,  as  amended,  sec.  501,  74  Stat.  580 
(Pub.  Law  86-682) ,  6  UJ3.C.  22,  39  U.S.C.  501) 

n.  In  Part  18 — Postal  Delivery  Zone 
System — ^make  the  following  changes: 

A.  Amend  §  18.3  Change  in  delivery 
zone  system  by  adding  a  new  subdivision 
(vii)  to  paragraph  (b)  (2)  to  read  as 
follows: 

(vii)  A  diagram  of  the  primary  sepa¬ 
rations.  • 

Note:  The  corresponding  Postal  Manual 
section  is  128.322g. 

B.  In  §  18.4  Reissuance  of  postal  zone 
directories,  add  a  new  paragraph  (c)  to 
read  as  follows: 


(c)  When  to  submit  material.  Post¬ 
masters  shall  observe  the  following 
schedule  in  submitting  mater^l: 
January  through  March 
(Group  1) 


Birmingham,  Ala. 
Montgomery,  Ala. 
Phoenix,  Ariz. 
Berkeley,  Calif. 
Fresno,  Calif. 
Glendale,  Calif. 

Long  Beach,  Calif. 
Los  Angeles,  Calif. 
Oakland,  Calif. 
Sacramento,  Calif. 
San  Diego,  Calif. 

San  Francisco,  Calif. 
San  Jose,  Calif. 
Stockton,  Calif. 


Denver,  Colo. 
Bridgeport,  Conn. 
Hartford,  Conn. 
New  Haven,  Conn. 
Waterbury,  Conn. 
Wilmington,  Del. 
Washington,  D.C. 
Jacksonville,  Fla. 
Miami,  Fla. 

St.  Petersburg,  Fla. 
Tampa,  Fla. 
Atlanta,  Ga. 
Honolulu,  Hawaii. 


April  through  June 
(Group  2) 


Chicago,  Ill. 
Evansville,  Ind. 
Indianapolis,  Ind. 
South  Bend,  Ind. 
Des  Moines,  Iowa. 
Sioux  City,  Iowa. 
Kansas  Ci^,  Kans. 
Wichita,  Kans. 
Louisville,  Ky. 
Baton  Rouge,  La. 
New  Orleans,  La. 
Baltimore,  Md. 
Boston,  Mass. 
Springfield,  Mass. 


Worcester,  Mass. 
Detroit,  mch. 

Flint,  Mich. 

Grand  Rapids,  Mich. 
Lansing,  Mich. 
Duluth,  Minn. 
Minneapolis,  Minn. 
Elaint  Paul,  Minn. 
Jackson,  Miss. 
Kansas  City,  Mo. 

St.  Louis,  Mo. 
Lincoln,  Nebr. 
Omaha,  Nebr. 


September 


July  through 

(Group  3) 


Camden,  N.J.  Trenton,  N.J. 

Jersey  City,  N  J.  Albany,  N.T. 

Newark,  N.  J.  Brooklyn,  N.T. 

Paterson,  N.  J.  Buffalo,  N.T. 


Far  Rockaway,  N.Y. 
Flushing,  N.Y. 
Jamaica,  N.Y. 

Long  Island  City, 
N.Y. 

New  York,  N.T. 
Rochester,  N.Y. 
Schenectady,  N.Y. 
Staten  Island,  N.Y. 
Syracvisel  N.Y. 


Charlotte,  N.C. 
Akron,  Ohio. 
Canton,  Ohio. 
Cincinnati,  Ohio. 
Cleveland,  Ohio. 
Coliunbus,  Ohio. 
Dayton,  Ohio. 
Toledo,  Ohio. 
Youngstown,  Ohio. 


October  through  December 
(Group  4) 


If  the  total  postage  computed  at  th«p 
pound  rates  does  not  amount  to  % 
per  copy  or  more,  postage  must  be  J 
puted  at  the  minimum  rate  of 
per  copy.  (See  paragraph  (g)  of  thk 
section.)  ^ 

Note:  The  corresponding  Postal  Mam,., 
section  is  132.121. 

B.  In  §  22.4  What  may  be  moiled  at 
the  second-class  rates  amend  paracratA 
(i)  to  read  as  follows :  ^ 


Oklahoma  City,  Okla. 
Tulsa,  Okla. 
Portland,  Greg. 
Philadelphia,  Pa. 
Pittsburgh,  Pa. 
Scranton,  Pa. 
Providence,  R.I. 
Chattanooga,  Tenn. 
Knoxville,  Tenn. 
Memphis,  Tenn. 
Nashville,  Tenn. 
Austin,  Tex. 

Dallas,  Tex. 

Port  Worth,  Tex. 


Houston,  Tex. 

San  Antonio,  Tex. 
Salt  Lake  City,  Utah. 
Arlington,  Va. 
Norfolk,  Va. 
Richmond,  Va. 
Seattle,  Wash. 
Spokane,  Wash. 
Tacoma,  Wash. 
Charleston,  W,  Va. 
Huntington,  W.  Va. 
Madison,  Wis. 
Milwaukee,  Wis. 


Note:  The  corresponding  Postal  Manual 
section  is  128.4c. 


C.  In  §  18.5  Promotion  of  zone  number 
usage  amend  paragraph  (e)  to  read  as 
follows;  . 

(e)  Distribution  of  Notice  42,  Postal 
Delivery  Zone  Notice.  *(1)  During 
March,  June,  September,  and  December 
of  each  year,  the  notice  of  the  correct 
zone  number  shall  be  distributed  to  all 
city,  rural,  and  post  office  box  addresses 
in  zoned  areas. 

(2)  Notice  42  shall  be  ordered  from 
supply  centers.  Postmasters  shall  pre¬ 
pare  a  special  requisition  on  Form  1580, 
Requisition  for  Supplies,  and  shall  con¬ 
fine  requests  to  their  requirements  for 
a  3-month  period.  Requisitions  must  be 
submitted  to  supply  centers  20  days  prior 
to  the  first  week  of  the  March,  June, 
September,  and  December  quarters. 
Supply  centers  will  fill  requisitions  dur¬ 
ing  the  first  10  days  of  the  months  speci¬ 
fied.  This  procedure  shall  be  followed 
each  quarter. 

(3)  These  special  requisitions  shall  be 
confined  to  Notice  42  requirements  only, 
and  no  other  forms '  or  items  shall  1^ 
included. 


(i)  Advertisements.  AU  advertise 
ments  Ih  periodicals  must  be  pei^ 
nently  attached.  Pagination  ' 
required  in  periodicals,  but  when  anJ 
pages  are  paginated,  either  by  numbm 
alphabetical  letters,  or  a  combinatiai  of 
both,  all  pages  must  be  paginated,  or  al 
lowed  for  in  sequence  in  such  mamer  m 
to  indicate  that  pages  containing  ad¬ 
vertisements  are  an  integral  part  of  the 
periodical,  or  of  its  separate  editions, 
rather  than  an  independent  publication! 
Independent  publications  may  not  be  in- 
serted  ih  periodicals  as  advertisements 
The  physical  makeup  of  advertisements 
may  -include  such  features  as 
following; 

(1)  Different  advertisements  may  oc¬ 
cupy  the  same  space  in  different  coi% 
of  the  same  Issue. 

(2)  Pages  of  advertisements  may  not 
be  smaller  than  one-eighth  of  the  she 
of  the  regular  pages  when  they  include 
coupons  or  application  or  order  fonni 
occupying  one-half  or  less  of  the  page 
as  permitted  by  paragraph  (h)  (3)  (v)  (rf 
this  section. 

(3)  Advertisements  larger  than  the 
regular  pages  may  be  prepared  for  fold¬ 
ing  out  horizontally,  vertically,  or  both. 

(4)  Advertisements  may  be  die-cut  or 
deckle-edged. 

(5)  Multiple  page  advertisements  may 
be  prepared  for  detachment  as  permitted 
by  paragraph  (h)  (3)  (iii)  (a)  of  this  sec¬ 
tion  and  may  be  held  together  by  staples 
or  other  means  separate  from  and  in 
addition  to  the  regular  binding  of  the 

■  periodical. 

(6)  Advertisements  may  be  printed 
upon  sheets  of  paper,  cellophane,  M, 
and  other  similar  material. 


Note:  The  corresponding  Postal  Manual 
section  is  128.55. 

(R.S.  161,  as  amended,  sec.  501,  74  Stat.  680 
(Pub.  Law  86-682):  6  U.S.C.  22,  39  UB.C. 
501) 

m.  In  Part  22 — Second  Class — make 
the  following  changes  for  the  purpose  of 
clarification: 

A.  In  §  22.1  Rates,  as  amended  by  Fed¬ 
eral  Register  Document  60-1649,  25  F.R. 
1617,  amend  paragraph  (b)(1)  to  read 
as  follows : 

(b)  Outside  the  county  of  publication 
(1)  All  publications,  except  those  ac¬ 
cepted  at  the  special  rate  or  classroom 
rate. 

Cents  per 
pound 


Nonadvertising  portion _  2. 5 

Advertising  portion: 

First  and  second  zones: _  3 

Third  zone _  4 

Fourth  zone _  6 

Fifth  zone _  8 

Sixth  zone _  10 

Seventh  zone _  12 

Eighth  zone _ _ _  14 


( 7 )  Advertisements  may  include  state¬ 
ments  that  they  are  printed  on  the  prod¬ 
uct  or  by  means  of  the  product  of  Hie 
advertiser. 

Note:  The  corresponding  Postal  Manual 
section  is  132.49. 

(R.S.  161,  as  amended,  secs.  501,  4068,  4851, 
4354,  4355,  4359,  4360,  74  Stat.  680,  657,  648, 
667,  669,  670  (Pub.  Law  86-682);  6  UB.O.ll, 
39  U.S.C.  501,  4058,  4352,  4354,  4355,  .4859, 
4360,  4365) 

rv.  In  §  24.2  Classification,  as  pub¬ 
lished  in  F^eral  Register  Document  68- 
1081,  25  F.R.  905,  amend  paragraph  (a) 
to  read  as  follows : 

(a)  Definition.  (1)  Third-class  mail 
consists  of  mailable  matter  which  Is- 

(1)  Not  mailed  or  required  to  be  mailed 

as  first  class  mail ; 

(ii)  Not  entered  as  second  class  mail; 
and 

(iii)  Less  than  sixteen  ounces  to 
weight. 

(2)  A  person  who  presents  for  mafltof 
at  one  time  twenty  or  more  identical 
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ies  of  WUs  and  statements  of  account 
®Suced  by  any  photographic  or  me- 
Wcal  process,  other  than  typewriting, 
*^inail  them  as  third-class  mail.  In 
cases,  bills  and  statements  of  ac- 
!nunt  shall  be  mailed  as  first-class  mail. 

Circulars,  including  printed  let¬ 
ters  which  according  to  internal  evidence 
being  sent  in  identical  terms  to  sev- 
Jral  persons,  are  third-class  mail.  A  cir- 
JuJardoes  not  lose  its  character  as  such 
«^the  date  and  name  of  the  addressee 
^  of  the  sender  are  written  therein, 
J^by  the  correction  in  writing  of  mere 
fipographical  errors, 

^l)  Unsealed  letters  written  in  point 
orint  or  raised  characters,  or  on  sound 
production  records,  used  by  the  blind 
third-class  mail  without  regard  to  the 
limit  on  weight  prescribed  in  subpara¬ 
graph  (1)  (iii)  of  this  paragraph. 

(5)  Printed  matter  within  the  limit 
of  weight  set  forth  in  subparagraph  (1) 
of  this  paragraph  is  third-class  mail. 
Tbr  the  purpose  of  this  section,  printed 
matter  is  paper  on  which  words,  letters, 
dmracters,  figures  or  images,  or  any 
conWnation  thereof,  not  having  the 
character  of  actual  or  personal  corre- 
gwndence,  have  been  reproduced  by  any 
process  other  than  handwriting  or 
typewriting. 

Non:  The  corresponding  Postal  Manual 
Kctlon  Is  134.21. 

(BJB.  161,  as  amended,  secs.  601,  4451,  74  Stat. 
680,  672  (Pub.  Law  86-682) ;  6  U.S.C.  22,  89 
68.0. 601, 4451) 

[SEAL]  Leo  O.  Knoll, 

Acting  General  Counsel. 

[PA.  Doc.  61-831;  Piled,  Jan.  27,  1961; 

8:49  a.m.] 


PART  22— SECOND  CLASS  MAIL 

Application  and  Qualifications  for 
Second-Class  Mail  Privileges 

On  April  12,  1960,  a  notice  of  pro¬ 
posed  rulemaking  was  published  in  the 
Federal  Register  document  60-3291  (25 
PR.  3126)  with  respect  to  second-class 
nudl  privileges  under  §§  22.2  and  22.3  of 
Title  39,  Code  of  Federal  Regulations. 

After  careful  consideration  of  all  com¬ 
ments  presented  by  interested  persons 
regarding  the  proposed  regulations,  the 
Department  has  reached  the  conclusion 
that  the  regulations  as  so  published 
should  be  adopted  subject  to  the  follow¬ 
ing  changes: 

Paragraph  1.  In  §  22.2,  paragraph 
(b)  (7)  is  revised  by  reducing  the  origi¬ 
nal  proposal  of  70  per  centum  paid  cir¬ 
culation  standard  to  a  65  per  centum 
paid  circulation  standard.  Also,  the  65 
per  centum  paid  circulation  standard  will 
be  effective  upon  publication  of  this 
document  in  the  Federal  Register. 
However,  publications  which  do  not  meet 
this  standard  but  which  now  have  sec¬ 
ond  class  permits  must  maintain  at  least 
a  55  per  centum  paid  circulation  stand¬ 
ard  until  December  31, 1961,  after  which 
date  the  65  per  centum  standard  must 
be  complied  with. 

Par.  2.  In  §  22.3,  paragraph  (a)  (1)  is 
revised  by  amending  the  specific  infor¬ 
mation  requirements  on  Form  3501 — 
Awjlication  for  Second-Class  Mail  Privi- 
i^es,  as  set  forth  below. 


Par.  3.  The  citations  of  authority  sufficient.  News  agents  must  file  appli- 
which  immediately  follow  §§  22.2  and  cations  before  they  may  mail  second- 
22.3  therein  are  amended  to  read  as  set  class  publications  at  the  second-class 


forth  below. 

As  so  amended  the  regulations  are 
hereby  adopted  to  read  as  follows: 

I.  In  §  22.2  Qualifications  for  second- 
class  privileges,  subparagraphs  (5)  and 
(7)  of  paragraph  (b)  are  amended  to 
read  as  follows: 

§  22.2  Qualifications  for  seconcl>cla$s 
privileges. 

*  '  *  *  *  « 

(b)  Basic  qualifications.  *  *  * 

(5)  List  of  subscribers.  Publications 
must  have  a  legitimate  list  of  persons 
who  have  subscribed  by  paying  or  prom¬ 
ising  to  pay  for  copies  to  be  received 
during  a  stated  time. 

*  *  *  *  « 

(7)  Free  circulation  publications. 
Publications  designed  primarily  for  free 
circulation  may  not  qualify  for  second- 
class  privileges.  Publications  are  de¬ 
signed  primarily  for  free  circulation 
when  the  total  number  of  copies  fur¬ 
nished  during  any  12-month  period  to 
legitimate  paid  subscribers  (see  subpara¬ 
graph  (5)  of  this  paragraph)  and  to  the 
purchasers  of  single  copies  constitutes 
less  than  65  per  centum  of  the  total  num¬ 
ber  of  copies  distributed  by  mail  at  the 
second-class  pound  rates  or  the  transient 
rate,  by  the  publishers’  carriers,  and  by 
other  means  for  any  purpose.  See  §  22.3 
(a)(1). 

Note:  The  65  per  centum  paid  circulation 
standard  established  by  this  paragraph  is 
effective  upon  publication. '  Publications 
which  do  not  meet  this  standard  but  which 
now  have  second-class  permits  must  main¬ 
tain  at  least  55  per  centum  paid  circulation 
until  December  31,  1961,  after  which  date 
the  65  per  centum  standard  must  be  com¬ 
plied  with. 

Note:  the  corresponding  Postal  Manual 
Sections  are  132.225  and  132.227. 

(RA.  161,  as  amended,  secs.  501,  4361,  4352, 
4354,  4355,  4358-4360,  4362,  74  Stat.  580, 
666-670  (Pub.  Law  86-682);  6  UA.C.  22,  39 
n.S.C.  601,  4351,  4362,  4354,  4355,  4358-4360, 
4362) 

n.  In  §  22.3  Application  for  second- 
class  privileges,  paragraph  (a)  is  amend¬ 
ed  to  read  as  follows: 

§  22.3  Application  for  second-class 
privileges. 

(a)  Applications  for  publications  and 
news  agents  that  do  not  have  second- 
class  privileges.  An  application  must  be 
filed  by  the  publisher  before  a  publica¬ 
tion  may  be  mailed  at  the  second-class 
rates.  Two  copies  of  the  issue  described 
in  the  application  must  also  be  filed. 
When  one-half  or  more  of  the  total 
copies  distributed  are  purchased  by  news 
agents  for  resale  or  are  consigned  to. 
news  agents  for  sale,  two  copies  each  of 
at  least  four  issues  must  be  filed  before 
an  application  is  either  approved  or  dis¬ 
approved,  to  demonstrate  compliance 
with  the  requirement  for  regular  issu¬ 
ance  at  least  four  times  each  year.  See 
§  22.2(b)(1).  If  the  publication  is 
printed  in  a  foreign  language,  a  brief 
translation  of  the  contents  of  the  copies 
must  be  furnished.  A  synopsis  of  each 
article  and  advertisement  is  usually 


rates.  Copies  of  all  application  forms 
may  be  obtained  from  local  postmasters. 
The  headings  on  the  forms  describe 
what  information  must  be  furnished  by 
publishers  and  news  agents.  Use  the  fol¬ 
lowing  forms: 

(1)  File  application  Form  3501,  “Ap¬ 
plication  for  Second-Class  Mail  Privi¬ 
leges”,  for  second-class  mail  privileges 
for  a  publication  that  meets  the  basic 
qualifications  at  the  post  office  of  the 
place  where  the  known  office  of  publica¬ 
tion  is  located.  When  one-half  or  more 
of  the  total  copies  distributed  are  pur¬ 
chased  by  news  agents  for  resale,  or  are 
consigned  to  news  agents  for  sale,  post¬ 
masters  will  not  accept  an  application  on 
Form  3501,  unless  the  publii^er  has  com¬ 
pleted  the  application  by  fumishii^  all 
of  the  information  called  for  by  ques¬ 
tions  30  and  31. 

(2)  File  application  Form  3502,  “Appli¬ 
cation  for  Second-Class  Mail  Privileges”, 
for  second-class  mail  privileges  for  a 
publication  of  an  institution  or  society 
that  does  not  meet  the  basic  qualifica¬ 
tions  at  the  post  office  of  the  place  where 
the  known  place  of  publication  is  located. 

(3)  Pile  application  Form  350 1-A, 
“Application  to  Mail  Publications  at 
Second-Class  Rates”,  for  permission  to 
mail  foreign  publications  in  the  United 
States  at  the  post  office  at  which  the 
copies  are  to  be  mailed. 

(4)  File  application  Form  3501-A  for 
registry  of  a  person  or  firm  as  a  news 
agent  with  the  privilege  of  mailing 
second-class  publications  at  the  post 
office  where  mailings  axe  to  be  made. 

Note:  The  corresponding  Postal  Manual 
Section  Is  132.31. 

(R.S.  161,  as  amended,  secs.  501,  4351-4355, 
4367-4360,  4362-4364,  4368,  4369,  as  amended 
by  74  Stat,  200  (Pub.  Law  86-607) ,  74  Stat. 
580,  666-671  (Pub,  Law  86-682);  5  U.S.C.  22. 
39  U.S.C.  601,  4351-4355,  4357-4364,  4368) 

-  [SEAL]  Leo  G.  Knoll, 

Acting  General  Counsel. 

[F.R.  Doc.  61-870;  Filed,  Jan.  26,  1961; 

12:68  p.m.] 


Title  49— TRANSPORTATION 

Chapter  I — Interstate  Commerce 
Commission 

[Ex  Parte  No.  73] 

PART  142— EXTENSION  OF  CREDIT 
TO  SHIPPERS 

Payment  of  Charges 

At  a  general  session  of  the  Interstate 
Commerce  Commission,  held  at  its  office 
in  Washington,  D.C.,  on  the  30th  day 
of  December  A.D.  1960. 

It  appearing  that  on  May  19, 1960,  the 
Commission,  made  and  filed  a  report  and 
order  in  this  proceeding,  310  I.C.C.  391, 
and  that  thereafter,  upon  petition  of  the 
Protestants  and  replies  thereto,  the  pro¬ 
ceeding  was  reopened  for  reconsider¬ 
ation; 

It  further  appearing  that  the  Com¬ 
mission,  on  the  date  hereof,  has  made 
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and  filed  a  report  on  reconsideration, 
which  report,  together  with  the  prior 
reports  and  orders  herein,  are  hereby 
referred  to  and  made  a  part  hereof:  * 

It  is  ordered.  That  the  order  entered 
in  this  proceeding  on  May  19,  1960,  as 
modified,  authorizing  the  extension  of 
credit  on  carload  trafiBc  to  96  hours  suid 
120  hours,  in  lieu  of  48  hours  and  96 
hours,  respectively,  the  effective  date  of 
which  was  postponed  until  the  further 
order  of  the  Commission,  be,  and  it  is 

^  Filed  as  part  of  original  document. 


hereby,  reinstated  and  modified,  so  as  to 
become  effective  on  March  10,  1961. 

It  is  further  ordered.  That  the  regu¬ 
lations  issued  under  the  order  of  May  19, 

1960,  as  modified,  49  CFR  142.1b,  be,  and 
they  are  hereby,  further  modified  by  de¬ 
leting  the  date  July  7,  1960,  and  substi¬ 
tuting  in  its  place  the  date  March  10, 

1961. 

It  is  further  ordered,  That  in  all  other 
respects  said  order  of  May  19,  1960,  as 
modified,  and  said  regulations  shall  re¬ 
main  in  full  force  and  effect. 

And  it  is  further  ordered.  That  notice 
to  the  general  public  shall  be  given  by 


depositing  a  copy  hereof  in  the  Office  of 
the  Secretary  of  the  Commission,  Wash 
ington,  D.C.,  and  by  filing  a  copy  with 
the  Director,  Office  of  the  Federal  Reg. 
ister. 

(Sec.  3(2),  24  Stat.  380,  as  amended  lo 
U.S.C.  3)  ’ 

By  the  Commission. 

[SEALl  Harold  D.  McCoy 

Secretary. 

(P.R.  Doc.  61-830:  Piled,  Jan.  27  ioai. 

8:48  a.m.)  ’  * 


retested  in  accordance  with  the  require¬ 
ments  appearing  in  §  77.824  of  this 
chapter. 


(k)  •  •  • 

(11)  Canceled, 


[  49  CFR  Parts  73,  77,  78  1 

[Docket  No.  3666;  Notice  47] 

TIANSPORTATION  of  explosives 
andother  dangerous  articles 

Notice  of  Proposed  Rule  Making 

January  6, 1961. 

Commission  is  in  receipt  of  ap- 
rUcaUons  for  early  amendment  of  the 
i^^.^titled  regulations  insofar  as 
tbey  ^  shippers  in  the  preparation 
of  tfticles  for  transportation,  and  to  all 
jgrriem  by  rail  and  highway.  The  pro¬ 
posed  amendments  are  set  forth  below 
gnd  the  reasons  therefor  are  listed  in 
below. 

Al^cations  for  the  proposed  amend¬ 
ments  have  been  the  subject  of  ex- 
cbanges  and  study  by  various  interested 
parties,  in  which  substantial  agreement 
bas  been  reached. 

Any  party  desiring  to  make  repre- 
gcntations  in  favor  of  or  against  the 
proposed  amendments  may  do  so  through 
tbe  submission  of  written  data,  views, 
or  arguments.  The  original  and  five 
0^  of  such  submission  may  be  filed 
with  the  (Commission  on  or  before  Feb¬ 
ruary  8,  1961.  The  proposed  amend¬ 
ments  are  subject  to  change  or  changes 
that  may  be  made  as  a  result  of  such 
submissions. 

JiOtioe  to  the  general  public  will  be 
given  by  depositing  a  copy  of  this  notice 
in  the  OflBce  of  the  Secretary  of  the 
Commission  for  public  inspection,  and 
by  filing  a  copy  of  the  notice  with  the 
Director,  Office  of  the  Federal  Register. 

(82  stat.  738,  18  U.S.C.  831-835;  49  Stat.  646, 
52  Stat.  1237,  54  Stat.  921,  49  U.S.C.  304) 

By  the  Commission,  Division  3. 

[SUL]  Harold  D.  McCoy, 

Secretary. 

PART  73— SHIPPERS 

SabpcRt  A — Preparation  of  Articles 
for  Transportation  by  Carriers  by 
Rail  Freight,  Rail  Express,  High¬ 
way,  or  Water 

In  S  73.33  amend  paragraph  (a)  (2) ; 
cancel  paragraph  (k)  (11)  (15  FJl.  8280, 
Dec.  2, 1950)  (21  FM.  3008,  May  5,  1956) 
to  read  as  follows : 

I  73.33  Qualification,  maintenance,  and 
use  of  cargo  tanks. 


PART  77 — SHIPMENTS  MADE  BYWAY  compliance  with  spec.  MC  304  (§  78.325 
OF  COMMON,  CONTRACT,  OR  of  this  chapter)  or  footnote  1  of  S  78.325 
PRIVATE  CARRIERS  BY  PUBLIC  of  this  chapter,  shall  be  retested  as  speci- 
HIGHWAY  ^  ^  78.325-16  of  this  chapter.  Each 

cargo  tank  used  for  the  transportation 
Subpart  A — General  Information  and  of  commodities  specified  in  S  78.325  of 
Regulations  chapter  shall  be  withheld  from  serv- 

”  ice  until  it  has  successfully  fulfilled  the 

Add  §  77.824  (15  F.R.  8364,  Dec.  2,  testing  requirements.  Eiach  such  cargo 
1950)  to  read  as  follows:  tank  shall  be  retested  as  follows: 

§77.824  Retesting  of  cargo  tanks.  (1)  Whenever  any  such  cargo  tank. 

,  ^  j  iiow  or  old,  is  acquired  by  a  motor  car- 

(a)'  Flammaole  hqjiid  ana  poisonous  ner-  except  that  suitable  of  new 

tanks  When  completed  by  the  manufac- 
302,  MC  303  and  MC  305.  Every  cargo  turer  and  before  such  tanks  axe  placed 
tank  construct^  in  compli^ce  v^^^^  in  service  will  be  considered  as  comply- 
specs.  MC  300,  MC  302,  MC  303,  and  MC  jng  with  this  requirement. 

305  (§§  78.321,  78.323,  78.324,  and  78.326  (2)  When  such  cargo  tjtnk  has  been 

of  this  chapter)  used  for  the  transporta-  qj  service  for  one  year  or  longer, 
tion  of  any  fiammable  liquid  or  poisonous  (3)  when  or  before  the  test  date  re¬ 
liquid,  class  B,  shall  be  retested  as  quired  by  §  78.325-17  of  this  chapter  to 
follows:  be  painted  on  the  tank  is  five  years  old. 

(1)  Tank  out  of  service  one  year  or  (4)  when  or  before  the  test  date  re- 

more.  Every  cargo  tank  which  has  been  quired  by  S  78.825-17  of  this  chapter  to 
out  of  transportation  service  for  a  period  be  painted  on  thp  tank  is  two  years  old, 
of  one  year  or  more  shall  not  be  returned  in  the  case  of  tanks  not  complying  with 
again  to  or  placed  in  such  service  until  all  requirements  of  this  specification  but 
it  has  successfully  fulfilled  the  testing  continuing  in  servioe  as  authorised  in 
requirem^ts  set  forth  in  the  applicable  footnote  1  of  5  78.325  of  this  chapter, 
specification.  (c)  Corrosive  liquid  cargo  tanks,  specs. 

(2)  Specification  tanks.  Every  caigo  MC  310  and  MC  311.  Every  cao^o  tank 
tank  complying  with  the  requirements  of  constructed  in  compliance  with  specs. 
Specification  No.  1001,  1937  Edition  of  MC  310  and  MC  311  (5§  78.330  and  78.331 
the  American  Petroleum  Institute,  speci-  of  this  chapter)  used  for  the  transporta- 
fications  of  the  National  Fire  Protection  tion  of  any  corrosive  liquid  shall  be  re- 
Association  1929  or  1933,  or  specifica-  tested  as  follows: 

tions  MC  300,  MC  302,  MC  303  and  MC  (1)  Tank  out  of  service  one  year  or 
305  (§§  78.321,  78.323,  78.324  and  78.326  more.  Elvery  cargo  tank  v^ch  has  been 
of  this  chapter) ,  shall  be  tested  at  least  out  of  transportation  service  for  a  period 
once  in  every  5-year  period  and  shall  not  of  one  year  or  more  shall  not  be  returned 
foe  returned  to  service  imtil  it  has  sue-  again,  to  or  placed  in  such  servioe  imtil 
cessfully  fulfilled  the  testing  require-  it  has  successfully  fulfilled  the  testing 
ments  set  forth  imder  §  78.321-16  of  this  requirements  set  forth  in  the  applicable 
chapter.  If  tested  no  oftener  than  once  specification. 

in  every  5  years,  at  least  one  such  test  (2)  Specification  tanks.  Every  cargo 
shall  be  made  in  the  last  3^ear  of  any  tank  complyii^  with  specs.  MC  310,  MC 
such  5-year  period.  The  time  of  reckon-  311  (§  78.330  or  78.331  of  this  chapter), 
ing  for  such  testing  of  such  cargo  tanks  or  the  requirements  set  forth  in  footnote 
shall  be  from  the  time  of  the  last  test  1  of  §  78.330  or  78.331  of  this  chapter, 
made  in  accordance  with  the  require-  shall  be  tested  at  least  once  in  every 
ments  set  forth  under  §  78.321-16  of  this  5-year  period  and  shall  successfully  ful- 
chapter.  fill  the  testing  requirements  set  forth  in 

(3)  Nonspecification  tanks.  Every  the  applicable  specification.  If  tested. no 
cargo  tank  not  complying  with  the  re-  oftener  than  once  every  5  years,  at  least 
quirements  of  Specification  No.  1001,  such  test  shall  be  made  in  the  last 
1937  Edition  of  the  American  Petroleum 
institute,  specifications  of  the  National 

Fire  Protection  Association  1929  or  1933,  Se^?asTtSt®made^i/TSorto^?wito 
^  (2)  Cargo  tanks  to  be  used  for  the  or  specifications  MC  300,  MC  302,  MC  reqXmSts  ^rf oXin  thS 

transportation  of  corrosive  or  fiammable  303,  and  MC  305  (§§  78.321,  78.323, 78.324  applicable  specification. 

JlQuids  shall  be  of  the  t5T)es  prescribed  and  78.326  of  this  chapter),  shall  be  o)  Nonspecification  tanks.  Every 
oy  the  regulations  and  maintained  or  tested  at  least  once  in  every  calendar  cargo  tank  not  complying  with  specs. 
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MC  310.  MC  311  (§  78.330  or  78.331  of  this 
chapter),  or  the  requirements  set  forth 
in  footnote  1  of  §  78.330  or  78.331  of  this 
chapter,  shall  be  tested  at  least  once  in 
every  calendar  year  and  shall  success¬ 
fully  fulfill  the  testing  requirements  set 
forth  under  §  78.330-16  or  78.331-16  of 
this  chapter,  whichever  is  applicable. 
No  two  such  required  tests  shall  be  closer 
together  than  6  months. 

(d)  Compressed  gas  cargo  tanks,  spec. 
MC  330.  Every  cargo  tank  constructed 
in  compliance  with  spec.  MC  330  (§  78.336 
of  this  chapter)  used  for  the  transporta¬ 
tion  of  any  compressed  gas  shall  be  re¬ 
tested  in  accordance  with  the  require¬ 
ments  of  §  73.33  of  this  chapter. 

(e)  Novel  cargo  tanks.  Every  cargo 
tank  which  shall  have  been  authorized 
by  the  Commission  under  the  provisions 
of  S  73.33  (h)  and  (j)  of  this  chapter 
shall  be  retested  imder  the  requirements 
set  forth  in  the  terms  of  such  authoriza¬ 
tion. 

(f)  Testing  following  accidents.  Every 
cargo  tank  capable  of  suitable  repair 
following  any  accident  in  which  a  tank 
motor  vehicle  may  have  been  involved 
shall  not  be  returned  to  service  until 
it  has  successfully  been  retested  in  ac¬ 
cordance  with  the  test  prescribed  for  its 
periodic  retest  if  the  cargo  tank  has  it¬ 
self  been  damaged  in  a  manner  likely 
to  affect  the  safety  of  operation  of  the 
tank  motor  vehicle,  or  if  the  damage  to 
the  tank  motor  vehicle  is  such  as  to  make 
the  safety  of  the  cargo  tank  uncertain. 

(g)  Special  testing  required  by  the 
Commission.  Upon  the  showing  of  prob¬ 
able  cause  of  the  necessity  for  retest,  the 
Commission  may,  at  its  discretion,  cause 
any  cargo  tank  to  be  retested  at  any  time 
in  accordance  with  the  requirements 
prescribed  for  its  periodic  retest. 

(h)  Test  date  markings.  The  date  of 
the  last  test  shall  be  painted  on  the  tank 
in  letters  not  less  than  1^4  inches  high, 
in  legible  colors,  immediately  below  the 
metal  identification  plate  specified  in  the 
applicable  specification. 

Subpart  D — ^Vehicles'  and  Shipments 
in  Transit;  Accidents 

In  S  77.854  add  paragraph  (h)  (15  F.R. 
8370,  Dec.  2,  1950)  to  read  as  follows: 

§  77.854  Disabled  vehicles  and  broken 
or  leaking  packages;  repairs. 

*  «  *  •  * 

(h)  No  repair  with  flame  unless  gas- 
free.  No  repair  of  a  cargo  tank  used  for 
the  transportation  of  any  fiammable 
liquid  or  poisonous  liquid,  or  any  com¬ 
partment  thereof,  or  of  any  container  for 
fuel  of  whatever  nature,  may  be  repaired 
by  any  method  employing  a  fiame,  arc, 
or  other  means  of  welding,  unless  the 
tank  or  compartment  shall  first  have 
been  made  gas-free. 


PART  78— SHIPPING  CONTAINER 
SPECIFICATIONS ' 

Subpart  J — Specifications  for  Contain¬ 
ers  for  Motor  Vehicle  Transporta¬ 
tion 

Amend  entire  §  78.321  (21  F.R.  7610, 
7611,  Oct.  4.  1956)  (15  F.R.  8544,  8545, 
8546,  Dec.  2, 1950)  (23  F.R.  2335,  Apr.  10, 
1958)  (22  F.R.  7847,  Oct.  3,  1957)  (16 
F.R.  11785,  11786,  Nov.  21. 1951)  (23  F.R. 
4033,  June  10.  1958)  (22  F.R.  11033,  Dec. 
31.  1957)  to  read  as  follows: 

§  78.321  Specification  MC  300;  ^  cargo 
tanks  constructed  of  mild  (open 
hearth  or  blue  annealed)  steel,  or 
combination  of  mild  steel  with  high- 
tensile  steel,  or  stainless  steel,  prima¬ 
rily  for  the  transportation  of  flamma¬ 
ble  liquids,  or  poisonous  liquids, 
class  B. 

§  78.321—1  General  requirements. 

(a)  Every  cargo  tank  shall  be  con¬ 
structed  in  accordance  with  the  best 
known  and  available  practices,  in  addi¬ 
tion  to  the  other  requirements  of  this 
specification. 

§  78.321-2  Material. 

(a)  Properties  of  mild  steel  sheets. 
All  mild  steel  sheets  shall  be  of  open 
hearth  steel  or  blue  annealed  steel  meet¬ 
ing  the  following  minimum  require¬ 
ments: 

Yield  point,  minimum -  25,000  pel. 

Ultimate  strength,  minimum —  45,000  psl. 
Mlnlmiun  elongation,  standard  20  percent. 
2-lnch  sample. 

(b)  Properties  of  high-tensile  steel 
sheets.  All  high-tensile  steel  sheets  for 
such  cargo  tanks  shall  meet  the  following 
minimum  requirements: 


1  Existing  tank  motor  vehicles  continuing 
In  service. 

(a)  Specification  cargo  tanks  of  tank 
motor  vehicles.  Cargo  tanks  ot  tank  motor 
vehicles  \ised  for  the  transportation  of 
flammable  liquids  or  poisonous  liquids,  class 
B,  which  shall  have  been  In  service  prior  to 
Jiuie  15.  1040,  may  be  continued  In  service 
provided  that  they  have  been  designed  and 
constructed  In  accordance  with  requirements 
of  Speclflcatlon  No.  1001,  1037  edition,  of  the 
American  Petroleum  Institute,  or  In  accord¬ 
ance  with  the  requirements  of  speclflcatlons 
of  the  National  Fire  Protection  Association, 
1020  or  1033  editions. 

(b)  Existing  nonspeciftcation  cargo  tanks 
of  tank  motor  vehicles.  Cargo  tanks  of  tank 


Yield  point,  minimum _  46,000  m  1 

Ultimate  strength,  minimum.. _  eo’oooM 

Minimum  elongation,  standard  26  ' 

2-lnch  sample. 

(c)  Properties  of  stainless  steel  sheet, 
All  stainless  steel  sheets  sht^ 
following  minimum  requirements:  ^ 

Yield  point,  mlnlmiim _  32,000  ngt 

Ultimate  strength,  minimum. 76^000  nS 
Minimum  elongation,  standard  20*  ner^ 

2-lnch  sample. 

(d)  Cargo  tanks  constructed  of  a  cm 
bination  of  mild  and  high-tensUe  steeh 
or  stainless  steel.  Mild  steel  sheeted 
specified  in  §  78.321-3(a)  may  be  us^ 
in  combination  with  high-tensile  steel 
sheets  or  stainless  steel  sheets  as  meet, 
fled  in  §  78.321-3 (b)  in  the  construction 
of  a  single  tank,  provided  each  material 
where  used,  shall  comply  with  the  ml^ 
mum  requirements  for  the  material  used 
in  the  construction  for  that  sectim  d 
the  tank.  Whenever  stainless  sted  sheets 
are  used  in  combination  with  sheets  d 
other  types  of  steel,  joints  made  by  weld, 
ing  shall  be  formed  by  the  use  of  stain- 
less  steel  electrodes  or  filler  rods  on 
condition  that  the  stainless  st^l  elec¬ 
trodes  or  filler  rods  used  m  the  welding 
be  suitable  for  use  with  the  grade  o( 
stainless  steel  concerned,  according  to 
the  recommendations  of  the  manufac¬ 
turers  of  the  stainless  steel  electrodes « 
filler  rods. 

§  78.321—3  Thickness. 

(a)  Thickness  of  mild  steel  sheets.  The 
minimum  thickness  of  mild  steel  tank 
sheets  shall  be  limited  by  the  volume 
capacity  of  the  tank  expresed  in  tenm 
of  gallons  per  inch  of  length;  and  by  the 
distance  between  bulkheads,  baffles  or 
other  shell  stiffeners,  as  well  as  by  the 
radius  of  shell  curvature  in  the  case  o( 
shell  sheets;  as  specified  in  Table  I  ami 
Table  n: 


motor  vehicles  used  for  the  transportatloi, 
of  flammable  liquids  or  poisonoxu  llquida 
class  B,  not  meeting  the  requirements  Ht 
forth  in  paragraph  (a)  of  this  footnote, 
which  shall  have  been  in  service  prlmr  to  June 
15,  1940,  may  be  continued  in  service,  pro¬ 
vided  that  they  fulflll  the  requirements  aet 
forth  under  §S  77.824(a)  and  77S54(h)  d 
this  chapter,  and  that  they  be  provided  with 
the  accessories  as  specifled  in  SS  78S21-5(i), 
78.321-8,  and  78.321-9  through  78.321-12. 

(c)  On  the  required  metal  Identlflcstios 
plate  substitute  “API  Spec  1001,  1987,"  « 
“NFPA  Spec  1929  (or  1933) "  or  “No  Specifics- 
tlon”  in  place  of  the  speclflcatlon  numb* 
shown  in  the  appropriate  specification. 


Table  I — Minihttu  Thickness  or  Heads, >  Bulkheads,  Baffles  (Dished,  Corrugated,  Reinfobcid  n 

Rolled)  and  Rino  Stiffeners 


Volume  capacity  of  tank  in  gallons  per  inch  of  length 

10  or  less 

Over  10 
to  14 

Over  14 
to  18 

Onrlt 

United  States  Standard  gauge  number... . . . . 

14 

13 

12 

U 

•  Thickness  of  exterior  head  sheets  shaU  never  be  less  than  the  minimum  requirements  for  shell  sheets  in  any  speeile 
unit. 


A* 


'  << . 
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in  tanks  subject  to  this  specification  and 
by  the  same  technique  of '  fabrication,  2 
test  specimens  conforming  to  figure  as 
shown  below  and  testing  Uiem  to  failure 
in  tension.  One  pair  of  test  specimens 
may  represent  all  the  tanks  to  be  made 
of  the  same  combination  of  materials, 
by  the  same  technique  of  fabrication, 
and  in  the  same  shop,  within  6  months 
after  the  tests  on  such  samples  have  been 
completed. 

§  78.321—5  Bulkheads,  baffles,  and  ring 
stiffeners. 

(a)  When  bulkheads  not  required.  No 
bulkheads  shall  be  required  in  any  cargo 
tank,  regardless  of  capacity,  which  is 
used  in  a  service  in  which  the  entire  tank 
is  never  loaded  less  than  80  percent  full 
or  in  which  no  compartment  of  the  tank 
is  ever  loaded  less  than  80  percent  full, 
provided  that  the  entire  contents  of  the 
tank  or  of  one  or  more  compartments 
of  the  tank  is  discharged  at  each  un¬ 
loading  point. 

(b)  Number^  dimensions  and  capaci¬ 
ties  of  bulkheads,  baffles,  and  ring  stiff¬ 
eners.  Except  as  provided  in  paragraph 
(a)  of  this  section,  every  cargo  tank  shall 
be  divided  into  compartments  and/or 
provided  with  baffles  or  ring  stiffeners 
as  follows: 

(1)  Every  cargo  tank  having  a  total 
capacity  in  excess  of  1,500  gallons  shall 
be  divided  by  bulkheads  into  compart¬ 
ments,  none  of  which  shall  exceed  1,200 
gallons.  A  tolerance  of  10  percent  shall 
be  allowed  for  capacities  of  individual 
compartments  or  tonks. 

(2)  Every  cargo  tank,  and  every  com¬ 
partment  of  a  cargo  tank  over  90  inches 
in  length,  shall  be  provided  with  baffles 
or  ring  stiffeners,  the  number  (rf  which 
shall  be  such  that  the  linear  distance  be¬ 
tween  any  two  adjacent  baffles  or  ring 
stiffeners,  or  between  any  tank  head  or 
bulkhead  and  the  baffle  or  ring  stiffener 
nearest  it,  shall  in  no  case  exceed  60 
inches.  • 

(3)  Each  bulkhead  required  by  this 
paragraph  shall  have  adequate  strength 
to  sustain  Mthout  undue  stress  or  any 
permanent  set  a  horizontal  force  equal 
to  the  weight  of  so  much  of  the  contents 
of  the  tank  as  may  come  between  it  and 
any  adjacent  buMiead  or  tank  head, 
applied  as  a  uniformly  distributed  load 
on  the  surface  of  the  bulkhead  or  tank 
head.  Flat  bulkheads  without  reinforce¬ 
ment  shall  not  be  permitted. 

(4)  Each  baffle  required  by  this  para¬ 
graph  shall  have  at  least  an  area  as 
great  as  80  percent  of  the  cross-sectional 
area  of  the  tank. 

(5)  K  spaces  are  provided  between 
compartments,  such  spaces  shall  be  ar¬ 
ranged  for  venting  and  for  complete 
drainage  at  all  times. 

(6)  Ring  stiffeners  shall  be  continu¬ 
ous  around  the  circumference  of  the  tank 
shell,  and  shall  have  at  least  the  section 
modulus  required  by  the  following  table: 


MIKIMUII  SECnON  MODTTLUfl  KEQXnBED  FOR  STEEL 
Rino  Stoteners 


Width  of  tank 

Section 

modulus 

42  inches  or  less _ 

10.0104L 

Over  42  inches  to  60  inches _ 

>.0162L 

Over  60  inches  to  96  inches . . . 

I.0234L 

>  L  is  the  maximum  distance  from  midpoint  of  unsup¬ 
ported  shell  on  one  side  of  ring  stiffener  to  the  midpoint 
of  unsupported  shell  on  the  opposite  side  of  the  ring 
stiSener.  See  §  78.321-3  for  minitnum  thickness  of 
ring  stiffeners. 

(i)  If  a  ring  stiffener  is  welded  to  the 
shell,  a  portion  of  the  shell  may,  for 
purposes  of  computing  the  section  modu¬ 
lus.  be  considered  as  a  part  of  the  ring 
section.  If  welded  at  one  side  of  the  ring 
stiffener  only,  such  portion  shall  not 
exceed  20  times  the  shell  thickness  ad¬ 
jacent  to  the  weld.  If  welded  at  both 
sides  of  the  ring  stiffener,  such  portion 
shall  not  exceed  40  times  the  shell  thick¬ 
ness  adjacent  to  the  weld,  or  the  width 
of  the  ring  stiffener  between  welds  plus 
20  times  the  shell  thickness  adjacent  to 
the  welds,  whichever  is  less. 

§  78.321—6  Oosures  for  manholes. 

(a)  No  applicable  provision. 

§  78.321—7  Overturn  protection. 

(a)  All  closures  for  filling  openings 
shall  be  protected  from  damage  in  the 
event  of  overturning  of  the  motor  ve¬ 
hicle  by  being  enclosed  within  the  body 
of  the  tank  or  a  dome  attached  thereto, 
or  by  the  use  of  suitable  metal  guards 
securely  attached  to  the  tank  or  the 
frame  of  the  motor  vehicle. 

§  78.321-8  Outlets. 

(a)  Outlet  fixtures  shall  be  substan¬ 
tially  made  and  attached  to  the  tank  in 
such  a  manner  as  to  prevent  breakage  at 
the  outlet  point. 

§  78.321—9  Vents,  valves  and  connec¬ 
tions. 

(a)  Tank  vents.  Each  cargo  tank  or 
tank  compartment  shall  be  provided 
with  a  vacuum  and  pressure  operated 
vent  with  a  minimum  effective  opening 
of  0.44  square  inch,  and  shall  also  be 
provided  with  an  emergency  venting 
facility  so  constructed  as  to  provide  a 
minimum  free-venting  opening  having 
a  net  area  in  square  inches  equal  to  1.25 
plus  0.0025  times  the  capacity  of  the 
tank  or  compartment  in  gallons.  If  the 
emergency  venting  facility  operates  in 
response  to  elevated  temperatures,  the 
critical  temperature  for  such  operation 
shall  not  exceed  200*  F. 

(b) .  Valve  and  faucet  connections. 
All  dfaw-off  valves  or  faucets  of  tanks 
and  compartments  shall  have  discharge 
ends  threaded,  or  be  otherwise  so  de¬ 
signed  as  to  insiire  in  every  instance  a 
tight  connection  with  the  hose  extending 
to  the  storage  fill  pipe. 

§  78.321—10  Protection  of  fittings. 

(a)  Draw-off  valves  and  faucets  pro¬ 
jecting  beyond  the  frame,  or  if  the  ve¬ 
hicle  be  frameless,  beyond  the  shell,  at 
the  rear,  shall  be  adequately  protected, 
in  the  event  of  collision,  by  steel  bump¬ 
ers  or  other  equally  effective  devices. 


§  78.321-11  Emergency  diacharce 
trol.  • 

(a)  Each  cargo  tank  or  tank  comoaii. 

ment  of  a  bottom-discharge  tank^ 
be  equipped  with  a  reliable  and  ellS, 
shut-off  valve  located  inside  the  shS 
of  the  tank  or  tank  compartment  in^ 
tank  or  compartment  outlet;  and 
operating  mechanism  for  such  valve  » 
valves  shall  be  provided  with  a  secondart 
closing  mechanism  remote  from 
filling  openings  and  discharge  faiS 
for  operation  in  the  event  of  fire  or 
accident.  Such  control  mechanism  shtli 
be  provided  with  a  fusible  section  which 
will  cause  the  valve  to  close  automatl. 
cally  in  case  of  fire,  and  the  critical  tem! 
perature  for  the  fusing  of  such  sectlm 
shall  not  exceed  200*  F. 

§  78.321—12  Shear  section. 

(a)  There  shall  be  provided  between 
each  shut-off  valve  seat  and  discharge 
faucet  a  shear  section  which  will  break 
under  strain,  unless  the  discharge  piping 
is  so  arranged  as  to  afford  equivalent 
protection,  and  leave  the  shut-off  vahe 
seat  intact  in  case  of  accident  to  the 
discharge  faucet  or  piping. 

§  78.321—13  Anchoring  of  tank. 

(a)  No  applicable  provision. 

§  78.321—14  Gauging  devices. 

(a)  No  applicable  provision. 

§  78.321-15  Pumps. 

(a)  No  applicable  provision.  . 

§  78.321—16  Method  of  test. 

(a)  Test  for  leaks.  Every  cargo  tank 
shall  be  tested  by  a  minimum  ah  or 
hydrostatic  pressure  of  3  psig.  applied  to 
the  whole  tank  and  dome  if  it  be  non- 
compartmented.  If  compartmented, 
each  individual  compartment  shall  be 
similarly  tested  with  adjacent  compart¬ 
ments  empty  and  at  atmospheric  pres¬ 
sure.  Air  pressure,  if  us^,  shall  be 
maintained  for  a  period  of  at  least  five 
minutes  during  which  the  entire  surface 
of  all  joints  under  pressure  shall  be 
coated  with  a  solution  of  soap  and  wat», 
heavy  oil,  or  other  material  suitable  for 
the  purpose,  foaming  or  bubbling  d 
which  indicates  the  presence  of  leaks. 
Hydrostatic  pressure,  if  used,  shall  be 
done  by  using  water  or  other  liquid  hav¬ 
ing  a  similar  viscosity,  the  temperatOR 
of  which  shall  not  exceed  100*  P.  durim 
the  test,  and  applying  pressure  as  pre¬ 
scribed  above,  gauged  at  the  top  of  the 
tank,  at  which  time  all  joints  under 
pressure  shall  be  inspected  for  the  is¬ 
suance  of  liquid  to  indicate  leaks.  Ail 
closures  shall  be  in  place  while  test  by 
either  method  is  made.  During  these 
tests,  operative  relief  devices  shall  be 
clamped,  plugged,  or  otherwise  rendered 
inoperative;  such  clamps,  plugs,  and 
similar  devices  shall  be  removed  immedi¬ 
ately  after  the  test  is  finished.  Any 
leakage  discovered  by  either  of  the  meth¬ 
ods  above  described,  or  by  any  other 
method,  shall  be  deemed  evidence  d 
failure  to  meet  the  requirements  of  thii 
specification.  Tanks  failing  to  pass  this 
test  shall  be  suitably  repaired,  and  the 
above  described  tests  shall  be  continued 
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own  test,  he  shall  similarly  retain  the  tion  to  the  other  requirements  of  this 
test  data.  specification. 

§  78.322  [Revocation]  §  78.323-2  Material. 

Cancel  entire  §  78.322  (15  F.R.  8546,  (a)  All  sheets  for  such  cargo  tanks 

8547,  8548,  8549,  Dec.  2,  1950)  (23  FJl.  shall  be  of  aluminum  alloys  QR20A 
2335,  Apr.  10,  1958)  (22  F.R.  7847,  Oct.  3,  (5052  commercial  designation),  GR40A 

1957)  (22  F.R.  11034,  Dec.  31,  1957)  (23  (5154  commercial  designation),  GM40A 

F.R.  4033,  June  10,  1958) .  (5086  commercial  designation),  or 

Amend  entire  §  78.323  (23  FJl.  7664,  GM31A  (5454  commercial  designation) 
Oct.  3,  1958)  (15  F.R.  8549,  8550,  8551,  conforming  to  American  Society  for 
Dec.  2,  1950)  (22  F.R.  7847,  7848,  Oct.  Testing  Materials  Specification  B209- 
3,  1957)  (23  F.R.  2335,  Apr.  10,  1958)  57T  (as  revised  to  include  5454), 

(22  F.R.  11034,  Dec.  31,  1957)  to  read  as  and  have  the  following  minimum 
follows:  requirements: 

§  78.323  Specification  MC  302 ;  ^  cargo 
tanks  constructed  of  welded  alumi* 
num  alloy  (ASTM  B209— 57T), 
primarily  for  the  transportation  of 
flammable  liquids,  or  poisonous 
liquids,  class  B. 

§  78.323—1  General  requirements. 


Yield  strength _  26,000  psi. 

Ultimate  strength _ _  34,000*  pal. 

Elongation,  2-lnch  sample _  12  percent 

Note  1:  Yield  strength  Is  the  stress  which 
produces  a  permanent  set  of  0.2  percent  of 
the  Initial  gauge  length  (ASTM  E8-86). 


§  78.323—3  Thickness  of  metal. 

on  the  right  side,  near  the  front,  (a)  Every  cargo  tank  shall  be  con-  (a)  The  minimum  thickness  of  tank 
In  a  place  readily  accessible  for  inspec-  structed  in  accordance  with  the  best  sheets  and  ring  stiffeners  shall  be  as 
tion.  This  plate  shall  be  permanently  known  and  available  practices,  in  addi-  follows: 

to  the  tank  by  means  of  solder¬ 
ing,  brazing,  welding,  or  other  equally 
goltable  means;  and  upon  it  shall  be 
mariced  by  stamping,  embossing,  or  other 
means  of  forming  letters  into  or  on  the 
metal  of  the  plate  itself,  in  the  manner 
illustrated  below,  at  least  the  informa- 
tlon  indicated  below.  The  plate  shall  not 
be  so  painted  as  to  obscure  the  markings 
tbereoa 

Cirrler’8  Serial  Number ' 
lUnufacturer’s  Name  * 

Date  of  lianiif  acture  * 

IOC  MC  300* 

Kcminal  Tank  Capacity _ U.S.  Gallons 

(b)  Test  date  markings.  The  date  of 
the  last  test  shall  be  painted  on  the  tank 
in  letters  not  less  than  1]4  inches  high, 
in  legible  colors,  immediately  below  the 
mdal  identification  plate  specified  in 
paragraph  (a)  of  this  section. 

(c)  Additional  markings.  In  addition 
to  the  above  markings,  cargo  tanks  must 
be  marked  as  required  by  §  77.823  of  this 
chapter. 

§  78.321-18  Certification. 

(a)  A  certificate  from  the  manufac¬ 
turer  of  the  cargo  tank,  or  from  a  com¬ 
petent  testing  agency,  certifying  that 
each  such  cargo  tank  is  designed  and 
constructed  in  accordance  with  the  re¬ 
quirements  of  the  specification  shall  be 
procured,  and  such  certificate  shall  be 
retained  in  the  files  of  the  carrier  during 
the  time  that  such  cargo  tank  is  em¬ 
ployed  by  him.  In  lieu  of  this  certificate, 
if  the  motor  carrier  himself  elects  to  as¬ 
certain  if  any  such  tank  fulfills  the  re- 
quiiments  of  the  specification  by  his 


1  Approximate. 

Note  1:  Flat  heads  without  reinforcement 
no  longer  permitted. 

§  78.323—4  Joints. 

(a)  Sheets  shall  be  joined  by  fusion 
weldii^.  The  tensile  strength  of  each 
joint  in  a  tank  shall  be  not  less  than 
15,000  psi.  Compliance  with  this  re¬ 
quirement  shall  be  determined  by  pre¬ 
paring  frcmi  materials  representative  of 
those  to  be  used  in  tanks  subject  to  this 


specification  and  by  the  same  technique 
of  fabrication,  2  test  specimens  conform¬ 
ing  to  figure  as  shown  below  and  testing 
them  to  failure  in  tension.  One  pair  of 
test  specimens  may  represent  all  the 
tanks  to  be  made  of  the  same  combina¬ 
tion  of  materials,  by  the  same  technique 
of  fabrication,  and  in  the  same  shop 
within  6  months  after  the  tests  on  such 
samples  have  been  completed. 


FLAIHe-CUT  EDGE 


40iNT  AT  MIOLENGTH  OP  PARALLEL  SECTION^ 

TENSILE  SPECIMEN 

aotor  vehicles  continuing  of  the  American  Petroleum  Institute,  or  in 
accordance  with  the  requirements  of  spe- 
t  cargo  tanks  of  tank  clflcatlons  of  the  National  Fire  Protection 
argo  tanks  of  tank  motor  Association,  1929  or  1933  editions, 
ae  transportation  of  flam-  (b)  Existing  nonspecification  cargo  tanks 
Kalsonous  liquids,  class  B,  of  tank  motor  vehicles.  Cargo  tanks  of  tank 
been  In  service  prior  to  motor  vehicles  used  for  the  transportation 
j  be  continued  In  service  of  flammable  liquids  or  poisonous  liquids, 
r  have  been  designed  and  class  B,  not  meeting  the  requirements  set 
ordance  with  the  require-  forth  In  paragraph  (a)  of  this  footnote, 
blon  No.  1001,  1937  edition  which  shaH  have  been  In  service  prior  to 


Aggregate  capacity,  United  States  gallons 

SheU 

1 

Head,  dished,  oomi- 
gatM  or  reinforced, 

,  and  ring  stiflenor 

United 
States 
gauge  No. 

Inch  > 

United 
States 
gauge  No. 

Inch  1 

600  or  less . 

Over  600  to  1,200 . 

Over  1,200: 

(a)  Divided  into  compartments  of  600  gallons  or  less . 

(b)  If  not  divided  into  compartments  or  if  divided  Into  com¬ 
partments  of  1,200  or  more . 

14 

12 

12 

10 

0.078 

.100 

.109 

.141 

14 

12 

10 

8 

0.078 

.109 

.141 

.172 

u 


900 


PROPOSED  RULE  MAKING 


§  78.323—5  Bulkheads,  baffles,  and  ring 
stiffeners. 

(a)  When  bulkheads  not  required.  No 
bulkheads  shall  be  required  in  any  cargo 
tank,  regardless  of  capacity,  which  is 
used  in  a  service  in  which  the  entire 
ta^is  never  loaded  less  than  80  percent 
full  or  in  which  no  compartment  of  the 
tank  is  ever  loaded  less  than  80  percent 
full,  provided  that  the  entire  contents 
of  the  tank  or  of  one  or  more  compart¬ 
ments  of  the  tank  is  discharged  at  each 
unloading  point. 

(b)  Number,  dimensions  and  capoci- 
ties  of  bulkheads,  baffles,  and  ring  stiff¬ 
eners.  Except  as  provided  in  paragraph 
(a)  of  this  section,  every  cargo  tank  shall 
be  divided  into  compartments  and/or 
provided  with  bafiBes  or  ring  stiffeners  as 
follows: 

(1)  Every  cargo  tank  having  a  total- 
capacity  in  excess  of  1,500  gallons  shall 
be  divided  by  bulkheads  into  compart¬ 
ments,  none  of  which  shall  exceed  1,200 
gallons.  A  tolerance  of  10  percent  shall 
be  allowed  for  capacities  of  individual 
compartments  or  tanks. 

(2)  Every  cargo  tank,  and  every  com¬ 
partment  of  a  cargo  tank  over  90  inches 
in  length,  shall  be  provided  with  baffles 
or  ring  stiffeners,  the  number  of  which 
shall  be  such  that  the  linear  distance  be¬ 
tween  any  two  adjacent  baffles  or  ring 
stiffeners,  or  between  any  tank  head  or 
bulkhead  and  ttie  baffle  or  ring  stiffener 
nearest  it,  shall  in  no  case  exceed  60 
inches. 

(3)  Each  bulkhead  required  by  this 
paragraph  shall  have  adequate  strength 
to  sustain  without  undue  stress  or  any 
permanent  set  a  horizontal  force  equal 
to  the  weight  of  so  much  of  the  contents 
of  the  tank  as  may  come  between  it  and 
any  adjacent  bulkhead  or  tank  head,  ap¬ 
plied  as  a  uniformly  distributed  load  on 
the  surface  of  the  bulkhead  or  tank  head. 
Plat  bulkheads  without  reinforcement 
shall  not  be  permitted. 

(4)  Each  baffle  required  by  this  para¬ 
graph  shall  have  at  least  an  area  as 
great  as  80  percent  of  the  cross-sectional 
area  of  the  tank. 

(5)  If  spaces  are  provided  between 
compartments,  such  spaces  shall  be  ar¬ 
ranged  for  venting  and  for  complete 
drainage  at  all  times. 

(6)  Ring  stiffeners  shall  be  continu¬ 
ous  aroimd  the  circumference  of  the  tank 
shell,  and  shall  have  at  least  the  section 
modulus  required  by  the  following  table: 


June  15,  1940,  may  be  continued  In  service, 
provided  that  they  fulfill  the  requirements 
set  forth  under  §|  77A24(a)  and  77fi54(h) 
of  this  chapter,  and  that  they  be  provided 
with  the  accessories  as  specified  in  §§  78.323-5 
(a) ,  78.323-8,  and  78.323-9  through  78fi23-12. 

(c)  On  the  required  metal  identification 
plate  substitute  "API  Spec  1001,  1937,”  or 
••NPPA  Spec  1929  (or  1933)”  or  “No  Spe¬ 
cification”  in  place  of  the  specification  num¬ 
ber  shown  in  the  appropriate  specification. 


Minim m  SscnoN  Modulus  Bequikbd  foe  Aluminum 
Rino  SnmNEBs 


W'ldth  of  tank 

Section 

modulus 

42  inches  ot  less . 

>0.0180L 

>.0280L 

>.0400L 

Over  42  Inches  to  60  inches _  . 

Over  60  inches  to  06  inches _ 

>  L  is  the  maxlmam  distance  from  midpoint  of  unsup¬ 
ported  .<!hell  on  one  side  of  ring  stifiener  to  the  midpoint 
of  unsupported  shell  on  the  opposite  side  of  the  ring 
stiffener.  See  $  78.323-3  for  minimum  thickness  of  rtag 
stiffeners. 

(i)  If  a  ring  stiffener  is  welded  to  the 
shell,  a  portion  of  the  shell  may,  for  pur¬ 
poses  of  computing  the  section  modulus, 
be  considered  as  a  part  of  the  ring  sec¬ 
tion.  If  welded  at  one  side  of  the  ring 
stiffener  only,  such  portion  shall  not  ex¬ 
ceed  20  times  the  shell  thickness  adja¬ 
cent  to  the  weld.  If  welded  at  both  sides 
of  the  riilg  stiffener,  such  portion  shall 
not  exceed  40  times  the  shell  thickness 
adjacent  to  the  weld,  or  the  width  of  the 
ring  stiffener  between  welds  plus  20  times 
the  shell  thickness  adjacent  to  the  welds, 
whichever  is  less. 

§  78.323—6  Closures  for  manholes. 

(a)  No  applicable  provision. 

§  78.323—7  Overturn  protection. 

(a)  All  closures  for  filling  openings 
shall  be  protected  from  damage  in  the 
event  of  overturning  of  the  motor  vehicle 
by  being  enclosed  within  the  body  of  the 
tank  or  a  dome  attached  thereto  or  by 
the  use  of  suitable  metal  guards  securely 
attached  to  the  tank  or  the  frame  of  the 
motor  vehicle. 

§  78.323—8  Tank  outlets. 

(a)  Outlet  fixtures  shall  be  substan¬ 
tially  made  and  attached  to  the  tank  in 
such  a  manner  as  to  prevent  breakage 
at  the  outlet  point. 

§  78.323—9  Vents,  valves  and  connec¬ 
tions. 

(a)  Tank  vents.  Each  cargo  tank  or 
tank  compartment  shall  be  provided 
with  a  vacuum  and  pressure  operated 
vent  with  a  minimum  effective  opening  of 
0.44  square  inch,  and  shall  also  be  pro¬ 
vided  with  an  emergency  venting  facility 
so  constructed  as  to  provide  a  minimum 
free-venting  opening  having  a  net  area 
in  square  inches  equal  to  1.25  plus  0.0025 
times  the  capacity  of  the  tank  or  com¬ 
partment  in  gallons.  If  the  emergency 
ventii^  facility  operates  in  response  to 
elevated  temperatures,  the  critical  tem¬ 
perature  for  such  operation  shall  not 
exceed  200*  P. 

(b)  Valve  and  fauc§t  connections.  All 
draw-off  valves  or  faucets  of  tanks  and 
compartments  shall  have  discharge  ends 
threaded,  or  be  otherwise  so  designed  as 
to  insure  in  every  instance  a  tight  con¬ 
nection  with  the  hose  extending  to  the 
storage  fill  pipe. 

§  78.323—10  Protection  of  fittings. 

(a)  Draw-off  valves  and  faucets  pro¬ 
jecting  beyond  the  frame,  or  if  the  ve- 


the  event  of  colUsion  by  steel  bumDeM*® 
other  equally  effective  devices. 

§  78.323-11  Emergency  discharge  con 

(a)  Each  cargo  tank  or  tank  comDart 
ment  of  a  bottom-discharge  tankXii 
be  equipped  with  a  reliable  and  efleS 
shut-off  valve  located  inside  the  sheU  3 
the  tank  or  tank  compartment  in  tS 
tank  or  compartment  outlet;  and  S! 
operating  mechanism  for  such  val?*^ 
valves  shall  be  provided  with  a  secondm 
closing  mechanism  remote  from  tS 
filling  openings  and  discharge  faucST 
for  operation  in  the  event  of  fire  or  otS 

accident.  Such  control  mechanism  Shan 

be  provided  with  a  fusible  section  whiS 
will  cause  the  valve  to  close  automS 
cally  in  case  of  fire,  and  the  critical  tem" 
perature  for  the  fusing  of  such  section 
sl\all  not  exceed  200"  F. 

§  78.323—12  Shear  section. 

(a)  There  shall  be  provided  betwem 
each  shut-off  valve  seat  and 
faucet  a  shear  section  which  will  break 
under  strain,  unless  the  discharge  piping 
is  so  arranged  as  to  afford  equivalent 
protection,  and  leave  the  shut-off  vahe 
seat  intact  in  case  of  accident  to  the  dis¬ 
charge  faucet  or  piping. 

§  78.323—13  Anchoring  of  tank. 

(a)  No  applicable  provision. 

§  78.323—14  Gauging  devices. 

(a)  No  applicable  provision. 

§  78.323-15  Pumps. 

(a)  No  applicable  provision. 

§  78.323—16  Method  of  test. 

(a)  Test  for  leaks.  Every  cargo  tank 
shall  be  tested  by  a  minimum  air  or  hy¬ 
drostatic  pressure  of  3  psig.  appli^  to 
the  whole  tank  and  dome  if  it  be  non- 
compartmented.  If  compartmented, 
each  individual  compartment  shtdl  be 
similarly  tested  with  adjacent  comput- 
'  ments  empty  and  at  atmospheric  pres¬ 
sure.  Air  pressure,  if  used,  shall  be 
maintained  for  a  period  of  at  least  five 
minutes  during  which  the  entire  surface 
of  all  joints  under  pressure  shall  be 
coated  with  a  solution  of  soap  and  water, 
heavy  oil,  or  other  material  suitable  for 
the  purpose,  foaming  or  bubbling  of 
which  indicates  the  presence  of  leaks. 
Hydrostatic  pressure,  if  used,  shall  be 
done  by  using  water  or  other  liquid  hav¬ 
ing  a  similar  viscosity,  the  temperatore 
of  which  shall  not  exceed  100"  F.  during 
the  test,  and  applying  pressure  as  pre¬ 
scribed  above,  gauged  at  the  top  of  the 
tank,  at  which  time  all  joints  under  pres¬ 
sure  shall  be  inspected  for  the  issuance 
of  liquid  to  indicate  leaks.  All  closures 
shall  be  in  place  while  test  by  either 
method  is  made.  During  these  tests, 
operative  relief  devices  shall  be  clamped, 
plugged,  or  otherwise  rendered  inopera¬ 
tive;  such  clamps,  plugs,  and  similar  d^ 
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-ices  shall  be  removed  immediately  after 
is  finished.  Any  leakage  discov- 
^  by  either  of  the  methods  above  de- 
^bed,  or  by  any  other  method,  shall 
STdeemed  evidence  of  failure  to  meet 
She  requirements  of  this  specification. 
Sinks  failing  to  pass  this  test  shall  be 
Stably  repaired,  and  the  above  de¬ 
scribed  tests  shall  be  continued  until  no 
leaks  are  discovered,  before  any  cargo 
is  put  into  service. 

(b)  Test  for  distortion  or  failure. 
Every  cargo  tank  to  which  this  specifi- 
csUon  applies  shall  be  tested  by  pres¬ 
sures  prescribed  in  paragraph  (a)  of  this 
section  and  shall  withstand  such  pres¬ 
sure  without  undue  distortion,  evidence 
of  impending  failure,  or  failure.  Failure 
to  meet  this  requirement  shall  be  deemed 
gs  sufficient  cause  for  rejection  under 
this  specification.  If  there  is  undue  dis¬ 
tortion,  or  if  failure  impends  or  occurs, 
the  cargo  tank  shall  not  be  returned  to 
service  unless  a  suitable  repair  is  made. 
The  suitability  of  the  repair  shall  be  de¬ 
termined  by  the  same  method  of  test. 

(c)  Retest  requirements.  See  §  77.824 

(a)  of  this  chapter. 

§  78.323-17  Marking  of  cargo  tanks. 

(a)  Metal  identification  plate.  There 
shall  be  on  every  cargo  tank  a  metal 
plate  located  on  the  right  side,  near  the 
front,  in  a  place  readily  accessible  for 
inspection.  This  plate  shall  be  perma¬ 
nently  affixed  to  the  tank  by  means  of 
soldering,  brazing,  welding,  or  other 
equally  suitable  means;  and  upon  it  shall 
be  marked  by  stamping,  embossing,  or 
other  means  of  forming  letters  into  or 
on  the  metal  of  the  plate  itself,  in  the 
manner  iUustrated  below,  at  least  the 
information  indicated  below.  The  plate 
shall  not  be  so  painted  as  to  obscure  the. 
markings  thereon. 

Carrier’s  Serial  Number  > 

Uanufacturer’s  Name  > 

Date  of  Manufacture  ’ 

ICC  MC  302 

Homlnal  Tank  Capacity _ U.S.  Gallons 

(b)  Test  date  markings.  The  date  of 
the  last  test  shall  be  painted  on  the  tank 
in  letters  not  less  than  inches  high, 
in  legible  colors,  immediately  below  the 
metal  identification  plate  specified  in 
paragraph  (a)  of  this  section. 

(c)  Additional  markings.  In  addition 

to  the  above  markings,  cargo  tanks  must 
be  marked  as  required  by  §  77.823  of  this 
chapter.  ^ 

§  78.323-18  Certification. 

(a)  A  certificate  from  the  manufac¬ 
turer  of  the  cargo  tank,  or  from  a  compe¬ 
tent  testing  agency,  certifying  that  each 
such  cargo  tank  is  designed  and  con¬ 
structed  in  accordance  with  the  require¬ 
ments  of  the  specification  shall  be 
procured,  and  such  certificate  shall  be 
retained  in  the  files  of  the  carrier  during 
the  time  that  such  cargo  tank  is  em- 


‘  Carriers  are  not  required  to  number  their 
t&nks  serially;  any  designation  regularly 
used  by  the  carrier  to  identify  the  tank  may 
put  in  this  space. 

’  In  the  event  the  Identity  of  the  tank 
manufacturer  or  the  date  of  manufacture  is 
not  known  and  cannot  be  ascertained,  the 
qmces  indicated  shall  be  marked  “make 
uwKKowN’’  and/or  “date  or  manufacture 
VlfKNOWN.” 


ployed  by  him.  In  lieu  of  this  certificate, 
if  the  motor  carrier  himself  elects  to 
ascertain  if  any  such  tank  fulfills  the 
requirements  of  the  specification  by  his 
own  test,  he  shall  similarly  retain  the 
test  data. 

Amend  entire  §  78.324  (21  PJl.  7611, 
Oct.  4,  1956)  (15  PJl.  8551,  8552,  8553, 
8554,  Dec.  2, 1950)  (23  P.R.  2335,  Apr.  10, 
1958)  (22  P.R.  7848,  Oct.  3,  1957)  (23 
P.R.  4033,  June  10,  1958)  (22  P.R.  11034, 
11035,  Dec.  31,  1957)  to  read  as  follows: 

§  78.324  Specification  MC  303 ;  ^  cargo 
tanks  constructed  of  welded  ferrous 
alloy  (high-tensile  steel)  or  stainless 
steel,  primarily  for  the  transportation 
of  flammable  liquids,  or  poisonous 
liquids,  class  B. 

§  78.324—1  General  requirements. 

(a)  Every  cargo  tank  shall  be  con¬ 
structed  in  accordance  with  the  best 
known  and  available  practices,  in  addi¬ 
tion  to  the  other  requirements  of  this 
specification. 

§  78.324-2  Material. 

(a)  Properties  of  high-tensile  steel 
sheets.  All  high-tensile  steel  sheets  for 


such  cargo  tanks  shall  be  of  ferrous  al¬ 
loy;  commonly  known  as  high-tensile 
stwl,  meeting  the  following  minimum 
requirements: 


Yield  point _  45,000  psl. 

Ultimate  strength _  60,000  psl. 

Elongation,  2-lnch  sample _ 25  percent. 


(b)  Properties  of  stainless  steel  sheets. 
All  stainless  steel  sheets  for  such  cargo 
tank  shall  meet  the  following  minimum 
requirements: 


Yield  point _  32,000  psl. 

Ultimate  strength _  75,000  psl. 

Elongation,  2-lnch  sample. _ 20  percent. 


§  78.324—3  Thickness  of  metal. 

(a)  The  minimum  thicknesses  of  tank 
sheets  and  ring  stiffeners  shall  be  limited 
by  the  volume  capacity  of  the  tank,  ex¬ 
pressed  in  terms  of  gallons  per  inch  of 
length;  by  the  distance  between  succes¬ 
sive  bulkheads  in  the  case  of  bulkhead 
sheets;  and  by  the  distance  between 
bulkheads,  baffies,  or  other  shell  stiffen¬ 
ers  as  well  as  by  the  radius  of  shell  cur¬ 
vature  in  the  case  of  shell  sheets  as 
follows: 


Table  I— Minimum  Thickness  or  Head,  Bulkhead,  Baffle  Sheets  and  Ring  Stiffeners 


Di.'tiince  '  etwron  bulkhead 
attachii  ents  to  shell  in 
inches 


6  or  less 

Over  6  to  10 

Over  10  to  14 

Over  14  to  18 

Volume  capacity  of  tank  in  gallons  per  inch  of  length 


Over  18 


Bulkhead  and  baffle  (dished,  corrugated,  or  reinforced)  sheet  and  ring  stiffener  thick¬ 
nesses  in  United  States  gauge  numbers  and  inches  depending  upon  distances  be¬ 
tween  attachments  thereof  to  shell 


1 

Gauge 

No. 

Inch 

appr. 

Gauge 

No, 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

Gauge 

No, 

Inch 

appr. 

30  inches  or  less . . . 

17 

0.056 

16 

0.062 

15 

0.070 

14 

0.078 

13 

0.004 

.100 

Over  30  inches _ 

16 

.062 

15 

.070 

14 

.078 

13 

.004 

12 

Note  1 :  Flat  heads  without  reinforcement  no  longer  permitted. 

Table  II — Thickness  of  Shell  Sheets 


Distance  between  bulk¬ 
heads,  baffles,  or  other 
shell  stiffeners 


Volume  capacity  of  tank  in  gallons  per  inch  of  length 


6  or  less 


Over  6  to  10 


Over  10  to  14 


Over  14  to  18 


Over  18 


Shell-sheet  thicknesses  in  United  States  gauge  and  number  of  inches  for  that  portion 
(ff  the  shell  rolled  to  a  radius  of  less  than  70  inches,  depending  on  spacing  of  shell 
stiffeners 


Gauge 

No. 

Inch 

appr. 

Gauge 
•  No, 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

20  inches  or  less . 

19 

0.044 

18 

0.050 

17 

0.056 

16 

0.062 

15 

0.070 

Over  20  inches  to  36  inches.. 

18 

.050 

17 

.056 

16 

.062 

15 

.070 

14 

.078 

Over  36  Inches  to  56  inches.. 

17 

.056 

16 

.062 

15 

.070 

14 

.078 

13 

.094 

Over  56  inches . 

16 

.062 

15 

.070 

14 

.078 

13 

.094 

t 

12 

.109 

Shell-sheet  thicknesses  in  United  States  gauge  and  number  ol  inches  lor  that  portion 

of  the  shell  rolled  to  a  radius  of  70  inches  or  more  but  less  than  90  inches,  depending 
on  spacing  of  shell  stiffeners 

20  inches  or  less . 

18 

0.050 

17 

0.056 

16 

0.062 

15 

0.070 

14 

0.078 

Over  20  inches  to  36  inches. . 

17 

.056 

16 

.062 

15  ‘ 

.070 

14 

.078 

13 

.094 

Over  36  inches  to  56  inches.. 

16 

.062 

15 

.070 

14 

.078 

13 

.094 

12 

.109 

Over  56  inches . 

15 

.070 

14 

.078 

13 

.094 

12 

.109 

11 

.125 

>  Existing  tank  motor  vehicles  continuing 
In  service. 

(a)  Specification  cargo  tanks  of  tank 
motor  vehicles.  Cargo  tanks  of  tank  motor 
vehicles  used  for  the  transportation  of  flam¬ 
mable  liquids  or  poisonous  liquids,  class  B, 
which  shall  have  been  In  service  prior  to 
June  15,  1940,  may  be  continued  in  service 
provided  that  they  have  been  designed  and 
constructed  In  accordance  with  the  require¬ 
ments  of  Specifleation  No.  1001,  1937  edition. 


of  the  American  Petroleum  Institute,  or  in 
accordance  with  the  requirements  of  specl- 
fleations  of  the  National  Fire  Protection  As¬ 
sociation,  1929  or  1933  editions. 

(b)  Existing  nonspeciflcaton  cargo  tanks 
of  tank  motor  vehicles.  Cargo  tanks  of  tank 
motor  vehicles  Tised  for  the  transportation 
of  flammable  liquids  or  poisonous  -liquids, 
class  B,  not  meeting  the  requirements  set 
forth  in  paragraph  (a)  of  this  footnote, 
which  shall  have  been  In  service  prior  to 
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Thickness  or  Shell  Sheets 


(3)  Each  bulkhead  required  by  thj 
paragraph  shall  have  adequate  straSl 
to  sustain  without  updue  stress  oroS 
permanent  set,  a  horizontal  force 

to  the  weight  of  so  much  of  the  conS 
of  the  tank  as  may  come  between  it 
any  adjacent  bulkhead  or  tank  w 
applied  as  a  uniformly  distributed^’ 
on  the  surface  of  the  bulkhead  or  S 
head.  Flat  bulkheads  without  reiido^ 
ment  shall  not  be  permitted.  ^ 

(4)  Each  baffle  required  by  this  para 
graph  shall  have  at  least  an  area  as  great 
as  80  percent  of  the  cross-sectional 

of  the  tank.  ^ 

(5)  If  spaces  are  provided  between 
compartments,  such  spaces  shall  be  ar- 
ranged  for  venting  and  for  complete 
drainage  at  all  times. 

(6)  Ring  stiffeners  shall  be  continuous 
around  the  circumference  of  the  tank 
shell,  and  shall  have  at  least  the  section 
modulus  required  by  the  following  table: 

Minimum  Section  Modulus  Required  For 

Rino  SUrFENERS  ^ 


Volome  capacity  of  tank  In  gallons  per  inch  of  length 


Distance  between  bulk¬ 
heads,  baffles,  or  other 
shell  stiffeners 


Shell-sheet  thicknesses  in  United  States  gauge  and  number  of  Inches  for  that  portion 
of  the  shell  rolled  to  a  radius  of  90  inches  or  more  but  less  than  126  inches,  depend¬ 
ing  on  spacing  of  shell  stiffeners 


20  inches  or  less . . 

Over  20  inches  to  86  Inches. 
Over  36  inches  to  66  inches. 
Over  66  Inches . . 


Shell-sheet  thicknesses  in  United  States  gauge  and  number  of  Inches  for  that  portion 
of  the  shell  rolled  to  a  radius  of  126  inches  or  more  depending  upon  spacing  of  shell 
stiffeners 


20  inches  or  less . . 

Over  20  inches  to  36  inches. 
Over  36  indies  to  66  inches. 
Over  66  inches.. . 


§  78.324—5  Bulkheads,  baffles,  and  ring 
stifTeners. 

(a)  When  bulkheads  not  required.  No 
bulkheads  shall  be  required  in  any  cargo 
tank,  regardless  of  capacity,  which  is 
used  in  a  service  in  which  the  entire  tank 
is  never  loaded  less  than  80  percent  full 
or  in  which  no  compartment  of  the  tank 
is  ever  loaded  less  than  80  percent  full, 
provided  that  the  entire  contents  of  the 
tank  or  of  one  or  more  compartments  of 
the  tank  is  discharged  at  each  unloading 

point.  (i)  If  a  ring  stiffener  is  welded  to  tbe 

(b)  Number,  dimensions  and  capac-  shell,  a  portion  of  the  shell  may,  fw 

ities  of  bulkheads,  baffles,  and  ring  purposes  of  computing  the  section  modu- 
stiffeners.  Except  as  provided  in  para-  lus,  be  considerOd  as  a  part  of  the  ring 
graph  (a)  of  this  section,  every  cargo  section.  If  welded  at  one  side  of  tbe 
tank  shall  be  divided  into  compartments  ring  stiffener  only,  such  portion  shall 
and/or  provided  with  baffles  or  ring  not  exceed  20  times  the  shell  thickness 
stiffeners  as  follows:  adjacent  to  the  weld.  If  welded  at  both 

(1)  Every  cargo  tank  having  a  total  sides  of  the  ring  stiffener,  such  portion 
capacity  in  excess  of  1,500  gallons  shall  shall  not  exceed  40  times  the  shell  thick- 
be  divided  by  bulkheads  into  compart-  ness  adjacent  to  the  weld,  or  the  width 
ments,  none  of  which  shall  exceed  1,200  of  the  ring  stiffener  between  welds  plus 
gallons.  A  tolerance  of  10  percent  shall  20  times  the  shell  thickness  adjacent  to 
*  _  p  oKi\iiie  welds,  whichever  is  less. 

tBl  TO  3  RADIUS  (c)  Tank  supports.  The  distance fixmi 

a  tank  support  to  the  nearest  bulkhead, 
baffle,  or  other  shell  stiffener,  shall  n($ 

_  exceed  40  times  the  thickness  of  the  tank 

- point  of  support. 

§  78.324—6  Closures  for  manholes. 

(a)  No  applicable  provision. 

^  §  78.324—7  Overturn  protection. 

*PR.  8  **  closures  for  filling  openings 

shall  be  protected  from  damage  in  tl^ 

_ _ _  j  event  of  overturning  of  the  motor  vehi- 

^  cle  by  being  enclosed  within  the  body  rf 

)  the  tank  or  a  dome  attached  thereto  or 

OP  PARALLEL  SECTION^  by  the  use  of  suitable  metal  guards  se- 

3PECIMEN  curely  attached  to  the  tank  or  the  frame 

of  the  motor  vehicle. 

be  allowed  for  capacities  of  individual 

June  16,  1940,  may  be  continued  in  service,  compartments  or  tanks.  §  78.324—8  Outlets, 

provided  that  they  fulfill  the  requirements  (2)  Every  cargo  tank,  and  every  com-  (a)  Outlet  fixtures  shall  be  substan- 
set  forth  under  §5  77.824(a)  and  77.854(h)  partment  of  a  cargo  tank  over  90  inches  tially  made  and  attached  to  the  tank  In 
of  this  chapter,  and  that  they  be  provided  in  length,  shall  be  provided  with  baffles  such  a  maimer  as  to  prevent  breakage 
with  the  accessories  as  specified  In  §§78.324—  or  ring  stiffeners,  the  number  of  which  at  the  outlet  point. 

6, 78524-8(a)  and  78.324-9  through  78.324-12.  shall  be  such  that  the  linear  distance  be-  o »  j  — , 

(c)  On  the  required  metal  Identification  tween  any  two  adjacent  baffles  or  ring  §  78.324-9  Vents,  valves  and  connee- 
plate  substitute  “API  Spec  1001,  1937,’*  or  stiffeners,  or  between  any  tank  head  or  tions. 

“NPPA  Spec  1929  (or  1933)”  or  "No  specifica-  bulkhead  and  the  baffle  or  ring  stiffener  (a)  Tank  vents.  Each  cargo  tank  or 
tlon”  In  place  of  the  specification  number  nearest  it,  shall  in  no  case  exceed  60  tank  compartment  shall  be  provided  witb 

shown  In  the  appropriate  specification.  inches.  a  vacuum  and  pressure  operated  v«it 


§  78.324—4  Joints. 

(a)  Method  of  joining.  Sheets  shall 
be  joined  by  fusion  welding. 

(b)  Strength  of  joints.  The  tensile 
strength  of  each  joint  in  a  tank  made  of 
steel  other  than  stainless  steel  shall  be 
not  less  than  85  percent  of  that  of  the 
adjacent  metal  in  the  tank.  The  tensile 
strength  of  each  joint  in  a  stainless  steel 
tank  shall  be  not  less  than  60,000  psi. 
Compliance  with  either  requirement 
shall  be  determined  by  preparing,  from 
materials  representative  of  those  to  be 
used  in  tanks  subject  to  this  specification 
and  by  the  same  technique  of  fabrication, 
2  test  specimens  conforming  to  figure  as 
shown  below  and  testing  them  to  failure 
in  tension.  One  pair  of  test  specimens 
may  represent  all  the  tanks  to  be  made  of 
the  same  combination  of  materials,  by 
the  same  technique  of  fabrication,  and 
in  the  same  shop,  within  6  months  after 
the  tests  on  such  samples  have  been 
completed. 


Width  of  tank 


Section 

modoloi 


42  inches  or  less . 

Over  42  inches  to  60  inches. 
Over  60  inches  to  96  inches. 


>  L  is  the  maximum  distance  from  midpoint  of  imsap. 
ported  shell  on  one  side  of  ring  stiffener  to  the  midpSol 
unsupported  shell  on  the  opposite  side  of  the  rii^  stifln. 
er.  See  §  78.324-3  for  minimum  thickness  of  ring  stiff, 
eners. 


Gauge 

No. 

Inch 

appr. 

Gauge 

No 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

Gauge 

No. 

Inch 

appr. 

17 

0.066 

16 

0.062 

16 

0.070 

14 

0.078 

13 

0.094 

16 

.062 

16 

.070 

14 

.078 

13 

.094 

12 

.109 

16 

.070 

14 

.078 

13 

.094 

12 

.109 

11 

.126 

14 

.078 

13 

.094 

12 

.109 

11 

.126 

10 

.141 

1 

16 

0.062 

16 

0.070 

14 

0.078 

13 

0.094 

12 

0.109 

16 

.070 

14 

.078 

13 

.094 

12 

.109 

11 

.126 

14 

.078 

13 

.094 

12 

.109 

11 

.125 

10 

.141 

13 

.094 

12 

.109 

11 

.126 

10 

.141 

9 

.166 
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*ith  a  mininiuni  effective  opening  of  0.44 
tfuare  tTTCt>r  and  shall  also  be  provided 
Stb  an  emergency  venting  facility  so 
constructed  as  to  provide  a  minimum 
fr^-venting  opening  having  a  net  area 
L  sfluare  inches  equal  to  1.25  plus  0.0025 
Snes  the  capacity  of  the  tank  or  com¬ 
partment  in  gallons.  If  the  emergency 
^ting  facility  operates  in  response  to 
elevated  temperatures,  the  critical  tem¬ 
perature  for  such  operation  shall  not 
«ceed  200"  P. 

(b)  Valve  and  faucet  connections.  All 
draw-off  valves  or  faucets  of  tanks  and 
compartments  shall  have  discharge  ends 
threaded,  or  be  otherwise  so  designed  as 
to  insure  in  every  instance  a  tight  con¬ 
nection  with  the  hose  extending  to  the 
storage  fill  Pipe. 


78.324-10  Protection  of  ftttings. 

(a)  Draw-off  valves  and  faucets  pro¬ 
jecting  beyond  the  frame,  or  if  the  vehi¬ 
cle  be  frameless,  beyond  the  shell,  at  the 
rear,  sl^U  be  adequately  protected  in 
the  event  of  collision  by  steel  bumpers 
or  other  equally  effective  devices. 

§78.324—11  Emergency  discharge  con¬ 
trol. 


(a)  Each  cargo  tank  or  tank  compart¬ 
ment  of  a  bottom-discharge  tank  shall 
be  equipped  with  a  reliable  and  effective 
shut-off  valve  located  inside  the  shell  of 
the  tank  or  tank  compartment  in  the 
tank  or  compartment  outlet;  and  the 
operating  mechanism  for  such  valve  or 
valves  shall  be  provided  with  a  second¬ 
ary  closing  mechanism  remote  from  tank 
piling  openings  and  discharge  faucets, 
for  operation  in  the  event  of  fire,  or  other 
accident.  Such  control  mechanism  shall 
be  provided  with  a  fusible  section  which 
will  cause  the  valve  to  close  automatically 
in  case  of  fire,  and  the  critical  tempera¬ 
ture  for  the  fusing  of  such  section  shall 
not  exceed  200"  P. 

§  78.324—12  Shear  section. 

(a)  There  shall  be  provided  between 
each  shut-off  valve  seat  and  discharge 
faucet  a  shear  section  which  will  break 
under  strain,  imless  the  discharge  piping 
is  so  arranged  as  to  afford  equivalent 
Iffotectlon,  and  leave  the  shut-off  valve 
seat  intact  in  case  of  accident  to  the 
discharge  faucet  or  piping. 

§  78.324—13  Anchoring  of  tank. 

(a)  No  applicable  provision. 

§  78.324—14  Gauging  devices. 

(a)  No  applicable  provision. 

§  78.324—15  Pumps. 

(a)  No  applicable  provision. 

§  78.324—16  Method  of  test. 

(a)  Test  for  leaks.  Every  cargo  tank 
shall  be  tested  by  a  minimum  air  or 
hydrostatic  pressure  of  3  psig.  applied  to 
the  whole  tank  and  dome  if  it  be 
noncompartmented.  If  compartmented, 
each  individual  compartment  shall  be 
similarly  tested  with  adjacent  compart¬ 
ments  empty  and  at  atmospheric  pres¬ 
sure.  Air  pressure,  if  used,  shall  be 
maintained  for  a  period  of  at  least  five 
minutes  during  which  the  entire  sur¬ 
face  of  all  joints  under  pressure  shall  be 
coated  with  a  solution  of  soap  and  water, 


heavy  oil,  or  other  material  suitable  for 
the  purpose,  foaming  or  bubbling  of 
which  indicates  the  presence  of  leaks. 
Hydrostatic  pressure,  if  used,  shall  be 
done  by  using  water  or  other  liquid  hav¬ 
ing  a  similar  viscosity,  the  temperature 
of  which  shall  not  exceed  100"  P.  during 
the  test,  and  applying  pressure  as  pre¬ 
scribed  above,  gauged  at  the  top  of  the 
tank,  at  which  time  all  joints  under  pres¬ 
sure  shall  be  inspected  for  the  issuance  of 
liquid  to  indicate  leaks.  All  closmes 
shall  be  in  place  while  test  by  either 
method  is  made.  During  these  tests,  op¬ 
erative  relief  devices  shall  be  clamp^, 
plugged,  or  otherwise  rendered  inopera¬ 
tive;  such  clamps,  plugs,  and  similar 
devices  shall  be  removed  immediately 
after  the  test  is  finished.  Any  leakage 
discovered  by  either  of  the  methods 
above  described,  or  by  any  other  method, 
shall  be  deemed  evidence  of  failure  to 
meet  the  requirements  of  this  specifica¬ 
tion.  Tanks  failing  to  pass  this  test 
shall  be  suitably  repaired,  and  the  above 
described  tests  shall  be  continued  until 
no  leaks  are  discovered,  before  any  cargo 
tank  is  put  into  service. 

(b)  Test  for  distortion  or  failure. 
Every  cargo  tank  to  which  this  speci¬ 
fication  applies  shall  be  tested  by  pres-, 
sures  prescribed  in  paragraph  (a)  of  this 
section  -and  shall  withstand  such  pres¬ 
sure  without  undue  distortion,  evidence 
of  impending  failure,  or  failure.  Failure 
to  meet  this  requirement  shall  be  deemed 
as  sufiBcient  cause  for  rejection  under 
this  specification.  If  there  is  undue  dis¬ 
tortion,  or  if  failure  impends  or  occurs, 
the  cargo  tank  shall  not  be  returned  to 
service  unless  a  suitable  repair  is  made. 
This  suitability  of  the  repair  shall  be  de¬ 
termined  by  the  same  method  of  test. 

(c)  Retest  requirements.  See  §  77.824 
(a)  of  this  chapter. 

§  78.324—17  Marking  of  cargo  tanks. 

(a)  Metal  identification  plate.  There 
shall  be  on  every  cargo  tank  a  metal 
plate  located  on  the  right  side,  near  the 
front,  in  a  place  readily  accessible  for  in¬ 
spection.  This  plate  shall  be  perman¬ 
ently  affixed  to  the  tank  by  means  of 
soldering,  brazing,  welding,  or  other 
equally  suitable  means;  and  upon  it  shall 
be  marked  by  stamping,  embossing,  or 
other  means  of  forming  letters  into  or 
on  the  metal  of  the  plate  itself,  in  the 
manner  illustrated  below,  at  least  the 
information  indicated  below.  The  plate 
shall  not  be  so  painted  as  to  obscure  the 
markings  thereon. 

Carrier’s  Serial  Number  ^ 

Manufactiirer’s  Name  * 

Date  of  Manufacture  > 

ICC  MC  303 

Nominal  Tank  Capacity _ U.S.  Gallons 

(b)  Test  date  markings.  The  date  of 
the  last  test  shall  be  painted  on  the  tank 


1  Carriers  are  not  required  to  number  their 
tanks  serially;  any  designation  regularly  used 
by  the  carrier  to  identify  the  tank  may  be 
put  in  this  space. 

■In  the  event  the  identity  of  the  tank 
manufacturer  or  the  date  of  manufactiure 
is  not  known  and  cannot  be  ascertained,  the 
space  indicated  shall  be  marked  “make  ttn- 
KNOWN”  and/or  "date  or  manttfactore  un¬ 
known.” 


in  letters  not  less  than  1^  inches  high, 
in  legible  colors,  immediately  below  the 
metal  identification  plate  specified  in 
paragraph  (a)  of  this  section. 

(c)  Additional  markings.  In  addition 
to  the  above  markings,  cargo  tanks  must 
be  marked  as  required  by  §  77.823  of  this 
chapter. 

§  78.324—18  Certification. 

(a)  A  certificate  from  the  manufac¬ 
turer  of  the  cargo  tank,  or  from  a  com¬ 
petent  testing  agency,  certifying  that 
each  such  cargo  tank  is  designed  and 
constructed  in  accordance  with  the  re¬ 
quirements  of  the  specification  shall  be 
procured,  and  such  certificate  shall  be 
retained  in  the  files  of  the  carrier  during 
the  time  that  such  cargo  tank  is  em¬ 
ployed  by  him.  In  lieu  of  this  certificate, 
if  the  motor  carrier  himself  elects  to  as¬ 
certain  if  any  such  tank  fulfills  the  re¬ 
quirements  of  the  specification  by  his 
Own  test,  he  shall  similarly  retain  the 
test  data. 

Amend  entire  §  78.325  (20  P.R.  8112, 
8113,  8114,  8115,  Oct.  28,  1955)  (24  F.R. 
8064,  8065,  Oct.  6,  1959)  (21  FH.  7611, 
Oct.  4, 1956)  (23  F.R.  4033,  June  10, 1958) 
(22  F.R.  11035,  Dec.  31,  1957)  to  read  as 
follows: 

§  78.325  Specification  MC  304;  *  cargo 
tanks  constructed  of  mild  (open 
hearth  or  hlue  annealed)  steel, 
welded  ferrous  alloy  (high-tensile 
steel)  or  aluminum,  primarily  for  the 
transportation  of  flammable  liquids, 
or  poisonous  liquids,  class  B,  having 
Reid  (ASTM  D-323)  vapor  pressures 
of  18  psia.  or  more  at  100"  F.,  but 
less  than  those  stated  in  §  73.300  of 
this  chapter,  in  defining  compressed 
gases. 

§  78.325—1  (^neral  reffuirements. 

(a)  Design  pressure.  The  design  pres- 
1  sure  of  each  cargo  tank  shall  be  not  less 
than  25  psig. 

(b)  Cross-sectional  design.  Tanks 
shall  be  of  circular  cross  section. 

(c)  Workmanship.  Every  cargo  tank 
shall  be  constructed  in  accordanice  with 
the  best  known  and  available  practices, 
in  addition  to  the  other  requirements  of 
this  specification. 


'  Existing  tank  motor  vehicles  continuing 
in  service. 

(a)  Specification  cargo  tanlM  of  tank  motor 
vehicles.  Cargo  tanks  of  tank  motor  vehicles 
used  for  the  transportation  of  flammable 
liquids  or  poisonous  liquids,  class  B,  which 
shaU  have  been  in  service  prior  to  December 
31,  1955,  may  be  continued  in  service,  pro¬ 
vided  that  they  have  been  designed  and 
constructed  in  accordance  with  speclflcations 
MC  300,  MC  301  MC  302,  or  MC  303,  and 
provided  further  that  such  tanks  have, 
within  six  months  of  December  31, 1955,  suc¬ 
cessfully  passed  the  tests  prescribed  in 
§  78.325-16. 

(b)  Existing  nonspecificatixn  cargo  tanks 
of  tank  motor  vehicles.  Existing  cargo  tanks 
not  meeting  all  requirements  of  this  specifl- 
cation  and  continuing  in  service  in  accord¬ 
ance  with  paragraph  (a)  of  this  footnote, 
shall  be  marked  by  the  niimber  “304”  applied 
adjacent  to  the  existing  speciflcation  num¬ 
ber.  which  number  and  other  data  on  the 
original  metal  Identiflcation  plate  shall  re¬ 
main  legible. 


PROPOSED  RULE  MAKING 


Over  26 
to  30 

a>  fHOO) 

o 

10 

12 

11 

10 

Over  18 
to  22 

Over  14 
to  18 

Cl  ^COd 

Over  10 
to  14 

CO  ^^eo 

1  10  or 

I  less 

14 

14 

14 

14 

Over  26 
to  30 

01 

II 

ZI 

01 

Over  22 
to  26 

C  233 

00 

Is 

1^ 

a  S2S 

Over  14 
to  18 

S  232 

Over  10 
to  14 

10  or 
less 

^  OO  OO  lO 

^  ^  f-4  ^ 
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The  melting  point  of  brazing  ma- 

must  not  be  less  than  1000“  F. 
^cb  joints  shall  in  any  event  be  of  such 

character  as  not  to  decrease  the 
^^j.gjjgth  of  the  tubing,  as  by  the  cutting  • 
of  threads. 

8  78.325-^  Bulkheads,  baffles,  and  ring 
^  stiffeners. 

(a)  When  bulkheads  not  required. 

No  bulidieads  shall  be  required  in  any 
-jrgo  tank  regardless  of  capacity  which 
is  used  in  service  in  which  there  is  never 
less  than  80%  of  the  capacity  volume 

the  tank  while  in  transportation  over 
the  highway  and  which  in  service  has 
its  oitire  contents  discharged  at  one 
mjoa^ng  point,  provided  that  this  re- 
Quirement  shall  not  apply  to  tanks  oper- 
itlng  in  or  through  any  jurisdiction 
where  State  or  local  regulations  require 
seaswial  reduction  of  vehicle  weight  lim¬ 
itations  during  the  time  such  reductions 
are  in  force. 

(b)  When  bulkheads  required.  Ex¬ 
cept  as  provided  in  paragraph  (a)  of  this 
section,  every  cargo  tank  having  a  total 
eapacil^  in  excess  of  3,000  gallons  shall 
be  divided  by  bulkheads  into  compart¬ 
ments  none  of  which  shall  exceed  2,000 
gallons.  Each  bulkhead  required  by  this 
paragraph  shall  be  of  the  same  minimum 
strength  as  is  required  elsewhere  in  this 
specification  for  tank  heads. 

(c)  Double  bulkheads.  Tanks  with 
compartments  carrying  flammable  liq¬ 
uids  of  different  shipping  names  or  with 
cmnpartments  containing  flammable  or 
poisonous  liquids,  class  B,  and  liquids 
not  so  classified  by  the  regulations,  shall 
be  provided  with  an  air  space  between 
compartments.  This  air  space  shall  be 
equipped  and  maintained  with  drainage 
facilities  operative  at  all  times. 

(d)  Baffles  or  shell  stiffeners.  Every 
cargo  tank  or  compartment  of  a  cargo 
tai^  over  90  inches  in  length  shall  be 
provided  with  baffles  or  equivalent  shell 
stiffeners  so  located  that  the  maximum 
distance  between  any  two  baffles  or 
stiffeners  and  between  any  baffle  or 
stiffener  and  the  nearest  tank  head  or 
bulkhead  shall  not  exceed  60  inches. 
Ring  stiffeners  shall  be  continuous 
around  the  circumference  of  the  tank 
shell  and  shall  have  at  least  the  section 
modulus  required  by  the  following  table: 


Mwiiium  Section  Modulus  Required  for  Ring 
Stiffeners 

Width  of  tank 

Section  modulus 

Steel 

Aluminum 

42  Inches  or  less . 

•0.0104L 
> .0162L 
>  .0234L 

<0.0180L 

>.0280L 

J.0400L 

Oyer  42  Inches  to  60  inches _ 

Oyer  fiO  inches  to  96  inches _ 

‘  L  Is  the  maximum  distance  from  the  midpoint  of  th® 
unsupported  shell  on  one  side  of  the  ring  stiffener  to  the 
i^dpoint  of  the  unsupported  shell  on  the  opp(»ite  side 
of  the  ring  stiffener.  }  78.325-3  for  minimum  thick¬ 
ness  of  ring  stiffeners. 

(1)  If  a  ring  stiffener  is  welded  to 
the  shell,  a  portion  of  the  shell  may, 
for  the  purposes  of  computing  the  sec¬ 
tion  modulus,  be  considered  as  a  part 
of  the  ring  section.  If  welded  at  one 
side  of  the  ring  stiffener  only,  such 
portion  shall  not  exceed  20  times  the 
*hell  thickness  adjacent  to  the  weld.  If 
No.  18 - 6 


welded  at  both  sides  of  the  ring  stiffener, 
such  portion  shall  not  exceed  40  times 
the  shell  thickness  adjacent  to  the  weld, 
or  the  width  of  the  ring  stiffener  between 
welds  plus  20  times  the  shell  thickness 
adjacent  to  the  welds,  whichever  is  less. 

§  78.325—6  Qosures  for  manholes. 

(a)  No  applicable  provision. 

§  78.325—7  Overturn  protection. 

(a)  All  closures  for  filling  openings 
shall  be  protected  from  damage  in  the 
event  of  overturning  of  the  motor  ve¬ 
hicle  by  being  enclosed  within  the  body 
of  the  tank  or  dome  attached  to  the 
tank  or  the  frame  of  the  motor  vehicle. 
Protection  shall  also  be  provided  for 
any  protruding  or  projecting  fitting  or 
appurtenance  by  means  of  adequate 
metal  guards.  The  calculated  load  for 
the  protective  devices  shall  be  the 
weight  of  the  tank  motor  vehicle  with 
the  tank  full  of  water,  at  one  “g”  decel¬ 
eration.  If  the  overturn  protection  is 
so  constructed  as  to  permit  accumula¬ 
tion  of  liquid  on  the  top  of  the  tank, 
it  shall  not  be  provided  with  drainage 
at  or  near  the  front  of  the  tank. 

§  78.325—8  Tank  outlets. 

(a)  Outlet  fixtures  shall  be  substan¬ 
tially  made  and  attached  to  the  tank 
in  such  a  manner  as  to  prevent  break¬ 
age  at  the  outlet  point. 

§  78.325—9  Safety  relief  devices,  valves 
and  connections. 

(a)  Safety  relief  devices  required. 
Each  cargo  tank  and  each  compartment 
of  a  tank  shall  be  provided  with  one  or 
more  safety  relief  valves  of  the  spring- 
loaded  type,  provided  that  emei^ency 
pressure  relief  devices  may  be  used  for 
part  of  the  required  capacity  thereof. 
All  such  valves  and  devices  shall  be  ar¬ 
ranged  to  discharge  upward  and  unob¬ 
structed  in  such  a  manner  as  to  prevent 
any  impingement  of  escaping  gas  upon 
the  tank.  The  emergency  pressure  re¬ 
lief  devices  shall  be  either  springloaded 
type,  frangible  type  or  fusible  t3rpe. 

(b)  Safety  relief  device  capacity.  The 
required  safety  relief  valves  shall  be  set 
to  close  after  discharge  at  a  pressure  not 
lower  than  25  psig.  and  remain  closed  at 
all  lesser  pressures,  provided  that  this 
requirement  shall  not  be  so  construed  as 
to  forbid  the  use  of  vacuum  relief  valves 
or  of  combination  safety  relief  and 
vacuum  relief  valves.  At  a  pressure  not 
exceeding  40  psig.  they  shall  have  a  dis¬ 
charge  capacity  not  less  than  that  of  an 
unobstructed  opening  of  one  square  inch 
for  each  35  square  feet  of  exterior  area 
of  the  tank  or  compartment  to  which 
they  are  connected,  provided  that  two 
or  more  such  valves  may  be  used  on  the 
same  tank  or  compartment  to  obtain 
the  discharge  capacity  herein  required; 
alternatively,  such  valve  or  valves  may 
at  a  pressure  of  30  psig.  have  a  total 
discharge  capacity  not  less  than  that 
of  an  unobstructed  opening  of  one  square 
inch  for  each  350  square  feet  of  ex¬ 
terior  area  of  the  tank  or  compartment 
to  which  they  are  connected,  if  in  addi¬ 
tion  thereto,  each  such  tank  or  com¬ 
partment  be  provided  with  one  or  more 
frangible-type  or  fusible-tsrpe  safety 
devices  having  a  total  discharge  capacity 


not  less  than  that  of  an  unobstructed 
opening  of  0  square  inches  for  each  350 
square  feet  of  exterior  area.  The  burst¬ 
ing  pressure  of  the  frangible-type  devices 
shall  be  not  less  than  30  psig.  nor  more 
than  40  psig.  Fusible  elements,  if  used, 
shall  have  a  fusing  temperature  no 
higher  than  200°  F.  They  shall  not  be 
exposed  to  contact  with  the  tank  lading 
or  be  in  contact  with  any  part  of  the 
tank  or  its  acessories  so  exposed. 

(c)  Marking  inlets  and  outlets.  All 
tank  inlets  and  outlets,  except  safety 
relief  valves,  shall  be  marked  to  indi¬ 
cate  whether  they  conununicate  with 
vapor  or  liquid  when  the  tank  is  filled 
to  the  maximum  permitted  filling  level. 

(d)  Markings  on  relief  valves.  Each 
safety  relief  valve  shall  be  plainly  and 
permanently  marked  (1)  with  the  pres¬ 
sure  in  psig.  at  which  it  is  set  to  start 
4o  discharge,  (2)  with  the  actual  rate  of 
discharge  of  the  device  in  cubic  feet  per 
minute  of  air  at  60“  F.  and  atmospheric 
pressure  and  (3)  with  the  manufactur¬ 
er’s  name  and  catal(^e  number.  The 
rated  discharge  capacity  of  the  device 
shEtll  be  determined  at  a  pressure  of  30 
psig. 

(e)  Connections  to  relief  valves.  Con¬ 
nections  to  safety  relief  valves  shall  be 
of  sufficient  size  to  provide  Uie  required 
rate  of  discharge  through  the  safety  re¬ 
lief  valves. 

(f )  Protection  of  relief  valves.  Safety 
relief  valves  shall  be  arranged  so  that 
the  possibility  of  tampering  will  be  mini¬ 
mized.  If  the  pressure  setting  or  adjust¬ 
ment  is  external,  the  safety  relief  valves 
shall  be  provided  with  suitable  means  for 
sealing  the  adjustment. 

(g)  Shut-off  valves.  No  shut-off 
valves  shall  be  installed  between  the 
safety  relief  valves  and  the  tank  except 
in  cases  where  two  or  more  safety  relief 
valves  are  installed  on  the  same  tank,  a 
shut-off  valve  may  be  used  where  the 
arrangement  of  the  shut-off  valve  or 
valves  is  such  as  always  to  afford  full 
required  capacity  fiow  through  at  least 
one  safety  relief  valve. 

(h)  Connection  of  safety  relief  valve 
to  vapor  space.  Safety  relief  valves 
shall  have  direct  communicatioh  with 
the  vapor  space  of  the  tank. 

(i)  Prevention  of  excessive  hydrostatic 
pressure.  Any  portion  of  liquid  piping 
or  hose  which  at  any  time  may  be  closed 
at  each  end  must  be  provided  with  a 
safety  valve  to  prevent  excessive  hydro¬ 
static  pressure.  This  safety  relief  valve 
must  not  have  an  intervening  shut-off 
valve  installed. 

(J)  Strength  of  piping,  fittings,  hose 
and  hose  couplings.  Hose,  piping  and 
fittings  shall  be  designed  for  a  bursting 
pressure  at  least  100  psig.  and  not  less 
than  four  times  the  pressure  to  which, 
in  any  instance,  it  may  be  subjected  in 
service  by  the  action  of  a  pump  or  other 
device  (not  including  safety  relief 
valves) ,  the  action  of  which  may  be  to 
subject  certain  portions  of  the  tank  pip¬ 
ing  and  hose  to  pressures  greater  than 
the  design  pressure  of  the  tank.  Any 
coupling  us^  on  hose  to  make  connec¬ 
tions  shall  be  designed  for  a  working 
pressure  not  less  than  20  percent  in  ex¬ 
cess  of  the  design  pressure  of  the  hose 
and  shall  be  so  designed  that  there  will 
be  no  leakage  when  connected. 
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(k)  Provision  for  expansion  and  vi¬ 
bration.  Suitable  provision  shall  be 
made  in  every  case  to  allow  for  and  pre¬ 
vent  damage  due  to  expansion,  contrac¬ 
tion,  jarring  and  vibration  of  all  pipe. 
Slip  joints  shall  not  be  used  for  this 
purpose. 

§  78.325-10  Protection  of  fittings. 

(a)  Piping,  fittings  and  valves  project¬ 
ing  beyond  the  frame,  or  if  the  vehicle 
be  frameless  beyond  the  shell,  shall  be 
adequately  protected  in  the  event  of  col¬ 
lision  by  steel  bumpers  or  other  equally 
effective  devices.  Any  other  part  of  any 
cai^o  tank  connected  with  its  cargo 
space  and  similarly  protruding  shall  be 
similarly  protected. 

§  78.325-11  Emergency  discharge  con¬ 
trol. 

(a)  Automatic  excess- flow  valves ^ 
Each  cargo  tank  outlet  shall  be  provided 
with  a  suitable  automatic  excess-fiow 
valve  or,  in  lieu  thereof,  may  be  fiitted 
with  a  quick-closing  internal  valve  de¬ 
signed,  installed  and  operated  so  as  to 
assure  against  escape  of  the  contents  in 
event  of  failure  of  the  outlet.  These 
valves  shall  be  located  inside  the  tank 
or  at  a  point  outside  the  tank  where  the 
line  enters  or  leaves  the  tank.  The  valve 
seat  shall  be  located  inside  the  tank  or 
shall  be  located  within  a  welded  flange 
or  its  companion  fiange,  or  within  a 
nozzle,  or  within  a  coupling.  The  in¬ 
stallation  shall  be  made  in  such  a  man¬ 
ner  as  reasonably  to  assure  that  any 
undue  strain  which  causes  failure  re¬ 
quiring  fimctioning  of  the  valve  shall 
cause  failure  in  such  a  manner  that  it 
will  not  impair  the  operation  of  the 
valve,  except  that  safety  device  connec¬ 
tions  and  liquid  level  gauging  devices, 
which  are  so  constructed  that  the  out¬ 
ward  fiow  of  tank  contents  shall  not  ex¬ 
ceed  that  passed  by  a  No.  54  drill  size 
opening,  are  not  required  to  be  equipped 
with  excess-fiow  valves. 

(b)  Excess-flow  valve  settings.  Ex¬ 
cess-fiow  valves  shall  be  so  installed  and 
adjusted  that  they  close  automatically 
at  the  rated  fiows  of  gas  or  liquid  as 
specified  by  the  valve  manufacturer. 

(c)  Capacity  of  connections  to  valves. 
The  connections  or  lines  on  each  side  of 
an  excess-flow  valve,  including  valve  fit¬ 
tings,  etc.,  shall  have  a  greater  capacity 
than  the  rated  fiow  of  the  excess-flow 
valve. 

(d)  By-pass  of  valve.  Excess-flow 
valves  may  be  designed  with  a  by-pass, 
not  to  exceed  a  No.  60  drill  size  opening, 
to  allow  equalization  of  pressures. 

(e)  Utilization  of  stop-check  valves 
forbidden.  The  use  of  combination  stop- 
check  valves  to  satisfy  with  one  valve 
the  requirements  of  paragraphs  (b) ,  (c) 
and  (f )  of  this  section  is  forbidden. 

(f)  Filling  and  discharge  shut-off 
valves.  Filling  and  discharge  lines  shall 
be  provided  with  shut-off  valves  located 
as  close  to  the  tank  outlet  as  is  possible. 
If  such  valves  are  not  manually  operated 
they  shall  be  of  an  automatic  quick¬ 
closing  internal  valve  type  or  an  auto¬ 
matic  shut-off  tsrpe  provided  that  if  such 
valves  are  used,  the  lines  must  have 
manually-operat^  shut-off  valve  lo¬ 
cated  in  the  line  ahead  of  the  hose  con¬ 
nection.  Stop-check  or  excess-flow 
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vsdves  shall  not  be  used  to  satisfy  the  re¬ 
quirements  of  this  section. 

§  78.325—12  Shear  sectimi. 

(a)  There  shall  be  provided  between 
each  excess-flow  valve  seat  or  internal 
valve  seat,  and  draw-off  valves,  a  shear 
section  which  will  break  imder  strain, 
unless  the  discharge  piping  is  so  arranged 
as  to  afford  equivalent  protection,  and 
leave  the  excess-flow  valve  seat  or  the 
internal  valve  seat  intact  in  case  of 
accident  to  the  draw-off  valve  or  piping. 

§  78.325—13  Anchoring  of  cargo  tank. 

(a)  Hold-down  devices.  Adequate 
hold-down  devices  shall  be  provided  to 
anchor  each  cargo  tank  in  a  suitable 
manner  that  will  not  introduce  undue 
concentration  of  stresses  and  shall  be 
built  to  withstand  loadings  in  any  di¬ 
rection  equal  to  the  weight  of  the  tank 
and  attachments  when  filled  with  water. 
These  devices  on  vehicles  with  frames 
shall  incorporate  turnbuckles  or  similar 
positive  action  devices  for  drawing  the 
tank  down  tight  on  the  frame  of  the 
motor  vehicle. 

(b)  Stops  and  anchors.  Suitable  stops 
and  anchors  shall  be  attached  to  the 
motor  vehicle  and  the  cargo  tank  to 
prevent  relative  movement  between  them 
due  to  starting,  stopping  and  turning. 
Stops  and  anchors  shall  be  installed  so 
as  to  be  readily  accessible  for  inspection 
and  maintenance  except  that  insulation 
on  lagged  tanks  is  permitted  to  cover 
such  stops  and  anchors. 

(c)  Anchoring  integral  cargo  tanks. 
Whenever  any  cargo  tank  is  so  designed 
and  constructed  that  the  cargo  tank  con¬ 
stitutes,  in  whole  or  in  part,  the  stress 
member  used  in  lieu  of  a  frame,  then 
such  cargo  tanks  shall  be  designed  so 
as  to  successfully  and  adequately  with¬ 
stand  the  stresses  thereby  imposed  in 
addition  to  those  otherwise  imposed  on 
the  cargo  tank. 

§  78.325—14  Gauging  devices. 

(a)  Gauge  device  design.  'Every  cargo 
tank  except  tanks  filled  by  weight,  shall 
be  equipp^  with  one  or  more  gauging 
devices  which  shall  indicate  accurately 
the  maximum  permitted  liquid  level  in 
each  compartment.  Additional  gauging 
devices  may  be  installed  but  may  not  be 
used  as  primary  controls  for  filling  of 
cargo  tanks  at  pressures  above  atmos¬ 
pheric.  Acceptable  gauging  devices  for 
use  at  pressures  above  atmospheric  are 
the  rotary  tube,  the  adjustable  slip  tube 
and  the  fixed  length  dip  tube.  Gauge 
glasses  are  not  permitted  to  be  installed 
on  any  cargo  tank. 

(b)  Fixed  level  indicators.  All  liquid 
level  gauging  devices,  except  those  on 
tanks  provided  with  fixed  maximum 
level  indicators,  shall  be  legibly  and  per¬ 
manently  marked  in  increments  of  not 
more  than  20®  F.  to  indicate  tiie  maxi¬ 
mum  levels  to  which  the  tank  may  be 
■filled  with  liquid  at  temperatures  above 
20®  P.  In  the  event  that  it  is  impracti¬ 
cal  to  put  these  markings  on  the  gauging 
device,  this  information  shall  be  marked 
on  a  suitable  plate  affixed  to  the  tank  in 
a  location  adjacent  to  the  gauging 
device. 

(c)  Dip  tubes.  A  fixed  length  "flip 
tube  gauging  device,  when  used,  shall 


consist  of  a  dip  pipe  of  small  diameter 
equipped  with  a  valve  at  the  outer  eM 
and  extending  into  the  tank  to  a  si^ 
fled  fixed  length.  On  horizontalh' 
mounted  cylindrical  tanks,  the 
length  to  which  the  tube  extends 
the  tank  shall  be  such  that  the  deviM 
will  function  to  indicate  when  the  limiS 
at  a  point  equidistant  from  the  heaS 
the  tank  in  a  vertical  plane  containini 
the  longitudinal  axis  of  the  tank, 
the  maximum  level  permitted  by 
regulations.  On  spherical  tanks  an^ 
vertically-mounted  cylindrical  tanka 
the  fixed  length  to  which  the  tubeS 
tends  into  the  tank  shall  be  such  that 
the  device  will  function  to  indicate  when 
the  liquid  at  a  point  on  the  vertical  axis 
of  the  tank  in  its  normal  position  reaches 
the  maximum  level  permitted  by  these 
regulations. 

§  78.325-15  Pumps. 

(a)  Liquid  pumps,  whenever  used, 
must  be  of  suitable  design,  adequately 
protected  against  breakage  by  coUiaiom 
Unless  they  are  of  the  centrifugal  type 
they  shall  be  equipped  with,  suitable 
pressure  actuated  by-pass  valves  permit- 
ting  fiow  from  discharge  to  suction  or  to 
the  tank. 

§  78.325-16  Method  of  test. 

(a)  Test  pressure.  For  each  existing 
specification  MC  300,  MC  301,  MC  302, 
and  MC  303  tank  not  complying  with  ali 
requirements  of  this  specification  and 
continuing  in  service  in  accordance  with 
the  provisions  of  §  78.325  footnote  1(a) 
(see  §  78.325-17  r^arding  marlring  gf 
such  tanks) ,  the  standard  test  pressure 
for  each  required  test  shall  be  50  pkig. 
For  each  tank  complying  with  all  r^ 
quirements  of  this  specification,  whether 
new  or  existing,  the  standard  test  pres¬ 
sure  for  each  required  test  shall  be 
40  psig. 

(b)  Method  of  test.  Every  cargo  tank, 
and  all  piping,  valves,  and  other  acces¬ 
sories  thereof  which  are  subject  to  the 
pressure  of  the  tank  contents,  except 
safety  valves,  shall  be  tested  by  complete 
filling  (including  domes,  if  any)  with 
water  or  other  liquid  having  a  .simikr 
viscosity  and  applying  a  pressure  of  not 
less  than  the  standard  test  pressme 
above  specified.  The  pressure  shaH  be 
gauged  at  the  top  of  the  tank.  The  taidr 
must  hold  the  prescribed  pressure  for  at 
least  10  minutes.  While  under  pressure, 
the  tank  shall  be  inspected  for  leakage, 
corroded  areas,  bad  dents,  or  other  con¬ 
ditions  which  indicate  weakness  that 
might  render  the  tank  unsafe  for  hana- 
portation  service,  and  it  shall  not  be 
placed  in  or  returned  to  service  if  any 
evidence  of  such  unsafe  condition  is  dis¬ 
covered,  until  the  deficiencies  have  been 
corrected  and  the  tests  repeated  and 
passed  successfully.  Tank  insulatkm 
and  jacket  need  not  be  removed  unless 
it  is  found  to  be  impossible  to  reach  the 
test  pressure  and  to  maintain  a  conditicn 
of  pressure  equilibrium  after  the  test 
pressure  is  reached.  All  tank  accessories 
shall  be  leakage  tested  after  installatko 
and  proved  tight  at  not  less  than  the  d^ 
sign  pressure  of  the  tank,  except  fiiat 
hose  used  on  such  tanks  may  be  tested 
either  before  or  after  installation. 
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^c)  Retest  requirements.  See  §  77.824 
(D)  of  this  chapter. 

j  78.525-17  Marking  of  cargo  tanks. 

,  )  ffetal  identification  plate.  There 
be  on  every  cargo  tank  a  metal  plate 
on  the  right  side,  near  the  front, 
place  readily  accessible  for  inspec- 
5m  This  plate  shall  be  permanently 
Sxed  to  the  tank  by  means  of  soldering, 
Sjing  welding  or  other  equally  suitable 
i!^’and  upon  it  shall  be  marked  by 
S^ing,  embossing  or  other  means  of 
Sng  letters  into  or  on  the  metal  of 
plate  itself,  in  the  manner  illustrated 
at  least  the  information  indicated 
The  plate  shall  not  be  so  painted 
jsto^cure  the  markings  thereon. 


q^'6  ^ial  Numbsr  i 
mnufacturer’s  Name  * 

Dateof  Manufacture  2 
IOC  MC  304 

j)«lgn  Pressure - psig. 

Pressure - psig. 

Tank  Capacity - U.S.  QaUons. 

In  oompartocots  of - , - , - and - 

UJB.  Gallons. 


(b)  Test  date  and  pressure  markings. 
Ibe  date  of  the  last  test  shall  be  painted 
on  the  tank  in  letters  not  less  than  IVi 
jn^^hes  high,  in  legible  colors,  imme- 
(iiately  below  the  metal  identification 
{date  specified  in  paragraph  (a)  of  this 
section.  The  test  pressure  shall  be 
similarly  indicated  by  painting  on  tanks 
requiring  the  test  pressure  of  50  psig.  in 
accordance  with  §  78.325-16 (a) . 

I  '  (c)  Additional  markings.  In  addition 
to  the  above  markings,  cargo  tanks  must 
be  marked  as  required  by  §  77.823  of  this 
c^ter. 

$78,325-18  Certification. 

(a)  A  certificate  from  the  manufac¬ 
turer  of  the  cargo  tank,  or  from  a  com¬ 
petent  testing  agency,  certifying  that 
each  such  cargo  tank  is  designed  and 
constructed  in  accordance  with  the  re¬ 
quirements  of  the  specification  shall  be 
procured,  and  such  certificate  shall  be 
retained  in  the  files  of  the  carrier  during 
the  time  that  such  cargo  tank  is  em- 
[doyed  by  him.  In  lieu  of  this  certifi¬ 
cate,  if  the  motor  carrier  himself  elects  to 
ascertain  if  any  such  tank  fulfills  the 
requirements  of  the  specification  by  his 
own  test  and  examination,  he  shall  sim- 
ilariy  retain  the  test  data  and  examina¬ 
tion  data. 

Amend  entire  §  78.326  (22  F.R.  11035, 
11036,  11037,  11038,  Dec.  31,  1957)  (23 
PJl.  7665,  Oct.  3, 1958)  to  read  as  follows: 

§78.326  Specification  MC  305;  cargo 
tanks  constructed  of  aluminum  alloys 
for  high.8trength  welded  construc¬ 
tion,  primarily  for  the  transportation 
of  flammable  liquids,  or  poisonous 
liquids,  class  B. 

§  78.326-1  General  requirements. 

(a)  Every  cargo  tank  shall  be  con¬ 
structed  in  accordance  with  the  best 


spaces  Indicated  shall  be  marked  “makh 
tokkown”  and/or  “dat*  of  manutacttjk* 
tokwown." 


known  and  available  practices,  in  addi¬ 
tion  to  the  other  requirements  of  this 
specification. 

§  78.326-2  Material. 

(a)  All  sheets  for  shell,  heads,  bulk¬ 
heads,  and  baffles  of  such  cai^o  tanks 
shall  be  of  aluminum  alloys  GR20A  (5052 
commercial  designation),  GR40A  (5154 
commercial  designation),  GM40A  (5086 
commercial  designation),  or  GM31A 
(5454  commercial  designation)  conform¬ 
ing  to  American  Society  for  Testing  Ma- 


§  78.326—4  Joints. 

(a)  Method  of  joining.  All  joints  in 
and  to  tank  shells,  head  and  bulkheads 
shall  be  welded. 

(b)  Strength  of  joints.  All  welded 
aluminum  joints  shall  be  made  in  ac¬ 
cordance  with  recognized  good  practice, 
and  the  efficiency  of  a  joint  shall  not  be 
less  than  85  percent  of  the  annealed 


Aluminum  alloyrs  for  high-strength 
welded  construction  shall  be  joined  by  an 
inert  gas  arc  welding  process  using  filler 
metals  Rr-GR40A,  E-OR40A  (5154  alloy) 


terials  Specification  B209-57T  (as  re¬ 
vised  to  include  5454) . 

§  78.326—3  'Thickness  of  sheets. 

(a)  The  minimum  thicknesses  of  tank 
sheets  shall  be  limited  by  the  volume  ca¬ 
pacity  of  the  tank,  expressed  in  terms  of 
gallons  per  inch  of  length;  by  the  dis¬ 
tance  between  successive  bulkheads  in 
the  c£ise  of  bulkhead  sheets;  and  by  the 
distance  between  bulkhestds,  baffles,  or 
other  shell  stiffeners  as  well  as  by  the 
radius  of  shell  curvature  in  the  case  of 
shell  sheets,  as  follows: 


or  R-GM50A,  E-GM50A  (5356  alloy) 
conforming  to  American  Society  of  Test¬ 
ing  Materials  Specification  No.  B285- 
54T  (American  Welding  Society  Specifi¬ 
cation  No.  A5,  10-54T).  Compliance 
with  this  requirement  shall  be  deter¬ 
mined  by  preparing  from  materials 
representative  of  those  to  be  used  in 
tanks  subject  to  this  specification  and 
by  the  same  technique  of  fabrication.  2 
test  specimens  conforming  to  figure  as 
shown  below  and  testing  them  to  failure 
in  tensioh.  One  pair  of  test  specimens 
may  represent  all  the  tanks  to  be  made 


*  Carriers  axe  not  required  to  number  their 
tanks  serially;  any  designation  regularly  used 
by  the  carrier  to  Identify  the  tank  may  be 
put  in  this  space. 

‘In  the  event  the  Identity  of  the  tank  properties  of  the  adjacent  material, 
manufacturer  or  the  date  of  manufactiue  Is 
not  known  and  cannot  be  ascertained,  the 


Table  I— Thickness  or  Head,  Bulkhead,  Baffle  Sheets  and  Rino  Stiffeners  > 


1 

Volume  capacity  of  tank  in  gallons  per  inch  of 
length 

10  or  less 

Over  10  to  14 

Over  14  to  18 

Over  18 

j  Heads  or  bulkheads — dished,  corrugated  or 

reinforced 

Thickness  in  decimal  of  inches . 

0.096 

0. 100 

0. 130' 

0.151 

>  Thickness  of  exterior  head  sheets  shall  never  be  less  than  the  maximum  requirements  for  shell  sheets. 
Table  II— Thickness  of  Shell  Sheets 


ristance  l  etween  bulkheads,  baffles  or  other  shell  stiffeners 


36  inches  or  less . 

Over  36  inches  to  54  inches 
Over  54  inches . 


36  inches  or  less . 

Over  36  inches  to  54  inches. 
Over  54  inches . 


Volume  capacity  of  tank  in  gallons  p»  inch  of 
length 


10  or  less  Over  10  to  14  Over  14  to  18 


Over  18 


Shell^sheet  thickness  in  decimals  of  an  inch  for 
that  portion  of  the  shell  rolled  to  a  radius  of  less 
than  70  inches,  depending  on  spacing  of  shell 
stiffeners 


36  inches  or  less . . 

Over  36  iiiclies  to  54  inches 
Over  54  inches . 


36  inches  or  less . 

Over  36  Inches  to  54  inches 
Over  54  inches . . 


0.067 

0.087 

0.096 

0.109 

.087 

.097 

.109 

.130 

.006 

.109 

.130 

.151 

Shell-^beet  thickness  in  decimals  of  an  inch  for 

that  portion  of  the  shell  rolled  to  a  radius  of  70 
inches  or  more,  hut  less  than  90  inches,  depend- 

mg  on  spacing  of  shell  stiffeners 

0.087 

0.096 

0.109 

0.130 

.096 

.109 

.130 

.151 

.109 

.130 

.151 

.173 

Shell-sheet  tliickness  in  decimals  of  an  inch  for 

that  portion  of  the  shell  rolled  to  a  radlns  of  90 
inches  or  more,  but  less  than  125  inohes,  depend- 

Ing  on  spacing  of  shell  stiffeners 

• 

0.096 

0.109 

0.130 

a  151 

.109 

.130 

.151 

.173 

.130 

.151 

.173 

.194 

Shell-sheet  thickness  in  decimals  of  an  inch  for 

that  portion  of  the  shell  rolled  to  a  radius  of  125 
inchra  or  more,  depending  on  spacing  of  shell 

stiffeners 

0.109 

0.130 

0.151 

0. 173 

.130 

.151 

.173 

.194 

.151 

.173 

.194 

.216 
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which  will  permit  drainage  at  or 
the  front  of  the  tank. 

§  78.326-8  Tank  outlets. 

(a)  Outlet  fixtures  shall  be  substan 
tially  made  and  attached  to  the  tab^ 
such  a  manner  as  to  prevent  breaSS  5 
the  outlet  point.  ^ 

§  78.326-9  Vents,  valves  and  conn*, 
tions. 

(a)  Tank  vents.  Each  cargo  tank  at 
tank  compartment  shall  be  provided 
with  a  vacuum  and  pressure  operatS 
vent  with  a  minimum  effective  opmne 
of  0.44  square  inch,  and  shall  tSobe 
provided  with  an  emergency  vwitiiig 
facility  so  constructed  as  to  provi^ 
minimum  free-venting  opening  ^Yin# 
a  net  area  in  square  inches  equal  to 
1.25  plus  0.0025  tinqes  the  capacity 
the  tank  or  compartment  in  gallons.  K 
the  emergency  venting  facility  opeiatet 
in  response  to  elevated  temperatura, 
the  critical  temperature  for  such  (dera¬ 
tion  shall  not  exceed  200‘’F. 

(b)  Valve  and  faucet  connections.  All 
draw-off  valves  or  faucets  of  tanks  and 
compartments  shall  have  discharge  ends 
threaded,  or  be  otherwise  so  designed  as 
to  insure  in  every  instance  a  tight  (xm- 
nection  with  the  hose  extending  to  the 
storage  fill  pipe. 

§  78.326-10  Protection  of  fittings. 

(a)  Draw-off  valves  and  fau(^ 


JOINT  AT  MI0LEN6TH  OP  PARALLEL  SEOTION 

TENSILE  SPECIMEN 


Miniuuu  Section  Modulus  Required  for  Rino 
Stiffeners 


§  78.326—5  Bulkheads,  baffles  and  ring 
stiffeners. 

(a)  When  bulkheads  not  required. 

The  bulkhead  requirements  in  para¬ 
graph  (b)  of  this  section  do  not  apply 
to  any  cargo  tank,  r^ardless  of  capac¬ 
ity,  which  is  used  in  a  service  in  which 
the  entire  tank  is  never  loaded  less  than 
80%  full  or  in  which  no  compartment 
of  the  tank  is  ever  loaded  less  than  80% 
full,  provided  that  the  entire  contents 
of  the  tank  or  of  one  or  more  -compart¬ 
ments  of  the  tank  is  discharged  at  each 
unloading  point.  Flat  bulkheads  and  (1)  If  a  ring  stiffener  is  welded  to 
baffles  without  reinforcement  are  not  the  shell,  a  portion  of  the  shell  may,  for 
permitted.  purposes  of  computing  the  section  mod- 

(b)  When  bulkheads  required.  Ex-  ulus,  be  considered  as  a  part  of  the  ring 
cept  as  provided  in  paragraph  (a)  of  section.  If  welded  at  one  side  of  the 
this  section  every  cargo  tank  havii^  a  ring  stiffener  only,  such  portion  shall 
total  capacity  in  excess  of  1,800  gallons  not  exceed  20  times  the  shell  thickness 
1^11  be  divided  by  bulkheads  into  com-  adjacent  to  the  weld.  If  welded  at  both 
partments,  none  of  which  shall  exceed  sides  of  the  ring  stiffener,  such  portion 
1,200  gallons.  Each  bulkhead  required  shall  not  exceed  40  times  the  shell  thick- 
by  this  paragraph  shall  be  of  the  same  ness  a^acent  to  the  weld,  or  the  width 
TTiiniTniim  strength  as  is  required  else-  of  the  ring  stiffener  between  welds  plus 
where  in  this  specification  for  tank  20  times  the  shell  thickness  adjacent  to 

the  welds,  whichever  is  less. 

(c)  Double  bulkheads.  Tanks  with  Tank  supports.  The  distance 

compartments  carrying  flammable  li-  from  a  tank  support  to  the  nearest  bulk- 
quids  of  different  shipping  names*  or  stiffener  shall 

with  compartments  containing  flam-  not  exceM  40  times  the  thickness  of  the 
mahiP  noisnn«,iR  iiniiids  R  nnd  f^nk  Shell  at  the  point  Of  support. 


I  L  is  the  maximum  distance  from  the  midpoint  of  the 
unsupported  shell  on  one  side  of  the  ring  stlnener  to  the 
midpoint  of  the  unsupported  shell  on  the  opposite  side  of 
the  ring  stiffener.  See  $  78.326-3  for  minimum  thickness 
of  ring  stiffeners. 


bumpers  or  other 
devices. 

§  78.326-11 
trol. 

(a)  Each  cargo  tank  or  tank  compart¬ 
ment  of  a  bottom-discharge  tank  shaD 
be  equipped  with  a  reliable  and  effective 
shut-off  valve  located  inside  the  sM 
of  the  tank  or  tank  compartment  in  tbe 
tank  or  compartment  outlet;  and  tbe  op¬ 
erating  mechanism  for  such  valve  (v 
valves  shall  be  provided  with  a  second¬ 
ary  closing  mechanism  remote  from  tank 
filling  openings  and  discharge  faucets, 
for  operation  in  the  event  of  fire  or  other 
accident.  Such  control  mechanism  shall 
be  provided  with  a  fusible  section  which 
will  cause  the  valve  to  close  autcsnatl- 
cally  in  case  of  fire,  and  the  critical  tem¬ 
perature  for  the  fusing  of  such  section 
shall  not  exceed  200*  P. 

§  78.326-12  Shear  section. 

(a)  There  shall  be  provided  between 
each  shut-off  valve  seat  and  discharge 
faucet  a  shear  section  which  will  break 
under  strain,  imless  the  discharge  iripiM 
is  so  arranged  as  to  afford  equivalent 
protection,  and  leave  the  shut-off  valie 
seat  intact  in  case  of  accident  to  the  dis¬ 
charge  faucet  or  piping. 

§  78.326-13  Anchoring  of  cargo  unk. 

(a)  Hold-down  devices.  Adequate 
hold-down  devices  shall  be  provided  to 


Emergency  discharge  con- 


width  of  tank 

Section 

modulus 

42  inches  or  less . 

« 0. 0180L 

Over  42  inches  to  60  Inches _ _ 

1.0280L 

Over  60  inches  to  06  inches .  . 

1.0400L 

Saturday,  January  28,  1961 

each  cargo  tank  in  a  suitable 
J^ner  that  will  not  introduce  undue 
^^ntration  of  stresses  and  shall  be 
St  to  withstand  loadings  in  any  direc- 
S  equal  to  the  weight  of  the  tank  and 
Sfl<’hments  when  filled  with  water. 
Si^iPdevIces  on  vehicles  with  frames 
^  incorporate  tumbuckles  or  similar 
^ve  action  devices  for  drawing  the 
^  down  tight  on  the  frame  of  the 
vehicle. 

(b)  Stops  and  anchors.  Suitable  stops 
jnd  anchors  shall  be  attached  to  the 
motor  vehicle  and  the  cargo  tank  to  pre- 
M)t  rdative  movement  between  them 

to  starting,  stopping  and  turning. 
Stops  and  anchors  shall  be  installed  so 
gs  to  be  readily  accessible  for  inspection 
ind  maintenance  except  that  insulation 
is  permitted  to  cover  such  stops  and 
go^ors. 

(c)  Anchoring  integral  cargo  tanks. 
fbenever  any  cargo  tank  is  so  designed 
god  ciMistructed  that  the  cargo  tank 
ooDstitutes,  in  whole  or  in  part,  the 
gtress  member  used  in  lieu  of  a  frame, 
tben  such  cargo  tanks  shall  be  designed 
go  as  to  successfully  and  adequately 
withstand  the  stresses  thereby  imposed 
in  addition  to  those  otherwise  imposed 
on  the  cargo  tank. 

1 78.326-14  Gauging  devices. 

(a)  No  applicable  provision. 

§  78.326-15  Pumps. 

(a)  liquid  pumps,  whenever  used, 
must  be  of  suitable  design,  adequately 
protected  against  breakage  by  collisions, 
unless  they ’are  of  the  centrifugal  type, 
they  shall  be  equipped  with  suitable  pres¬ 
sure  actuated  by-pass  valves  permitting 
flow  frwn  discharge  to  suction  or  to  the 
tank. 

§78.326-16  Method  of  test. 

(a)  Test  for  leaks.  Every  cargo  tank 
shall  be  tested  by  a  minimum  air  or 
hydrostatic  pressure  of  3  psig.  applied 
to  the  whole  tank  and  dome  if  it  be 
nwioompartmented.  If  compartmented, 
each  individual  compartment  shall  be 
similarly  tested  with  adjacent  compart¬ 
ments  empty  and  at  atmospheric  pres¬ 
sure.  Air  pressure,  if  us^,  shall  be 
mahitained  for  a  period  of  at  least  five 
minutes  during  which  the  entire  surface 
of  all  joints  imder  pressure  shall  be 
coated  with  a  solution  of  soap  and  water, 
Qeavy  oil,  or  other  material  suitable  for 
the  purpose,  foaming  or  bubbling  of 
which  indicates  the  presence  of  leaks. 
Hydrostatic  pressure,  if  used,  shall  be 
done  by  using  water  or  other  liquid  hav¬ 
ing  a  similar  viscosity,  the  temperature 
of  which  shall  not  exceed  100“  P.  during 
the  test,  and  applying  pressure  as  pre¬ 
scribed  above,  gauged  at  the  top  of  the 
tank,  at  which  time  all  joints  under 
pressure  shall  be  inspected  for  the  is¬ 
suance  of  liquid  to  indicate  leaks.  All 
closures  shall  be  in  place  while  test  by. 
either  method  is  made.  During  these 
tests,  operative  relief  devices  shall  be 
clamped,  plugged,  or  otherwise  rendered 
inoperative;  such  clamps,  plugs,  and 
similar  devices  shall  be  removed  im¬ 
mediately  after  the  test  is  finished.  Any 
leakage  discovered  by  either  of  the  meth¬ 
ods  above  described,  or  by  any  other 
method,  shall  be  deemed  evidence  of  fail- 
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ure  to  meet  the  requirements  of  this 
specification.  Tanks  failing  to  pass  this 
t^  shall  be  suitably  repaired,  and  the 
above  described  tests  shall  be  continued 
imtil  no  leaks  are  discovered,  before  any 
cargo  tank  is  put  into  service. 

(b)  Test  for  distortion  or  failure. 
Every  cargo  tank  to  which  this  specifi¬ 
cation  applies  shall  be  tested  by  pressures 
prescribed  in  paragraph  (a)  of  this  sec¬ 
tion  and  shall  withstand  such  pressure 
without  undue  distortion,  evidence  of 
impending  failure,  or  failure.  Failure 
to  meet  this  requirement  shall  be  deemed 
as  sufficient  cause  for  rejection  under 
this  specification.  If  there  is  imdue  dis¬ 
tortion,  or  if  failure  impends  or  occurs, 
the  cargo  tank  shall  not  be  returned  to 
service  unless  a  suitable  repair  is  made. 
The  suitability  of  the  repair  shall  be  de¬ 
termined  by  the  same  method  of  test. 

(c)  Retest  requirements.  See  §  77.824 
(a)  of  this  chapter. 

§  78.326—17  Marking  of  cargo  tanks^ 

(a)  Metal  identification  plate.  There 
shall  be  on  every  cargo  tank  a  metal 
plate  located  on  the  right  side,  near  the 
front,  in  a  place  readily  accessible  for 
inspection.  This  plate,  shall  be  per¬ 
manently  affixed  to  the  tank  by  means 
of  soldering,  brazing,  welding,  or  other 
equally  suitable  means;  and  upon  it  shall 
be  marked  by  stamping,  embossing,  or 
other  means  of  forming  letters  into  or 
on  the  metal  of  the  plate  itself,  in  the 
manner  illustrated  below,  at  least  the 
information  indicated  below.  The  plate 
shall  not  be  so  painted  as  to  obscure 
the  markings  thereon. 

Carrier’s  Serial  Number^ 

Manufacturer’s  Name  ^ 

Date  of  Manufacture* 

IOC  MC  306 

Nominal  Tank  Capacity _ U.S.  Gallons 

(b)  Test  date  markings.  The  date  of 
the  last  test  shall  be  painted  on  the  tank 
in  letters  not  less  than  Vy^  inches  high, 
in  legible  colors.  Immediately  below  the 
metal  identification  plate  specified  in 
paragraph  (a)  of  this  section. 

(c)  Additional  markings.  In  addi¬ 
tion  to  the  above  markings,  cargo  tanks 
must  be  marked  as  required  by  §  77.823 
of  this  chapter. 

§  78.326-18  Certification. 

(a)  A  certificate  from  the  manufac¬ 
turer  of  the  cargo  tank,  or  from  a  com¬ 
petent  testing  agency,  certifying  that 
each  such  cargo  tank  is  designed  and 
constructed  in  accordance  with  the  re¬ 
quirements  of  the  specification  shall  be 
procured,  and  such  certificate  shall  be 
retained  in  the  files  of  the  carrier  dur¬ 
ing  the  time  that  such  cargo  tank  is 
employed  by  him.  In  lieu  of  this  certifi¬ 
cate,  if  the  motor  carrier  himself  elects 
to  ascertain  if  any  such  tank  fulfills  the 
requirements  of  the  specification  by  his 


*  Carriers  are  not  required  to  niunber  their 
cargo'  tanks  serially;  any  designation  regu¬ 
larly  used  by  the  carrier  to  identify  the 
tank  may  be  put  in  this  space. 

*In  the  event  the  Identity  of  the  tank 
manufactiirer  or  the  date  of  manufacture  is 
not  known  and  cannot  be  ascertained,  the 
spaces  Indicated  shall  be  marked  “make  un¬ 
known”  and/or  "date  of  manufactuke  un- 


own  test,  he  shall  similarly  retain  the 
test  data. 

Amend  entire  §  78.330  (15  F.R.  8554, 
8555,  8556,  Dec.  2,  1950)  (24  FJl.  5644, 
July  14, 1959)  (24  F.R.  8065,  Oct.  6,  1959) 
(19  F.R.  3265,  June  3,  1954)  (23  F.R. 
4033,  June  10,  1958)  (25  F.R.  6628,  6629, 
July  14, 1960)  (21  F.R.  7611,  Oct.  4, 1956) 
to  read  as  follows: 

§  78.330  Specification  MC  310;^  cargo 
tanks  constructed  of  ferrous  mate¬ 
rials,  primarily  for  the  transporta¬ 
tion  of  corrosive  liipiids. 

§  78.330—1  General  requirements. 

(a)  Must  comply  with  A.SJMI:.  Code. 
Tanks  built  under  this  specification  shall 
be  designed  and  constructed  in  accord¬ 
ance  with  and  fulfill  all  requirements  of 
(1)  the  1949  edition,  (2)  1950  edition, 
(3)  1952  edition,  (4)  1956  edition,  or  (5) 
the  1959  edition  of  Section  vm  of  the 
American  Society  of  Mechanical  Engi¬ 
neers  Boiler  and  Pressure  Vessel  Code, 
no  revisions,  which  are  hereafter  referred 
to  as  “the  Code.” 

(b)  When  divided  into  compartments. 
When  the  interior  of  the  tank  is  di¬ 
vided  into  compartments,  each  compart¬ 
ment  shall  be  design^,  constructed,  and 
tested  as  a  separate  tank. 

§  78.330—2  Material. 

(a)  As  specified  in  paragraphs  U-12, 
U-13,  and  U-20  of  the  Code,  1949  edition, 
no  revisions.  Tanks  may  be  constructed 
of  ferrous  materials  listed  in  Table  U-2 
including  the  stainless  steels  or  of  nickel 
or  nickel  alloys  as  listed  in  Table  U-3  of 
the  Code.  Use  of  other  materials  listed 
in  Table  U-3  may  be  authorized  by  the 
Commission  upon  submission  of  satis¬ 
factory  supporting  data.  Materials  for 
tanks  transporting  hydrogen  peroxide 
over  52  percent  by  weight,  must  comply 
with  the  1956  edition  of  the  Code,  but 
shall  be  limited  to  Aluminum  Association 
Nos.  1060,  1260,  5254,  and  5652.  Other 
aluminum  alloys  may  be  authorized  by 
the  Commission  upon  submission  of  sat¬ 
isfactory  supporting  data. 

*  Existing  tank  motor  vebicles  continuing 
in  service. 

(a)  Specification  tank  motor  vehicles. 
Tank  motor  vehicles  used  for  the  transporta¬ 
tion  of  corrosive  liquids  which  shaU  have 
been  in  service  prior  to  Jxme  15. 1940,  may  be 
continued  in  service  provided  they  have  been 
designed  and  constructed  in  accordance  with 
the  requirements  set  forth  in  paragraphs  T- 
117(a).  T-118  (a)  and  (b).  T-120,  T-121, 
T-122,  T-123,  and  T-124  of  Begrilations  for 
the  Transportation  of  Explosives  and  Other 
Dangeroxis  Articles  on  Public  Highways  by 
Motor  Truck  or  Motor  Vehicle,  prescribed  by 
order  of  the  Commission  dated  November  6. 
1934,  and  vacated  on  June  15,  1940. 

(b)  Existing  nonspecification  tank  motor 
vehicles.  Tank  motor  vehicles  used  for  the 
transportation  of  corrosive  liquids  not  meet¬ 
ing  the  requirements  set  forth  in  paragraph 
(a)  of  this  footnote,  which  shaU  have  been 
in  service  prior  to  June  15, 1940,  may  be  con¬ 
tinued  in  service  provided  they  fulfill  the 
requirements  set  forth  und«r  §  77.824(c)  of 
this  chapter  and  are  and  can  be  maintained 
in  safe  operating  condition,  but  in  any  event 
they  shall  be  equipped  with  at  le&t  the  ac¬ 
cessories  specified  in  S  78.330-8,  -9,  -10,  and 
-12. 

(c)  On  the  required  metal  identification 
plate  substitute  “ICC  Spec  T-118,”  or  “ICC 
7.5-S-l”  or  “No  Specification”  as  appropriate. 
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(b)  Lining.  Except  as  provided  in 
paragraph  (c)  of  this  section,  cargo 
tanks  must  be  lined  and  the  material 
used  for  lining  each  cargo  tank  subject 
to  this  specification  shall  be  homogenous, 
nonporous,  imperforate  when  applied, 
not  less  elastic  than  the  metal  of  the 
tank  proper,  and  substantially  immune 
to  attack  by  the  commodities  trans¬ 
ported  therein.  It  shall  be  of  substan¬ 
tially  uniform  thickness  and  it  shall  be 
directly  bonded  or  attached  by  other 
equally  satisfactory  means.  Joints  and 
seams  in  the  lining  shall  be  made  by 
fusing  the  material  together,  or  by  other 
equally  satisfactory  means.  The  interior 
of  the  tank  shall  be  free  from  scale, 
oxidation,  moisture,  and  all  foreign  mat¬ 
ter  during  the  lining  operation. 

(c)  Conditions  under  which  tanks 
need  not  be  lined.  Tanks  need  not  be 
lined  as  provided  in  paragraph  (b)  of 
this  section,  if : 

(1)  The  material  of  the  tank  is  sub¬ 
stantially  immune  to  attack  by  the  ma¬ 
terials  to  be  transported  therein. 

(2)  The  material  of  the  tank  is  thick 
enough  to  withstand  10  years’  normal 
service  without  being  reduced  at  any 
point  to  less  thickness  than  that  specified 
in  §  78.330-3  corresponding  to  its  ca¬ 
pacity,  or 

(3)  the  chemical ,  reaction  between 
the  material  of  the  tank  and  the  com¬ 
modity  to  be  transported  therein  is  such 
as  to  allow  the  tank  to  be  properly  passi¬ 
vated  or  neutralized  as  set  forth  else¬ 
where  in  this  appendix,  or 

(4)  for  the  transportation  of  hydro- 
fiuoric  acid  of  60  percent  or  higher  con¬ 
centration,  they  be  passivated  in  the  fol¬ 
lowing  or  an  equally  effective  method: 
By  filling  the  tank  to  not  less  than  90 
percent  of  its  capacity  with  hydrofiuoric 
acid  of  58  percent  strength  and  allowing 
it  to  stand  at  least  48  hours  at  a  tempera¬ 
ture  of  80®  P.,  then  7  hours  at  140®  P., 
the  internal  pressure  being  maintained 
at  atmospheric  pressure  the  meanwhile. 


§  78.330—3  Thickness  of  metal. 

(a)  The  minimum  thickness  of  metal 
for  cargo  tanks  shall  be  as  follows: 


1 

Minimum 

Tank  capacity 

thickness 

! 

(inches) 

Not  more  than  1,200  gallons . 

H 

Over  1,200  to  1,800  gallons . 

Me 

Over  1,800  gallons . 

H 

§  78.330-4  Joints. 

(a)  All  Joints  and  seams  formed  in  the 
manufacture  of  any  cargo  tank  shall  be 
made  tight  by  welding,  riveting,  riveting 
and  welding,  brazing,  or  riveting  and 
brazing,  at  the  option  of  the  motor  car¬ 
rier,  subject  to  the  limitation  that  any 
of  the  aforesaid  methods  are  permissible 
only  when  any  one  of  them  or  combina¬ 
tion  as  used  in  the  tank  is  not  subject  to 
adverse  action  by  the  nature  of  the  cor¬ 
rosive  liquid  which  is  to  be  transported 
in  such  tank  provided  that  joints  in 
tanks  for  hydrogen  peroxide  of  concen¬ 
tration  exceeding  52  percent  shall  be 
made  by  welding  only. 


§  78.330-5  Bulkheads,  haffles,  ring  stiff¬ 
eners,  tank  supports  and  compart- 
mentation. 

(a)  No  applicable  provision. 

§  78.330—6  Closures  for  manholes. 

(a)  The  manhole  cover  shall  be  de¬ 
signed  to  provide  a  secure  closure  of  the 
manhole.  All  covers,  not  hinged  to  the 
tanks,  shall  be  attached  to  the  outside  of 
the  dome  by  at  least  ^-inch  chain  or  its 
equivalent.  All  joints  between  manhole 
covers  and  their  seats  shall  be  made  tight 
against  leakage  of  vapor  and  liquid  by 
use  of  gaskets  of  suitable  material  not 
subject  to  attack  by  the  corrosive  liquid 
to  be  transported  in  the  tank. 

§  78.330—7  Overturn  protection. 

(a)  No  applicable  provision. 

§  78.330—8  Outlets. 

(a)  Outlet  construction.  Except  as 
provided  hereinafter,  no  cargo  tanks, 
except  those  used  for  the  shipments  of 
sludge  acid  or  alkaline  corrosive  liquids, 
and  no  tanks  for  the  transportation  of 
hydrogen  peroxide  in  concentrations  ex¬ 
ceeding  52  percent  by  weight,  shall  have 
bottom  discharge  outlets;  outlets  leaving 
the  cargo  tank  at  or  near  the  top  but 
having  the  end  of  the  outlet  below  the 
top  liquid  level  shall  not  be  considered 
as  bottom  outlets  but  such  outlets  must 
be  equipped  with  a  shut-off  valve  at  the 
point  of  outlet  from  the  cargo  tank  and 
a  shut-off  valve  or  a  blank  fiange  or 
screw-on  cap  at  the  discharge  end  of 
the  outlet  and  must  not  be  moved  with 
any  of  the  contents  in  the  line  beyond 
the  point  where  it  leaves  the  cargo  tank. 
The  valve  at  the  tank  shall  be  protected 
against  damage  in  the  event  of  over- 
tiun.  Cargo  tanks  used  for  the  trans¬ 
portation  of  sludge  acid  and/or  alkaline 
corrosive  liquids  may  be  equipped  with 
bottom  outlets  when  the  products  to  be 
transported  are  too  viscous  to  be  un¬ 
loaded  through  a  dome  connection  or 
top  outlet. 

(b)  Bottom  outlets.  Bottom  outlets, 
when  permitted  in  accordance  with  par¬ 
agraph  (a)  of  this  section,  shall  be  of 
metal  not  subject  to  rapid  deterioration 
by  the  lading,  and  each  shall  be  pro¬ 
vided  with  a  valve  or  plug  at  its  upper 
end  and  a  liquid-tight  closure  at  its 
lower  end.  Every  such  valve  or  plug 
shall  be  such  as  to  insure  against  un¬ 
seating  due  to  stresses  or  shocks  inci¬ 
dent  to  transportation.  Bottom  outlets 
are  equipped  with  an  effective  and  reli¬ 
able  shut-off  valve  located  inside  the 
shell  of  the  tank,  tank  compartment 
outlet  or  sump  if  the  sump  is  integral 
with  the  tank. 

(c)  Bottom  washout  chambers.  Ex¬ 
cept  as  specified  in  subparagraph  (1) 
of  this  paragraph,  tanks  may  be 
equipped  with  bottom  washout  chambers. 
Bottom  washout  chambers  shall  be  of 
metal  not  subject  to  rapid  deterioration 
by  the  lading  and  shall  be  provided  with 
a  liquid-tight  closure  at  its  lower  end. 
If  used  for  loading  or  imloading,  they 
shall  be  equipped  with  a  valve  or  plug 
at  the  upper  end. 


( 1 )  Bottom  washout  chambers  are 
permitted  on  tanks  used  for  the  tran? 
portation  of  hydrogen  peroxide  of  enT 
centration  exceeding  52  percent^ 
weight. 


§  78.330-9 
tions. 


Vents,  valves  and 


connet. 


(a)  When  installed,  venting,  gauirinix 
loading  and  ^  Met  devices,  InclS 
their  valves,  shall  be  provided  withadJ. 
quate  means  for  their  secure  closured 
means  shall  also  be  provided  for^ 
closing  of  pipe  connections  of  valves 

§  78.330-10  Protection  of  fittings. 


(a)  Draw-off  valves  and  faucets  nro 
jecting  beyond  the  frame,  or  if  the 
hide  be  frameless,  beyond  the  shell  at 
the  rear,  shall  be  adequately  protects 
in  the  event  of  collision  by  steel  biunDers 
or  other  equally  effective  devices 


§  78.330-11  Emergency  discharge  con- 
trol. 

(a)  See  §  78.330-8(b). 

§  78.330—12  Shear  section. 

(a)  Discharge  connections.  There 
shall  be  provided  between  each  shut¬ 
off  valve  seat  and  discharge  valve  a 
shear  section  which  will  break  undw 
strain,  unless  the  discharge  piping  is  so 
arranged  as  to  afford  equivalent  protec¬ 
tion,  and  leave  the  shut-off  valve  seat 
intact  in  case  of  accident  to  the  dis¬ 
charge  valve  or  piping. 

(b)  Heater  coils.  Heater  coils,  whoi 
installed,  shall  be  so  constructed  that 
the  breaking  off  of  their  external  con¬ 
nections  will  not  cause  leakage  of  con¬ 
tents  of  tanks. 

§  78.330—13  Anchoring  of  tank. 

(a )  No  applicable  provision. 

§  78.330—14  Gauging  devices. 


(a)  No  applicable  provision. 


§  78.330—15  Pumps  and  compressors. 

(a )  No  applicable  provision. 

§  78.330—16  Method  of  test. 

(a)  Test  for  leaks.  Every  cargo  tank 
shall  be  tested  by  completely  filling  the 
tank  and  dome  with  water  or  other  liijuid 
having  a  similar  viscosity,  the  tempera¬ 
ture  of  which  shall  not  exceed  100*  P. 
during  the  test,  and  applying  a  pressure 
of  iy2  times  the  design  pressure  but  not 
less  than  10  psig.  The  tank  must  hold 
the  prescribed  pressme  for  at  least  10 
minutes  without  leakage  or  evidence  of 
distress.  All  closures  shall  be  in  place 
while  test  is  made,  and  the  pressure  shall 
be  gauged  at  the  top  of  the  tank. 

(b)  Test  for  distortion  or  failure. 
Every  cargo  tank  shall  be  tested  by  the 
pressures  prescribed  in  paragraph  (a) 
of  this  section  and  shall  withstand  such 
pressures  without  undue  distortion,  or 
if  failure  impends  or  occurs,  the  cargo 
tank  shall  not  be  returned  to  service  un¬ 
less  a  suitable  repair  is  made.  The  suit¬ 
ability  of  the  repair  shall  be  determined 
by  the  same  method  of  test. 

(c)  Retest  requirements.  See  §71.- 
824(c)  of  this  chapter. 


^rday,  January  28,  1961 

j  78^30-17  Marking  of  cargo  tanks. 

,  )  j£gt(U  identification  plate.  There 
be  on  every  cargo  tank  a  metal 
Sc  located  on  the  right  side,  near  the 
Jilt  in  a  place  readily  accessible  for 
Section.  This  plate  shall  be  perma- 
Say  afiSxed  to  the  tank  by  means  of 
aSering.  brazing,  welding,  or  other 
means;  and  upon  it  shall  be 
Sked  by  stamping,  embossing,  or 
Xer  means  of  forming  letters  into  or 
L  the  metal  of  the  plate  itself  in  the 
I^nIler  illustrated  below,  at  least  the 
information  indicated  below.  The  plate 
jlig]l  not  be  so  painted  as  to  obscure 
ttie  markings  thereon. 

CBTier’s  Serial  Number  ^ 
ginufacturer’s  Name  ’ 

Date  of  Manufacture  = 

IOC  MC  310* 

Capacity - U.S.  Gallons 

(b)  Test  date  markings.  The  date  of 
tbe  last  test  shall  be  painted  on  the  tank 
in  letters  not  less  than  Wa  inches  high, 
in  l^ble  colors,  immediately  below  the 
metal  identification  plate  specified  in 
pnragraph  (a)  of  this  section. 

(c)  Additional  markings.  In  addition 
to  tbe  above  markings,  cargo  tanks  must 
be  marked  as  required  by  §  77.823  of  this 
chapter. 

1 78.330-18  Certification. 

(a)  A  certificate  from  the  manufac¬ 
turer  of  the  cargo  tank,  or  from  a  com¬ 
petent  testing  agency,  certifying  that 
such  tank  is  designed  and  con¬ 
structed  in  accordance  with  the  require¬ 
ments  of  the  specification,  shall  be 
procured  and  such  certificate  shall  be 
retched  in  the  files  of  the  carrier  during 
the  time  that  such  tank  is  employed  in 
the  transportation  of  corrosive  liquids 
by  him.  In  lieu  of  this  certificate,  if  the 
motor  carrier  himself  elects  to  ascertain 
If  any  such  tank  fulfills  the  requirements 
of  the  specification  by  his  own  test,  he 
sM  similarly  retain  the  test  data. 
Where  such  tanks  are  used  for  hydrogen 
peroxide  in  concentrations  exceeding 
52  percent  by  weight,  such  certificate  or 
tot  data  shall  indicate  that  the  tank 
complies  with  special  provisions  of  this 
mecification  for  that  lading. 

Amend  entire  §  78.331  (18  FH.  6782, 
8783.  6784,  6785,  Oct.  27,  1953)  (19  PJl. 
6275,  Sept.  29.  1954)  (24  F.R.  8065,  Oct. 
8, 1959)  (23  P.R.  4033,  June  10.  1958) 
(22PR..7848,  Oct.  3,  1957)  (21  FR.  7611, 
Oct.  4, 1956)  (22  P.R.  2237,  Apr.  4.  1957) 
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(20  F.R.  8115,  Oct.  28.  1955)  to  read  as 
follows; 

§  78.331  Specification  MC  311;*  cargo 
tanks  constructed  of  ferrous  met^ 
or  aluminum,  primarily  for  the 
transportation  of  corrosive  liquids. 

§  78.331—1  General  requirements. 

(a)  Tank  design.  (1)  Ferrous  ma¬ 
terials.  Cargo  tanks  built  of  ferrous 
materials  under  this  specification  that 
are  unloaded  by  pressure  must  be  built 
of  welded  construction  in  accordance 
with  (1)  the  1949  edition,  (2)  1950  edi¬ 
tion,  (3)  1952  edition,  or  (4)  the  1959 
edition  of  Section  VIII  of  the  Society  of 
Mechanical  Engine^s  Boiler  and  Pres¬ 
sure  Vessel  Code,  no  revisions,  except 
that  for  sheet  thicknesses  of  less  than 
inch  wherein  the  Code  specifies  both 
minimum  and  maximum  limits  of  tensile 
value  of  materials,  the  maximum  limits 
need  not  apply.  Such  tanks  shall  not 
have  head,  bulkhead,  bafBe  or  shell  thick¬ 
nesses  less  than  that  specified  in 
§  78.331-3  (a)  and  (b) ,  nor  shall  the 
spacing  of  bulkheads,  baffles  or  shell  stiff¬ 


eners  exceed  that  specified  in  those  para¬ 
graphs. 

(2)  Nonferrous  materials.  Methods 
of  design,  fabrication,  and  construction 
for  nonferrous  materials  shall  be  such  as 
to  result  in  a  cargo  tank  having  proper¬ 
ties  at  least  equal  to  those  of  a  ferrous 
cargo  tank. 

(b)  When  divided  into  compartments. 
When  the  interior  of  the  tank  is  divided 
into  compartm^ts,  each  compartment 
shall  be  designed,  constructed  and  tested 
as  a  separate  ta^. 

§  78.331—2  Material. 

(a)  A.S.M.E.  Code  materials.  Cargo 
tanks  required  to  comply  with  Section 
Vm  of  the  American  Society  of  Mechan¬ 
ical  Engineers  Boiler  and  Pressure  Vessel 
Code  must  be  manufactured  of  materials 
authorized  by  the  Code  except  that  for 
sheet  thicknesses  of  less  than  inch 
wherein  the  Code  specifies  both  mini- 
mum  and  maximum  limits  of  tensile 
value  of  materials,  the  maximum  limits 
need  not  apply. 

(b)  Ferrous  metal  properties.  Mate¬ 
rials  used  in  cargo  tanks  built  to  conform 
with  the  tables  in  §  78.331-3  must  have 
the  following  minimum  physicid  proper¬ 
ties: 

Yield  point _ _ _ 25,000  psl. 

Ultimate  strength. _  45,000  psl. 

Minimum  elongation,  2-lnch  20  percent. 

sample. 

(c)  Aluminum  properties.  Aluminum 
materials  must  have  the  following  mini¬ 
mum  physical  properties: 

Yield  point _  12,000  psl. 

Ultimate  strength _  17,000  psl. 

Mlnlmtim  elongation,  2-inch  20  percent. 

sample.  ' 

(d)  Lining.  Except  as  provided  in 
paragrah  (e)  of  this  section,  cargo 
tanks  must  be  lined  and  the  material 
used  for  lining  each  cargo  tank  subject 
to  this  specification  shall  be  homogenous, 
nonporous,  imperforate  when  applied, 
not  less  elastic  than  the  metal  of  the 
tank  proper,  and  substantially  immune 
to  attack  by  the  commodities  to  be  trans¬ 
ported  therein.  It  shall  be  of  substan¬ 
tially  uniform  thickness,  and  it  shAll  be 
directly  bonded  or  attached  by  other 
equally  satisfactory  means.  Joints  and 
seams  in  the  lining  shall  be  made  by 
fusing  the  material  together,  or  by  other 
equally  satisfactory  means.  The  in¬ 
terior  of  the  tank  shall  be  free  from 
scale,  oxidation,  moisture,  and  all  for¬ 
eign  matter  during  the  lining  operation. 

(e)  Conditions  under  which  tanks 
need  not  be  lined.  Tanks  need  not  be 
lined  as  provided  in  paragraph  (d)  of 
this  section,  if: 

(1)  The  material  of  the  tank  is  sub¬ 
stantially  immune  to  attack  by  the  mate¬ 
rials  to  be  transported  therein. 

(2)  The  material  of  the  tank  is  thick 
enough  to  withstand  10  years’  normal 
service  without  being  reduced  at  any 
point  to  less  thickness  than  that  Q)eci- 


*  Existing  tank  motor  vehicles  continuing 
in  service. 

(a)  Specification  tank  motor  vehicles. 
Tank  motor  vehicles  used  for  the  transporta¬ 
tion  of  corrosive  liquids  which  shall  have 
been  in  service  prior  to  Jxme  15. 1940,  may  be 
continued  in  service  provided  they  have  been 
designed  and  constructed  in  accordance  with 
the  requirements  set  forth  in  paragraphs 
T-117(a),  T-118  (a)  and  (b).  T-120,  T-121. 
T-122,  T-123  and  T-124  of  Regulations  for 
the  Transportation  of  Explosives  and  Other 
Dangerous  Articles  on  Public  Highways  by 
Motor  Truck  or  Motor  Vehicle  prescribed  by 
order  of  the  CXmimisslon  dated  November  6, 
1934,  and  vacated  on  June  15,  1940. 

(1)  Tank  motor  vehicles  used  tor  the 
transportation  of  corrosive  liquids  which 
shall  have  been  in  service  prior  to  December 
31,  1953,  may  be  continued  in  service  pro¬ 
vided  they  have  been  designed  and  con¬ 
structed  in  accordance  with  the  requirements 
of  specification  MC  &10  (§  78.330  of  this 
chapter) . 

(b)  Existing  nonspeciflcation  tank  motor 
vehicles.  Tank  motor  vehicles  used  for  the 
transportation  of  corrosive  liquids  not  meet¬ 
ing  the  requirements  set  forth  in  psuagraph 
(a)  of  this  footnote,  which  shall  have  been 
in  service  prior  to  Jtme  15,  1940,  may  be 
continued  in  service  provided  they  fulfill  the 
requirements  set  forth  under  §  78.331-16  and 
are  and  can  be  maintained  in  safe  operating 
condition,  but  in  any  event  they  shall  be 
equipped  with  at  least  the  accessories  speci¬ 
fied  in  §§  78.330-6,  -9.  -10  and  -12  of  speci¬ 
fication  MO  310  or  §§  78.331-6,  -10  and  -12  of 
specification  MC  311. 

(c)  Qualification  of  existing  tank  motor 
vehicles  which  conform  to  specification  MC 
311.  Tank  motor  vehicles  iised  for  the  trans¬ 
portation  of  corrosive  liquids  which  shall 
have  been  in  service  prior  to  December  31. 
1953,  and  which  meet  all  of  the  construction 
requirements  of  this  specification  may  be 
continued  in  service  provided  such  cargo 
tanks  are  marked  ICC  MC  311X  on  the  plate 
required  by  S  78.331-17. 

(d)  On  the  required  metal  Identification 
plate  substitute  "ICO  Spec  T-118,”  or  "ICC 
7.5-S-l,”  or  "MC  31 IX."  or  “No  Specification” 
as  appropriate. 


'Carriers  are  not  required  to  nvimber  their 
tanks  serially;  any  designation  regularly  used 
by  the  carrier  to  identify  the  tank  may  be 
piit  in  this  space. 

•In  the  event  the  identity  of  the  tank 
manufacturer  or  the  date  of  manufacture  is 
not  known  and  cannot  be  ascertained,  the 
•paces  Indicated  shall  be  marked  "make  ttn- 
DfowN’’  and/or  “date  op  manufacture  un- 
kkown.” 

•Substitute  “ICC Spec-T-118,”  or  “ICC  7.5- 
^1."  or  "ICC  MC  810-H,O„”  or  “No  Spe- 
dflcatlon,’’  as  appropriate. 
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I  (c)  Cargo  tanks  buUt  of  nonferrous  metals.  Cargo  tanks  constructed  of  mate- 
1  other  than  mild,  high-tensile  or  stainless  steel  shall  have  shell  and  head 
^piftsses  designed  in  accordance  with  the  following  formula; 

for  materials  other  than^tcel=  Steel  thickness  from  tablesKA,/ - - - _ 

V  Modulusofelastlclty  of  material  to  be  uaed 


§78.331-4  Joints. 

(a)  All  joints  and  seams  formed  in  the 
mtfiufacture  of  any  cargo  tank  shall  be 
Sdetight  by  welding. 

8  78.331-5  Bulkheads,  baffles,  ring 
^  stiffeners,  tank  supports  and  coni- 
partmentation. 

(a)  Plat  heads  or  flat  bulkheads  with¬ 
out  reinforcement  are  not  permitted, 
Ibe  use  of  baffles  is  not  a  specification 
je(juirenient. 

§78.331-6  Closures  for  manholes. 

(a)  The  manhole  cover  shall  be  de- 
to  provide  a  secure  closure  of  the 
inanhole.  All  joints  between  manhole 
covers  and  their  seats  shall  be  made  tight 
igainst  leakage  of  vapor  and  liquid  by 
use  of  gaskets  of  suitable  material  not 
subject  to  attack  by  the  corrosive  liquid 
to  be  transported  in  the  tank. 

§  78.331-7  Overturn  protection. 

(a)  All  closures  for  Ailing  openings 
and  outlets  shall  be  protected  from 
damage  in  the  event  of  overturn  of  the 
motor  vehicle  by  being  enclosed  within  . 
the  body  of  the  tank  or  dome  attached 
thereto  or  the  use  of  substantial  metal 
guards  securely  attached  to  the  cargo 
tank  or  frame  of  the  motor  vehicle. 

§  78.331-B  Outlets. 

(a)  Outlet  construction.  No  cargo 
task,  except  those  used  for  shipments  of 
dudge  acid  or  alkaline  corrosive  liquids, 
diall have  bottom  discharge  outlets;  out¬ 
lets  leaving  the  cargo  tank  at  or  near  the 
top  having  the  end  of  the  outlet 
bkow  the  top  liquid  level  ^all  not  be 
considered  as  bottom  outlets  but  such 
outlets  must  be  equipped  with  a  shut-off 
valve  or  a  blank  flange  or  screw-on  cap 
at  the  discharge  end  of  the  outlet  and 
must  not  be  moved  with  any  of  the  con- 
toits  In  the  line  beyond  the  point  where 
It  leaves  the  cargo  tank.  The  valve  at 
the  tank  shall  be  protected  against 
damage  in  the  event  of  overturn.  Cargo 
tanks  used  for  the  transportation  of 
sludge  acid  and/or  alkaline  corrosive 
liquids  may  be  equipped  with  bottom 
cutlets  when  the  products  to  be  trans¬ 
ported  are  too  viscous  to  be  unloaded 
through  a  dome  connection  or  top  outlet. 

(b)  Bottom  outlets.  Bottom  outlets, 
when  permitted  in  accordance  with  para¬ 
graph  (a)  of  this  section,  shall  be  of 
metal  not  subject  to  rapid  deterioration 
by  the  lading,  and  each  shall  be  provided 
with  a  valve  or  plug  at  its  upper  end  and 
a  liquid-tight  closure  at  its  lower  end. 
Every  such  valve  or  plug  shall  be  such 
as  to  insure  against  imseating  due  to 
•tresses  or  shocks  incident  to  transporta¬ 
tion.  Bottom  outlets  must  be  equipped 
with  an  effective  and  reliable  shut-off 
valve  located  inside  the  shell  of  the  tank, 
tank  compartment  outlet,  or  sump  if  the 
wmp  is  integral  with  the  tank. 

(c)  Bottom  washout  chambers.  Cargo 
tanks  may  be  equiiq}ed  with  bottom 


washout  chambers.  Bottom  washout 
chambers  shall  be  of  metal  not  subject  to 
rapid  deterioration  by  the  lading  and 
shall  be  provided  with  a  liquid-tight 
closure  at  its  lower  end.  If  used  for 
loading  or  unloading,  they  shall  be 
equipped  with  a  valve  or  plug  at  the 
upper  end. 

§  78.331—9  Vents,  valves  and  connec¬ 
tions. 

(a)  Safety  vent.  Each  cargo  tank  or 
compartment  thereof  must  be  equipped 
with  suitable  pressure  relief  devices  as 
required  by  the  Code,  or  shall  be  fitted 
with  suitable  rupture  discs  in  the  dome 
or  manhole  assemblies  in  lieu  of  me¬ 
chanical  pressiu*e-relief  valves.  Such 
discs  shall  be  designed  to  rupture  at  not 
to  exceed  1^2  times  the  design  pressure. 

(b)  Gauging,  loading  and  air-inlet  de¬ 
vices.  Gauging,  loading  and  air-inlet  de¬ 
vices,  including  their  valves,  shall  be 
provided  with  adequate  means  for  their 
secure  closure,  and  means  shall  also  be 
provided  for  the  closing  of  pipe  con¬ 
nections  of  valves. 

§  78.331—10  Protection*  of  fittings. 

(a)  Draw-off  valves  and  fittings  of 
cargo  tanks  projecting  beyond  the  frame, 
or  if  the  vehicle  be  frameless,  beyond  the 
shell,  shall  be  adequately  protected  in 
the  event  of  a  collision  by  steel  bumpers 
or  other  equally  effective  devices, 

§  78.331—11  Emergency  discharge  con¬ 
trol. 

(a)  See§  78.331-8(b). 

§  78.331—12  Shear  section. 

(a)  Discharge  connections.  There 
shall  be  provided  between  each  shut-off 
valve  seat  and  discharge  valve  a  shear 
section  which  will  break  under  strain, 
unless  the  discharge  piping  is  so  ar¬ 
ranged  as  to  afford  equivalent  protec¬ 
tion,  and  leave  the  shut-off  valve  seat 
intact  in  case  of  accident  to  the  dis¬ 
charge  valve  or  piping. 

(b)  Heater  coils.  Heater  coils,  when 
installed,  shall  be  so  constructed  that 
the  breaking  off  of  their  external  con¬ 
nections  will  not  cause  leakage  of  con¬ 
tents  of  tanks. 

§  78.331—13  Anchoring  of  tank. 

(a)  No  applicable  provision. 

§  78.331—14  Gauging  devices. 

(a)  Every  cargo  tank,  and  every  com- 
partment  must  be  equipped  with  a  means 
of  indicating  outage. 

§  78.331—15  Pumps  and  compressors. 

(a)  No  applicable  provision. 

§  78.331—16  Method  of  test. 

(a)  Test  for  leaks.  Every  cargo  tank 
shall  be  tested  by  completely  filling  the 
tank  and  dmne  with  water  or  other  liquid 
having  a  similar  viscosity,  or  with  a  cor¬ 
rosive  liquid  permitted  to  be  transported 
in  the  cargo  tank,  the  temperature  of 


which  shall  not  exceed  100°  F.  during 
the  test,  and  applying  a  pressure  of  1 
times  the  design  pressme  but  not  less 
than  3  psig.  The  pressure  shall  be 
gauged  at  the  top  of  the  tank.  The  tank 
must  hold  the  prescribed  pressure  for ' 
at  least  10  minutes  without  failure,  im- 
due  distortion,  leakage  or  evidence  of 
impending  failure.  All  closures  shall 
be  in  place  while  test  is  made. 

(b)  Test  for  distortion  or  failure. 
Every  cargo  tank  shall  be  tested  by  the 
pressures  prescribed  in  paragraph  fa)  of 
this  section  and  shall  withstand  such 
pressures  without  imdue  distortion  or 
other  Indication  of  impending  failure. 
If  there  is  undue  distortion,  or  if  failure 
impends  or  occurs,  the  cargo  tank  shall 
not  be  returned  to  service  unless  a  suit¬ 
able  repair  is  made.  The  suitability  of 
the  repair  shall  be  determined  by  the 
same  method  of  test. 

(c)  Test  of  heating  system.  After  an 
interior  heating  system  consisting  of  coil 
piping  is  installed,  and  before  the  tanks 
to  which  they  are' fitted  are  placed  in 
service,  the  heating  system  shall  be 
tested.  Systems  employing  media  such 
as  steam  or  hot  water  under  pressure 
for  heating  the  contents  of  cargo  tanks 
shall  be  tested  with  hydrostaUC  pressure 
and  proved  to  be  tight  at  200  psig.  Sys¬ 
tems  employing  flues  for  the  heating  of 
the  contents  of  cargo  tanks  shf^  be 
suitably  tested  to  insure  against  the  leak¬ 
age  of  the  contents  of  the  tanks  either 
into  the  flues  or  into  the  atmosphere. 

(d)  Retest  requirements.  See  §  77.824 

(c)  of  this  chapter. 

§  78.331—17  Marking  of  cargo  tanks. 

'  (a)  Metal  identification  plate.  There 
shall  be  on  every  cai^o  tank  a  metal 
plate  located  on  the  right  side,  near  the 
front,  in  a  place  readily  accc^ble  for 
insi>ection.  This  plate  shall  be  perman¬ 
ently  affixed  to  the  tank  by  means  of 
soldering,  brazing,  welding,  or  other  suit¬ 
able  means;  and  upon  it  shall  be  marked 
by  stamping,  embossing,  or  other  means 
of  forming  letters  into  or  on  the  metal  of 
the  plate  itself  in  the  manner  illustrated 
below,  at  least  the  information  indicated 
below.  The  plate  shall  not  be  so  painted 
as  to  obscure  the  markings  thereon. 

Carrier’s  Serial  Number  ^ 

Man\if actxirer’s  Name  * 

Date  of  Manufacture  * 

ICCMC  •  •  •• 

Maximum  Working  Pressure 

Material 

Lining 

Nominal  Capacity _ U.S.  Gallons 

Density  of  Cargo,  Maximum Lb./Oallon 


1  Carriers  are  not  required  to  number  their 
tanks  serlaUy;  any  designation  regularly  used 
by  the  carrier  to  Identify  the  tank  may  be 
put  In  this  space. 

*In  the  event  the  Identity  of  the  tank 
manufacturer  or  the  date  of  manufacture 
Is  not  known  and  cannot  be  ascertained,  the 
spaces  Indicated  shall  be  marked  "makx  un¬ 
known”  and/or  “date  or  manutactubk  un¬ 
known.” 

*For  MC  311  cargo  tanks  Insert  MC  311- 
IIS  for  steel  tanks  designed  in  acc(Hdance 
with  Table  (H  of  i  78.331-3(b):  MO  311-IIIS 
for  steel  tanks  designed  In  accordance  with 
Table  m  of  S  78.331-3 (b);  and  MC  811-IVS 
for  steel  tanks  designed  In  accordance  with 
Table  IV  of  I  78.381-8 (b).  Tor  aluminum 
tanks  substitute  AL  for  S. 
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(b)  Test  date  markings.  The  date  of 
the  last  test  shall  be  painted  on  the  tank 
in  letters  not  less  than  inches  high, 
in  legible  colors,  immediately  below  the 
metal  identification  plate  specified  in 
paragraptr(a)  of  this  section. 

(c)  Additional  markings.  In  addition 
to  the  above  markings,  cargo  tanks  must 
be  marked  as  required  by  §  77.823  of  this 
chapter. 

§  78.331—18  Certification. 

(a)  A  certificate  from  the  manufac¬ 
turer  of  the  cargo  tank,  or  from  a  com¬ 
petent  testing  agency,  certifying  that 
each  such  cargo  tank  is  designed  and 
constructed  in  accordance  with  the  re¬ 
quirements  of  the  specification  shall  be 
procured,  and  such  certificate  shall  be 
retained  in  the  files  of  the  carrier  dur¬ 
ing  the  time  that  such  cargo  tank  is  em¬ 
ployed  by  him.  In  Ueu  of  this  certificate, 
if  the  motor  carrier  himself  elects  to 
ascertain  if  any  such  tank  fulfills  the 
requirements  of  the  specification  by  his 
own  test,  he  shall  similarly  retain  the 
test  data. 

Amend  entire  §  78.336  (15  F.R.  8556, 
Dec.  2,  1950)  (24  YR.  8065,  Oct.  6,  1959) 
(25  YR.  6629,  July  14,  1960)  (21  PH. 
9364,  Nov.  30,  1956)  (20  YR.  8115,  8116, 
Oct.  28, 1955)  (21  YR.  676,  Jan.  31, 1956) 
(23  YR.  2335,  2336,  Apr.  10,  1958)  (24 
FH.  908,  Feb.  6, 1959)  to  read  as  follows: 

§  78.336  Specification  MC  330;  cargo 
tanks  constructed  of  steel,  primarily 
for  transportation  of  compressed 
gases.  For  qualification  of  existing 
cargo  tanks  for  continued  service, 
see  §73.33  (b),  (c),  (d),  (e),  (f), 
(g)f  (6)  and  (i)  of  this  chapter. 

§  78.336-1  General  requirements. 

(a)  Code  construction.  Tanks  shall  be 
of  seamless  or  welded  steel  construction 
or  combination  of  both  and  shall  be  de¬ 
signed  and  constructed  in  accordance 
with  and  fulfill  the  requirements  of  (1) 
the  1950  edition,  (2)  1952  edition,  (3) 
1956  edition,  or  (4)  the  1959  edition  of 
section  vni  of  the  American  Society  of 
Mechanical  Engineers  Boiler  and  Pres¬ 
sure  Vessel  Code;  no  revisions  (any  or  all 
of  which  hereinafter  referred  to  as  “the 
Code”). 

Exception:  Chlorine  tanks  shall  be  fully 
radiographed  and  stress  relieved  In  accord¬ 
ance  with  the  provisions  of  the  Code  under 
which  they  are  constructed. 

(b)  Design  pressure.  The  design  pres¬ 
sure  of  a  tank  authorized  under  this 
specification  shall  be  not  less  than  the 
vapor  pressure  of  the  -commodity  con¬ 
tained  therein  at  115°  F.  or  as  prescribed 
for  a  particular  commodity  in  §  73.315 
(a)  (1)  of  this  chapter,  except  that  in  no 
case  shall  the  design  pressure  of  any 
container  be  less  than  100  psig.  nor  more 
than  500  psig.  When  corrosion  factor  is 
prescribed  by  these  regulations  (see 
§  73.315(a)  (1)  Note  4  of  this  chapter) 
the  wall  thickness  of  the  tank  calculated 
in  accordance  with  the  Code  (see  para¬ 
graph  (a)  of  this  section)  shall  be  in¬ 
creased  by  20  percent  or  0.10  inch, 
whichever  is  less. 

Note  1.  The  term  “design  pressure”  as 
used  in  this  specification  is  identical  to  the 
term  “maximum  allowable  working  pressure” 


as  used  In  the  Code  (see  paragraph  (a)  of 
this  section). 

(c)  Grouping  openings.  Except  as 
noted  below,  all  openings  in  the  tank 
shall  be  grouped  in  one  location,  either  at 
the  top  of  the  tank  or  at  one  end  of  the 
tank. 

Exceptions.  (1)  Chlorine  tanks  shaU  be 
equipped  with  a  nozzle  located  in  the  top  of 
the  tank.  The  nozzle  shall  be  fitted  with  a 
dome  cover  plate  which  shall  conform  with 
the  standard  of  The  Chlorine  Institute,  Inc. 
Dwg.  103-3,  dated  January  23,  1958.  There 
shall  be  no  other  opening  in  the  tank.  (2) 
The  openings  for  liquid  level  gauging  devices, 
or  for  safety  relief  devices  may  be  installed 
separately  at  the  other  location  or  in  the 
side  of  the  shell.  (3)  One  plugged  opening 
of  2-inch  National  Pipe  Thread  or  less  pro¬ 
vided  for  maintenance  purposes  may  be  lo¬ 
cated  elsewhere.  (4)  Loading  and  unloading 
connections  may  be  located  in  the  bottom  of 
the  tank. 

(d)  Reflective  design.  Every  uninsu¬ 
lated  cargo  tank  permanently  attached 
to  a  tank  motor  vehicle  shall,  unless  it 
be  covered  with  a  jacket  made  of  alumi¬ 
num,  stainless  steel,  or  other  bright  non- 
tamishing  metal,  painted  all  over  a 
white,  aluminum,  or  similar  refiecting 
color. 

(e)  Insulation  for  carbon  dioxide, 
chlorine  and  nitrous  oxide  cargo  tanks. 
See  §  73.33 (p)  of  this  chapter. 

§  78.336—2  Material. 

(a)  General.  All  material  used  for  the 
construction  of  the  tank  and  appurte¬ 
nances  shall  be  suitable  for  use  with  the 
commodity  to  be  transported  therein. 
See  also  §  73.33 (n)  of  this  chapter. 

(b)  For  chlorine.  All  plates  for  tank, 
manway  nozzle  and  anchorage  of  tanks 
used  in  the  transportation  of  chlorine 
must  be  made  of  steel  complying  with 
requirements  of  A.S.T,M.  Specification 
A-300-52T  titled  “Steel  Plates  for  Pres¬ 
sure  Vessels  for  Service  at  Low  Temper¬ 
atures,”  Class  1,  Grade  “A”,  fiange  or 
fire  box  quality.  Impact  test  specimens 
made  by  the  plate  manufacturers  shall 
be  of  the  Charpy  Keyhole  notch  type 
and  must  meet  impact  requirements  (in 
both  longitudinal  and  transverse  direc¬ 
tions  of  rolling)  of  this  specification  at 
a  temperature  of  minus  50°  F. 

§  78.336—3  Thickness  of  metal. 

(a)  Material  thickness  shall  be  as  re¬ 
quired  by  the  Code  (see  §  78.336-l(a)), 
except  that  material  of  thickness  less 
than  inch  shall  not  be  used  for  the 
shell,  heads  and  protective  housings 
specified  in  §  78.336-10,  except  for 
chlorine  tanks,  the  wall  thickness  shall 
be  not  less  than  %  inch,  including  cor¬ 
rosion  allowance. 

§  78.336-4  Joints. 

(a)  Joints  shall  be  as  required  by  the 
Code  (see  §  78.336-1  (a) ). 

§  78.336—5  Bulkheads,  baffles  and  ring 
stiffeners. 

(a)  No  applicable  provision. 

§  78.336-6  Qosures  for  manholes. 

(a)  No  applicable  provision. 

§  78.336—7  Overturn  protection. 

(a)  See  8  78.336-10. 


§  78.336—8  Outlets. 

(a)  See  §  78.336-1  (c). 

§  78.33^9  Safety  relief  devices,  valv»* 
and  connections.  ^ 


See  5  73315 


(a)  Safety  relief  devices. 

(i)  of  this  chapter. 

(b)  Piping,  valves  and  .fittings  Rw 
§  73.33 (m)  of  this  chapter.  For  niani 
folding  of  cargo  tank  containers 

§  73.301(f)  of  this  chapter. 

(c)  Marking  inlets  and  outlets  Aii 
tank  inlets  and  outlets,  except  ^Sv 
relief  valves,  shall  be  marked  to  desig^ 
nate  whether  they  communicate  m 
vapor  or  liquid  when  the  tank  is  filled 
to  the  maximum  permitted  flii% 
density. 

(d)  Refrigerating  and  heating  coil* 
See  §  73.33 (q)  of  this  chapter. 


§  78.336—10  Protection  of  fittings. 

(a)  All  valves,  fittings,  accessories 
safety  relief  devices,  gauging  devices,  and 
the  like  shall  be  adequately  protwted 
against  mechanical  dainage  by  a  housing 
closed  with  a  cover  plate. 


Exceptions.  (1)  Liquid  and  vapor  valves, 
fittings,  and  accessories  installed  in  the  boti 
tom  of  the  tank  shall  be  adequately  pro- 
tected  against  mechanical  damage,  but  the 
housing  and  cover  plate  may  be  omitted. 
(2)  In  lieu  of  a  housing  closed  with  a  cover 
plate,  tanks  used  for  the  transportation  of 
carbon  dioxide  may  have  all  valves,  piping, 
fittings,  accessories,  safety  relief  devices,  and 
the  like  installed  within  the  motor  vehicle 
framework,  or  a  suitable  collision-resisting 
subframe,  guard  or  housing.  (3)  On  chlo¬ 
rine  tanks  the  protective  housing  and  cover 
plate  shall  conform  to  the  standard  of  The 
Chlorine  Institute,  Inc.  Dwg.  107-2,  dated 
Jtme  4,  1959,  and  shall  be  of  a  design  to 
permit  the  use  of  standard  emergency  kits 
for  controlling  leaks  in  fittings  on  the  dome 
cover  plate. 


(b)  The  protective  housing  shall  com¬ 
ply  with  the  requirements  under  which 
the  tanks  are  fabricated  with  respect  to 
design  and  construction,  and  shall  be  de¬ 
signed  to  withstand  static  loadings  in 
any  direction  equal  to  twice  the  weight 
of  the  tank  and  attachments  when  filled 
with  the  lading  using  a  safety  factor  of 
not  less  than  four,  based  on  the  ulti¬ 
mate  strength  of  the  material  to  be  used. 


§  78.336—11  Emergency  discharge  con¬ 
trol. 


(a)  Excess -flow  valves.  See  8  73.33 
(o)  of  this  chapter. 

(b)  Shut-off  valves.  See  §  73.33 (o)  (3) 
of  this  chapter. 

§  78.336—12  Shear  section. 

(a)  No  applicable  provision, 

§  78.336-13  Anchoring  of  tank. 

(a)  Hold-down  devices.  Adequate 
“hold-down”  devices  shall  be  provided 
which  will  anchor  each  cargo  ta^  to  the 
cradle,  frame  or  chassis  in  a  suitable  and 
safe  manner  that  will  not  introduce  un¬ 
due  concentration  of  stresses.  The 
means  of  attachment  of  any  cargo  tank 
to  the  cradle,  frame,  or  chassis  of  a 
motor  vehicle  shall  be  designed  to  with¬ 
stand  static  loadings  in  any  direction 
equal  to  twice  the  weight  of  the  tank  and 
attachments  when  fiUed  with  the  lading 
using  a  factor  of  safety  of  not  less  than  | 
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(our  based  on  the  ultimate  strength  of 
the  material  to  be  used.  Hold-down  de- 
dces  (on  vehicles  with  frames)  shall  in- 
-(HTwrate  turnbuckles  or  similar  positive 
^ces  for  drawing  the  tank  down  tight 
on  the  frame  of  the  motor  vehicle. 

(b)  Stops  and  anchors.  Suitable 
stops  or  anchors  shall  be  attached  to  the 
jnotor  vehicle  and  the  cargo  tank  to  pre¬ 
vent  relative  movement  between  them 
due  to  stopping,  starting  and  turning. 
Stops  and  anchors  shall  be  installed  so  as 
to  be  readily  accessible  for  inspection  and 
Qiaintenance,  except  that  insulation  is 
permitted  to  cover  such  stops  and 
anchors. 

(c)  Anchoring  integral  cargo  tanks. 
Whenever  any  tank  motor  vehicle  is  so 
designed  and  constructed  that  the  cargo 
tank  constitutes  in  whole  or  in  part  the 
gtress  member  used  in  lieu  of  a  frame, 
such  cargo  tanks  shall  be  designed  to 
withstand  the  stresses  thereby  imposed 
in  addition  to  those  covered  by  the  Code 
(see  §  78.336-l(a) ) . 

§  78.336-14  Gauging  devices. 

(a)  See  §  73.315(h)  of  this  chapter. 

§  78.336—15  Pumps  and  compressors. 

(a)  See  §  73.33(m)  (7)  of  this  chapter. 

§  78.336-16  Method  of  test. 

(a)  Original  test  at  time  of  manufac¬ 
ture  shall  be  as  required  by  the  Code 
(see  S  78.336-1  (a) ) .  For  retest  require¬ 
ments,  see  §  73.33(k)  of  this  chapter. 

§  78.336—17  Marking  of  cargo  tanks. 

(a)  Metal  identification  plate.  In  ad¬ 
dition  to  the  markings  required  by  the 
Code  (see  §  78.336-1  (a) )  every  cargo 
tamk  shall  have  a  metal  plate  perma¬ 
nently  affixed  on  one  of  the  heads  of  the 
tank.  This  plate  shall  be  permanently 
affixed  by  means  of  soldering,  brazing,  or 
welding  around  its  perimeter.  Neither 
the  plate  itself  nor  the  means  of  attach¬ 
ment  to  the  tank  shall  be  subject  to 
destructive  attack  by  the  contents  of  the 
tank.  On  uninsulated  tanks  the  plate 
shall  be  in  a  place  readily  accessible  for 
inspection.  On  insulated  tanks  an  addi¬ 
tional  identical  plate  shall  be  perma¬ 
nently  affixed  to  the  jacket  readily  ac¬ 
cessible  for  inspection.  Upon  such  plate 
shall  be  plainly  marked  by  stamping,  em¬ 
bossing,  or  other  means  of  forming  let¬ 
ters  into  or  on  the  metal  of  the  plate 
itself  the  following  information  in  char¬ 
acters  at  least  %  inch  high: 

Manufacturer’s  Name _ Serial  No. _ 

Owner’s  Serial  Number _ 

ICO  Specification  Niunber  MC  330  _ 

Water  capacity  (pounds)  _ 

Design  pressure  (psig.)  _ 

Original  test  date _ 

Tank  retested  at _ (psig.)  on _ 

(b)  Additional  markings.  In  addition 
to  the  above  markings,  cargo  tanks  must 
be  marked  as  required  by  §  77.823  of  this 
chapter. 

§78.336—18  Certificalion. 

(a)  A  copy  of  the  manufacturer’s 
data  report  required  by  the  Code  (See 
§78.336-1  (a))  under  which  the  tank  is 
fabricated  shall  be  furnished  for  each 
new  tank  to  the  owner  and  the  Bureau 
of  Explosives,  63  Vesey  Street,  New  York 
7,  N.Y.  In  addition,  the  manufacturer 


or  owner  shall  register  each  tank  with 
the  Bureau  of  Explosives  in  the  follow¬ 
ing  form: 

Place  _ 

Date  _ 


Cargo  Tank 

Man\ifactured  for _ Company 

Location  _ 

Manufactured  by _ Company 

Location  _ 

Consigned  to _ Company 

Location  _ 


Size _ feet  outside  diameter  by _ long 

Marks  on  tank  as  prescribed  by  §  78.386-17 
are  as  follows; 

Manufactiirer’s  Name _ Serial  No. _ _ 

Owner’s  Serial  Number _ 

ICC  specification _ 

Code  symbol  _ 

Date  of  manufacturer _ 

Water  capacity  (pounds)  _ _ _ 

Design  pressure  (psig.)  _ _ 

It  is  hereby  certified  that  this  tank  Is  In 
complete  compliance  with  the  require¬ 
ments  of  I.C.C.  Specification  No. _ _ 

(Signed)  - 

(Manufactiurer  or  owner) 

Appendix 

Section,  Paragraph,  and  Reason  for 
Amendment 

73.33  (a)(2).  (k)(ll);  to  make  reference 
to  new  section  77.824  which  contains  retest 
requirements  that  were  formerly  in  the  re¬ 
spective  cargo  tank  specifications. 

77.824,  entire  section;  to  centralize  the 
cargo  tank  retest  requirements  rather  than 
include  them  in  the  respective  specifications. 

77.854(h);  the  restriction  against  hap¬ 
hazard  repair  of  cargo  tanks  has  been  re¬ 
moved  from  the  individual  specifications  and 
placed  in  this  more  appropriate  section. 

78.321,  78.323,  78.324,  78.325,  78.326,  78.330, 
78.331,  78.336;  to  provide  uniform  arrange¬ 
ment  and  clarity  rather  than  any  substantive 
change  of  specs.  MC  300,  MC  302,  MC  303,  MC 
304,  MC  305,  MC  310,  MO  311  and  MC  330 
cargo  tanks. 

78.322;  spec.  MC  301  is  deleted  inasmuch  as 
it  has  been  made  obsolete  by  other  specifica¬ 
tions  more  improved  and  advanced. 

[F.R.  Doc.  61-668;  Filed,  Jan.  27,  1961; 

8:45  a.m.l 


DEPARTMENT  OF  THE  TREASURY 

Internal  Revenue  Service 
[  26  CFR  Part  1  1 

INCOME  TAX,  TAXABLE  YEARS  BE¬ 
GINNING  AFTER  DECEMBER  31, 

1953 

Notice  of  -Hearing  on  Proposed 
Regulations 

Proposed  regulations  under  sections 
382  and  394  of  the  Code,  relating  to 
special  limitations  on  net  operating  loss 
carryovers  and  effective  date  of  sections 
381  and  382,  were  published  in  the 
Federal  Register  for  December  28, 1960. 

A  public  hearing  on  the  provisions  of 
these  proposed  regulations  will  be  held 
on  Tuesday,  February  14,  1961,  at  10:00 
am.,  e.s.t.,  in  Room  3313,  Internal  Rev¬ 
enue  Building  12th  and  Constitution 
Avenue  NW.,  Washington,  D.C. 

Persons  who  plan  to  attend  the  hear¬ 
ing  are  requested  to  notify  the  Commis¬ 
sioner  of  Internal  Revenue,  Attention: 


T:P,  Washington  25,  D.C.,  by  February 
10,  1961. 

[SEAL]  Maurice  Lewis, 

Director, 

Technical  Planning  Division. 
Internal  Revenue  Service. 

[F.R.  Doc.  61-845;  Piled,  Jan.  27,  1961; 
8:51  ajn.] 

DEPARTMENT  OF  A6RICULTURE 

Agricultural  Marketing  Service 
[  7  CFR  Part  903  1 

[Docket  No.  AO-10-A24] 

MILK  IN  ST.  LOUIS,  MO.,  MARKETING 
AREA 

Decision  on  Proposed  Amendments  to 
Tentative  Marketing  Agreement 
and  to  Order 

Correction 

In  FJR.  Doc.  61-604,  appearing  at 
page  663  of  the  issue  for  Tuesday,  Jan¬ 
uary  24,  1961,  the  following  change 
should  be  made: 

On  page  669,  in  the  first  column,  the 
date  “1960”  in  the  paragraph  now  read¬ 
ing:  “Issued  at  Washington,  D.C.,  this 
18th  day  of  January  1960”,  should  be 
changed  to  read  “1961”. 


[  7  CFR  Part  963  1 

[Docket  No.  AO-309-A3 ] 

MILK  IN  GREAT  BASIN  MARKETING 
AREA 

Notice  of  Hearing  on  Proposed 
Amendments  to  Tentative  Market¬ 
ing  Agreement  and  Order 

Pursuant  to  the  provisions  of  the 
Agricultural  Marketing  Agreement  Act  of 
1937,  as  amended  (7  U.S.C.  601  et  seq.), 
and  the  applicable  rules  of  practice  and 
procedure  governing  the  formulation  of 
marketing  agreements  and  marketing  or¬ 
ders  (7  CFR  Part  900) ,  notice  is  hereby 
given  of  a  public  hearing  to  be  held  in 
the  South  Salt  Lake  Auditorium,  2490 
South  State  Street,  South  Salt  Lake, 
Utah,  beginning  at  10:00  a.m.,  on  Feb¬ 
ruary  15,  1961,  with  respect  to  proposed 
amendments  to  the  tentative  marketing 
agreement  and  to  the  order,  regulating 
the  handling  of  milk  in  the  Great  Basin 
marketing  area. 

The  public  hearing  is  for  the  purpose 
of  receiving  evidence  with  respect  to  the 
economic  and  marketing  conditions 
which  relate  to  the  proposed  amend¬ 
ments,  hereinafter  set  forth,  and  any  ap- 
piropriate  modifications  thereof,  to  the 
tentative  marketing  agreement  and  to 
the  order. 

The  proposal  relative  to  a  redefinition 
of  the  marketing  area  raises  the  issue 
whether  the  provisions  of  the  present  or¬ 
der  would  tend  to  effectuate  the  declared 
policy  of  the  Act,  if  they  are  applied  to 
the  marketing  area  as  proposed  to  be 
redefined  and,  if  not,  what  modifications 
of  the  provisions  of  the  order  would  be 
appropriate. 
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PROPOSED  RULE  MAKING 


The  proposed  amendments,  set  forth 
below,  have  not  received  the  approval  of 
the  Secretary  of  Agriculture. 

Proposed  by  the  Federated  Milk  Pro¬ 
ducers  Association,  Hi-Land  Dairsmien’s 
Association  and  Weber  Central  Dairy 
Association: 

Proposal  No.  1.  That  §  963.10(a)  be 
amended  so  as  to  include  a  plant  at 
which  milk  is  received  from  dairy  farm¬ 
ers  and  from  which  milk  is  disposed  of  on 
routes  in  the  market  area. 

Proposal  No.  2.  That  the  Great  Basin 
marketing  area  be  expanded  to  include 
Uinta  County,  Wyoming. 

Proposal  No.  3.  That  §  963.41  be 
amended  so  as  to  provide  for  three 
classes  of  utilization,  the  Class  I  to  be  the 
same  as  now  provided  by  said  section  and 
the  Class  m  to  be  the  same  as  that 
provided  for  Class  n  by  said  section,  ex¬ 
cept  that  utilized  in  Class  n.  Class  II 
shall  be  that  milk  which  is  used  in  the 
manufacture  of  cottage  cheese.  It  is 
further  proposed  that  §  963.50  be 
amended  to  provide  for  minimum  prices 
for  the  three  classes  of  milk,  and  that  the 
Class  n  utilization  so  provided  shall  be 
priced  at  10  cents  per  hundredweight 
over  the  Class  m  price.  That  such 
other  amendments  be  made  to  the  order 
as  may  be  necessary  to  provide  for  this 
additional  class  of  utilization. 

Proposal  No.  4.  That  §  963.50(a)  be 
amended  to  read:  “The  price  for  Class  I 
milk  per  hundredweight  shall  be  the  basic 
formula  price  for  the  preceding  month 
plus  $2,335.” 

Proposal  No.  5.  Amend  §  963.80(b)  to 
provide  that  a  handler  which  receives 
milk  from  a  cooperative  association 
which  has  so  requested  the  market  ad¬ 
ministrator  in  writing  shall  pay  to  the 
market  administrator,  on  or  before  the 
14th  day  of  the  month  following  which 
the  milk  was  received,  the  amount,  if 
any,  by  which  the  total  utilization  value 
'  of  his  milk  as  computed  pursuant  §  963.70 
exceeds  any  amounts  due  for  producer 
milk  received  by  such  handler  from  pro¬ 
ducers  who  are  not  members  of  such 
cooperative  association,  plus  any  amounts 
paid  such  cooperative  association  as  an 
advance  payment  for  such  milk  which 
are  not  in  excess  of  the  value  of  such 
milk  at  order  prices;  and  to  add  a  new 
section  to  the  order  to  provide  that  the 
market  administrator  shall  pay  to  a  co¬ 
operative  association  on  or  before  the 
16th  of  the  month  the  amount  of  money 
due  at  order  prices  for  the  producer  milk 
of  its  members  which  was  delivered  to 
pool  handlers  and  for  which  the  market 
administrator  has  received  payment  pur¬ 
suant  to  §  963.80(b)  less  the  amount  of 
advance  payment  already  received  by  the 
cooperative  for  such  milk. 

Proposed  by  the  Dairy  Division,  Agri¬ 
cultural  Marketing  Service: 

Proposal  No.  6.  Make  such  changes  as 
may  be  necessary  to  make  the  entire 
marketing  agreement  and  the  order  con¬ 
form  with  any  amendments  thereto  that 
may  result  from  this  hearing. 

Copies  of  this  notice  of  hearing  and 
the  order  may  be  procured  from  the 
Market  Administrator,  1935  South  Main 
Street,  Suite  339,  Salt  Lake  City,  Utah, 
or  from  the  Hearing  Clerk.  Room  112, 
Administration  Building,  United  States 


Department  of  Agriculture,  Washington 
25,  D.C.,  or  may  be  there  Inspected. 

Issued  at  Washington,  D.C.,  this  25th 
day  of  January  1961. 

Roy  W.  Lennartson, 
Deputy  Administrator. 

(F.R.  Doc.  61-824:  Piled.  Jan.  27,  1961; 
8:48  a.m.] 


I  7  CFR  Part  999  ] 

[Docket  No.  AO-204-A12] 

MILK  IN  WORCESTER,  MASS., 
MARKETING  AREA 

Decision  on  Proposed  Amendments  to 
Tentative  Marketing  Agreement 
and  to  Order 

Correction 

In  F.R.  Doc.  61-560,  appearing  at  page 
667  of  the  issue  for  Tuesday,  January  24. 
1961,  the  date  “1960”  in  the  last  line  of 
the  third  column  on  page  678  should  read 
“1961”. 


DEPARTMENT  OF  LABOR 

Wage  and  Hour  Division 
[  29  CFR  Part  522  1 
APPAREL  INDUSTRY 
Learning  Periods  and  Occupations 

Pursuant  to  authority  in  section  14  of 
the  Fair  Labor  Standards  Act  of  1938  (52 
Stat.  1068,  29  U.S.C.  214),  Reorganiza¬ 
tion  Plan  Ho.  6  of  1950  (3  CFR  1949-1953 
Comp.,  p.  1004) ,  and  General  Order  No. 
45-A  of  the  Secretary  of  Labor  (15  F.R. 
3290) ,  I  propose  to  amend  29  CFR  522.23 
to  read  as  follows: 

§  522.23  Learner  c»ccupations  and  learn¬ 
ing  periods. 

(a)  Sewing  machine  operating,  final 
pressing,  hand-sewing,  and  finishing  op¬ 
erations  involving  hand-sewing,  maxi¬ 
mum  learning  period  of  480  hours  for 
any  of  these  occupations;  final  inspec¬ 
tion  of  assembled  garments,  all  other 
pressing,  and  all  other  machine  operat¬ 
ing  (except  the  “cutting  room”  opera¬ 
tions  of  knife  or  die  cutting,  spreading 
and  marking,  wherever  performed  in  the 
plant),  a  maximum  learning  period  of 
160  hours;  but  not  more  than  a  320-hour 
learning  period  in  such  occupations 
where  a  maximum  of  480  hours  is  au¬ 
thorized,  if,  within  the  previous  two 
years,  the  worker  has  had  160  hours  or 
more  of  experience  in  another  of  these 
occupations  in  any  division  of  the  ap¬ 
parel  industry  as  defined  in  §  522.21. 

(b)  No  worker  shall  be  employed  as 
a  learner  at  special  minimum  rates  in 
more  than  two  of  the  learner  occupa¬ 
tions  authorized  by  this  section. 

(c)  If,  within  the  previous  two  years,  a 
worker  has  been  employed  in  any  division 
of  the  apparel  industry,  or  in  the  manu¬ 
facturing  of  men’s  and  boys’  underwear 
from  any  woven  fabric  in  establishments 
in  the  knitted  wear  industry,  in  an  au¬ 
thorized  learner  occu];>ation  for  less  than 
the  maximum  learning  period  authorized 
for  that  occupation,  the  number  of  hours 


of  previous  employment  shall  be  de 
ducted  from  the  learning  period  aoDM 
cable  to  that  occupation. 

Any  person  interested  in  these  nro. 
posed  amendments  may  file  a  wri^ 
statement  of  data,  views,  or  argum^ 
in  support  or  opposition  to  them  with  tfe 
Administrator  of  the  Wage  and  Hour 
and  Public  Contracts  Divisions,  United 
States  Department  of  Labor,  Constttu- 
tion  Avenue  and  14th  Street  NW.,  Wash¬ 
ington  25,  D.C.,  within  15  days  after  this 
notice  is  published  in  the  Pedual 
Register. 

Signed  at  Washington,  D.C.,  this  23d 
day  of  January  1961. 

Clarence  T.  Lundquist 
Administrator. 

[F.R.  Doc.  61-817;  Piled,  Jan.  27,  1901. 

8:47  a.m.] 


FEDERAL  AVIATION  AGENCY 

[  14  CFR  Part  514] 

[Reg.  Docket  No.  648] 

AIRCRAFT  MATERIALS,  PARTS,  PROC¬ 
ESSES,  AND  APPLIANCES 

Technical  Standard  Orders 

Pursuant  to  the  authority  delegated 
to  me  by  the  Administrator  (14  CFR  Part 
405)  notice  is  hereby  given  that  the  Fed¬ 
eral  Aviation  Agency  has  under  consid¬ 
eration  a  proposal  to  amend  Part  514 
of  the  regulations  of  the  Administrator 
by  adopting  a  new  Technical  Standard 
Order.  'This  Technical  Standard  Order 
will  establish  minimum  performance 
standards  for  airborne  static  (“DC  to 
DC”)  electrical  power  converter  equip¬ 
ment  for  use  as  a  part  of  a  navigation 
or  communication  system  on  civil  air¬ 
craft  of  the  United  States  engaged  in  air 
carrier  operations. 

Interested  persons  may  participate  in 
the  making  of  the  proposed  rule  by  sub¬ 
mitting  such  written  data,  views  or  argu¬ 
ments  as  they  may  desire.  Communica¬ 
tions  should  be  submitted  in  duplicate  to 
the  Docket  Section  of  the  Federal  Avia¬ 
tion  Agency,  Room  B-316,  1711  New 
York  Avenue  NW.,  Washington  25,  D.C. 
All  communications  received  on  or  before 
March  15, 1961,  will  be  considered  by  the 
Administrator  before  taking  action  on 
the  proposed  rule.  The  proposals  con¬ 
tained  in  this  notice  may  be  changed  in 
light  of  the  comments  received.  All 
comments  submitted  will  be  available,  in 
the  Docket  Section,  for  examination  by 
interested  persons  when  the  prescribed 
date  for  return  of  comments  has  expired. 
'This  proposal  will  not  be  given  further 
publication  as  a  draft  release. 

This  amendment  is  proposed  under  the 
authority  of  sections  313(a)  and  601  of 
the  Federal  Aviation  Act  of  1958  (72  Stat. 
752,  775;  49  U.S.C.  1354(a),  1421). 

In  consideration  of  the  foregoing  it  is 
proposed  to  amend  Part  514  as  follows: 

By  adding  the  following  §  514.77: 

§  514.77  Airborne  static  (“DC  to  DC”) 
electrical  power  converter  (for  air 
carrier  aircraft)— TSO—C71. 

(a)  Applicability — (1)  Minimum  per¬ 
formance  standards.  Minimum  per- 


Saturday,  January  28,  1961 

*  nnance  standards  are  hereby  estab¬ 
lished  for  airborne  static  (“DC  to  DC”) 
dectrical  power  converter  equipment 
fbich  is  to  be  used  on  civil  aircraft  of 
the  United  States  engaged  in  air  carrier 
(Rations.  New  models  of  such  equip- 
manufactured  for  use  on  civil  air 
jjjrier  aircraft  on  or  after  the  effective 
date  of  this  section  shall  meet  the  stand¬ 
ards  set  forth  in  PAA  Standard,  “Air¬ 
borne  Static  (‘DC  to  DC’)  Electrical 
power  Converter  (For  Air  Carrier  Air- 
grait)”  dated  December  8,  1960,^  and 
j^adio  Technical  Commission  for  Aero¬ 
nautics  Paper  100-54/DO-60  as  amended 
by  Paper  256-58/EC-366  dated  November 
13, 1958.^  Manufacturers  of  such  equip- 
shall  also  comply  with  the  require¬ 
ments  of  paragraphs  (b) ,  (c) ,  and  (d) 
tor  acceptance  of  their  equipment  under 
this  section. 

(b)  Marking.  In  addition  to  the  mark¬ 
ings  specified  in  §  514.3,  equipment  which 
has  been  designed  to  operate  over  the 
aivironmental  conditions  outlined  in 
Procedure  A  of  RTCA  Paper  100-54/ 
PO-dO,  as  amended,  shall  be  marked 
as  Category  A  equipment.  Equipment 
idiich  has  been  designed  to  operate  over 
the  environmental  conditions  outlined  in 
Procedure  B  of  this  same  paper  shall  be 
marked  as  Category  B  equipment. 

tc)  Data  requirements.  (1)  The  man¬ 
ufacturer  shall  maintain  a  current  file 
of  complete  design  data. 

(2)  The  manufacturer  shall  maintain 
a  current  file  of  complete  data  describing 
the  inspection  and  test  procedures  appli¬ 
cable  to  his  product.  (See  paragraph  (d) 
of  this  section.) 

(3)  Six  copies  each,  except  where 
not^,  of  the  following  shall  be  furnished 
to  the  Chief,  Engineering  and  Manufac¬ 
turing  Division,  Bureau  of  Flight  Stand¬ 
ards,  Federal  Aviation  Agency,  Wash¬ 
ington  25,  D.C. 

(i)  Manufacturer’s  operating  instruc¬ 
tions  and  equipment  limitations. 

(ii)  Installation  procedures  with  ap¬ 
plicable  schematic  drawings,  wiring 
diagrams,  and  specifications.  Indicate 
any  limitations,  restrictions,  or  other 
ccmditions  pertinent  to  installation. 

(iii)  One  copy  of  the  manufacturer’s 
test  report. 

(d)  Quality  control.  Airborne  static 
(“DC  to  DC’’)  electrical  power  converter 
equipment  shall  be  produced  under  a 
quality  control  system,  established  by 
the  manufacturer,  which  will  assure  that 
each  equipment  is  in  conformity  with  the 
requirements  of  this  section  and  is  in 
a  condition  for  safe  operation.  This  sys¬ 
tem  shall  be  described  in  the  data  re¬ 
quired  imder  paragraph  (c)(2)  of  this 
section.  A  representative  of  the  Admin¬ 
istrator  shall  be  permitted  to  make  such 
iospections  and  tests  at  the  manufac¬ 
turer’s  facility  as  may  be  necessary  to 
determine  compliance  with  the  require¬ 
ments  of  this  section. 

‘Copies  of  the  FAA  Standard  may  be  ob¬ 
tained  upon  request  addressed  to:  Aero¬ 
nautical  Reference  Branch,  Correspondence 
Inquiry  Section,  MS-126,  Federal  Aviation 
Agency,  Washington  25,  D.C.  Copies  of  RTCA 
Paper  100-54 /DO-60  may  be  obtained  from 
the  RTCA  Secretariat,  Room  1072,  T-5  Build¬ 
ing,  16th  and  Constitution  Avenue  NW., 
Washington  25,  D.C.,  for  20  cents  per  copy. 


FEDERAL  REGISTER 

(e)  Previously  approved  equipment. 
Airborne  static  (“DC  to  DC’’)  electrical 
power  converter-  equipment  approved 
prior  to  the  effective  date  of  this  section 
may  continue  to  be  manufactured  under 
the  provisions  of  its  original  approval. 

Issued  in  Washington,  D.C.,  on  Janu¬ 
ary  19, 1961. 

George  C.  Prill, 
Acting  Director,  Bureau  of 
Flight  Standards. 

[F.R.  Doc.  61-808;  Filed,  Jan.  27,  1961; 
8:46  a.m.] 


[14  CFR  Parts  600,  601  1 

[Airspace  Docket  No.  6O-NY-101] 

FEDERAL  AIRWAYS  AND  CONTROL 
AREAS 

Alteration 

Pursuant  to  the  authority  delegated 
to  me  by  the  Administrator  (14  CFR 
409.13) ,  notice  is  hereby  given  that  the 
Federal  Aviation  Agency  is  considering 
an  amendment  to  §§  600.6072,  600.6490, 
601.6072,  and  601.6490  of  the  regulations 
of  the  Administrator,  the  substance  of 
which  is  stated  below. 

VOR  Federal  airway  No.  72  presently 
extends  in  part  from  Albany,  N.Y.,  to 
the  Ipswich,  Mass.,  Intersection  (inter¬ 
section  of  the  Manchester,  N.H.,  VOR 
117“  and  the  Boston,  Mass.,  VOR  014“ 
True  radials) .  VOR  Federal  airway  No. 
490  presently  extends  in  part  from  Cam¬ 
bridge,  N.Y.,  to  Keene,  N.H.  The  Fed¬ 
eral  Aviation  Agency  is  considering 
altering  these  VOR  airways  by  the  fol¬ 
lowing  proposed  airspace  actions: 

1.  Alter  the  segment  of  Victor  72  and 
its  associated  control  areas  from  Albany 
to  the  Ipswich  Intersection,  by  redesig¬ 
nating  it  from  the  Albany  VOR  to  the 
Williamsville,  Vt.,  Intersection  (intersec¬ 
tion  of  the  Albany  VOR  075“  True  radial 
and  the  Cambridge  VOR  094“  True  ra¬ 
dials)  at  which  point  it  would  terminate. 

2.  Alter  the  segment  of  Victor  490  and 
its  associated  control  areas  from  Cam¬ 
bridge  to  Keene,  by  redesignating  it  to 
extend  from  the  Cambridge  VOR  via 
the  Manchester  VOR  to  the  Ipswich 
Intersection. 

These  airway  alterations  would  facili¬ 
tate  air  traffic  management  by  providing 
a  low  altitude  route  structure  for  the 
transitioning  of  aircraft  from  the  inter¬ 
mediate  airway  system  when  arriving 
and  departing  the  Boston  terminal  area. 
In  addition,  the  alterations  would  pro¬ 
vide  a  more  direct  segment  for  the 
existing  parallel  route  structure  between 
the  Albany  and  Boston  terminals. 

Interested  persons  may  submit  such 
written  data,  views  or  arguments  as  they 
may  desire.  Communications  should  be 
submitted  in  triplicate  to  the  Chief,  Air 
Traffic  Management  Division,  Federal 
Aviation  Agency,  Federal  Building, 
New  York  International  Airport,  Ja¬ 
maica  30,  N.Y.  All  communications  re¬ 
ceived  within  forty-five  days  after  pub¬ 
lication  of  this  notice  in  the  Federal 
Register  will  be  considered  before  action 
is  taken  on  the  proposed  amendment. 
No  public  hearing  is  contemplated  at  this 
time,  but  arrangements  for  informal 
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conferences  with  Federal  Aviation 
Agency  officials  may  be  made  by  contact¬ 
ing  the  Regional  Air  Traffic  Manage¬ 
ment  Division  Chief,  or  the  Chief. 
Airspace  Utilization  Division,  Federal 
Aviation  Agency,  Washington  25,.  D.C. 
Any  data,  views  or  arguments  presented 
during  such  conferences  must  also  be 
submitted  in  writing  in  accordance  with 
this  notice  in  order  to  become  part  of  the 
record  for  consideration.  The  proposal 
contained  in  this  notice  may  be  changed 
in  the  light  of  comments  received. 

The  official  docket  will  be  available  for 
examination  by  interested  persons  at  the 
Docket  Section,  Federal  Aviation  Agency, 
Room  B-316,  1711  New  York  Avenue 
NW.,  Washington  25,  D.C.  An  informal 
docket  will  also  be  available  for  exami¬ 
nation  at  the  office  of  the  Regional  Air 
Traffic  Management  Division  Chief. 

This  amendment  is  proposed  imder 
section  307(a)  of  the  Federal  Aviation 
Act  of  1958  (72  Stat.  749;  49  U.S.C.  1348) . 

Issued  in  Washington,  D.C.,  on  Janu- 
ai-y  23, 1961. 

Charles  W.  Carmody, 

Chief,  Airspace  Utilization  Division. 

[F.R.  Doc.  61-807;  Plied,  Jan.  27,  1961; 

8:46  ajn.] 

[  14  CFR  Part  601  1 

[Airspace  Docket  No.  61-WA-2] 

CONTROL  ZONES 

Alteration 

Pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (14  CFR  Part 
409.13) ,  notice  is  hereby  given  that  the 
Federal  Aviation  Agency  is  considering 
an  amendment  to  Part  601  and  §  601.1083 
of  the  regulations  of  the  Administrator, 
the  substance  of  which  is  stated  below. 

The  Cut  Bank,  Mont.,  control  zone  is 
designated  within  a  3-mile  radius  of  Cut 
Bank  Municipal  Airport.  The  Federal 
Aviation  Agency  is  considering  redesig¬ 
nation  of  this  control  zone  within  a  5- 
mile  radius  of  Cut  Bank  Municipal  Air¬ 
port  (latitude  89“36'41"  N.,  longitude 
112“22'45"  W.);  within  2  miles  either 
side  of  the  Cut  Bank  VOR  151*  True 
radial  extending  from  the  5-mile  radius 
zone  to  12  miles  southeast  of  the  VOR, 
and  within  2  miles  either  side  of  the 
southeast  course  of  the  Cut  Bank  radio 
range  extending  from  the  5-mile  radius 
zone  to  12  miles  southeast  of  the  radio 
range.  This  would  provide  protection 
for  aircraft  executing  prescribed  instru¬ 
ment  approach  procedures  at  Cut  Bank 
Municipal  Airport. 

Interested  persons  may  submit  such 
written  data,  views  or  arguments  as  they 
may  desire.  Communications  should  be 
submitted  in  triplicate  to  the  Chief,  Air 
Traffic  Management  Field  Division,  Fed¬ 
eral  Aviation  Agency,  5651  West  Man¬ 
chester  Avenue,  P.O.  Box  90007,  Airport 
Station,  Los  Angeles  45.  Calif.  All  com¬ 
munications  received  within  forty-five 
days  after  publication  of  this  notice  in 
the  Federal  Register  will  be  considered 
before  action  is  taken  on  the  proposed 
amendment.  No  public  hearing  is  con¬ 
templated  at  this  time,  but  arrange¬ 
ments  for  informal  conferences  with 
Federal  Aviation  Agency  officials  may  be 
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made  by  contacting  the  Regional  Air 
Traffic  Management  Field  Division  Chief, 
or  the  Chief,  Airspace  Utilization  Divi¬ 
sion,  Federal  Aviation  Agency,  Washing¬ 
ton  25,  D.C.  Any  data  views  or  argu¬ 
ments  presented  during  such  conferences 
must  also  be  submitted  in  writing  in 
accordance  with  this  notice  in  order  to 
become  part  of  the  record  for  considera¬ 
tion.  The  proposal  contained  in  this 
notice  may  be  changed  in  the  light  of 
comments  received. 

The  official  docket  will  be  available  for 
examination  by  interested  persons  at  the 
Docket  Section,  Federal  Aviation  Agency, 
Room  B-316, 1711  New  York  Avenue  NW., 
Washington  25,  D.C.  An  informal 
docket  will  also  be  available  for  exami¬ 
nation  at  the  office  of  the  Regional  Air 
TriUDBc  Management  Field  Division  Chief. 

This  amendment  is  proposed  under 
section  307(a)  of  the  Federal  Aviation 
Act  of  1958  (72  Stat.  749;  49  U.S.C.  1348) . 

Issued  in  Washington,  D.C.,  on  Jan¬ 
uary  24, 1961. 

Charles  W.  Carmody, 
Chief,  Airspace  Utilization  Division. 

[P.R.  Doc.  61-805:  PUed,  Jan.  27,  1961; 

8:45  ajn.] 


[  14  CFR  Part  601  1 

(Airspace  Docket  No.  61-V\^A-4] 

CONTROL  ZONES 
Alteration  of  Control  Zone 

Pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (14  CJFR 
409.13),  notice  is  hereby  given  that  the 
Federal  Aviation  Agency  is  considering 
an  amendment  to  §  601.2374  of  the  regu¬ 
lations  of  the  Administrator,  the  sub¬ 
stance  of  which  is  stated  below. 

The  Billings,  Mont.,  control  zone  is 
designated  within  a  5-mile  radius  of  Lo¬ 
gan  Field  and  within  2  miles  either  side 
of  a  line  bearing  293*  True  extending 
from  the  airport  to  a  point  9.6  miles 
northwest.  The  Federal  Aviation  Agency 
is  considering  redesignating  this  control 
zone  within  a  5rmile  radius  of  Logan 
Field  (latitude  45*48'23"  N.,  longitude 
108*31'54"  W.)  and  within  2  miles  either 
side  of  the  northeast  course  of  the 
Billings  radio  range  extending  from  the 
5-mile  radius  zone  to  12  miles  nort^^heast 
of  the  radio  range.  A  review  of  the 
prescribed  instrument  approach  pro¬ 
cedures  at  Logan  Field  indicates  that 
aircraft  executing  the  prescribed  ADF 
and  ILS  instnunent  approach  procedures 
utilizing  the  ILS  outer  marker  are  af¬ 
forded  adequate  protection  by  the  5- 
mile  radius  zone.  Accordingly,  the  ex¬ 
tension  to  the  northwest  would  no  longer 
be  required.  This  review  also  indicates 
that  the  proposed  extension  based  on 
the  northeast  course  of  the  radio  range 
would  be  necessary  to  protect  aircraft 
executing  the  prescribed  instrument  ap- 
pro£u:h  procedures  utilizing  the  radio 
range. 

Interested  persons  may  submit  such 
written  data,  views  or  arguments  as  they 
.  may  desire.  Communications  should  be 
submitted  in  triplicate  to  the  Chief,  Air 


Traffic  Management  Field  Division,  Fed¬ 
eral  Aviation  Agency,  5651  West  Man¬ 
chester  Avenue,  P.O.  Box  90007,  Airport 
Station,  Los  Angeles  45,  Calif.  All  com¬ 
munications  received  within  forty-five 
days  after  publication  of  this  notice  in 
the  Federal  Register  will  be  considered 
before  action  is  taken  on  the  proposed 
amendment.  No  public  hearing  is  con¬ 
templated  at  this  time,  but  arrangements 
for  informal  conferences  with  Federal 
Aviation  Agency  officials  may  be  made 
by  contacting  the  Regional  Air  Traffic 
Management  Field  Division  Chief,  or  the 
Chief,  Airspace  Utilization  Division,  Fed¬ 
eral  Aviation  Agency,  Washington  25, 
D.C.  Any  data,  views  or  arguments  pre¬ 
sented  during  such  conferences  must  also 
be  submitted  in  writing  in  accordance 
with  this  notice  in  order  to  become  part 
of  the  record  for  consideration.  The 
proposal  contained  in  this  notice  may 
be  changed  in  the  light  of  comments 
received. 

The  official  docket  will  be  available 
for  examination  by  interested  persons  at 
the  Docket  Swtion,  Federal  Aviation 
Agency,  Room*  B-316,  1711  New  York 
Avenue  NW.,  Washington  25,  D.C.  An 
informal  docket  will  also  be  available  for 
examination  at  the  office  of  the  Regional 
Air  Traffic  Management  Field  Division 
Chief. 

This  amendment  is  proposed  under 
sec.  307(a)  of  the  Federal  Aviation 
Act  of  1958  (72  Stat.  749;  49  U.S.C.  1348) . 

Issued  in  Washington,  D.C.,  on  Janu¬ 
ary  24, 1961. 

Charles  W.  Carmody, 

Chief.  Airspace  Utilization  Division. 

[PR.  Doc.  61-804;  Piled.  Jan.  27,  1061; 

8:45  ajn.] 

[14  CFR  Part  601  1 

[Airspace  Docket  No.  60-FW-115] 

CONTROL  ZONES 
Revocation  and  Alteration 

Pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (14  CJFR  409.- 
13) ,  notice  is  hereby  given  that  the  Fed¬ 
eral  Aviation  Agency  is  considering  an 
amendment  to  Part  601  and  §  601.2465  of 
the  regulations  of  the  Administrator,  the 
substance  of  which  is  stated  below. 

The  Killeen,  Tex.,  control  zone 
(§  601.2423)  is  presently  designated 
within  a  5-mile  radius  of  Gray  Air  Force 
Base,  Killeen,  Tex.,  and  within  2  miles 
either  side  of  the  extended  centerline  of 
runway  15/33  extending  to  points  8  miles 
southeast  and  northwest  of  the  airport. 
The  Federal  Aviation  Agency  is  consider¬ 
ing  revoking  this  control  zone.  The 
United  States  Air  Force  advises  that 
Gray  AFB  has  been  placed  on  a  care¬ 
taker  status  with  only  a  limited  number 
of  administrative  flights  anticipated. 
Accordingly,  it  appears  that  there  is  no 
longer  a  control  zone  requirement  and 
the  Killeen  control  zone  should  be  re¬ 
voked. 

Concurrently  with  this  action,  the  Fort 
Hood,  Tex.,  control  zone  would  be 
amended  by  deleting  reference  to  the 
Killeen  control  zone  in  its  description. 


Interested  persons  may  submit  such 
written  data,  views  or  arguments  as  thev 
may  desire.  Communications  should  i 
submitted  in  triplicate  to  the  Chief  aJ 
Traffic  Management  Field  Division 
eral  Aviation  Agency,  P.O.  Box  1689 
Fort  Worth  1,  Tex.  All  communication 
received  within  forty-five  days  after  pub¬ 
lication  of  this  notice  in  the  Federal 
Register  will  be  considered  before  action 
is  taken  on  the  proposed  amendment 
No  public  hearing  is  contemplated  at  this 
time,  but  arrangements  for  informal 
conferences  with  Federal  Aviation 
Agency  officials  may  be  made  by  con. 
tacting  the  Regional  Air  Traffic  Man¬ 
agement  Field  Division  Chief,  or  the 
Chief,  Airspace  Utilization  Division,  Fed- 
eral  Aviation  Agency,  Washin^n  25 
D.C.  Any  data,  views  or  arguments  pre¬ 
sented  during  such  conferences  must 
also  be  submitted  in  writing  in  accord¬ 
ance  with  this  notice  in  order  to  become 
part  of  the  record  for  consideration 
The  proposal  contained  in  this  notice 
may  be  changed  in  the  light  of  comments 
received. 

The  official  docket  will  be  availfible  for 
examination  by  interested  persons  at  the 
Docket  Section,  Federal  Aviation  Agency, 
Room  B-316,  1711  New  York  Avenue 
NW.,  Washington  25,  D.C.  An  informal 
docket  will  also  be  available  for  exam¬ 
ination  at  the  office  of  the  Regional  Air 
Traffic  Management  Field  Division  Chief. 

This  amendment  is  proposed  under 
section  307(a)  of  the  Federal  Aviation 
Act  of  1958  (72  Stat.  749;  49  U.S.C.  1348). 

Issued  in  Washington,  D.C.,  on  Janu¬ 
ary  24,  1961. 

Charles  W.  Carmody, 
Chief.  Airspace  Utilization  Division. 

[F.R.  Doc.  61-806:  Piled,  Jan.  27,  IWl; 

8:45  a.m.] 


[14  CFR  Part  601  1 

[Airspace  Docket  No.  60-NY-159] 

CONTROL  AREAS 

Designation  of  Control  Area  Extension 

Pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (14  CFR 
409.13),  notice  is  hereby  given  that  the 
Federal  Aviation  Agency  is  considering 
an  amendment  to  Part  601  of  the  regula¬ 
tions  of  the  Administrator,  the  substwce 
of  which  is  stated  below. 

The  Federal  Aviation  Agency  has  un¬ 
der  consideration  a  proposal  by  the  Air 
Transport  Association  of  America  for 
designation  of  a  control  area  extension 
at  Lima,  Ohio.  It  is  proposed  to  desig¬ 
nate  the  Lima  control  area  extension  as 
that  area  bounded  on  the  southeast  by 
VOR  Federal  airway  No.  275,  on  the 
southwest  by'  VOR  Federal  airway  No. 
277  and  on  the  northwest  by  VOR  Fed¬ 
eral  airway  No.  14.  This  control  area 
extension  would  provide  protection  lor 
aircraft  conducting  prescribed  instru¬ 
ment  approach  and  departure  proce¬ 
dures  at  the  Allen  County  Airport,  Lima. 
Ohio. 

Interested  persons  may  submit  such 
written  data,  views  or  arguments  as  they 


0urday*  January  28,  1961 

desire.  Communications  should  be 
Sotted  in  triplicate  to  the  Chief, 
JrrglBc  Management  Division,  Fed- 
JJl  Aviation  Agency,  Federal  Building, 
^  York  International  Airport,  Ja- 
30,  N.Y.  All  communications  re- 
SJS  within  forty-five  days  after  pub- 
^tion  of  this  notice  in  the  Federal 
^jsifR  will  be  considered  before  ac- 
^Is  taken  on  the  proposed  amend- 
No  public  hearing  is  contemplated 
time,  but  arrangements  for  in- 
ILjal  conferences  with  Federal  Avia- 
M  Agency  officials  may  be  made  by 
contacting  the  Regional  Air  Traffic 
Kinagement  Division  Chief,  or  the 
aii^Airspace  Utilization  Division,  Fed¬ 
eral  Aviation  Agency,  Washington  25, 
pc.  Any  data,  views  or  arguments 
m^ted  during  such  conferences  must 
2jo  be  submitted  in  writing  in  accord¬ 
ance  with  this  notice  in  order  to  become 
part  of  the  record  for  consideration, 
{he  proposal  contained  in  this  notice 
may  be  changed  in  the  light  of  comments 
received. 

■flie  official  Docket  will  be  available 
tor  examination  by  interested  persons 
at  the  Docket  Section,  Federal  Aviation 
Agency,  Room  B-316,  1711  New  York 
Arenue  NW.,  Washington  25,  D.C.  An 
jitfonnal  docket  will  also  be  available 
fiE  examination  at  the  office  of  the  Re- 
riopni  Air  Traffic  Management  Division 


Tbis  amendment  is  proposed  under 
ae^on  307(a)  of  the  Federal  Aviation 
Act  of  1958  (72  Stat.  749;  49  U.S.C. 
1348). 

Issued  in  Washington,  D.C.  on  Janu¬ 
ary  23, 1961. 

Charles  W.  Carmody, 

Chkt,  Airspace  Utilization  Division. 

[PB.  Doc.  61-801;  PUed,  Jan.  27,  1961; 

8:45  a.in.] 

[  14  CFR  Part  601  1 

[Airspace  Docket  No.  60-NY-160] 

CONTROL  AREAS 
Designation  of  Control  Area  Extension 

Pursuant  to  the  authority  delegated 
to  me  by  the  Administrator  (14  CFR 
409.13),  notice  is  hereby  given  that  the 
Federal  Aviation  Agency  is  considering 
an  amendment  to  Part  601  of  the  regu¬ 
lations  of  the  Administrator,  the  sub¬ 
stance  of  which  is  stated  below. 

The  Federal  Aviation  Agency  has 
under  consideration  a  proposal  by  the 
Air  Transport  Association  of  America 
lor  the  designation  of  a  control  area 
extension  at  Clarksburg,  W.  Va.  It  is 
proposed  to  designate  as  the  Clarksburg 
control  area  extension  that  area  8  miles 
vest  and  5  miles  east  of  a  line  bearing 
216’  True  from  the  Clarksburg  radio 
beacon  extending  from  the  radio  beacon 
to  17  miles  southwest.  This  proposed 
control  area  extension  would  provide 
protection  for  aircraft  executing  pre- 
ccrlbed  instrument  approach  and  de- 
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parture  procedures  at  the  Benedum  Air¬ 
port,  Clarksburg,  W.  Va. 

Interested  persons  may  submit  such 
written  data,  views  or  argiunents  as  they 
may  desire.  Communications  should  be 
submitted  in  triplicate  to  the  Chief,  Air 
Traffic  Management  Division,  Federal 
Aviation  Agency,  Federal  Building,  New 
York  International  Airport,  Jamaica  30, 
N.Y.  All  communications  received 
within  forty-five  days  after  publication 
of  this  notice  in  the  Federal  Register 
will  be  considered  before  action  is  taken 
on  the  proposed  amendment.  No  public 
hearing  is  contemplated  at  this  time, 
but  arrangements  for  informal  confer¬ 
ences  with  Federal  Aviation  Agency  offi¬ 
cials  may  be  made  by  contacting  the 
Regional  Air  Traffic  Management  Divi- . 
Sion  Chief,  or  the  Chief,  Airspace  Utiliza¬ 
tion  Division,  Federal  Aviation  Agency, 
Washington  25,  D.C.  Any  data,  views  or 
arguments  presented  during  such  con¬ 
ferences  must  also  be  submitted  in  writ¬ 
ing  in  accordance  with  this  notice  in 
order  to  become  part  of  the  record  for 
consideration.  The  proposal  contained 
in  this  notice  may  be  changed  in  the 
light  of  comments  received. 

The  official  docket  will  be  available 
for  examination  by  interested  persons  at 
the  Docket  Section,  Federal  Aviation 
Agency,  Room  B-316,  1711  New  York 
Avenue  NW.,  Washington  25,  D.C.  An 
informal  docket  will  also  be  available 
for  examination  at  the  office  of  the 
Regional  Air  Traffic  Management  Divi¬ 
sion  Chief. 

This  amendment  is  proposed  under 
section  307(a)  of  the  Federal  Aviation 
Act  of  1958  (72  Stat.  749;  49  U.S.C.  1348) . 

Issued  in  Washington,  D.C.,  on  Janu¬ 
ary  23, 1961. 

Ch^irles  W.  Carmody, 

Chief,  Airspace  Utilization  Division. 

[P.R.  Doc.  61-802;  Filed,  Jan.  27,  1961; 

8:45  ajn.] 


[14  CFR  Parts  601,  608  1 

[Airspace  Docket  No.  60-KO-24] 

CONTROL  AREAS  AND  RESTRICTED 
AREAS 

Alteration 

Pursuant  to  the  authority  delegated  to 
me  by  the  Administrator  (14  CFR 
409.13) ,  notice  is  hereby  given  that  the 
Federal* Aviation  Agency  is  considering 
an  amendment  to  §§  601.1108  and 
608.24  of  the  regulations  of  the  Admin¬ 
istrator,  the  substance  of  which  is  stated 
below. 

The  Salina,  Kans.,  control  area  ex¬ 
tension  is  presently  designated  as  all 
that  airspace  north  of  Salina,  Kans., 
within  a  30-mile  radius  of  a  point  at 
latitude  38‘’52'39"  N.,  longitude  97*38'- 
54"  W.,  bounded  on  the  south  by  VOR 
Federal  airway  No.  4,  and  the  stirspace 
southeast  of  the  Salina  VOR  bounded  on 
the  north  by  VOR  Federal  airway  No.  4 
and  on  the  west  by  VOR  Federal  airway 


No.  73  within  a  25-mile  radius  of  the 
VOR. 

The  Federal  Aviation  Agency  is  con¬ 
sidering  altering  the  control  area  exten¬ 
sion  by  redesignating  it  within  a  25-mile 
radius  of  the  Schilling  AFB  (latitude 
38“47'30"  N.,  longitude  97*38'45"  W.), 
including  the  area  north  of  Salina, 
Blans.,  bounded  on  the  northeast  by  a 
line  extending  from  latitude  39 *52 '15" 
N.,  longitude  96°48'00"  W.,  to  latitude 
39*40'45"  N.,  longitude  96*35'00"  W.,  on 
the  east  by  the  west  boimdary  of  the 
Olathe,  Kans.  (§  601.1210),  control  area 
extension,  on  the  south  by  VOR  Federal 
airway  No.  4  east  of  the  Salina  VOR  and 
VOR  Federal  airway  No.  108  west  of  the 
Salina  VOR;  on  the  west  by  longitude 
98*30'00"  W.,  and  on  the  north  by  VOR 
Federal  airway  No.  216  west  of  the  Man¬ 
kato,  Kans.,  VOR  and  Victor  216  south 
alternate  east  of  the  Mankato  VOR;  and 
including  the  area  south  of  Salina 
bounded  on  the  east  by  longitude 
97°00'00"  W.,  on  the  south  by  VOR  Fed¬ 
eral  airway  No.  280  east  of  the  Hutchin¬ 
son  VOR,  the  northern  boundary  of  the 
Hutchinson,  Kans.,  control  area  exten¬ 
sion  (§  601.1116)  and  VOR  Federal  air¬ 
way  No.  132  west  of  the  Hutchinson 
VOR;  on  the  west  by  longitude  98*45'00" 
W.,  and  on  the  north  by  VOR  Federal 
airway  No.  4  west  of  the  Salina  VOR  and 
Victor  4  south  alternate  east  of  the 
Salina  VOR.  The  alteration  of  this  con¬ 
trol  area  extension  as  proposed  would 
provide  protection  for  aircraft  executing 
prescribed  instrument  approach  proce¬ 
dures  at  Schilling  AFB  and  for  heavily 
laden  aircraft  conducting  prescribed  de¬ 
parture  procedures  from  the  airbase. 
The  portions  of  the  proposed  control 
area  extension  that  coincide  with  the 
Brookville,  Kans.  (R-196)  and  the  Man¬ 
hattan,  E^ans.  (R-197)  restricted  areas 
would  be  used  only  after  obtaining  prior 
approval  from  the  appropriate  authority. 

In  addition,  the  Federal  Aviation 
Agency  has  under  consideration  the  des¬ 
ignation  of  the  Kansas  City  ARTC 
Center  as  the  controlling  agency  of  both 
the  Manhattan,  Kans.,  Restricted  Area 
(R-197)  and  the  Broofc^lle,  Kans.,  Re¬ 
stricted  Area  (R-196).  This  change 
along  with  the  inclusion  of  control  area 
within  the  two  restricted  areas  would 
facilitate  the  use  of  R-196  and  R-197 
for  air  traffic  management  purposes 
during  i>eriods  of  time  when  these  areas 
are  not  in  use  for  their  designated 
purpose. 

Interested  persons  may  submit  such 
written  data,  views  or  arguments  as  they 
may  desire.  Communications  should  be 
submitted  in  triplicate  to  the  Chief,  Air 
Traffic  Management  Field  Division,  Fed¬ 
eral  Aviation  Agency,  4825  Troost  Ave¬ 
nue,  Kansas  City  10,  Mo.  All  communi¬ 
cations  received  within  forty-five  days 
after  publication  of  this  notice  in  the 
Federal  Register  will  be  considered  be¬ 
fore  action  is  taken  on  the  proposed 
amendment.  No  public  hearing  is  con¬ 
templated  at  this  time,  but  arrange¬ 
ments  for  informal  conferences  with 
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Federal  Aviation  Agency  officials  may 
be  made  by  contacting  the  Regional  Air 
Traffic  Management  Field  Division 
Chief,  or  the  Chief,  Airspace  Utilization 
Division.  Federal  Aviation  Agency, 
Washin^n  25,  D.C.  Any  data,  views 
or  argmnents  presented  during  such 
conferences  must  also  be  submitted  in 
writing  in  accordance  with  this  notice 
in  order  to  become  part  of  the  record 
for  consideration.  The  proposal  con¬ 


tained  in  this  notice  may  be  changed  in 
the  light  of  comments  received. 

The  official  docket  will  be  available 
for  examination  by  interested  persons  at 
the  Docket  Section,  Federal  Aviation 
Agency,  Room  B-316,  1711  New  York 
Avenue  NW.,  Washin^on  25,  D.C.  An 
informal  docket  will  also  be  available 
for  examination  at  the  office  of  the 
Regional  Air  Traffic  Management  Field 
Division  Chief. 


This  amendment  is  proposed  under 
section  307(a)  of  the  Federal  Aviation 
Act  of  1958  (72  Stat.  749;  49  U.S.C.  I3«f 

Issued  in  Washington,  D.C.,  on  Janu 
ary  23,  1961. 

Charles  W.  Carmody, 
Chief,  Airspace  Utilization  DivisUm. 

[P.R.  Doc.  61-803;  Piled,  Jan.  27  lOfli- 
8:46  a.m.l  ’  • 


Notices 


Office  of  the  Secretary  the  trade  between  Atlantic  and  Gulf 

ITD.  Order  i6a-2]  United  States 

I  XVO--J  adjacent  to  such  port  areas,  on  the  one 

CERTAIN  UNITED  STATES  SECURITIES  hand,  and  ports  in  Puerto  Rico  and 
BEARING  FACSIMILE  SIGNATURE  Pj^es  adjwent  to  such  ports,  on  the 

«?e^^auTve  toe 

TRcASURY  right  to  alter  for  itself  any  rate,  charge. 

Continuing  Sale  classification,  etc.,  thus  agreed  upon  or 

®  about  which  there  is  no  agreement,  upon 

Pursuant  to  the  provisions  of  R.S.,  sec-  the  giving  of  forty-eight  (48)  hours 


OSBERG  LINE  ET  AL. 


NOTICES 


the  date  of  publication  of  this  notice  in 
the  Federal  Register. 

Dated:  January  25,  1961. 


supersede  and  cancel  approved  Agree-  any  such  registrant  to  respond  as 
By  order  of  the  Federal  Maritime  ment  No.  8450,  the  present  agreement  of  hereby  will  result  in  automatic  ci 
Dard.  the  Conference.  tion  of  its  freight  forwarder  regl 

Thomas  Lisi,  Interested  parties  may  inspect  this  without  further  action  by  the 

Secretary.  agreement  and  obtain  copies  thereof  at  and  the  Secretary  shall  notify  it 

'R  Doc  61-841;  Piled,  Jan.  27.  1961;  the  Ofllce  of  Regulations,  Federal  Mari-  cancellation  by  registered  letter 

8:M  ajn.i  ’  ’  time  Board,  Washington,  D.C^  and  may  its  last  known  address;  and 

_  submit,  within  20  days  after  publication  It  is  further  ordered,  That  a 

of  this  notice  in  the  Federal  Register,  this  order  be  sent  by  registered 

written  statements  with  reference  to  this  each  of  the  above-named  regist 
agreement  and  their  position  as  to  ap-  its  last  known  address;  and 
proval,  disapproval,  or  modification,  to-  It  is  further  ordered.  That  th 
gether  with  request  for  hearing  should  be  published  in  the  Federal  Re( 
such  hearing  be  desired.  January  25, 1961. 

Dated:  January  25, 1961.  3y  of  Federal  J 

By  order  of  the  Federal  Maritime  Board. 

Board.  Thomas] 

Thomas  Lisi,  Sec\ 

Secretary.  , 


TRANS-ATLANTIC  PASSENGER 
STEAMSHIP  CONFERENCE 

Agreement  Filed  for  Approval 

Notice  is  hereby  given  that  the  follow¬ 
ing  described  agreement  has  been  filed 
with  the  Board  for  approval  pursuant  to 
section  15  of  the  Shipping  Act,  1916  (39 
Stat.  733,  46  UB.C.  814) : 

Agreement  No.  120-76,  between  the 
member  lines  of  the  Trans-Atlantic  Pas¬ 
senger  Steamship  Conference,  modifies 
the  basic  agreement  of  that  Conference 
(No.  120,  as  amended) ,  with  respect  to 
termination  of  membership  as  a  result 
of  discontinuance  of  service,  to  provide 
that  if  a  member  line  serves  notice  that 
it  has  discontinued,  or  intends  to  discon¬ 
tinue,  the  transportation  of  passengers 
within  the  scope  of  the  conference,  the 
effective  date  for  termination  of  mem- 
ber^p  shall  be  the  last  day  of  the 
month  following  that  in  which  such  line 
last  carried  passengers,  or  served  such 
notice,  whichever  is  the  later.  The 
agreement  presently  provides  that  the 
membership  of  a  member  line  giving  no¬ 
tice  of  discontinuance  of  service  shall 
terminate  on  the  last  day  of  the  month 
following  that  in  which  such  line  last 
carried  passengers. 

Interested  parties  may  inspect  this 
agreement  and  obtain  copies  thereof  at 
the  Office  of  Regulations,  Federal  Mari¬ 
time  Board,  Washington,  D.C.,  and  may 
submit,  within  20  days  after  publication 
of  this  notice  in  the  Federal  Register, 
written  statements  with  reference  to  this 
agreement  and  their  position  as  to  ap¬ 
proval,  disapproval,  or  modification,  to¬ 
gether  with  request  for  hearing  should 
such  hearing  be  desired. 

Dated:  January  25, 1961. 

By  order  of  the  Federal  Maritime 
Board. 

Thomas  Lisi, 
Secretary. 

(F.R.  Doc.  61-842;  PUed,  Jan.  27,  1961; 

8:50  ajn.j 


HOWARD  CHEUNG  ET  AL 


Notice  of  Show  Cause  Order  to  Cer-  Office  of  the  Secretary 

tain  Ocean  Freight  Forwarders; 

Proposed  Cancellation  of  Registra-  UNEMPLOYMENT  COMPENSATION 
tion  LAWS 

Notice  is  hereby  given  that  at  a  session  Certification  of  North  Dakota  and 
of  the  Federal  Maritime  Board  held  at  Oklahoma  to  Secretary  of  th« 
its  Office  in  Washington,  D.C..  the  9th  Treasury 
day  of  January  1961,  the  Board  entered  , 

the  followine  order-  The  unemployment  compensation  laws 

^  of  the  States  of  North  Dakota  and  Okla- 

Whereas,  the  following  persons,  firms  homa  having  been  certified  pursuant  to 
and  corporations  are  registered  as  ocean  paragraph  (3)  of  section  3303(b)  of  the 
freight  forwarders  pursuant  to  General 
Order  72  (46  CPR  Part  244) : 

Reg.  Date 

Name  and  City  No.  issued 

Cheung,  Howard  (San  Fran¬ 
cisco)  . .  2400  11-19-58 

Ramirez,  Mario  (Miami) _  2473  4-23-59 

Salort,  Anthony  (New  York)  _  2175  7-23-57 

Venezuela  Travel  Agency 

(Miami) _ _  2519  7-  8-59 

Yoshioka  &  Company,  S. 

(San  Francisco)  (Shigeru 

Yoshioka,  d/h/a) . .  2434  1-28-59 

Hovisehold  Express  Agency, 

Inc.  (San  FranCisco) _  2375  10-  6-58 

Quick  Delivery  Service,  Inc. 

(MobUe) . 2391  ID-  7-58 

Ruiz.  Manuel  (Miami) _  2387  11-  6-58 

Sanguinetti,  Co.,  Alberto  J. 

(New  York)  . . 2351  8-18-58 

Stor-Dor  Delivery,  Inc. 

(Honolulu)  . .  2596  1-12-60 

Whereas,  the  Office  of  Regulations, 

Federal  Maritime  Board,  has  by  regular 
and  registered  letters,  requested  the 
above-named  registrants  to  furni^  cer¬ 
tain  information  in  connection  with 
their  forwarding  operations  pursuant  to 
§  244.3  of  General  Order  72;  and 
Whereas,  each  of  these  registrants  has 
failed  to  respond  to  such  requests  for 
information;  Now,  Therefore, 

It  is  ordered.  That  the  above-named 
registrants  show  cause  in  writing,  or  at 
a  public  hearing  to  be  hereafter  set  if 
requested  by  registrant,  why  their  regis¬ 
trations  should  not  be  cancelled  for  the 
reasons  above  stated;  and 
It  is  further  ordered.  That  such  cause 
be  shown,  or  request  for  hearing  be  made 
within  thirty  (30)  days  from  the  date  of 


[G.O.  108] 

UNDER  SECRETARY  OF  LABOR  ET  AL. 

Delegation  of  Authority 

By  virtue  of  and  pursuant  to  the  Act 
of  March  4,  1913  (37  Stat.  736;  5  U.S.C. 
611);  R.S.  161  (5  U.S.C.  22),  and  Reor¬ 
ganization  Plan  No.  6  of  1950  (15  PR. 
3174,  64  Stat.  1236,  5  U.S.C.  611  Note), 
it  is  hereby  ordered: 

1.  All  delegations  of  responsibility  or 
authority  vested  by  General  Orders  or 
Instructions  of  the  Secretary  of  Labor 
in  individuals  by  name  occupsdng  the 
positions  of  Under  Secretary,  Assistant 
Secretary  for  Labor-Management  Rela¬ 
tions,  Assistant  Secretary  for  Employ¬ 
ment  and  Manpower,  Solicitor  of  Labor, 
and  Director  of  the  Women’s  Bureau 
and  Assistant  to  the  Secretary,  are,  for 


OY  FINNLINES,  LTD.,  ET  AL. 

Agreement  Filed  for  Approval 

Notice  is  hereby  given  that  the  follow¬ 
ing  described  agreement  has  been  filed 
with  the  Board  for  approval  pursuant  to 
section  15  of  the  Shipping  Act,  1916  (39 
Stat.  733,  46  U.S.C.  814) : 

Agreement  No.  8550,  between  OY 
Finnlines,  Ltd.,  Moore-McCormack 
Lines.  Inc.,  Swedish  American  Line,  et  al., 
is  a  new  agreement  of  the  Scandinavia 
Baltic/us  North  Atlantic  Westbound 
Freight  Conference  which  deals  with  the 
transportation  of  cargo  originating  at, 
moving  through  or  transhipped  at,  ports 


FEDERAL  REGISTER 


923 


SaturdaUf  January  28,  1961 


time  being,  hereby  redelegated  respec- 
Sy  to  persons  appointed  to  the  par- 
Sulir  p<^tions  subsequent  to  January 
50 1961,  to  be  exercised  together  with  the 
jJ^nsibility  or  authority  vested  in  such 

order  shall  be  effective  im¬ 
mediately  and  remain  in  effect  until  fur¬ 
ther  notice. 

Washington,  D.C. 

Arthur  J.  Goldberg, 
Secretary  of  Labor. 

iVil  Doc.  61-836;  Filed,  Jan.  27,  1961; 
'  ’  8:49  a.m.] 


atomic  energy  commission 

[Docket  60-166] 

regents  of  university  of 

WISCONSIN 

Notice  of  Issuance  of  Facility  License 

Amendment 

Please  take  notice  that  the  Atomic 
Eoergy  Commission  has  Issued  Amend-, 
mcnt  No.  2,  set  forth  below,  to  License 
No.  R-74.  The  amendment  authorizes 
The  Regents  of  the  University  of  Wis¬ 
consin,  as  requested  in  their  applica¬ 
tion  for  license  amendment  dated 
December  22,  1960,  to  modify  the 
jMucedures  for  operation  of  their  pool- 
type  nuclear  reactor  located  on  The  Uni¬ 
versity  of  Wisconsin’s  campus  in  Mad¬ 
ison,  Wisconsin.  The  Commission  has 
lound  that  operation  of  the  reactor  in 
accordance  with  the  terms  and  condi- 
ti(ms  of  the  license,  as  amended,  will 
not  present  any  undue  hazard  to  the 
health  and  safety  of  the  public  and  will 
not  be  inimical  to  the  common  defense 
and  security. 

The  Commission  has  found  that  prior 
public  notice  of  proposed  issuance  of  this 
amendment  is  not  necessary  in  the  pub¬ 
lic  Interest  since  the  operation  of  the 
reactor  as  proposed  does  not  present  any 
substantial  changes  in  the  hazards  to 
the  health  and  safety  of.  the  public  from 
those  presented  by  the  previously  ap¬ 
proved  operation  of  the  reactor. 

In  accordance  with  the  Commission’s 
“Rules  of  Practice”  (10  C!FR  Part  2)  the 
Commission  will  direct  the  holding  of  a 
formal  hearing  on  the  matter  of  the  is¬ 
suance  of  the  license  amendment  upon 
receipt  of  a  request  therefor  from  the 
licensee  or  an  intervener  within  thirty 
days  after  issuance  of  the  license  amend¬ 
ment.  Petitions  for  leave  to  intervene 
or  requests  for  a  formal  hearing  shall 
be  filed  by  mailing  a  copy  to  the  Office  of 
the  Secretary,  Atomic  Energy  Commis¬ 
sion,  Washington  25,  D.C.,  or  by  delivery 
of  a  copy  in  person  to  the  OflSce  of  the 
Secretary,  Germantown,  Maryland,  or 
the  AEC’s  Public  Document  Room,  1717 
H  Street  NW.,  Washington,  D.C. 

For  further  details  see  (1)  the  applica¬ 
tion  for  license  amendment  dated  De¬ 
cember  22,  1960,  submitted  by  The  Re¬ 
gents  of  the  University  of  Wisconsin,  and 
(2)  a  hazards  analysis  prepared  by  the 
hazards  evaluation  staff  of  the  Division 
of  Licensing  and  Regulation,  both  on  file 
at  the  AEC’s  Public  Document  Room. 


A  copy  of  item  (2)  above  may  be  ob¬ 
tained  at  the  AEC’s  Public  Document 
Room  or  upon  request  addressed  to  the 
Atomic  Energy  Conunission,  Washing¬ 
ton  25,  D.C.,  Attention:  Director,  Di¬ 
vision  of  Licensing  and  Regulation. 

Dated  at  Germantown,  Md.,  this  19th 
day  of  January  1961. 

For  the  Atomic  Energy  Commission. 

R.  L.  Kirk, 

Deputy  Director,  Division 
of  Licensing  and  Regulation. 

[License  No.  R-74,  Admt.  2] 

In  addition  to  the  activities  previously 
authorized  by  the  Conunission  In  License 
No.  B-74,  as  amended.  The  Regents  of  the 
University  of  Wisconsin  are  authorized  to 
modify  In  the  manner  described  In  their 
application  for  license  amendment  dated 
December  22,  1960,  the  procedmes  for  opera¬ 
tion  of  the  pool-type  nuclear  reactor  located 
on  The  University  of  Wisconsin’s  campus  In 
Madison,  Wisconsin. 

The  reactor  shall  be  operated  In  accordance 
with  the  procedures  and  subject  to  the  lim¬ 
itations  set  forth  In  License  No.  R-74,  as 
amended,  and  In  the  application  for  license 
amendment  dated  December  22,  1960. 

This  amendment  Is  effective  as  of  the 
date  of  Issuance. 

Date  of  Issuance:  January  19,  1961. 

For  the  Atomic  Energy  Commission. 

R.  L.  Kibk, 
Deputy  Director, 

Division  of  Licensing  and  Regulation. 

[F.R.  Doc.  61-800;  Filed,  Jan.  27,  1961; 

8:46  a.m.] 


CIVIL  AERONAUTICS  BOARD 

.  [Docket  11826] 

QANTAS  EMPIRE  AIRWAYS  LIMITED 

Notice  of  Postponement  of  Hearing 

In  the  matter  of  the  application  of 
Qantas  Empire  Airways  Limited  for 
amendment  of  its  foreign  air  carrier 
permit  imder  section  402  of  the  Federal 
Aviation  Act  of  1958,  as  amended. 

Notice  is  hereby  given  that  the  hear¬ 
ing  in  the  above-entitled  proceeding, 
heretofore  assigned  to  be  held  on  Janu¬ 
ary  31,  1961,  has  been  postponed  until 
February  3,  1961,  at  10:00  a.m.,  e.s.t.,  in 
Room  911,  Universal  Building,  1825  Con¬ 
necticut  Ave.  NW.,  Washington,  D.C., 
before  Examiner  Joseph  L.  Fitzmaurice. 

Dated  at  Washington,  D.C.,  January 
24,  1961. 

[SEAL]  Francis  W.  Brown, 

Chief  Examiner. 

[F.R.  Doc.  61-838;  Filed,  Jan.  27,  1961; 
8:49  a.m.] 


[Docket  11885] 

RUTAS  AEREAS  DE  COLOMBIA 
LIMITADA 

Notice  of  Postponement  of  Hearing 

In  the  matter  of  the  application  of 
Rutas  Aereas  de  Colombia  Limitada  for 
a  foreign  air  carrier  permit  under  sec¬ 
tion  402  of  the  Federal  Aviation  Act  of 
1958,  as  amended. 


Notice  is  hereby  given  pursuant  to  the 
provisions  of  the  Federal  Aviation  Act 
of  1958,  as  amended,  that  hearing  in  the 
above-entitled  proceeding  now  assigned 
to  be  held  on  January  31, 1961,  is  hereby 
postponed  indefinitely. 

Dated  at  Washington,  D.C.,  January 
25,  1961. 

[SEAL]  Francis  W.  Brown, 

Chief  Examiner. 

[F.R.  Doc.  61-839;  Filed,  Jan.  27.  1961; 
8:49  ajn.] 


FEDERAL  AVIATION  AGENCY 

[OE  Docket  No.  Ol-KC-R] 

TV  ANTENNA  TOWER;  PROPOSED 
CONSTRUCTION 

Notice  of  No  Airspace  Objection 

The  Federal  Aviation  Agency  has  cir¬ 
cularized  the  following  proposal  to  the 
aviation  industry  for  comment  and  has 
conducted  an  aeronautical  study  to  de¬ 
termine  its  effect  upon  the  utilization  of 
airspace: 

M  &  M  Broadcasting  Company.  Inc., 
Green  Bay,  Wisconsin,  operator  of  tele¬ 
vision  station  WLUK-'TV,  proposes  to 
construct  a  new  television  antenna  tower 
of  increased  height  above  that  of  their 
existing  television  antenna  structure. 
The  overall  height  of  the  proposed  struc¬ 
ture  would  be  2,049  feet  above  mean  sea 
level  (1,169  feet  above  ground) ;  it  would 
be  located  within  the  Green  Bay  ’’An¬ 
tenna  Farm”  area  near  Green  Bay,  Wis¬ 
consin,  at  latitude  44°24'25"  north, 
longitude  87“59'26"  west.  The  propo¬ 
nent’s  existing  tower  is  located  near 
Flintville,  Wisconsin,  at  latitude  44*39’- 
57"  north,  longitude  88'’07'49"  west  with 
a  height  of  1,722  feet  above  mean  sea 
level  (962  feet  above  ground). 

The  aeronautical  study  by  the  Agency 
has  determined  that  the  effect  of  the 
proposed  tower  on  the  utilization  of  air¬ 
space  would  be  as  follows: 

1.  It  would  require  an  increase  from 

2,900  feet  MSL  to  3,000  feet  MSL  in  the 
Instrument  Flight  Rules  minimum  en 
route  altitudes  of  the  following  segments 
of  approved  off-airway  air  carrier  direct 
routes: 

a.  From  the  Manitowoc,  Wisconsin, 
radio  beacon  (privately-owned  by  North 
Central  Airlines)  direct  to  the  Green 
Bay,  Wisconsin,  radio  beacon  (private- 
North  Central  Airlines) . 

b.  From  the  Manitowoc,  Wisconsin, 
radio  beacon  direct  to  the  Green  Bay, 
Wisconsin,  VOR. 

c.  From  Radio  Station  WOMT,  Mani¬ 
towoc,  Wisconsin,  to  the  Green  Bay, 
Wisconsin,  radio  beacon. 

2.  It  would  require  an  increase  from 

2,900  feet  MSL  to  3,000  feet  MSL  in  the 
Instrument  Flight  Rules  minimum  en 
route  altitude  on  the  segment  of  VOR 
Federal  airway  No.  26,  between  the  Pine 
Grove,  Wisconsin,  VHF  intersection  and 
the  Green  Bay,  Wisconsin,  VOR. 

3.  It  would  require  an  increase  from 

2,900  feet  MSL  to  3,000  feet  MSL  in  the 
minimum  altitude  at  which  aircraft  may 
accomplish  transition  for  standard  in¬ 
strument  approach  to  the  Green  Bay, 
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Wisconsin,  Anstin-Straubel  Airport  outer 
compass  locator  from  the  intersection  of 
the  Odikosh,  Wisconsin,  VOR  046*  mag¬ 
netic  radial  with  the  Green  Bay  VOR 
164*  magnetic  radial. 

4.  It  would  require  an  increase  in  the 
missed  approach  altitude  of  the  Green 
Bay,  Wisconsin,  VOR  standard  instru¬ 
ment  approach  procedure  from  2,900  feet 
above  mean  sea  level  to  3,000  feet  above 
mean  sea  level. 

The  sponsor  proposes  that  the  struc¬ 
ture  would  be  located  within  the  geo¬ 
graphical  boundaries  of  the  Green  Bay, 
Wisconsin  “Antenna  Farm”  area.  This 
“Antenna  Parm”  was  established  by  the 
Airspace  Division  of  the  Air  Coordinat¬ 
ing  Committee  in  Airspace  Panel  Meet¬ 
ing  No.  569  held  October  7,  1958.  It  is 
located  approximately  7.5  miles  south¬ 
east  of  the  Austin-Straubel  Airport, 
Green  Bay,  Wisconsin,  and  is  the  area 
bounded  by  the  following  lines: 

From  latitude  44*24 '45“  north,  longitude 
88*00'00“  west  to  latitude  44*23'40“  north, 
longitude  88*01'00“  west;  thence  to  latitude 
44*22'20“  north,  longitude  88®00'00“  west; 
thence  to  latitude  44*22'20“  north,  longitude 
87*66'48“  west;  thence  to  latitude  44®23'36“ 
north,  longitude  87*56'48“  west;  thence  to 
point  of  beginning. 

Two  television  antenna  structures  are 
presently  located  in  the  Green  Bay  “An¬ 
tenna  Parm”: 

1.  WBAY-TV — 1,650  feet  above  mean  sea 
level  (700  feet  above  groimd). 

2.  WFRV-T7 — 1,916  feet  above  mean  sea 
level  (999  feet  above  ground). 

Because  of  their  height  and  proximity 
to  the  Austin-Straubel  Airport  terminal 
area  aeronautical  operations,  the  Fed¬ 
eral  Aviation  Agency  regards  both  the 
proponent’s  present  antenna  tower 
structure  at  Flintville  and  the  existing 
antenna  tower  structures  in  the  Green 
Bay  “Antenna  Farm”  as  undesirable  ob¬ 
structions  to  air  navigation.  An  aero¬ 
nautical  objection  to  this  proposal  to 
relocate  the  WLUK-TV  antenna  tower 
to  the  Green  Bay  antenna  farm  was  en¬ 
tered  by  the  Air  Transport  Association  of 
America  on  behalf  of  its  member  carrier. 
North  Central  Airlines,  during  the  pre¬ 
liminary  areonautical  study  conducted  at 
the  Kansas  City,  Missouri,  regional  office 
of  the  FAA  on  November  21  and  22, 1960. 
However,  this  objection  was  subse¬ 
quently  withdrawn,  even  though  this  air 
carrier  would  be  principally  affected  by 
the  increase  in  procedure  altitudes  for 
their  Austin-Straubel  Airport  terminal 
operations,  in  view  of  the  facts  that  use 
of  the  “cardinal”  minimum  altitude  of 
3,000  feet  MSL  for  IFR  terminal  opera¬ 
tions  would  still  be  preserved  and  the 
sponsor’s  proposal  would  result  in  all 
three  towers  being  grouped  at  a  single 
location,  thus  localizing  their  effect  on 
aviation  operations. 

Notwithstanding  the  effects  of  this 
proposal  enumerated  above  with  respect 
to  aeronautical  procedures  and  minimum 
flight  altitudes  in  the  Green  Bay  area, 
the  study  revealed  that  appropriate  ad¬ 
justment  of  aeronautical  procedures 
could  be  made,  as  would  be  necessitated 
by  the  erection  of  the  proposed  structure, 
but  with  some  loss  of  efficiency  in  the 
utilization  of  airspace  for  air  navigation. 
However,  the  study  further  shows  that 


no  substantial  adverse  effect  upon  the 
safety  of  aviation  operations  would 
result. 

Accordingly,  in  support  of  the  “An¬ 
tenna  Farm’’  principle  of  closely  group¬ 
ing  tall  structures,  which  the  Federal 
Aviation  Agency  endorses  and  advocates, 

I  hereby  And  first  in  this  matter  that  the 
proposal  of  the  M  &  M  Broadcasting 
Company  to  construct  a  new  antenna 
structure  at  the  location  and  to  a  height 
not  to  exceed  the  mean  sea  level  eleva¬ 
tion  specified  herein,  is  acceptable  from 
an  airspace  utilization  standpoint  and 
conclude  that  no  objection  thereto  be 
interposed  by  this  Agency,  provided  that 
the  proponent’s  existing  antenna  tower 
structure  at  the  Flintville  site  (location 
described  above)  be  dismantled  within 
90  days  after  scheduled  broadcast  pro¬ 
gramming  is  commenced  from  the  new 
tower,  and  provided  further  that  the  new 
*  tower  be  marked  and  lighted  in  accord¬ 
ance  with  presently  applicable  standards 
and  requirements. 

Although  the  foregoing  finding  is  fa¬ 
vorable  to  the  sponsor’s  instant  proposal, 
it  is  my  further  and  second  finding  and 
conclusion  from  this  aeronautical  study, 
that,  notwithstanding  any  possible  future 
requirement  for  expansion  of  television 
broadcast  service  in  the  Green  Bay  area, 
any  further  proposed  increase  in  struc¬ 
ture  height  above  2,049  feet  mean  sea 
level  within  the  existing  Green  Bay  “An¬ 
tenna  Farm”  would  result  in  substan¬ 
tially  adverse  effect  upon  aeronautical 
operations-  procedures  and  minimum 
flight  altitudes  and  this  Agency  would 
therefore  interpose  objection  to  such  a 
proposal  from  an  airspace  utilization 
standpoint. 

In  the  interest  of  seeking  the  most 
acceptable  resolution  of  the  problems  in¬ 
herent  in  the  present  locations  of  the 
three  Green  Bay  television  station 
broadcast  antenna  towers  with  relation 
to  the  aeronautical  procedures  for  op¬ 
erating  into  and  from  the  Austin- 
Straubel  Airport,  and  to  make  possible 
the  maximum  expansion  of  television 
broadcast  service  to  the  Green  Bay  area 
which  would  be  compatible  with  safety 
of  aeronautical  operations,  this  Agency, 
in  conducting  its  aeronautical  evaluation 
of  the  M  &  M  Broadcasting  Company 
proposal  described  above,  examined  the 
effect  that  such  structures  would  have 
if  the  three  Green  Bay  television  sta¬ 
tions’  antenna  towers  were  to  be  re¬ 
located  to  any  other  of  the  possible  sites 
within  the  area.  The  Agency  thereby 
determined  that,  as  an  alternative  to  the 
M  &  M  Broadcasting  Company  proposal 
described  above,  concurrent  considera¬ 
tion,  solicitation  of  aviation  industry 
comment  and  aeronautical  study  would 
be  accomplished  with  respect  to  the  fol¬ 
lowing  proposal  to  re-establish  the  Green 
Bay  “Antenna  Farm”  at  a  different  lo¬ 
cation,  near  Morrison,  Wisconsin; 

'The  proposed  “Antenna  Farm”  would 
be  the  geographical  area  bounded  by  the 
following  lines: 

Prom  latitude  44*18'45“  north,  longitude 
87*69'46“  west  to  latitude  44*18'45“  north, 
longitude  87*68'00“  west;  thence  to  latitude 
44*18'16“  north,  longitude  87*66'30“  west; 
thence  to  latitude  44*18'16”  north,  longitude 
87*69'15“  west;  thence  to  point  of  beginning. 


The  maximum  height  for  structui*. 
within  the  area  would  be  2,449  feet  abm 
mean  sea  level. 

Consideration  of  the  proposed  new 
“Antenna  Farm”  area  as  described  above 
would  be  based  entirely  upon  the  cim! 
tingency  that  all  three  Green  Bay  teK 
vision  stations,  WBAY-'TV,  WPRV-TV 
and  WLUK-TV,  would  elect  to  concur.! 
rently  construct  new  antenna  towers  or 
to  co-locate  their  anteimas  on  a  single 
tower  to  be  constructed  therein,  that 
their  respective  existing  antenna  towers 
would  be  dismantled  immediately  there¬ 
after  and  that  the  existing  Green  Bay 
“Antenna  Farm”  would  thereupon  be 
disestablished. 

The  effects  upon  aeronautical  opera- 
tions  which  would  result  from  imple¬ 
mentation  of  this  proposal  were  revealed 
by  the  aeronautical  study  to  be  as 
follows : 

The  minimum  en  route  altitudes  would 
be  increased  from  2,900  feet  above  mean 
sea  level  to  3,400  feet  above  mean  sea 
level  on  the  following  approved  off- 
airway  direct  routes: 

1.  From  the  Manitowoc,  Wisconsin, 
radio  beacon  to  the  Green  Bay,  Wisowi- 
sin,  radio  beacon. 

2.  From  the  Manitowoc,  Wisconsin, 
radio  beacon  to  the  Green  Bay,  Wisccm- 
sin,  VOR. 

3.  From  Radio  Station  WOMT  at 
Manitowoc,  Wisconsin,  to  the  Green  Bay, 
Wisconsin,  radio  beacon. 

In  addition,  the  minimum  en  route  alti¬ 
tude  on  VOR  Federal  airway  No.  217  from 
the  Walleye  Intersection  to  the  Green 
Bay,  Wisconsin,  VOR  would  be  increased 
from  2,700  feet  above  mean  sea  level  to 
2,900  feet  above  mean  sea  level. 

No  aeronautical  objection  to  the  fore¬ 
going  proposal  was  entered  by  any  inter¬ 
ested  person.  The  aeronautical  study 
disclosed  that,  although  the  various 
minimum  flight  altitudes  listed  above 
would  be  increased,  the  location  of  the 
proposed  antenna  farm  would  be  so  ori¬ 
ented  with  respect  to  Austin-Straubel 
Airport  and  sufficiently  remote  thoe- 
from  that  required  aviation  procedure 
adjustments  would  result  in  no  substan¬ 
tial  adverse  effect  upon  aeronautical 
operations. 

Therefore,  it  is  my  third  and  final 
finding  in  this  matter  that  establish¬ 
ment  of  an  “Antenna  Farm”  for  the 
Green  Bay,  Wisconsin,  television  sta¬ 
tions’  broadcast  antenna  towers  in  the 
vicinity  of  Morrison,  Wisconsin,  within 
the  geographical  area  and  with  the  lim¬ 
iting  maximum  structure  height  speci¬ 
fied  herein,  is  acceptable  from  an 
airspace  utilization  standpoint  and  is 
hereby  adopted  by  this  Agency:  Pro¬ 
vided,  'That: 

1.  All  Green  Bay,  Wisconsin,  televi¬ 
sion  stations  concurrently  elect  to  con¬ 
struct  new  broadcast  antenna  towers 
therein  or,  preferably  from  the  aero¬ 
nautical  operations  viewpoint,  to  con¬ 
struct  a  single  antenna  tower  therein 
for  the  co-location  of  the  broadcast  an¬ 
tennas  for  all  of  said  stations,  such 
antenna  tower  or  towers  to  be  marked 
and  lighted  in  accordance  with  presently 
applicable  standards  and  requirements. 

2.  Within  90  days  after  the  commence¬ 
ment  of  broadcast  programming  of  the 
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stations.  WFRV-TV,  WBAY-TV, 
jTd  WLXJK-TV,  from  an  antenna  tower 
®  towers  in  this  new  “Antenna  Farm”, 
^  now  existing  antenna  towers  of  said 
fftjHnns  be  dismantled. 

3  Upon  completion  of  such  disman- 
of  the  existing  towers,  the  present 
Oreen  Bay,  Wisconsin,  “Antenna  Farm”, 
described  hereinbefore,  be  and  is  hereby 

disestablished. 

4.  In  view  of  the  fact  that  the  first 
end  third  findings  herein  are  mutually 
exclusive,  this  third  finding  will  continue 
in  effect  for  a  period  of  one  hundred 
iir^ty  (120)  days  and  thereafter  shall 
be  voided,  unless  within  such  120-day 
period  the  operators  of  the  Green  Bay 
tdevision  stations,  WPRV-TV,  WRAY- 
IV  and  WLUK-TV,  shall  notify  in  writ¬ 
ing  the  Director  Bureau  of  Air  Traflac 
jdanagement.  Federal  Aviation  Agency, 
Washington  25,  D.C.,  that  they  mutu¬ 
ally  elect  to  relocate  their  antenna 
towers,  in  accordance  with  these  provi- 
atons,  to  the  new  “Antenna  Farm”  area 
*  in  the  vicinity  of  Morrison,  Wisconsin, 
approved  herein.  Upon  the  occurrence 
of  this  event,  the  first  finding  stated 
h^inbefore  shall  be  void  and  of  no 
ftirtoer  effect. 

These  three  findings  will  be  effective 
upon  the  date  of  publication  of  this  in¬ 
strument  in  the  Federal  Register. 

Issued  in  Washington,  D.C.,  on  Jan¬ 
uary  25,1961. 

James  T.  Pyle, 
Acting  Administrator. 

[PA.  Doc.  61-821;  Piled,  Jan.  27,  1961; 

8:48  a.m.] 

[OE  Docket  No.  61-FW-3] 

TV  ANTENNA  TOV\(ER;  PROPOSED 
CONSTRUCTION 

Notice  of  No  Airspace  Objection 

The  Federal  Aviation  Agency  has  cir¬ 
cularized  the  following  proposal  to  the 
aviation  industry  for  comment  and  has 
conducted  an  aeronautical  study  to  de¬ 
termine  its  effect  upon  the  utilization  of 
airspace: 

North  Carolina  Television,  Inc.,  Grif- 
ton.  North  Carolina,  WITN-TY,  proposes 
to  construct  a  new  broadcast  antenna 
tower  of  increased  height  above  that  of 
their  existing  television  antenna  struc¬ 
ture.  The  overall  height  of  the  proposed 
structure  would  be  1,549  feet  above  mean 
sea  level  (1,521  feet  above  ground)  and 
would  be  located  within  two  seconds  east 
of  and  within  one-half  second  north  or 
south  of  the  existing  tower  base.  Their 
existing  tower  is  located  near  Grifton, 
North  Carolina,  at  latitude  35“22T7" 
north,  longitude  77®23'56"  west  with  a 
height  of  949  feet  above  mean  sea  level 
(919  feet  above  ground). 


sea  levd  to  2,600  feet  above  mean  sea 
level  In  the  initial  approach  altitude 
over  the  Kinston,  North  Carolina,  VOR, 
at  which  aircraft  operating  in  accord¬ 
ance  with  Instrument  Ifiight  Rules  would 
normally  initiate  a  standard  instrument 
approach  to  the  Stallings  Airport,  Kins¬ 
ton,  North  Carolina.  Further,  it  would 
have  caused  the  Instrument  Flight  Rules 
minimum  en  route  altitude  on  the  seg¬ 
ment  of  VOR  Federal  airway  No.  45,  be¬ 
tween  New  Bern,  North  Carolina  and 
Kinston,  North  Carolina,  to  be  increased 
from  1,M0  feet  above  mean  sea  level  to 
2,600  feet  above  mean  sea  level.  This 
would  have  resulted  in  the  loss  of  the  use 
of  the  “cardinal”  altitude  of  2,000  feet 
above  mean  sea  level  for  aircraft  oper¬ 
ating  in  accordance  with  Instrument 
Flight  Rules  on  this  airway  segment. 

The  proposal  was  also  opposed  on  the 
basis  that  it  would  adversely  affect  air 
traffic  operating  in  accordance  with  Vis¬ 
ual  Flight  Rules  in  the  vicinity  of  the 
proposed  structure. 

The  aeronautical  study  by  the  Agency 
revealed  that  the  structure  would,  in  fact, 
be  located  outside  the  geographical  limits 
of  VOR  Federal  airway  No.  45.  In  addi¬ 
tion,  the  proponent  has  agreed  to  reduce 
the  height  of  the  structure  proposal  from 
1,633  feet  above  mean  sea  level  to  1,549 
feet  above  mean  sea  level.  Therefore, 
the  Agency  study  has  determined  that 
the  effect  of  the  proposed  tower  on  the 
utilization  of  airspace  would  be  as 
follows; 

1.  It  would  require  an  increase  of  the 
Standard  Instrument  Approach  initial 
approach  altitude  over  the  Kinston  VOR 
from  1,900  feet  above  mean  sea  level 
to  2,000  feet  above  mean  sea  level,  but 
use  of  the  primarily  important  “cardi¬ 
nal”  altitude  would  be  retained  for  avia¬ 
tion  operations. 

2.  It  would  require  an  increase  of  the 
Instrument  Flight  Rules  minimum  en 
route  altitude  on  the  segment  of  VOR 
Federal  airway  No.  45,  between  New 
Bern,  North  Carolina  and  Kinston,  North 
Carolina,  from  1,900  feet  above  mean 
sea  level  to  2,000  feet  above  mean  sea 
level,  but  again  retaining  availability  to 
aviation  operations  of  the  2,000  feet 
mean  sea  level  cardinal  altitude. 

3.  Review  of  the  Agency  records  does 
not  reflect  a  substantial  number  of  Vis¬ 
ual  Flight  Rules  air  traffic  operations  in 
the  vicinity  of  the  proposed  structure 
which  would  be  adversely  affected 
thereby. 

Therefore,  I  find  that  this  proposed 
structure  at  the  location  and  mean  sea 
level  elevation  specified  herein,  would 
have  no  substantial  adverse  effect  upon 
•  aeronautical  operations,  procedures  or 
minimum  flight  altitudes  and  conclude 
that  no  objection  from  an  airspace 
utilization  standpoint  be  interposed  by 
the  Agency,  provided  that  the  structure 


This  finding  will  be  effective  upon  the 
date  of  its  publication  in  the  Federal 
Register. 

Issued  in  Washington,  D.C.,  on  Jan¬ 
uary  25, 1961. 

James  T.  Pyle, 
Acting,  Administrator. 

[P.R.  Doc.  61-822;  Piled,  Jan.  27,  1961; 
8:48  a.m.] 


[OE  Docket  No.  61-PW-ll 

RADIO  TOWER;  PROPOSED 
CONSTRUCTION 

Notice  of  No  Airspace  Objection 

The  Federal  Aviation  Agency  has  cir¬ 
cularized  the  following  proposal  to  the 
aviation  industry  for  comment  and  has 
conducted  an  aeronautical  study  to  de¬ 
termine  its  effect  upon  the  utilization 
of  airspace: 

South  Georgia  Natural  Gas  Company 
proposes  to  construct  a  radio  antenna 
structure  to  be  located  near  Thomas- 
ville,  Georgia,  at  latitude  30*51'30" 
north,  longitude  83 “59' 56"  west.  The 
overall  height  of  the  structure  would 
be  569  feet  above  mean  sea  level  (319 
feet  above  ground). 

No  substantial  aeronautical  objections 
were  received  as  a  result  of  the  circu¬ 
larization.  The  aeronautical  study  by 
the  Agency  revealed  that  the  proposed 
structure  would  have  no  adverse  effect 
upon  aeronautical  operations,  procedures 
or  minimum  flight  altitudes. 

Therefore,  I  find  that  this  proposed 
structure  at  the  location  and  mean  sea 
level  elevation  specified  herein  would 
have  no  adverse  effect  upon  aeronautical 
operations,  procedures  or  minimum 
flight  altitudes  and  conclude  that  no  ob¬ 
jection  from  an  airspace  utilization 
standpoint  be  interposed  by  the  Agency, 
provided  that  the  structure  will  be  ob¬ 
struction  marked  and  lighted  in  ac¬ 
cordance  with  presently  applicable 
standards. 

This  finding  will  be  effective  upon  the 
date  of  its  publication  in  the  Federal 
Register. 

Issued  in  Washington,  D.C.,  on  Janu¬ 
ary  25,  1961. 

James  T.  Pyle, 
Acting  Administrator. 

[F.R.  Doc.  61-823;  FUed,  Jan.  27,  1961; 
8:48  am.] 


FEDERAL  COMMUNICATIONS 
COMMISSION 

[Docket  Nos.  13920,  13921;  FCC  61-88] 

AMERICAN  COLONIAL  BROADCAST- 
ING  CORP.  (WKBM-TV)  AND 


As  Initially  circularized,  the  proposal  will  be  obstruction  marked  and  lighte.^  AMERICAN  COLONIAL  BROAD- 

was  for  a  height  of  1,633  feet  above  mean  in  accordance  with  presently  applicable  CASTING  CORP  (WSUR-TV) 

sea  level  (1,605  feet  above  ground),  standards  and  provided  that  the  existing 


Based  upon  the  incorrect  opinion  that 
the  structure  would  have  been  located 
within  the  geographical  limits  of  VOR 
Pederal  airway  No.  45,  it  was  objected  to 
on  the  basis  that  it  would  have  required 
an  Increase  from  1,900  feet  above  mean 


antenna  tower  structure  at  a  height  of 
949  feet  above  mean  sea  level  located 
at  latitude  35*22'17"  north,  longitude 
77“23'56"  west  be  dismantled  within  90 
days  after  scheduled  programming  is 
commenced  from  the  new  tower. 


Memorandum  Opinion  and  Order 
Designating  Applications  for  Con¬ 
solidated  Hearing  on  Stated  Issues 

In  re  applications  of  American  Colonial 
Broadcasting  Corporation  (WKBM-TV) , 
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Cagiias,  Puerto  Rico,  Docket  No.  13920, 
Rle  No.  BPCT-2801;  American  Colonial 
Broadcasting  Corporation  (WSURr-TV), 
Ponce,  Puerto  Rico,~Docket  No.  13921, 
Pile  No.  BPCT-2808;  for  construction 
permits  to  change  existing  facilities. 

1.  TTie  Commission  has  before  it  for 
consideration  (Da  “Protest  and  Petition 
for  Reconsideration”  filed  on  December 
23,  1960,  pursuant  to  former  section  309 
(c)  and  section  405  of  the  Communica¬ 
tions  Act  of  1934,  as  amended,  by  El 
Mundo,  Inc.,  licensee  of  Television  Broad¬ 
cast  Station  WKAQ-TV,  Cfiiannel  2,  San 
Juan,  Puerto  Rico,  directed  against  the 
Commission’s  action  of  November  22, 
1960  (public  notice  of  which  was  given 
November  23),  granting  without  hearing 
the  above-captimied  applications;  (2)  a 
“Motion  to  Dismiss  and  Opposition  to 
Protests  of  Ponce  de  Leon  Broadcasting 
Company,  Inc.  ‘of  Puerto  Rico  and  El 
Mundo,  Inc.”*  filed  on  January  6,  1961 
(the  time  for  filing  this  pleading  having 
been  extended  by  the  Commission),  by 
American  Coloifial  Broadcasting  Cor¬ 
poration  (American  Colonial) ,  permittee 
of  Television  Broadcast  Stations  WKBM- 
TV,  CJhannel  11,  Caguas,  Puerto  Rico  and 
WSUR-TV,  Channel  9,  Ponce,  Puerto 
Rico;  and  (3)  other  related  pleadings. 

2.  On  July  27, 1960,  American  Colonial 
filed  its  application  (BPC!T-2801)  for  a 
construction  permit  to  increase  the  ef¬ 
fective  radiated  power  of  Television 
Broadcast  Station  WKBM-TV,  Channel 

ll,  Caguas,  Puerto  Rico,  from  27  to  155 

kw,  change  tsrpe  of  transmitter  and  an¬ 
tenna  system,  and  to  make  other  related 
changes.  On  August  26,  1960,  American 
Colonial  filed  its  application  (BPCT- 
2808)  for  construction  permit  to  change 
the  transmitter  location  of  Television 
Broadcast  Station  WSUR-TV,  Channel  9, 
Ponce,  Puerto  Rico,  from  a  site  13.5  miles 
northeast  of  Ponce  to  a  site  1.5  miles 
ncfrtheast  of  Ponce,  and  to  reduce  the  an¬ 
tenna  height  above  average  terrain  from 
2590  feet  to  minus  230  feet.  Taken  to¬ 
gether,  toe  effect  of  these  applications 
is  to  increase  the  facilities  of  Station 
WKBM-TV  while  reducing  the  facilities 
of  Station  WSUR-TV.  As  a  result  of  toe 
increased  facilities  of  Station  WKBM- 
TV,  it  will  furnish  a  signal  of  greater 
intensity  to  toe  San  Juan  area  while 
generally  improving  its  coverage. 

3.  The  Protestant  claims  standing  as 
a  party  in  interest  under  former  section 
309(c)  of  toe  Communications  Act  of 
1934,  as  amended,  as  the  licensee  of  an 
operating  station  in  San  Juan  which 
will  suffer  an  adverse  economic  effect 
as  a  result  of  toe  improvement  of  Sta¬ 
tion  WKBM-TV’s  signal  in  San  Juan 
and  elsewhere.  American  Colonial  dis¬ 
putes  this  claim  as  a  basis  for  standing. 
American  Colonial  argues  that  protest- 
ant  is  attempting  to  assert  only  a  com¬ 
petitor’s  right  to  “perennial  protest”,  a 
right  which  toe  Commission  does  not 
recognize,  citing  James  Robert  Mea- 
chem,  12  R.R.  1427,  and  that  the  pro- 
testant  has  failed  to  relate  toe  injury 
complained  of  to  toe  protested  applica¬ 
tions.  We  believe  that  protestant  has 


*The  protest  of  Ponce  de  Leon  Broad¬ 
casting  Company,  Inc.,  of  Puerto  Rico,  re¬ 
ferred  to  here,  was  withdrawn  on  January 
18, 1961. 


sufficiently  alleged  toe  injury  it  will  re¬ 
ceive  frmn  toe  improved  facilities  of 
Station  WKBM-TV;  whether  or  not 
similar  grounds  have  been  employed  in 
the  past  is  therefore  irrelevant.  In  this 
connection,  we  note  that  American  Colo- 
nial’s  reply  includes  evidence  intended 
to  prove  that  its  improved  signal  per¬ 
mits  it  to  compete  more  effectively  in 
San  Juan.  American  Colonial  further 
objects  that  protestant  has  not  claimed 
that  it  will  sustain  any  adverse  effect 
from  the  modification  of  Station  WSUR- 
TV’s  facilities,  that  protestant  is  in 
error  in  its  allegation  that  the  two  ap¬ 
plications  specifically  constituted  only 
one  proposal,  and  that,  consequently, 
protestant  has  not  established  its  stand¬ 
ing  to  protest  the  modification  of  Station 
WSUR-TV’s  facilities.  In  the  abstract, 
this  argument  has  much  to  recommend 
it.  However,  as  is  noted  by  El  Mundo, 
Inc.’s  protest,  we  considered  and  treated 
the  two  applications  as  part  of  one  pro¬ 
posal  when  we  initially  granted  them. 
Indeed,  had  American  Colonial  not  pro¬ 
posed  to  replace  the  losses  in  service 
from  Station  WSURr-TV  by  toe  gains 
in  service  from  Station  WKBM-TV  we 
might  very  well  have  concluded  that  the 
WSUR-TV  modification  would  require 
an  evidentiary  hearing.  Hall  v.  Federal 
Communications  Commission,  237  F.  2d 
567,  14  RJEt.  2009.  This  being  so,  we 
believe  it  proper  to  consider  toe  two 
applications  together  as  integral  parts 
of  one  proposal.  Accordingly,  in  view 
of  the  foregoing,  we  find  prot^tant  to 
be  a  “party  in  interest”  within  the 
meaning  of  former  section  309(c)  of  the 
Communications  Act  of  1934,  as 
amended,  and  a  “person  aggrieved  or 
whose  interests  are  adversely  affected” 
within  toe  meaning  of  section  405  of 
toe  said  Act.  Federal  Commimications 
Commission  v.  Sanders  Brothers  Radio 
Station,  309  U.S.  470,  with  respect  to 
both  of  toe  above-captioned  applications. 

4.  A  variety  of  allegations  are  made 
in  support  of  toe  protest.  These  al¬ 
legations  may  be  briefiy  smnmarized  as 
follows:  that  American  Colonial’s  real 
motive  for  reducing  toe  facilities  of 
Station  WSUR-TV  is  to  allow  it  to  in¬ 
crease  toe  facilities  of  Station  WKBM- 
TV  without  violating  the  Commission’s 
“duopoly”  rule  contained  in  §  3.636(a) 
of  toe  Commission’s  rules;  that  there 
will  be  a  substantial  loss  of  service,  both 
of  areas  and  populations,  by  Station 
WSURr-TV  which  is  neither  compensated 
for  by  the  increased  service  of  Station 
WKBM-'TV  nor  justified  by  any  other 
public  interest  consideration;  that 
American  Colonial’s  present  applications 
constitute  another  step  taken  by  it  with 
the  ultimate  intention  of  operating  Sta¬ 
tion  WKBM-TV  as  a  San  Juan  station, 
rather  than  as  a  Caguas  station;  that 
as  part  of  this  plan,  American  Colonial 
has,  in  effect,  relocated  its  main  studio 
to  San  Juan  in  violation  of  §  3.613(a)  of 
the  rules;  that  this  plan  is  inconsistent 
with  a  variety  of  earlier  representations 
made  by  American  Colonial  concerning 
its  intention  of  serving  Caguas;  that,  in 
similar  vein,  implementation  of  this  plan 
will  require  reduction  of  toe  facilities 
of  Staton  WSUR-TV  and  thus  will  be 
inconsistent  with  American  Colonial’s 


representations  regarding  its  desire  tn 
serve  Ponce.  ” 

5.  Most  of  toe  issues  pr(«)osed  by  th* 
protestant  require  no  discussiwi  slS 
they  are  necessarily  raised  by  the 
going  allegations  of  fact.  However,  ^ 
testant  also  proposes  an  issue  “To  deter, 
mine  whether  the  proposed  changes  to 
operating  facilities  of  Stations  WKBIL 
TV  and  WSUR-TV  are  consistent  with 
toe  objectives  of  §  3.636(a)  (2)”. 
testant’s  allegations  in  support  of  thi* 
issue  indicate  that  it  wishes  the  CJom. 
mission  to  determine  whether  the  public 
interest  is  served  by  commonly  owned 
stations  in  relative  proximity  to  one  an¬ 
other  where,  as  here,  it  appears  that  it 
may  be  possible  to  improve  the  facilities 
of  one  only  by  reducing  the  facilities  of 
toe  other.  We  do  not  believe  that  the 
issue  is  timely  raised  since  Protestant’s 
objection  is  actually  directed  to  our  ini¬ 
tial  action  granting  a  construction  per¬ 
mit  for  Station  WSUR-TV.  Finally,  we 
believe  that  toe  issues  below  will  tdlow 
us  to  determine  whether  the  public  in¬ 
terest,  convenience  and  necessity  will 
be  served  by  a  grant  of  toe  particular 
applications  now  before  us.  CJon8^ 
quently,  we  do  not  believe  the  proposed 
issue  is  warranted. 

6.  Except  for  the  issue  discussed  above, 
we  find  that  the  protestant  has  spec¬ 
ified  with  particularity,  within  the 
meaning  of  former  section  309(c)  of 
the  Communications  Act  of  1934,  u 
amended,  the  facts  upon  which  it  reUea 
and  which  it  contends  show  that  the 
grants  by  the  Commission  were  im¬ 
properly  made  or  otherwise  would  not  be 
in  the  public  interest.  Accordingly,  the 
above-captioned  applications  will  be  des¬ 
ignated  for  an  evidentiary  hearing  on 
the  remaining  issues,  substantially  as 
specified  by  protestant,  except  that  we 
have  eliminated  or  rephrased  repetitious 
and  conclusionary  issues.  However,  we 
are  not  adopting  any  of  said  issues,  and 
the  burden  of  proof  thereon,  both  to 
proving  the  facts  alleged  and  in  demon¬ 
strating  their  materiality  and  relevancy, 
will  be  on  the  protestant. 

7.  There  remains  for  our  consideration 
the  question  whether  the  proposed  grants 
should  remain  in  effect.  Former  section 
309(c)  of  the  Communications  Act  of 
1934,  as  amended,  provides  that  pending 
hearing  and  decision,  the  effective  date 
of  the  Commission’s  action  shall  be 
postponed, 

*  *  *  unless  the  authorization  Involved 
is  necessary  to  the  maintenance  or  conduct 
of  an  existing  service,  or  unless  the  Commis¬ 
sion  affirmatively  finds  for  reasons  set  fwtb 
in  the  decision  that  the  public  interest  re¬ 
quires  that  the  grant  remain  in  effect.  In 
which  event  the  Commission  shall  autboriae 
the  applicant  to  utilize  the  facilities  or 
authorization  in  question  pending  the  Com¬ 
mission’s  decision  after  hearing. 

It  is  clear  that  it  is  the  intent  of  this 
portion  of  the  Act  that  a  protested  grant 
be  stayed  unless  there  is  an  exceptional 
situation  which  concerns  the  public  in¬ 
terest.  It  is  apparent  that  the  authori¬ 
zations  involved  are  not  essential  to  the 
conduct  of  an  existing  service.  Further, 
the  applicant  has  failed  to  show  public 
interest  considerations  which  require 
that  the  grants  remain  in  effect.  C<»- 
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uently,  the  effective  date  of  the  Com- 
fLon’s  actions  here  in  question  will 
[“postponed  .pending  a  final  decision 

the  hearing  hereinafter  ordered. 

In  view  of  the  foregoing:  It  is 
ariered,  That,  effective  immediately,  the 
^tdve  date  of  the  grant  of  the  above- 
^tioned  applications  is  postponed 
^(Ung  a  final  determination  by  the 
^^ission  in  the  evidentiary  hearing 
(tagcribed  below;  that  the  protest  and 
oetition  for  reconsideration  filed  herein 
^  granted  to  the  extent  provided  for 
Ijelow  and  are  denied  in  all  other  re- 
jpects;  and  that  pursuant  to  section 
309(c)'  of  the  Communications  Act  of 
1934,  as  amended,  the  above-captiOned 
^plications  are  designated  for  eviden- 
hearing  on  the  following  issues: 

1.  To  determine  the  extent  of  the  areas 
gnd  populations  which  will  gain  or  lose 
television  service  and  the  other  television 
services  available  within  the  area  which 
fill  gain  service  and  lose  service  as  a 
eonse(iuence  of  the  grant  of  the  above- 
optioned  applications. 

2.  To  determine  the  character  of  the 
television  program  service  presently 
available  to  the  areas  and  populations 
filch  will  gain  service  or  lose  service 
as  a  consequence  of  the  grant  of  the 
above-captioned  applications. 

3.  To  determine  whether  the  applicant 
has  relocated  the  main  studios  of  Station 
WKBM-TV  to  San  Juan,  Puerto  Rico  in 
Tlolatlon  of  S  3.613(a)  of  the  Commis¬ 
sion’s  rules. 

i  To  determine  whether  the  grant  of 
the  subject  applications  would  be  con- 
sirtent  ^th  section  307(b)  of  the  Com- 
numications  Act  of  1934,  as  amended, 
and  §  3.606  of  the  Commission’s  rules. 

i  To  determine,  in  the  light  of  the 
evidence  adduced  under  the  foregoing 
issues,  whether  the  Commission  should 
sustain  the  protest  and  set  aside  the 
grant  of  the  applications  herein. 

It  is  further  ordered,  ’That  the  burden 
of  proceeding  with  the  introduction  of 
evidence  and  the  burden  of  proof  as  to 
each  of  the  foregoing  issues  shall  be  on 
the  Protestant. 

It  is  further  ordered,  That  the  protes- 
tant,  M  Mundo,  Inc.,  is  hereby  made  a 
party  to  the  above-captioned  proceed¬ 
ings  and  that: 

(a)  ’The  hearing  on  the  above  issues 
shall  c(xnmence  at  a  time  and  place  and 
btfore  an  Examiner  to  be  specified  in  a 
subsequent  order; 

(b)  The  parties  to  the  proceedings 
herdn  shall  have  fifteen  (15)  days  after 
the  issuance  of  the  Examiner’s  decision 
to  file  exceptions  thereto  and  seven  (7) 
days  thereafter  to  file  replies  to  any  such 
exceptions;  and 

(c)  The  appearance  by  the  parties  in¬ 
tending  to  participate  in  the  above  hear¬ 
ing  shall  be  filed  not  later  than  February 
1, 1961. 

Adopted:  January  18, 1961. 

Released:  January  25,  1961. 

Federal  Communications 
Commission, 

tsml  Ben  F.  Waple, 

Acting  Secretary. 

IFA  Doc.  61-«46;  Piled,  Jan.  27,  1961; 

8:51  a.m.] 


[Docket  Nos.  13882,  13883;  FCC  61M-93] 

EUGENE  BROADCASTERS  AND 
W.  GORDON  ALLEN 

Order  Continuing  Hearing 

In  re  applications  of  Diana  Crocker 
Redington,  William  H.  Crocker  11, 
Thomas  J.  Davis,  Jr.,  and  Robert  Sher¬ 
man,  d/b  as  EUGENE  BROADCAS’TERS 
(a  Joint  Venture),  Eugene,  Oregon, 
Docket  No.  13882,  File  No.  BP-12954;  W. 
Gordon  Allen,  Eugene,  Oregon,  Docket 
No.  13883,  File  No.  BP-13214;  for  con¬ 
struction  permits. 

A  prehearing  conference  in  the  above- 
entitled  matter  having  been  held  on 
January  18,  1961,  and  it  appearing  from 
the  record  made  therein  that  certain 
agreements  were  reached  which  properly 
should  be  formalized  by  an  order:  It  is 
ordered.  This  18th  day  of  January  1961: 

(1)  Direct  cases  of  the  applicants  shall 
be  presented  by  written,  sworn  exhibits ; 

(2)  Exhibits  constituting  the  direct 
cases  of  the  applicants  shall  be  ex¬ 
changed  among  the  parties  and  copies 
thereof  supplied  the  Hearing  Examiner 
on  February  28,  1961,  at  which  time, 
other  than  for  corrective  matters,  the 
affirmative  cases  shall  be  deemed  frozen; 

(3)  Notification  of  witnesses  to  be 
called  for  cross-examination  shall  be 
given  on  or  before  March  6, 1961 ; 

It  is  further  ordered.  That  the  hearing 
in  this  matter  presently  scheduled  to 
commence  on  February  28,  1961,  is  con¬ 
tinued  to  March  14,  1961,  commencing 
at  10:00  a.m.  in  the  offices  of  the  Com¬ 
mission  in  Washington,  D.C. 

Released:  January  23,  1961. 

Federal  Communications 
Commission, 

[seal]  Ben  F.  Waple, 

Acting  Secretary. 

[P.R.  Doc.  61-847;  Piled,  Jan.  27,  1961; 

8:51  a.m.] 


[Docket  Nos.  13922, 13923;  FCC  61-89] 

FIRST  CAROLINA  CORP.  AND  PAL¬ 
METTO  RADIO  CORP.  IWNOK-TV) 

Order  Designating  Applications  for 
Consolidated  Hearing  on  Stated 
Issues 

In  re  Applications  of  First  Carolina 
Corp.,  Columbia,  South  Carolina,  Docket 
No.  13922,  File  No.  BPCT-2803,  for  con¬ 
struction  permit  for  new  television 
broadcast  station;  Palmetto  Radio  Cor¬ 
poration  (WNOK-’TV) ,  Columbia,  South 
Carolina,  Docket  No.  13923,  Pile  No, 
BPCT-2820,  for  construction  permit  to 
change  from  Channel  67  to  Channel  25. 

At  a  session  of  the  Federal  Commu¬ 
nications  Commission,  held  at  its  offices 
in  Washington,  D.C.,  on  the  18th  day  of 
January  1961 ; 

'The  Commission  having  under  con¬ 
sideration  the  above-captioned  applica¬ 
tion  of  First  Carolina  Corp.  requesting 
a  construction  permit  for  a  new  televi¬ 
sion  broadcast  station  to  operate  on 
Channel  25,  assigned  to  Columbia,  South 
Carolina,  and  the  application  for  con¬ 
struction  permit  of  Palmetto  Radio  Cor¬ 
poration  to  change  from  Channel  67  to 
Channel  25;  and 


It  appearing  that  the  applications  of 
First  Carolina  Corporation  and  Palmetto 
Radio  Corporation  are  mutually  exclu¬ 
sive  in  that  operation  by  both  applicants 
as  proposed  would  result  in  mutually 
destructive  interference;  and 

It  further  appearing  that,  pursuant 
to  former  section  309(b)  of  the  Com¬ 
munications  Act  of  1934,  as  amended. 
First  Carolina  Corporation  and  Palmetto 
Radio  Corporation  were  advised  by  let¬ 
ters  that  ^eir  applications  were  mutu¬ 
ally  exclusive,  of  the  necessity  for  a 
hearing  and  of  all  objections  to  their 
applications,  and  were  given  an  opportu¬ 
nity  to  reply;  and 

It  further  appearing  that  First  Caro¬ 
lina  Corporation  has  requested  a  waiver 
of  §  3.613(a)  of  the  Commission’s  rules 
to  locate  the  main  studio  outside  Colum¬ 
bia,  and  has  shown  good  cause  for  the 
requested  waiver;  ^d 

It  further  appearing  that  First  Caro¬ 
lina  Corporation  amended  its  applica¬ 
tion  in  response  to  the  above-mentioned 
309(b)  letter  to  show  proposed  financing 
for  the  construction  and  initial  opera¬ 
tion  of  the  proposed  station  in  the  total 
amount  of  approximately  $133,000,  by 
submitting  a  loan  agreement  to  show  the 
availability  of  $125,000,  in  addition  to  the 
existing  cash  on  hand  of  $29,692,  and, 
therefore.  First  Carolina  Corporation  is 
now  financially  qualified;  and 

It  further  appearing  that,  upon  due 
consideration  of  the  above-captioned  ap¬ 
plications,  the  amendments  thereto,  and 
the  replies  to  the  sdxive  letters,  the  Com¬ 
mission  finds  that  pursuant  to  section 
309(e)  of  the  Communications  Act  of 
1934,  as  amended,  a  hearing  is  necessary; 
that  First  Carolina  C(»poration  is 
legally,  financially,  technically  and 
otherwise  qualified  to  construct,  own  and 
operate  the  proposed  television  broadcast 
station;  and  that  Palmetto  Radio  Corpo¬ 
ration  is  legally,  financially,  technically 
and  otherwise  qualified  to  construct,  own 
and  operate  the  proposed  television 
broadcast  station. 

It  is  ordered.  That,  pursuant  to  section 
309(e)  of*  the  Communications  Act  of 
1934,  as  amended,  the  above-captioned 
applications  of  First  Carolina  Corpora¬ 
tion  and  Palmetto  Radio  Corporation 
are  designated  for  hearing  in  a  consoli¬ 
dated  proceeding  at  a  time  and  place  to 
be  specified  in  a  subsequent  order,  upon 
the  following  issues: 

1.  To  determine  on  a  comparative 
basis  which  of  the  operations  proposed 
in  the  above-captioned  applications 
would  better  serve  the  public  interest, 
convenience  and  necessity  in  the  light  of 
the  significant  differences  between  the 
applicants  as  to: 

(a)  The  background  and  experience  of 
each  bearing  on  its  ability  to  own  and 
operate  the  proposed  television  broadcast 
station. 

(b)  ’The  proposals  of  each  with  re¬ 
spect  to  the  management  and  operation 
of  the  proposed  television  broadcast 
stations. 

(c)  'The  programming  services  pro¬ 
posed  in  each  of  the  above-captioned 
applications. 

2.  To  determine,  in  the  light  of  the 
evidence  adduced  pursuant  to  the  fore¬ 
going  issues,  which  of  the  applications 
should  be  granted. 


NOTICES 


1934,  as  amended,  the  instant  applica>  forth  in  the  application 
tions  are  designated  for  hearing  in  a  effectuated. 

consollda^  proc^g.  at  a  time  and  Released :  January  25. 1961. 
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der,  upon  the  following  issues:  Federal  CoMMu^ 

1.  To  determine  the  area  and  popula-  Commission, 

tion  within  the  1  mv/m  contours,  the  [seal]  Ben  P,  Waple, 
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least  1  mv/m)  to  such  proposed  service  _ 

2.  To  determine  whether  considers-  1  Docket  Nos.  13916,  13917;  Pc 

tions  with  respect  to  section  307(b)  of  MARSHALL  ROSENE  E 

the  Communications  Act  of  1934,  as  .  *1. 

amended,  are  applicable  to  the  instant  Oracf  Designating  Applic 
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rnT^urSTS^ofSilT  SfflXSfng'S 

steSt  SaSSSf  ihouid  S’  grnnmd  ®“‘ 
ft  is /urf her  ordered.  That  in  the  event 
of  a  grant  of  the  application  of  United 
Broadcasting  Co.,  Inc.,  the  construction  wsai^ Cincinnati, 

permit  shall  contain  a  condition  stating  bp-12036  (WIOU),  wcm,  < 
that  a  grant  of  the  FM  application  does  Kokomo,  ind.  ’  Ohio, 

not  constitute  approval  of  the  FM  an-  WLOU, 

tenna  supporting  structure  as  an  AM  Ky. 

radiator  for  the  new  facilities  requested  ] 

in  AM  application.  File  No.  BP-13103. 

It  is  further  ordered.  That  to  avail  Kokoi 

themselves  of  the  opportunity  to  be  bp^131C 

heard,  •  the  applicants,  pursuant  to  Munc 

§  1.140  of  the  Commission’s  rules  in  per-  y 

son  or  by  attorney,  shall  within  20  days  proposals  were  designated  for  h 
of  the  mailing  of  this  Order  file  with  the  i960.  The  Rosene  application  v 
Commission,  in  triplicate,  a  written  ap-  filed  for  concurrent  oonslderatl 
pearance  stating  an  intention  to  appear  in  view  of  the  interference  i 
on  the  date  fixed  for  the  hearing  and  proposal,  the  licensee  thereof  m 
present  evidence  on  the  issues  specified  respect  to  its  propo< 

in  this  order.  To—  f 

It  is  further  ordered.  That,  the  issues  {Other  proposals)  {Oth& 
in  the  above-captioned  proceeding  may  .. 

be  enlarged  by  the  Examiner,  on  his  own  cniiiicothe,  omo. 

motion  or  on  petition  properly  filed  by  2.  The  total  Interference 
a  party  to  the  proceeding,  and  upon  existing  and  proposed  op 
sufficient  allegations  of  fact  in  support  ceived  by  the  instant  prope 
thereof,  by  the  addition  of  the  following  shall  Rosene  appears  excess 
issue:  To  determine  whether  the  funds  to  §  3.28(c)  of  the  Comm 
available  to  the  applicant  will  give  rea-  B.  The  Court  House  Broa 
sonable  assurance  that  the  proposals  set  Pile  No.  BP-14047 : 


It  is  further  ordered.  That  the  issues 
in  the  above-entitled  proceeding  may  be 
enlarged  by  the  Examiner  on  his  own 
motion  or  on  petition  properly  filed  by  a 
party  to  the  proceeding  and  upon  a 
significant  allegation  of  the  facts  in  sup¬ 
port  thereof,  by  the  addition  of  the  fol¬ 
lowing  issue:  To  determine  whether  the 
funds  available  to  the  ai^licants  will  give 
reasonable  assurance  that  the  proposals 
set  forth  in  the  applications  will  be 
effectuated. 

It  is  further  ordered.  That  to  avail 
themselves  of  the  opportunity  to  be 
heard  First  Carolina  Corporation  and 
Palmetto  Radio  Corporation,  pursuant  to 
§  1.140(c)  of  the  Commission’s  rules,  in 
person  or  by  attorney,  shall  within 
twenty  (20)  days  of  the  mailing  of  this 
order  file  with  the  Commission,  in  tripli¬ 
cate,  a  written  appearance  stating  an 
intention  to  appear  on  the  date  set  for 
the  hearing  and  present  evidence  on  the 
issues  specified  in  this  order. 

Released:  January  25, 1961. 

Federal  Communications 
Commission, 

[seal]  Ben  F.  Waple, 

Acting  Secretary. 

[FB.  Doc.  61-848;  Filed,  Jan.  27,  1961; 

8:51  a.m.] 


(Docket  Nos.  13918. 13919;  FCC  61-85] 

UNITED  BROADCASTING  CO.,  INC., 
AND  PURITAN  BROADCAST  SERV¬ 
ICE,  INC. 

Order  Designating  Applications  for 
Consolidated  Hearing  on  Stated 
Issues 

In  re  applications  of  United  Broad¬ 
casting  Co.,  Inc.,  Beverly,  Massachusetts, 
Docket  No.  13918,  File  No.  BPH-3129. 
Req.:  101.7  Me,  No.  269;  1  kw;  110  ft; 
Puritan  Broadcast  Service,  Inc.,  Lynn, 
Massachusetts,  Docket  No.  13919,  File  No. 
BPH-3185,  Req.:  101.7  Me,  No.  269;  1  kw; 
178  ft;  for  construction  permits. 

At  a  session  of  the  Federal  Communi¬ 
cations  Commission  held  at  its  offices  in 
Washington,  D.C.,  on  the  18th  day  of 
January  1961 ; 

The  Commission  having  under  consid¬ 
eration  the  above-captioned  and  de¬ 
scribed  applications: 

It  appearing,  that  except  as  indicated 
by  the  issues  specified  below,  the  instant 
applicants  are  legally,  technically,  finan¬ 
cially,  and  otherwise  qualified  to  con¬ 
struct  and  operate  the  proposed  stations, 
but  that  the  proposed  operations  would 
Involve  mutually  destructive  interfer¬ 
ence;  and 

It  further  appearing  that  after  consid¬ 
eration  of  the  foregoing,  the  Commission 
is  unable  to  make  the  statutory  finding 
that  a  grant  of  the  applications  would 
serve  the  public  interest,  convenience, 
and  necessity;  and  is  of  the  opinion  that 
the  applications  must  be  designated  for 
hearing  In  a  consolidated  proceeding  on 
the  issues  specified  below: 

It  is  ordered.  That  pursuant  to  section 
309(e)  of  the  Communications  Act  of 
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1  The  above  proposal  causes  interfer- 
■  to  and  receives  interference  from 
Se  following  existing  standard  broad- 
^  stations  and  proposals: 


To — 

{Existing  stations) 

. . — 

[Other  proposals) 

BP48306,  Celina,  Ohio.  BP-13305. 


From — 

(Existing  stations) 
WADC,  Akron,  Ohio. 
WLOU,  Louisville.  Ky. 
(Other  proposals) 


It  further  appearing  that,  in  view  of 
the  foregoing,  the  Commission  is  unable 
to  nuie  the  statutory  finding  that  a 
grant  of  the  subject  applications  would 
i^e  the  public  interest,  convenience, 
and  necessity,  and  is  of  the  opinion  that 
the  applications  must  be  designated  for 
Ijearing  in  a  consolidated  proceeding  on 
the  Issues  set  forth  below; 

It  is  ordered.  That,  pursuant  to  sec¬ 
tion  309(e)  of  the  Communications  Act 
of  1934,  as  amended,  the  instant  applica- 
tions  are  designated  for  hearing  in  a 
consolidated  proceeding,  at  a  time  and 
{dace  to  be  specified  in  a  subsequent  Or¬ 
der,  upon  the  following  issues: 

1.  To  determine  the  areas  and  popula- 
tlMis  which  would  receive  primary  serv¬ 
ice  from  the  proposal  of  Marshall  Rosene 
ind  the  availability  of  other  primary 
lervice  to  such  areas  and  populations. 

2.  To  determine  the  areas  and  popula¬ 
tions  which  may  be  expected  to  gain  or 
lose  primary  service  from  the  proposed 
Iteration  of  Station  WCHI  and  the 
milability  of  other  primary  service  to 
Rich  areas  and  populations. 

3.  To  determine  the  nature  and  extent 
of  the  interference,  if  any,  that  each  of 
the  instant  proposals  would  cause  to  and 
receive  from  each  other  and  the  inter¬ 
ference  that  each  of  the  instant  pro- 
po«ds  would  receive  from  all  other  exist¬ 
ing  standard  broadcast  stations,  the 
areas  and  populations  affected  thereby, 
and  the  availability  of  other  primary 
service  to  the  areas  and  populations  af¬ 
fected  by  interference  from  either  of 
the  instant  proposals. 

•  i  To  determine  whether  the  instant 
proposal  of  Marshall  Rosene  would  cause 
objectionable  interference  to  Station 
WSAI,  Cincinnati,  Ohio,  and  to  th*e  pro¬ 
posed  operation,  Pile  No.  BP-12036,  of 
Station  WIOU,  Kokomo,  Indiana,  or  any 
other  existing  standard  broadcast  sta¬ 
tions,  and,  if  so,  the  nature  and  extent 
thereof,  the  areas  and  populations  af¬ 
fected  thereby,  and  the  availability  of 
other  primary  service  to  such  areas  and 
populations. 

5.  To  determine  whether  interference 
received  from  the  other  proposal  herein, 
from  existing  stations,  and  from  pro¬ 
posed  operations  treated  as  existing  sta- 
tlwis  for  the  purpose  of  this  proceeding, 
would  affect  more  than  ten  percent  of 
the  population  within  the  normally  pro¬ 
tected  primary  service  area  of  the  in¬ 
stant  proposal  of  Marshall  Rosene,  in 
contravention  of  §  3.28(c)  (3)  of  the 
Commission  rules,  and,  if  so,  whether 
circumstances  exist  which  would  war¬ 
rant  a  waiver  of  said  Section. 


6.  To  determine,  in  the  light  of  section 
307(b)  of  the  Communications  Act  of 
1934,  as  amended,  which  of  the  instant 
proposals  would  better  provide  a  fair, 
efficient  and  equitable  distribution  of 
radio  service. 

7.  To  determine,  in  the  light  of  the 
evidence  adduced  pursuant  to  the  fore¬ 
going  issues  which  of  the  instant  appli¬ 
cations  should  be  granted. 

It  is  further  ordered.  That,  WSAI,  Inc., 
licensee  of  Station  WSAI,  Cincinnati, 
Ohio,  is  made  a  party  to  the  proceeding. 

It  is  further  ordered.  That,  Booth 
Broadcasting  Company,  licensee  of  Sta¬ 
tion  WIOU,  Kokomo,  Indiana,  is  made 
a  party  to  the  proceeding  with  respect 
to  its  proposed  operation  (Pile  No.  BP- 
12036)  only. 

It  is  further  ordered,  that,  to  avail 
themselves  of  the  opportunity  to  be 
heard,  the  applicants  and  parties  re¬ 
spondent  herein,  pursuant  to  §  1.140  of 
the  Commission  rules,  in  person  or  by 
attorney,  shall,  within  20  days  of  the 
mailing  of  this  order,  file  with  the  Com¬ 
mission  in  triplicate,  a  written  appear¬ 
ance  stating  an  intention  to  appear  on 
the  date  fixed  for  the  hearing  and  pre¬ 
sent  evidence  on  the  issues  specified  in 
this  Order. 

It  is  further  ordered,  that,  the  issues 
in  the  above-captioned  proceeding  may 
be  enlarged  by  the  Examiner,  on  his  own 
motion  or  on  petition  properly  filed  by  a 
party  to  the  proceeding,  and  upon  suf¬ 
ficient  allegations  of  fact  in  support 
thereof,  by  the  addition  of  the  following 
issue:  To  determine  whether  the  fimds 
available  to  the  applicant  will  give  rea¬ 
sonable  assurance  that  the  proposals  set 
forth  in  the  application  will  be  effec¬ 
tuated. 

Released:  January  25, 1961. 

Federal  Communications 
Commission, 

[seal]  Ben  F.  Waple, 

Acting  Secretary. 

[P.R.  Doc.  61-861;  Piled,  Jan.  27,  1961; 

8:52  a.m.] 


[Docket  No.  13925;  FCC  61M-106] 

LEO  JOSEPH  THERIOT 
Order  Scheduling  Hearing 

In  the  matter  of  revocation  of  license  of 
Leo  Joseph  Theriot  for  standard  broad¬ 
cast  station  KIJT,  Golden  Meadow, 
Louisiana,  Docket  No.  13925. 

It  is  ordered.  This  23d  day  of  January 
1961,  that  Jay  A.  Kyle  will  preside  at 
the  hearing  in  the  above-entitled  pro¬ 
ceeding  which  is  hereby  scheduled  to 
commence  on  March  30,  1961,  in  Wash¬ 
ington,  D.C. 

Released:  January  24,  1961. 

Federal  Communications 
Commission, 

[seal]  Ben  F.  Waple, 

Acting  Secretary. 

[FR.  Doo.  61-849;  FUed,  Jan.  27.  1961; 
8:51  am.] 


FEDERAL  POWER  COMMISSION 

[Docket  No.  CP61-142] 

KANSAS-NEBRASKA  NATURAL  GAS 
CO.,  INC. 

Application  and  Date  of  Hearing 
January  23, 1961. 

Take  notice  that  on  November  7,  1960, 
as  supplemented  on  December  7,  1960, 
Kansas-Nebraska  Natural  Gas  Company. 
Inc.  (Applicant),  Hastings,  Nebraska, 
filed  in  Docket  No.  CP61-142  an  applica¬ 
tion  pursuant  to  section  7(c)  of  the 
Natural  Gas  Act  for  a  certificate  of  pub¬ 
lic  convenience  and  necessity  authorizing 
the  construction  and  operation  of  ap¬ 
proximately  6.3  miles  of  8-inch  lateral 
pipeline  extending  from  Applicant’s 
existing  main  transmission  line  near 
Hastings,  Nebraska,  with  measuring  and 
regulating  equipment,  to  the  site  of  a 
proposed  new  $8,000,000  fertilizer  manu¬ 
facturing  plant  to  be  constructed  by 
Consumers  Cooperative  Association  (Co¬ 
operative),  in  order  to  sell  and  deliver 
natural  gas  at  said  plant,  all  as  more 
fully  set  forth  in  the  application  and 
supplement  which  are  on  file  with  the 
Commission  and  open  to  public  inspec¬ 
tion. 

The  estimated  total  cost  of  facilities 
to  be  constructed  by  Applicant  here¬ 
under  is  $115,000,  which  will  be  financed 
out  of  current  working  capital. 

The  estimated  natural  gas  require¬ 
ments  for  the  proposed  service  to  Co¬ 
operative  total  2,000.000  Mcf  per  year, 
under  two  contracts  between  Applicant 
and  Cooperative,  one  for  firm  service  of 
up  to  3,000  Mcf  per  day  for  use  as  raw 
material  in  the  manufacture  of  anhy¬ 
drous  ammonia  fertilizer,  the  other  for 
interruptible  service  of  approximately 
the  same  amount  for  use  as  boiler  fuel. 

This  matter  is  one  that  should  be  dis¬ 
posed  of  as  promptly  as  possible  imder 
the  applicable  rules  and  regulations  and 
to  that  end: 

Take  further  notice  that,  pursuant  to 
the  authority  contained  in  and  subject 
to  the  jurisffiction  conferred  upon  the 
Federal  Power  Commission  by  sections  7 
and  15  of  the  Natural  Gas  Act,  and  the 
Commission’s  rules  of  practice  and  pro¬ 
cedure,  a  hearing  will  be  held  on  Feb¬ 
ruary  21,  1961,  at  9:30  a.m.,  e.s.t.,  in  a 
Hearing  Room  of  the  Federal  Power 
Commission,  441  G  Street  NW.,  Wash¬ 
ington,  D.C.,  concerning  the  matters  in¬ 
volved  in  and  the  issues  presented  by 
such  application:  Provided,  however. 
That  the  Commission  may,  after  a  non- 
contested  hearing,  dispose  of  the  pro¬ 
ceedings  pursuant  to  the  provisions  of 
§  1.30(c)  (1)  or  (2)  of  the  Commission’s 
rules  of  practice  and  procedure.  Under 
the  procedure  herein  provided  for,  unless 
otherwise  advised,  it  will  be  unnecessary 
for  Applicant  to  appear  or  be  represented 
at  the  hearing. 

Protests  or  petitions  to  intervene  may 
be  filed  with  the  Federal  Power  Cimimis- 
sion,  Washington  25.  D.C.,  in  accordance 
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with  the  rules  of  practice  and  procedure 
(18  CPR  1.8  or  1.10)  on  or  befOTe  Feb¬ 
ruary  10,  1961.  Failure  of  any  party 
to  appear  at  and  participate  in  the  hear¬ 
ing  shall  be  construed  as  waiver  of  and 
concurrence  in  omission  herein  of  the 
intermediate  decision  procedure  in  cases 
where  a  request  therefor  is  made. 

Joseph  H.  Gutride, 

Secretary. 

[P.R.  Doc.  61-812;  Piled,  Jan.  27,  1961; 

8:46  ajn.j 


[Docket  Nos.  C;P61-102  etc.] 

MICHIGAN  WISCONSIN  PIPE  LINE 
CO.  ET  AL. 

Applications  and  Date  of  Hearing 

Janitary  23, 1961. 

Michigan  Wisconsin  Pipe  Line  Com¬ 
pany,  Docket  No.  CP61-102;  ^  Pan  Amer¬ 
ican  Petroleum  Corporation,  Docket  No. 
CI61-516;  Shell  Oil  Company,  Docket  No. 
CI61-524;  Sinclair  Oil  &  Gas  Company, 
Docket  No.  CI61-691;  Wilcox  Oil  Com¬ 
pany,  Docket  No.  CI61-717;  The  Atlantic 
Refining  Company,  Docket  No.  CI61-752 ; 
Kerr-McGee  Oil  Industries,  Inc.,  Docket 
No.  CI61-785;  SkeUy  Oil  Company, 
Docket  No.  CI61-819. 

Take  notice  that  each  of  the  above- 
named  Applicants  has  filed  an  applica- 


These  related  matters  should  be  heard 
on  a  consolidated  record  under  the  ap¬ 
plicable  rules  and  regulations  and  to  that 
end: 

Take  further  notice  that,  pursuant  to 
the  authority  contained  in  and  subject 
to  the  jurisdiction  conferred  upon  the 
Federal  Power  Commission  by  sections 
7  and  15  of  the  Natural  Gas  Act,  and  the 
Commission’s  rules  of  practice  and  pro¬ 
cedure  a  hearing  will  be  held  on  Feb¬ 
ruary  28,  1961,  at  10:00  a.m.,  e.s.t.,  in  a 
hearing  room  of  the  Federal  Power  Com¬ 
mission,  441  G  Street  NW.,  Washington, 
D.C.,  concerning  the  matters  involved  in 
and  the  issues  presented  by  such  appli¬ 
cations. 

Protests  or  petitions  to  intervene  may 
be  filed  with  the  Federal  Power  Commis¬ 
sion.  Washington  25,  D.C.,  in  accordance 
with  the  rules  of  practice  and  procedure 
(18  CFR  1.8  or  1.10)  on  or  before  Feb¬ 
ruary  10, 1961. 

Joseph  H.  Gutride, 

Secretary. 


^See  Appendix  for  mailing  addresses  of 
Applicant. 


tion  for  a  certificate  of  public  conven¬ 
ience  and  necessity,  pursuant  to  section 
7  of  the  Natural  Gas  Act,  authorizing  the 
construction  and  operation  of  facilities 
to  receive,  transport  and  sell  natural  gas 
in  interstate  commerce  as  hereinafter 
described,  subject  to  the  jurisdiction  of 
the  Commission,  all  as  more  fully  repre¬ 
sented  by  the  respective  applications  and 
amendments  thereto,  which  are  on  file 
with  the  Commission  and  open  to  public 
inspection. 

Michigan  Wisconsin  Pipeline  Com¬ 
pany  (Michigan  Wisconsin)  by  its  ap¬ 
plication  in  Docket  No.  CP61-102,  seeks 
authority  to  construct  and  operate  ap¬ 
proximately  62  miles  of  20 -inch  and  35 
miles  of  16-inch  diameter  pipe  line,  to¬ 
gether  with  appurtenant  facilities  for  the 
purpose  of  enabling  it  to  purchase,  re¬ 
ceive  and  transport  natural  gas  from 
several  counties  in  northwest  Oklahoma, 
to  its  main  transmission  line  at  its  com¬ 
pressor  station  No.  2  in  Kiowa  Coimty, 
Kansas. 

The  estimated  cost  of  constructing  the 
proposed  facilities  is  $5,958,000.  Michi¬ 
gan  Wisconsin  plans  to  finance  such  cost 
initially  with  bank  loans  and  with  funds 
generated  internally. 

The  respective  producer  applicants 
propose  to  sell  natural  gas  for  transpor¬ 
tation  in  interstate  commerce  for  resale 
as  indicated  below: 


Michlgan-Wlsconsln  Pipe  Line  Co.: 

Wilber  H.  Mack,  Executive  Vice  Presi¬ 
dent;  Michlgan-Wlsconsln  Pipe  Line  Com¬ 
pany,  3760  Penobscot  Building,  645  Gris¬ 
wold  Street,  Detroit  26,  Mich. 

Fred  H.  Mclntlre,  American  Natural  Gas 
Service  Company,  1523  L  Street  NW., 
Washlng^ton  5,  D.C. 

May,  Shannon  and  Morley,  903  Com¬ 
merce  Building,  1700  K  Street  NW.,  Wash¬ 
ington  6,  D.C. 

Pan  American  Petroletim  Corp.: 

John  F.  Jones,  Esq.,  Pan  American 
Petroleum  Corp.,  P.O.  Box  591,  Tulsa  2, 
Okla. 

Norton  Standeven,  Division  Attorney, 
Pan  American  Petroleum  Corp.,  P.O.  Box 
1654,  Oklahoma  City  1,  Okla. 

Shell  OU  Co.: 

W.  B.  Golush,  General  Gas  Manager, 
Shell  Oil  Co.,  50  West  60th  Street,  New 
York  20,  N.Y. 

Oliver  L.  Stone,  Esq.,  Joseph  C.  Spald¬ 
ing,  Esq.,  Shell  OU  Co.,  60  West  60th 
Street,  New  York  20,  N.Y. 

Sinclair  OU  &  Gas  Co.: 

W.  L.  Mlntum,  Esq.,  Supervisor  of  FPC 
Activities,  Sinclair  OU  &  Gas  Co.,  P.O. 
Box  521,  Tulsa  2,  Okla. 

Charles  E.  McGee,  Esq.,  1145  Nineteenth 
Street  NW.,  Washlng^ton  6,  D.C. 


Wilcox  OU  Co.: 

Glenn  R.  Davis,  Esq.,  P.o  Box  mah 
Tulsa,  Okla. 

The  Atlantic  Refining  Co.: 

Charles  B.  Ellard,  Esq.,  The  Atlantii. 
Refining  Co.,  P.O.  Box  2819,  Dallas  21t» 

Bernard  A.  Foster,  Esq.,  Ross,  Mam  s 
Foster,  725  Fifteenth  Street,  Washington? 
D.C.  ' 

Kerr-McGee  OU  Industries,  Inc.: 

John  I.  Fisher,  Superintendent  of  Qu 
Contracts  &  Production,  Engineering  ^ 
ductlon  Department;  Kerr-McGee^l  m 
dustrles,  Inc.,  Kerr-McGee  BuUdiiur 
homa  City  2,  Okla. 

Jack  T.  Conn,  Kerr,  Lambert,  Conn  s 
Roberts,  P.O,  Box  131,  Ada,  Okla 
Skelly  Oil  Co,: 

David  M.  Cook,  Esq.,  Skelly  OH  Co.  Po 
Box  1650,  Tulsa,  Okla. 

[F.R.  Doc.  61-813;  Filed,  Jan.  27  loai. 

8:47  a.m.]  ’  ‘ 


[Docket  No.  RI61-275  etc.] 

SUNRAY  MID-CONTINENT  OIL  CO 
ET  AL. 

Correction 

January  18, 1861. 
Sunray  Mid-Continent  Oil  Company 
et  al..  Docket  No.  RI61-275,  etc.;  Louis 
Crouch,  Docket  No.  RIG 1-278. 

In  the  order  providing  for  hearingi  (» 
and  suspension  of  proposed  changes  in 
rates,  issued  December  13, 1960,  and  pub¬ 
lished  in  the  Federal  Register  on  De¬ 
cember  21,  1960.  (F.R.  Doc.  60-11773;  25 
F.R.  13146) :  Under  column 
"Amount  of  Annual  Increase,” 
"$48,000”  to  read  "87,600”;  under  column 
headed  “Rate  in  Effect”  change  “10.0  and 
11.0”  to  read  "10.0”;  and  unddr  Column 
headed  "Proposed  Increased  Rate" 
change  "15.0  and  16.0”;  in  Docket  No. 
RI61-278,  Louis  Crouch. 

Joseph  H.  Gutridi, 

Secretary. 

[F.R.  Doc.  61-814;  Filed,  Jan.  27,  ISKJl; 
8:47  a.m.] 


[Docket  No.  G-16844  etc.] 

HARRY  C.  SCHREIBER  ET  AL. 

Applications  and  Date  of  Hearing 
January  18. 1961. 

Harry  C.  Schreiber,  Agent,  Docket  No. 
G-16844;  Kirkwood  &  Morgan,  Inc.,  et  al. 
Docket  No.  G-19522;  Kirkwood  t 
Morgan,  Inc.,  et  al..  Docket  No.  G-1952S; 
P.  L.  &  Josie  Hall  Lease,  Docket  Na  05- 
20017;  Fryer  &  Hanson  Drilling  Com¬ 
pany,  Docket  No.  G-20139;  C.  Rampy 
and  R.  &  M.  Well  Servicing  and  Drilling 
Company,  Docket  No.  CI60-34;  G.  E 
Vaughn,  Jr.  and  Jack  C.  Vaughn,^  Docket 
No.  CI60-303;  Tidewater  Oil  Companji 
Docket  No.  CI60-668 ;  Thurman  Goff  Gas 
Company,  Docket  No.  CT60-732;  H(»n^ 
Stake  Production  Company,  Docket  No. 
C161-172;  S.  J.  Singer,  et  al.  d/b/a  Josa- 
line  Production  Company,  Docket  No. 
CI6 1-371;  Ambassador  Oil  Corporation, 
Operator,  et  al..  Docket  No.  CI61-528. 

Take  notice  that  each  of  thb  above 
Applicants  has  filed  an  application  pur¬ 
suant  to  section  7(b)  of  the  Natural  Ga« 
Act,  for  permission  and  approval  to 
abandon  service,  as  hereinafter  de- 


» Successor  to  Spartan  Drilling  Company- 


Docket  No. 

Price  Per 
Mcf  at 
14.65 
P8IA 

Location 

Producer  ^ 

njfn-Ais  --  -  _ 

10.5 

Dewey,  Major,  Wood,  Woodward 
<3ountlee,  Okla. 

Cedardale  N.E..  Selling,  and  N.W. 
Chester  Fields,  Woodward  and 
Major  Connties  Okla. 

Woods  and  Major  Counties,  Okla _ 

Pan  American  Petroleum  Corp. 

CI61-524 . 

19.5 

SheU  OU  Co. 

10.5 

Sinclair  Oil  and  Qas  Co. 

. 

CI61-717 . 

19.5 

Woodward,  Wood,  and  Major  Coun- 

WUcox  OU  Co. 

r!TM-7W  _  --- 

19.5 

ties,  Okla. 

Major  and  Woodward  Counties,  Okla. 
Woodward  and  Major  Counties,  Okla. 

The  Atlantic  Refining  Co. 

CIOl-^ . 

19.5 

Kerr-McGee  Oil  Industries, 

CI61-819 . 

19.5 

Woodward,  Dewey,  and  Major  Coun- 

Inc. 

SkeUy  011  Co. 

ties,  Okla. 

Appendix 
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--ibed  subject  to  the  jurisdiction  of  the 
J^uni^ion,  aU  as  more  f  uUy  represented 
!^°TI^espective  applications,  and  any 
Jjrtjdments  thereto,  which  are  on  file 
Commission  and  open  to  public 

rS)ective  Applicants  herein  seek 
^-nission  and  approval  to  abandon 
•^ce  as  indicated  below : 

naekrt  No.,  Field  and  Location,  Purchaser, 
Docket  in  Which  Sale  was  Authorized 

i«844;  Church  District,  Wetzel  County, 

V?  Va.;  Equitable  Gas  Co.;  G-5747. 

„j9522;  Chalmers,  Matagorda  County,  Tex.; 
Tenn^ee  Gas  Transmission  Co.;  G-9403. 

-  JJ523;  McCrosky  Area,  Mat^orda  County, 
Tex.;  Tennessee  Gas  Transmission  Co.;  G- 
9304. 

0-20017;  Lee  District,  Calhoun  County, 
Va'.;  Hope  Natural  Gas  Co.;  G-8146. 
GJ0189:'  Benezette,  Elk  County,  Pa.;  New 
YMk  State  Natural  Gas  Corp.;  G-4848. 
CI60-34:  Decker’s  Pralre  South,  Montgomery 
County,  Tex.;  Tennessee  Gas  Transmission 
Co.;  G-2937. 

(150-303;  Velmoor,  Borden  and  Howard 
Counties,  Tex.;  Reef  Corp.;  G-6567. 

080-668;  Shield,  Nueces  County,  Tex.;  Trans- 
eontinental  Gas  Pipe  Line  Corp.;  G-3739. 
CUO-732;  De  Kalb  District,  Gilmer  County, 
f .  Va.;  Hope  Natural  Gas  Co.;  G-5561. 
CMl-172;  East  Antioch,  Garvin  County, 
OUa.;  Lone  Star  Gas  Co.;  G-18739. 

081-871;  Acreage  In  Garvin  County,  Okla.; 

Lone  Star  Gas  Co.;  G-11575. 

081-538;  Hunter  Unit,  Beaver  County,  Okla.; 
Panhandle  Eastern  Pipe  Line  Co.;  G- 
19009.. 

Each  Applicant  herein  states  that  the 
Yolume  of  gas  now  available  for  delivery 
under  the  related  gas  sales  contract  has 
been  depleted  or  has  declined  to  a  point 
Mbsxe  it  is  no  longer  economically  feasi¬ 
ble  to  continue  the  heretofore  author¬ 
ize  sale. 

The  respective  purchasers  have  agreed 
to  the  abandonment  of  service  as 
pn^iosed. 

These  related  matters  should  be  heard 
on  a  consolidated  record  and  disposed  of 
as  prranptly  as  possible  under  the  ap- 
pli(^le  rules  and  regulations  and  to  that 


shall  be  construed  as  waiver  of  and  con¬ 
currence  in  omission  herein  of  the  inter¬ 
mediate  decision  procedure  in  cases 
where  a  request  therefor  is  made. 

Joseph  H.  GuiRmE, 
Secretary. 

(F.R.  Doc.  61-815;  Plied,  Jan.  27,  1961; 

8:47  a.m.J 

[Docket  No.  R161-270  etc.] 

WOLFSON  OIL  CO.  ET  AL. 

Correction 

January  18, 1961. 

Wolfson  Oil  Company  (Operator),  et 
al.,  Docket  Nos.  RI61-270,  etc.;  Socony 
Mobil  Oil  Company,  Inc.,  Docket  No. 
RI61-274. 

In  the  order  providing  for  hearings  on 
and  suspension  of  proposed  changes  in 
rates  and  allowing  increased  rates  to  be¬ 
come  effective  subject  to  refund,  issued 
December  9,  1960  and  published  in  the 
Federal  Register  on  December  20,  1960 
(P.R.  Doc.  60-11718;  25  F.R.  13026): 
Change  the  first  ten  lines  of  Ordering 
'Paragraph  (D)  to  read  as  follows:  “Sup¬ 
plement  No.  8  to  Socony  Mobil  Oil  Co., 
Inc.’s  FPC  Gas  Rate  Schedule  No.  54 
(proposing  an  infiationary  adjustment 
or  revenue-sharing  type  rate  increase 
which  is  dependent  on  the  pending  de¬ 
termination  of  the  proper  rate  to  be 
charged  by  Panhandle  Eastern  Pipeline 
Company)  shall  be  effective  as  of  De¬ 
cember  12,  I960,*  * 

Joseph  H.  Gutride, 
Secretary. 

|FR.  Doc.  61-816;  ^led,  Jan.  27,  1961; 

8:47  a.m.l 

INTERSTATE  COMMERCE 
COMMISSION 

FOURTH  SECTION  APPLICATIONS 


loads,  from  Donnacona,  Quebec,  to 
Chester,  Pa. 

Grounds  for  relief :  Truck-water- 
truck  competition. 

Tariff:  Supplement  45  to  Canadian 
National  Railways  tariff  I.C.C.  E-500. 

PSA  No.  36861:  Joint-Motor-Rail 
Rates  between  the  East  and  West.  Filed 
by  The  Eastern  Central  Motor  Carriers 
Association,  Inc.,  Agent  (No.  179),  for 
interested  carriers.  Rates  on  various 
commodities,  moving  on  class  and  com¬ 
modity  rates,  over  joint  routes  of  appli¬ 
cant  rail  and  motor  carriers,  between 
points  in  middlewest  and  southwestern 
territories,  on  the  one  hand,  and  points 
in  middle  Atlantic  and  New  England  ter¬ 
ritories,  on  the  other. 

Grounds  for  relief :  Rail-truck 
competition. 

Tariffs:  16th  Revised  Page  70  and  12th 
Revised  Page  391  to  The  Eastern  Central 
Motor  Carriers  Association,  Inc.,  tariffs 
MP-I.C.C.  A-171  and  MP-I.C.C.  A-153, 
respectively. 

PSA  No.  36862:  Liquid  fertilizer  solu¬ 
tion — Lima,  Ohio  and  Tuscola,  III.,  to 
Louisville,  Ky.  Piled  by  Trafftc  Execu¬ 
tive  Association-Eastern  Railroads, 
Agent  (CTR  No.  2449),  for  interested 
rail  carriers.  Rates  on  nitrogen  fertil¬ 
izer  solution  or  fertilizer  ammoniating 
solution,  as  more  fully  described  in  the 
application,  in  tank-car  loads,  from 
Lima,  Ohio  and  Tuscola,  HI.,  to  Louis¬ 
ville,  Ky. 

Grounds  for  relief:  Market  competi¬ 
tion. 

PSA  No.  36863:  Soda  ash — Baton 
Rouge,  La.,  to  Rome  and  Krannert,  Ga. 
Piled  by  O.  W.  South,  Jr.,  Agent  (SPA 
No.  A4060),  for  interested  rail  carriers. 
Rates  on  soda  ash,  dense,  in  bulk  in  cov¬ 
ered  hopper  cars,  in  carloads,  from  Baton 
Rouge  and  North  Baton  Rouge,  La.,  to 
Rome  and  Krannert,  Ga. 

Grounds  for  relirf:  Market  competi¬ 
tion  and  grouping. 

Tariff:  Supplement  32  to  Southern 
Freight  Association  tariff  I.C.C.  S-89. 


HiU* 

Take  further  notice  that,  pursuant  to 
the  authority  contained  in  and  subject 
to  the  jurisdiction  conferred  upon  the 
IWeral  Power  Commission  by  sections  7 
and  15  of  the  Natural  Gas  Act,  and  the 
(bmmission’s  rules  of  practice  and  pro¬ 
cedure,  a  hearing  will  be  held  on  March 
2,1961,  at  9:30  a.m.,  e.s.t.,  in  a  Hearing 
Rown  of  the  Federal  Power  Commission, 
441  G  Street  NW.,  Washington,  D.C., 
concerning  the  matters  involved  in  and 
the  Issues  presented  by  such  applica¬ 
tions:  Provided,  however.  That  the  Com¬ 
mission  may,  after  a  non-contested 
hearing,  dispose  of  the  proceedings  pur- 
«uant  to  the  provisions  of  §  1.30(c)  (1) 
or  (2)  of  the  Commission’s  rules  of  prac¬ 
tice  and  procedure.  Under  the  procedure 
herein  provided  for,  unless  otherwise  ad¬ 
vised,  it  will  be  unnecessary  for  Appli¬ 
cants  to  appear  or  be  represented  at  the 
hearing. 

Protests  or  petitions  to  intervene  may 
be  filed  with  the  Federal  Power  (Commis¬ 
sion,  Washington  25,  D.C.,  in  accordance 
with  the  rules  of  practice  and  procedure 
(18  CPR  1.8  or  1.10)  on  or  before  Febru¬ 
ary  14,  1961.  Failure  of  any  party  to 
awear  at  and  participate  in  the  hearing 


FOR  RELIEF 

January  25,  1961. 

Protests  to  the  granting  of  an  applica¬ 
tion  must  be  prepared  in  accordance 
with  Rule  40  of  the  general  rules  of  prac¬ 
tice  (49  (CFR  1.40)  and  filed  within  15 
days  from  the  date  of  publication  of  this 
notice  in  the  Federal  Register. 

Long-and-Short  Haul 

FSA  No.  36859:  Woodpulp  from  Des- 
biens,  Quebec,  to  Chester,  Pa.  Piled  by 
Traffic  Executive  Association-Eastern 
Railroads,  Agent  (ER  No.  2569) ,  for  in¬ 
terested  rail  carriers.  Rates  on  wood- 
pulp  and  woodpulp  screenings,  in  car¬ 
loads,  from  Desblens,  Quebec,  to  Chester, 
Pa. 

Grounds  for  relief:  Truck-water- 
truck  competition. 

Tariff:  Supplement  45  to  Canadian 
National  Railways  tariff  I.C.C.  E-500. 

FSA  No.  36860:  Woodpulp  from  Don¬ 
nacona,  Quebec,  to  Chester,  Pa.  Filed  by 
Traffic  Executive  Association-Eastern 
Railroads,  Agent  (ER  No.  2570) ,  for  in¬ 
terested  rail  carriers.  Rates  on  wood- 
pulp  and  woodpulp  screenings,  in  car- 


By  the  Commission. 

[SEAL]  Harold  D.  McCoy, 

Secretary. 

[F.R.  Doc.  61-828;  PUed,  Jan.  27,  1961; 
6:48  ajtn.] 


[Notice  440] 

MOTOR  CARRIER  TRANSFER 
PROCEEDINGS 

January  25,  1961. 

Synopses  of  orders  entered  pursuant  to 
section  212(b)  of  the  Interstate  Com¬ 
merce  Act,  and  rules  and  regulations 
prescribed  thereunder  (49  CTR  Part 
179),  appear  below: 

As  provided  in  the  Commission’s 
special  rules  of  practice  any  interested 
person  may  file  a  petition  seeking  recon¬ 
sideration  of  the  following  numbered 
proceedings  within  20  days  from  the  date 
of  publication  of  this  notice.  Pursuant 
to  section  17(8)  of  the  Interstate  Com¬ 
merce  Act,  the  filing  of  such  a  petition 
will  postpone  the  effective  date  of  the 
order  in  that  proceeding  pending  its  dis¬ 
position.  The  matters  relied  upon  by 


1 


NOTICES 


petitioners  must  be  specified  in  their  Jr.,  doing  business  as  Riggs  &  Ross,  Mus-  Guardian  Building,  Detroit  26, 
petitions  with  particularity.  catine,  Iowa,  in  Certificate  No.  MC  20455  attorney  for  applicants. 

No.  MC-PC  63385.  By  order  of  Janu-  and  Permit  No.  MC  52402,  both  issued  rsFATi 
ary  23, 1961,  the  Transfer  Board  approved  May  18,  1950,  to  Harold  D.  Riggs,  Jr.,  xiarold  jj.  m 

the  transfer  to  R.  &  H.  Corporation,  a  and  Kenneth  L.  Ross,  a  partnership, 

Delaware  corporation.  New  Kinsington,  doing  business  as  Riggs  &  Ross,  Musca-  Doc-  61-829;  Piled,  jan. 

Pa.,  of  Certificate  in  No.  MC  123054,  is-  tine,  Iowa,  in  Certificate  No.  MC  20455,  8:48  a.m.] 

sued  December  9,  1960,  to  R.  &  H.  Cor-  authorizing  the  transportation,  over  ir- 
poration,  a  Pennsylvania  corporation,  regular  routes,  of  household  goods,  be- 
New  Kinsington,  Pa.,  authorizing  the  tween  Muscatine,  Iowa,  on  the  one  hand, 
transporation  of:  Milk  bottles,  cuUet,  and,  on  the  other,  points  in  Illinois  and 
empty  crates,  glass  bottles  and  contain-  Iowa,  and  in  Permit  No.  MC  52402,  au- 
ers,  glass  jars,  paper  bottle  caps,  lime,  thorizing  the  transportation,  over  irreg- 
soda  ash,  sand,  salt  cake,  barytes,  fiber-  ular  routes,  of  such  commodities  as  are 
board  containers,  fiberboard  boxes  and  dealt  in  by  retail  department  stores, 
containers,  bottle  molds,  foodstuffs,  glass  from  Muscatine,  Iowa,  to  Keithsburg, 
containers,  caps,  covers,  disks,  and  caps  Ill.,  to  points  in  a  specified  part  of  Dli- 
therefor,  plastic  containers,  and  pallets  nois.  William  A.  Landau,  1307  East 
and  shipping  devices,  from,  to,  or  be-  Walnut  Street,  Des  Moines  16,  Iowa, 
tween  specified  points  in  Pennsylvania,  No.  MC-FC  63868.  By  order  of  Janu- 
New  Jersey,  New  York,  Maryland,  West  ary  23,  1961,  the  Transfer  Board  ap- 
Virginia,  Ohio,  Delaware,  Indiana,  Mich-  proved  the  transfer  to  John  A.  Seib,  doing 
igan,  Tennessee,  Virginia,  Rhode  Island,  business  as  Shippers  Motor  Express, 

Massachusetts,  Maine,  Connecticut,  Ver-  Omaha,  Nebr.,  of  Certificate  in  No.  MC 
mont.  New  Hampshire,  North  Carolina,  73381,  issued  November  25, 1960,  to  John 
South  Carolina,  Georgia,  Alabama,  Flor-  A.  Seib  and  Cline  Bailey,  a  partnership, 
ida,  and  the  District  of  Columbia.  Har-  doing  business  as  Shippers  Motor  Ex- 
old  S.  Shertz,  226  South  16th  Street,  press,  Omaha,  Nebraska,  authorizing  the 
Philadelphia  2,  Pa.,  attorney  for  appli-  transportation  of :  Meats,  meat  products, 
cants.  and  meat  by-products,  dairy  products. 

No.  MC-PC  63810.  By  order  of  Janu-  poultry  (dead,  dressed) ,  rabbits  and  arti- 
ary  23,  1961,  the  Transfer  Board  ap-  cles  distributed  by  meat  packing  houses, 
proved  the  transfer  to  Tiger  Tank  Lines,  between  Chicago,  Ill.,  and  Omaha,  Nebr., 

Inc.,  North  Plainfield,  N.J.,  a  portion  of  between  omaha,  Nebr.,  and  Denver, 

Certificate  in  No.  MC  119520,  issued  Colo.,  and  between  Chicago,  Ill.,  and 
April  11, 1960,  authorized  to  Harvey  Red-  Denver,  Colo.;  livestock,  agricultural 
den,  Inc.,  Newark,  N.J.,  authorizing  the  commodities,  emigrant  movables,  and 
transportation,  over  irregular  routes,  of  household  goods  as  defined  by  the 


[Delegation  of  Authority  No.  39-V-io 
(Revision  2)  ] 

CHIEF,  LOAN  ADMINISTRATION  SEC 
TION,  FINANCIAL  ASSISTANCE  Dl' 
VISION 

Delegation  Relating  to  Financial 
Assistance  Functions 

I.  Pursuant  to  the  authority  delegated 
to  the  Chief,  Financial  Assistance  Dtvi. 
Sion,  by  Delegation  of  Authority  No.  30- 
V-1  (Revision  2),  dated  July  22,  i960, 


Doc.  61-818;  Filed.  Jan. 
8:47  a.m.j 
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{Delegation  of  Authority  No.  30-V-291 

rranch  counsel,  santurce, 

^  PUERTO  RICO 

Delegation  Relating  to  Legol 
Functions 

1  T  pursuant  to  the  authority  delegated 
Jthe  Branch  Manager  by  Delegation  of 
SSority-No.  30-V-14  (Revision  2). 
^  June  28,  1960,  there  is  hereby  re¬ 


delegated  to  the  Branch  Counsel,  Puerto 
Rico  Branch  QfiBce,  the  following  au¬ 
thority; 

A.  Legal.  To  disburse  all  approved 
loans. 

B.  Correspondence.  To  sign  routine 
correspondence,  except  Congressional 
correspondence,  relating  to  the  legal 
functions  of  the  branch  office. 

II.  The  authority  delegated  herein 
may  not  be  redelegated. 


ni.  The  authority  delegated  herein 
may  be  exercised  by  any  SBA  employee 
designated  as  Acting  Branch  Counsel. 

Effective  date:  October  28,  1960. 

Antonio  Yordan, 

,  Branch  Manager, 
Atlanta  Regional  Office. 

IF.R.  Doc.  61-619;  PUed,  Jan.  27,  1961; 
8:47  a.m.] 
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